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SECTION 10 28 10

TOILET AND BATH ACCESSORIES

PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes: Provide toilet and bath accessories with attachment hardware and 
rough-in frames as required for complete, operational installation.

B. Related Sections:

1. Section 08 83 00: Frameless glass mirrors.

2. Section 10 21 15: Hardware for toilet partitions, including coat hook/bumper 
mounted on partition doors, and wall bumpers for outswinging doors.

3. Section 10 21 40: Shower wall panels and shower accessories indicated.

1.2 SUBMITTALS

A. Product Data: Submit manufacturer's product data illustrating each accessory at 
large scale.

B. Samples: Provide one sample of each type of fixture to be provided for Guest 
Rooms.

1.3 QUALITY ASSURANCE

A. Sustainability Requirements: Comply with CALGreen requirements including those 
relative to finish material pollution control for adhesives.

1.4 DELIVERY, STORAGE AND HANDLING

A. Deliver inserts and rough-in frames to jobsite at appropriate time for building in.

B. Do not deliver accessories to site until rooms in which they are to be installed are 
ready to receive them.

C. Pack accessories individually, protect each item and its finish.

1.5 PROJECT CONDITIONS

A. Protect adjacent or adjoining finished surfaces from damage during installation of 
work of this section.

B. Before starting work notify Architect in writing of conditions detrimental to installation 
or operation of units.

C. Verify with Architect exact location of accessories.
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1.6 WARRANTY

A. Extended Correction Period:

1. Replace mirrors which exhibit signs of desilvering or distortion.

2. Period: Two years.

PART 2 - PRODUCTS

2.1 SYSTEMS MANUFACTURERS

A. Bobrick Washroom Equipment, Inc.

B. Bradley Corporation.

C. American Specialties, Inc.

D. Manufacturers listed on Toilet and Bath Accessories Schedules.

E. Substitutions: Refer to Section 01 25 00.

2.2 MATERIALS

A. System Description: Provide toilet and bath accessories with attachment hardware 
and rough-in frames.

1. Provide standard materials and finishes for accessories listed; where more than 
one material or finish is available and not otherwise indicated provide as selected 
by Architect from manufacturer’s  standard materials and finishes.

B. Regulatory Requirements - Access for Persons with Disabilities: Comply with 
California Building Standards Code and Americans with Disabilities Act (ADA) 
Standards.

1. California Regulations: Comply with California Building Code including August 
2012 emergency provisions.

C. Stainless Steel Sheet: ASTM A666, commercial grade, Type 304, gages as standard 
with manufacturer of specified items.

D. Stainless Steel Tubing: ASTM A269, commercial grade, seamless welded.

E. Mirror Glass: ASTM C1036, q1 mirror select clear float glass with full silver coating, 
copper coating and organic coating; minimum 1/4" thick.

F. Sheet Steel: ASTM A1008, cold rolled stretcher leveled; minimum G90 galvanized 
coating, ASTM A924 and A653.

G. Adhesive: Epoxy type contact cement as recommended by accessory manufacturer.

H. Fasteners, Screws, and Bolts: Hot dip galvanized; as recommended by accessory 
manufacturer for component and substrate.
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I. Keys: Provide universal keys for access to toilet accessory units requiring  internal 
access for servicing and supply.

1. Provide minimum six keys to Owner representative.

2.3 FABRICATION

A. Weld and grind smooth joints of fabricated components.

B. Form exposed surfaces from one sheet of stock, free of joints.

C. Fabricate units with tight seams and joints, exposed edges rolled; hang doors and 
access panels with continuous piano hinges; provide concealed anchorage where 
possible.

D. Provide steel anchor plates and anchor components for installation on building 
finishes.

E. Form surfaces flat without distortion; maintain flat surfaces without scratches and 
without dents; finish exposed edges eased, free of sharp edges where potential 
exists for physical contact.

F. Back paint components where contact is made with building finishes, to prevent 
electrolysis.

G. Hot dip galvanize ferrous metal anchors and fastening devices.

H. Assemble components in shop; package complete with anchors and fittings.

2.4 FINISHES

A. Exposed Finishes: Stainless steel, number 4, satin finish; satin chrome finish 
acceptable where stainless steel not available for accessory item listed or scheduled.

B. Concealed Surfaces: Treat and clean, spray-apply one coat primer and baked 
enamel finish.

PART 3 - EXECUTION

3.1 PREPARATION

A. Provide templates and rough-in measurements.

3.2 INSTALLATION

A. Install accessories in accordance with manufacturer's printed instructions using 
fasteners appropriate to substrate.

B. Install true, plumb and level, securely and rigidly anchored to substrate.

C. Use tamper-proof, security type fasteners.
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D. Adjust accessories for proper operation and verify mechanisms function smoothly.

E. Replace damaged and defective items.

F. Clean and polish exposed surfaces after removing temporary labels.

3.3 TOILET AND BATH ACCESSORIES SCHEDULE

A. Refer to Drawings.

END OF SECTION


