AXIS/GFA ARCHITECTURE + DESIGN RESIDENCE INN MARRIOTT
840 KILDARE STREET, LANCASTER, CA

SECTION 09 65 10
RESILIENT BASE

PART 1 - GENERAL
1.1 SUMMARY

A. Section Includes: Provide resilient base and accessories as required for complete
finished installation.

B. Related Sections:
1. Section 09 65 15: Resilient stair accessories.
2. Section 09 65 20: Resilient tile flooring.
3. Section 09 65 65: Resilient athletic flooring.
4. Section 09 68 00: Carpet edge strips.
1.2 SUBMITTALS
A. Product Data: Furnish manufacturer's product literature.
B. Samples: Furnish samples of each base color and type.

1.3 QUALITY ASSURANCE

A. Sustainability Requirements: Comply with CALGreen requirements including those
relative to finish material pollution control for adhesives and resilient flooring.

1.4 SITE CONDITIONS
A. Comply with manufacturer recommendations for site conditions but not less than
following; maintain minimum 70-degree F air temperature at installation area for three

days prior to, during, and for 24 hours after installation.

B. Store materials in area of application; allow three days for material to reach same
temperature as area.

PART 2 - PRODUCTS

2.1 SYSTEMS MANUFACTURERS
A. Burke Flooring, Division of Burke Industries.
B. Roppe Rubber Corporation.
C. Johnsonite, Inc.

D. Substitutions: Refer to Section 01 25 00.
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2.2 MATERIALS

A. System Description: Provide resilient base and accessories as required for complete

finished installation.

Performance Requirements: Provide materials tested under ASTM E648, Flooring
Radiant Panel Test, with results of 0.45 watts/sq. cm or higher.

Resilient Base: Conform to ASTM F1861, with premolded end stops and external
corners; 1/8" gage; provide coved base at hard floor surfaces, straight base at carpet
unless otherwise indicated.

1. Type: Extruded rubber, in rolls.

2. Height: 4" unless otherwise indicated.

3. Color: As indicated on Finish Schedule, as selected by Architect from
manufacturer's full range of available colors where not otherwise indicated.

Primers and Adhesives: Water-resistant nontoxic types recommended by base
manufacturer for specified material and application.

PART 3 - EXECUTION

3.1 INSTALLATION

A

D.

E.

Apply to walls, columns, pilasters, casework, and other permanent fixtures in rooms
and areas where base is required.

1. Fit base joints tight and vertical.
2. Maintain minimum measurement of 18" between joints.
Miter internal corners; use molded sections for external corners and exposed ends.

Install base on solid backing, adhere tightly to wall and floor surfaces; fill voids along
top edge of base with manufacturer's recommended adhesive filler.

Scribe and fit to door frames and other obstructions.

Install straight and level to variation of plus or minus 1/8" over 10'-0".

3.2 CLEAN-UP

A

B.

Remove excess adhesive from floor, base and wall surfaces without causing damage.
Clean surfaces in accordance with manufacturer's recommendations.

END OF SECTION
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