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SECTION 01 70 00

EXECUTION REQUIREMENTS

PART 1 - GENERAL

1.1 SUMMARY

A. This section describes execution requirements.

1. Installer qualifications.
2. Examination.
3. Manufacturer’s instructions.
4. Installation.
5. Cleaning.
6. Protection.

B. Related Requirements:

1. Section 01 50 00: Cleaning during construction.
2. Section 01 77 00: Closeout procedures.
3. Section 01 79 00: Demonstration and training.

1.2 INSTALLER QUALIFICATIONS

A. Experienced Installers: Installers to have minimum five-years successful experience 
installing items similar to those required for Project, except for  individuals in training 
under direct supervision of experienced installer.

1.3 EXAMINATION

A. Acceptance of Conditions: Beginning installation of  a product signifies installer has 
examined substrates, areas, and conditions for compliance with manufacturer 
requirements for tolerances and other conditions affecting performance.

B. Field Measurements:  Take field measurements as required to fit Work properly; 
recheck measurements prior to installing each product.

1. Where portions of Work are to fit to other construction verify dimensions of other 
construction by field measurements before fabrication; allow for cutting and 
patching to avoid delaying Work.

C. Space Requirements: Verify space requirements and dimensions of items shown 
diagrammatically on Drawings.
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1.4 MANUFACTURERS' INSTRUCTIONS

A. Manufacturer’s Recommendations: When work is specified to comply with 
manufacturers' recommendations or instructions, distribute copies to persons 
involved and maintain one set in field office.

1. Conform to requirements specified in Section 01 30 00 for submittal of 
recommendations or instructions to Architect; submit to Architect only where 
specified or where specifically requested; otherwise keep in Field Office.

B. Perform work in accordance with details of recommendations and instructions and 
specified requirements.

1. Should a conflict exist between Specifications and recommendations or 
instructions consult with Architect.

C. Where manufacturer's information notes special recommendations in addition to 
installation instructions, comply with both recommendations and instructions.

1.5 INSTALLATION

A. Pre-Installation Meetings: Installers and suppliers are to attend pre-installation 
meetings scheduled by Contractor.

B. Comply with manufacturers written recommendations and installation instructions 
unless more restrictive requirements are specified.

C. Locate Work and components accurately, in correct alignment and elevation.

1. Make vertical work plumb and horizontal work level.

2. Install components to allow space for maintenance and ease of removal for 
replacement.

D. Install products at time and under conditions to ensure best possible results; maintain 
conditions required for product performance until Substantial Completion.

E. Conduct operations so no part of Work is subject to damaging operations or 
excessive loads during normal conditions.

F. Securely anchor permanent construction in place, accurately located and aligned with 
other portions of Work.

G. Allow for building movement including thermal expansion and contraction.

H. Make joints of uniform width; arrange joints as indicated, for best visual effect where 
not otherwise indicated; fit exposed connections together to form hairline joints 
except where otherwise indicated.
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1.6 CLEANING

A. Cleaning During Construction: Specified in Section 01 50 00 - Temporary Facilities 
and Controls.

B. Progress Cleaning: Keep installed areas clean using cleaning materials specifically 
recommended by manufacturers of product being cleaned; where not otherwise 
recommended use nontoxic materials that will not damage surfaces.

1. Remove debris from concealed spaces before enclosing space.

2. Supervise construction operations to assure no part of construction, completed 
or in progress, is subject to harmful, dangerous, damaging, or otherwise 
deleterious exposure during construction period.

C. Final Cleaning: Execute final cleaning at Substantial Completion.

1. Clean interior and exterior surfaces exposed to view; remove temporary labels, 
stains and foreign substances; polish transparent and glossy surfaces; vacuum 
carpeted and soft surfaces.

a. Vacuuming Equipment: Type with high efficiency particulate arrestor (HEPA) 
type filters; properly maintained.

2. Clean equipment and fixtures to a sanitary condition, clean filters of mechanical 
equipment, replace filters where cleaning is impractical.

a. Clean ducts.

3. Clean site; sweep paved areas.

4. Remove waste, surplus materials and rubbish from Project and site; recycle to 
maximum extent feasible.

1.7 PROTECTION

A. Protect products subject to deterioration with impervious cover. Provide ventilation to 
avoid condensation and trapping water.

B. Take care to use protective covering and blocking materials that do not soil, stain, or 
damage materials being protected.

C. After installation, provide coverings to protect products from damage from traffic and 
construction operations, remove when no longer needed.

D. Protect interior materials from water damage; immediately remove wet materials from 
site to prevent growth of mold and mildew on site.

END OF SECTION


