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SECTION 07 60 00

FLASHING AND SHEET METAL

PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes: Provide galvanized steel flashing and sheet metal including 
accessories as required for complete weathertight installation.

1. Flashing and sheet metal includes scuppers, downspouts, rainwater leaders, 
reglets, and similar fabricated components.

2. Provide concealed sealants used in conjunction with installation of metal flashing 
and sheet metal.

3. Provide miscellaneous sheet metal flashing and reglets not provided by other 
trades or suppliers.

a. Where reglets are to be installed in conjunction with other work, provide in 
adequate time for installation.

4. Provide precast concrete splash blocks.

B. Related Sections:

1. Section 07 28 00: Concealed metal flashing integral with underlayment.
2. Section 07 95 00: Expansion joint cover assemblies at roofing.
3. Section 08 91 00: Louvers.

1.2 REFERENCES

A. Sheet Metal and Air Conditioning Contractors National Association (SMACNA): 
Architectural Sheet Metal Manual.

1.3 SUBMITTALS

A. Product Data: Furnish literature for manufactured products.

B. Shop Drawings: Clearly indicate dimensioning, layout, general construction details 
including closures, flashings, locations and types of sealants, anchorages, and 
method of anchorage.

C. Samples: Furnish samples of typical metal flashing fabrication indicating standard 
soldered joints and edge conditions.

1.4 WARRANTY

A. Extended Correction Period: Provide for correcting failure of  system to resist damage 
from anticipated sources including damage from wind and water penetration. Repair 
system and pay for or replace damaged materials and surfaces.

1. Period: Two years.
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PART 2 - PRODUCTS

2.1 MATERIALS

A. System Description: Provide galvanized steel flashing and sheet metal including 
reglets and accessories as required for complete weathertight installation.

B. Design Criteria: Allow for movement of components without causing buckling, failure 
of joint seals, undue stress on fasteners or other detrimental effects, when subject to 
100-year seasonal temperature ranges.

C. Flashing and Sheet Metal: ASTM A924 and A653 G90 galvanized steel; minimum 
24 gage.

1. Accessories: Provide strainers, outlet tubes, screens, baffles, hangers and 
accessories as required for a complete system and complying with SMACNA 
Manual.

2. Provide heavier gage metal where recommended by SMACNA Manual for size of 
component.

3. Mill phosphatized where indicated to be field painted.

D. Manufactured Reglets: Snap-on type, for two-piece flashing; metal to match flashing 
and sheet metal.

1. Manufacturers:

a. Fry Reglet Corp./Springlok System.
b. W.P. Hickman Co./The Leading-Edge Drive Lock System.
c. Substitutions: Refer to Section 01 25 00.

E. Solder and Fasteners: As recommended by SMACNA and complying with applicable 
codes and regulations; hot dipped galvanized minimum coating comparable to G90.

F. Concealed Sealant: Butyl type for use in conjunction with sheet metal; non-staining; 
non-corrosive; non-shrinking and non-sagging; ultra-violet and ozone resistant for 
exterior concealed applications.

G. Bituminous Paint: Acid and alkali resistant type; black color; asbestos free.

H. Plastic Cement: Cutback asphaltic type; asbestos free.

I. Sealing Compound: Type recommended by roofing manufacturer; asbestos free.

J. Precast Concrete Splash Blocks: Precast concrete of size and profile as approved by 
Architect; minimum 2000 psi at 28 days with minimum 5% air entrainment.

2.2 FABRICATION

A. Fabricate sheet metal in accordance with SMACNA Architectural Sheet Metal Manual.
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B. Form sections square, true and accurate to size, free from distortion and other 
defects detrimental to appearance or performance.

1. Fabricate corners and intersections in shop with solder joints; watertight 
fabrication.

C. Form sections in maximum 10'-0" lengths; make allowance for expansion at joints.

D. Hem exposed edges on underside 1/2".

E. Backpaint flashings with heavy bodied bituminous paint where in contact with 
cementitious materials or dissimilar metals.

PART 3 - EXECUTION

3.1 INSTALLATION

A. Install metal flashing and sheet metal in accordance with SMACNA Architectural 
Sheet Metal Manual.

1. Install tight in place, with corners square, surfaces true and straight in planes, 
and lines accurate to profiles as indicated on Drawings.

2. Lap joints in direction of water flow.

3. Hold downspouts in position, clear of wall, by hangers spaced not more than 10'-0" 
on center; securely fasten hangers to wall without exposed damage to wall surface.

B. Exercise care when cutting materials on site, to ensure cuttings do not  remain on 
finished surfaces.

C. Provide expansion joints concealed within system.

D. Use concealed fasteners, continuous cleat type, except where specifically approved 
by Architect.

1. Exposed fasteners may be used, where clearly indicated on shop drawings and 
approved by Architect, at areas not exposed at exterior walls nor in sight of 
interior spaces.

E. Apply sealing compound at junction of metal flashing and felt flashing.

F. Lock seams and end joints; fit flashing tight in place; make corners square, surfaces 
true and straight in planes, and lines accurate to profiles.

G. Counter-flash mechanical and electrical items projecting through roof membrane.

H. Install sealants where required to prevent direct weather penetration.

I. Completed installation shall be free of rattles, noise due to thermal and air 
movement, and wind whistles.

J. Install precast concrete splash blocks at locations to interrupt fall of water and direct 
water flow as indicated on Drawings.

END OF SECTION


