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SECTION 01 35 15

CALGREEN ENVIRONMENTAL REQUIREMENTS

PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes: Comply with CALGreen environmental requirements related to 
energy efficiency, water efficiency and conservation, material conservation and 
resource efficiency, and environmental quality as adopted by Lancaster.

1.2 ENVIRONMENTAL REQUIREMENTS

A. Mandatory Measures: Comply with CALGreen Mandatory Measures applicable to 
Project.

1. Design team and construction team are each required to participate to maximum 
degree possible to achieve CALGreen environmental requirements.

2. Contract Documents are not intended to limit alternative means of achieving 
environmental requirements.

a. Suggestions from Contractor, subcontractors, suppliers, and manufacturers 
for achieving environmental requirements are encouraged; team approach is 
also encouraged.

3. Voluntary Tiers: Construction team is encouraged to work with Owner and 
Design Team to achieve enhanced Voluntary Tier levels by incorporating 
additional measures as defined in CALGreen Appendixes.

a. Contact Owner and Architect regarding extent of intent of Project to reach 
Voluntary Tiers, additional work necessary to achieve enhanced Voluntary 
Tiers, and potential costs involved in achieving each Voluntary Tier.

b. Construction team is required to achieve Mandatory Measures and to 
achieve as much as possible without unacceptable cost impact or schedule 
impact as considered by Owner.

B. Requirements: Construction team is required to review CALGreen requirements 
relative to Project.

1. Energy Efficiency: Comply with California Energy Commission requirements.

2. Water Efficiency and Conservation: Comply with requirements for both indoor 
and outdoor water use.

3. Material Conservation and Resource Efficiency:

a. Projects: Seal openings and penetrations in building envelope separating 
conditioned space from unconditioned space.

b. Construction Waste: Provide construction waste management plan as 
defined by CALGreen with at least 65% of construction waste diverted from 
landfill by recycling or salvage for reuse.
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c. Building Maintenance and Operation: Provide operation and maintenance 
data as required by CALGreen.

4. Project Environmental Quality:

a. Fireplaces: Comply with requirement that gas fireplaces (if any) shall be 
direct-vent sealed-combustion type and woodstoves or pellet stoves (if any) 
comply with U.S. EPA Phase II emissions limits.

b. Mechanical Equipment Pollution Control: Cover duct and related air 
distribution component openings to prevent dust and debris accumulation.

c. Finish Material Pollution Control: Comply with CALGreen requirements for 
volatile organic compound (VOC) emissions including but not necessarily 
limited to following (as applicable):

1) Adhesives, sealants and caulks.
2) Paints and coatings.
3) Carpet systems including carpet, carpet cushion, and adhesives.
4) Resilient flooring systems.
5) Composite wood products formaldehyde limitations.

d. Interior Moisture Control: Comply with CALGreen requirements for vapor 
retarder at concrete slab foundations and capillary break (aggregate base).

e. Building Material Moisture Content: Do not use water damaged building 
materials, remove and place wet and high moisture content insulation, and 
do not enclose wall or floor framing when moisture content exceeds 19%.

f. Indoor Air Quality: Provide humidistat-controlled bathroom exhaust fans with 
Energy Star compliance, ducted to terminate outside building.

g. Environmental Comfort: Comply with CALGreen requirements for whole 
house exhaust fan louvers to be insulated or have covers which close when 
fan is off, and with heating and air-conditioning system design requirements.

C. Planning and Design: Construction team shall coordinate with Design Team 
regarding Project Planning and Design methods related to CALGreen requirements 
related to Project design and shall comply with requirements related to construction.

1.3 QUALITY ASSURANCE

A. Project Management and Coordination: Contractor to identify one person on 
Contractor’s staff to be responsible for CALGreen issues compliance and 
coordination.

1. Experience: Environmental project manager to have experience relating to 
CALGreen building construction.

2. Responsibilities: Carefully review Contract Documents for CALGreen issues, 
coordinate work of trades, subcontractors, and suppliers; instruct workers 
relating to environmental issues; and oversee Project Environmental Goals.
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a. Submittals: Collect, compile, verify, and maintain sufficient information for 
submittals indicating compliance with applicable CALGreen requirements.

3. Meetings: Discuss CALGreen Goals at following meetings.

a. Pre-construction meeting.
b. Pre-installation meetings.
c. Regularly scheduled job-site meetings.

B. CALGreen Issues Criteria: Comply with requirements listed in CALGreen and various 
Specification sections.

PART 2 - PRODUCTS

2.1 MATERIALS

A. General Issues: Do not use materials with moisture stains or with signs of mold or 
mildew.

1. Moisture Stains: Materials that have evidence of moisture damage, including 
stains, are not acceptable, including both stored and installed materials; 
immediately remove from site.

2. Mold and Mildew: Materials that have evidence of growth of molds or of mildew 
are not acceptable, including both stored and installed materials; immediately 
remove from site.

2.2 SUBSTITUTIONS

A. Substitutions Environmental Issues: Requests for substitutions shall comply with 
requirements specified in Section 01 25 00 – Substitution Procedures, with following 
additional information required where environmental issues are involved.

1. Indicate each proposed substitution complies with CALGreen requirements.

2. Owner and Architect reserve right to reject proposed substitutions where 
CALGreen information is not provided and where substitution may impact 
mandatory requirements or Project voluntary tier requirements.

PART 3 - EXECUTION

3.1 PROTECTION

A. Environmental Issues: Protect interior materials from water damage; where interior 
products not intended for wet applications are exposed to moisture, immediately 
remove from site.

1. Protect installed products using methods that do not support growth of molds 
and mildews. Immediately remove from site materials with mold and materials 
with mildew.

END OF SECTION


