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GWB GYPSUM WALLBOARD
GRD GROUND
GR GRADE
GL GLASS
GFRG GLASS FIBER REINFORCED GYPSUM
GFRC GLASS FIBER REINFORCED CONCRETE
GC GENERAL CONTRACT(OR)
GB GRAB BAR
GALV GALVANIZED
GA GAUGE / GAGE

G

FURN FURNITURE
FTG FOOTING
FRT FIRE RETARDANT TREATED
FT FEET
FR FRAME
FPG FIREPROOFING
FP FIRE PROTECTION
FO FACE OF
FLASH FLASHING
FL FLOOR
FIXT FIXTURE
FIN FINISH
FFEL FINISH FLOOR ELEVATION
FF&E FURNITURE, FINISHES & EQUIPMENT
FEC FIRE EXTINGUISHER CABINET
FE FIRE EXTINGUISHER
FND FOUNDATION
FDC FIRE DEPARTMENT CONNECTION
FD FLOOR DRAIN
FA FIRE ALARM

F

EXT EXTERIOR
EXIST EXISTING
EXP EXPANSION
EXH EXHAUST
EQUIP EQUIPMENT
EQ EQUAL
EP ELECTRICAL PANELBOARD
EMERG EMERGENCY
ELEV ELEVATOR
ELEC ELECTRICAL
EL ELEVATION
EJ EXPANSION JOINT
EA EACH
E EAST
(E) EXISTING

E

DWR DRAWER
DWG DRAWING
DW DISHWASHER
DRN DRAIN
DR DOOR
DO DOOR OPENING
DN DOWN
DMPF DAMPPROOFING
DISP DISPENSER
DIM DIMENSION
DIFF DIFFUSER
DIA DIAMETER
DF DRINKING FOUNTAIN
DET DETAIL
DEPT DEPARTMENT
DEMO DEMOLITION
DEG DEGREE
DBL DOUBLE
D DEEP, DEPTH

D

CW COLD WATER (PIPING)
CTSK COUNTER SUNK
CTR CENTER
CT CERAMIC TILE
CORR CORRIDOR
COORD COORDINATE
CONTR CONTRACTOR
CONT CONTINUOUS
CONN CONNECTION
COND CONDITION
CONC CONCRETE
COL COLUMN
CO CLEANOUT
CNTR COUNTER
CLR CLEAR
CLG CEILING
CL CENTER LINE
CJ CONTROL JOINT / CONSTRUCTION JOINT
CIP CASTINPLACE
CI CAST IRON
CHAN CHANNEL
CH CHILLER
CG CORNER GUARD
CER CERAMIC
CBU CEMENTITIOUS BACKER UNIT
CB CATCH BASIN
CAT CATEGORY
CAB CABINET

C

BT BOLT
BSMT BASEMENT
BOT BOTTOM
BM BEAM
BLDG BUILDING
BD BOARD

B

AVB AIR VAPOR BARRIER
AV AUDIO VISUAL
AUTO AUTOMATIC
ARCH ARCHITECTURAL
APPROX APPROXIMATE
APPD APPROVED
ACP ACOUSTICAL CEILING PANEL
ANOD ANODIZED
ANCH ANCHOR
ALUM ALUMINUM
ALT ALTERNATE
AFF ABOVE FINISH FLOOR
ADJ ADJUSTABLE
AD AREA DRAIN
ACOUS ACOUSTICAL
ACC ACCESSIBLE
AC AIR CONDITIONING
AB ANCHOR BOLT

A

ABBREVIATIONS

PTR PAPER TOWEL RECEPTACLE
PTN PARTITION
PTD PAPER TOWEL DISPENSER / PAINTED
PT POINT / PRESSURETREATED
PSF POUNDS PER SQUARE FOOT
PROJ PROJECT
PREFAB PREFABRICATED
PR PAIR
POL POLISHED
PNL PANEL
PLYWD PLYWOOD
PLBG PLUMBING
PLAM PLAM
PL PLATE
PERP PERPENDICULAR
PERIM PERIMETER
PERF PERFORATED
PDF POWER DRIVEN FASTENER
PBD PARTICLEBOARD
PARTN PARTITION
PAV PAVING
P PAINT

P

OVHD OVERHEAD
OUTS OUTSIDE
ORD OVERFLOW ROOF DRAIN
OPPHD OPPOSITE HAND
OPP OPPOSITE
OPNG OPENING
OPH OPPOSITE HAND
OH OVER HEAD
OFF OFFICE
OFOI OWNER FURNISHED, OWNER INSTALLED
OFCI OWNER FURNISHED, CONTRACTOR INSTALLED
OC ON CENTER
OA OUTSIDE AIR

O

NTS NOT TO SCALE
NOM NOMINAL
NO NUMBER
NIC NOT IN CONTRACT
NC NOISE CRITERIA
NA NOT APPLICABLE
N NORTH

N

MULL MULLION
MTL METAL
MTG MOUNTING
MTD MOUNTED
MS MACHINE SCREW
MISC MISCELLANEOUS
MIN MINIMUM
MH MANHOLE
MFR MANUFACTURER
MEZZ MEZZANINE
MET METAL
MEMB MEMBRANE
MECH MECHANICAL
MDO MEDIUM DENSITY OVERLAY PLYWOOD
MEP MECHANICAL, ELECTRICAL, PLUMBING
MDF MEDIUM DENSITY FIBERBOARD
MB MACHINE BOLT
MAX MAXIMUM
MATL MATERIAL
MAINT MAINTENANCE
MACH MACHINE

M

LT LIGHT
LN LINE
LKR LOCKER
LF LINEAR FOOT
LB POUND
LAV LAVATORY
LAM LAMINATE / LAMINATION
LDG LANDING

L

KO KNOCKOUT
KIT KITCHEN

K

JT JOINT
JST JOIST
JC JANITOR'S CLOSET
JAN JANITOR

J

IPS INTERNATIONAL PIPE STANDARD
INV INVERT
INT INTERIOR
INSUL INSULATION
INFO INFORMATION
INCL INCLUDED / INCLUDING
IN INCH
ID INSIDE DIAMETER

I

HYDR HYDRAULIC
HW HOT WATER
HVAC HEATING, VENTILATION, AIR CONDITIONING
HT HEIGHT
HORIZ HORIZONTAL
HO HOLDOPEN
HNDRL HANDRAIL
HM HOLLOW METAL (STEEL FRAME)
HS HEAT STRENGTHEND (GLASS)
HDW HARDWARE
HC HOLLOW CORE
HB HOSE BIB
H HIGH / HEIGHT

H

WW WALL TO WALL
WT WEIGHT
WSCT WAINSCOT
WS WEATHERSTRIPPING
WRB WEATHER RESISTANT BARRIER
WR WATER RESISTANT/REPELLANT
WPT WORK POINT
WPM WATERPROOF MEMBRANE
WP WATERPROOFING
W/O WITHOUT
WDW WINDOW
WDS WOOD SCREW
WD WOOD
WC WATER CLOSET
W WIDE, WIDTH/WEST
W/ WITH

W

VWC VINYL WALL COVERING
VT VINYL TILE
VR VAPOR RETARDER
VIF VERIFY IN FIELD
VEST VESTIBULE
VERT VERTICAL
VCT VINYL COMPOSITION TILE
VAC VENTILATION AND AIR CONDITIONING

V

UR URINAL
UON UNLESS OTHERWISE NOTED
UNFIN UNFINISHED

U

TYP TYPICAL
TW TOP OF WALL
TV TELEVISION
TRACT TRACTION
TPD TOILET PAPER DISPENSER
TP TOP OF PAVEMENT
TOSTL TOP OF STEEL
TOS TOP OF SLAB, TOP OF STRUCT
TO TOP OF (SEE OTHER WORD)
TMPD TEMPERED
TKBD TACKBOARD
THRU THROUGH
THRES THRESHOLD
THK THICKNESS
TGB TOGGLE BOLT
TER TERRAZZO
TEMP TEMPERATURE
TEL TELEPHONE OR TELECOM
TCONC TOP OF CONCRETE
TC TOP OF CURB
TB TOWEL BAR
T TREAD / THERMOSTAT
T&G TONGUE AND GROOVE

T

SYS SYSTEM
SYMM SYMMETRICAL
SUSP SUSPENDED
SUBCAT SUBCATEGORY
STRUCT STRUCTURAL
STRL STRUCTURAL
STRG STRINGER
STOR STORAGE
STLJST STEEL JOIST
STL STEEL
STD STANDARD
STA STATION
SSK SERVICE SINK
SST STAINLESS STEEL
SSE STRUCTURE SLAB ELEVATION
SQ SQUARE
SPKR SPEAKER
SPR SPRINKLER
SPEC SPECIFICATION
SP STANDPIPE
SND SANITARY NAPKIN DISPENSER
SM SHEET METAL OR SQUARE METER (METRIC DOCS)
SIM SIMILAR
SHR SHOWER
SHT SHEET
SH SPRINKLER HEAD
SF SQUARE FEET/FOOT
STS SELF TAP METAL SCREW
SECT SECTION
SD STORM DRAIN / SOAP DISPENSER
SCHED SCHEDULE
SC SOLID CORE
SAN SANITARY AIR
SAM SELFADHERED MEMBRANE
SAF SELFADHERED FLASHING
SA SUPPLY AIR
S SOUTH

S

RWL RAIN WATER LEADER
RTG RATING
RTD RATED
RO ROUGH OPENING
RM ROOM
REV REVISION / REVISED
RESIL RESILIENT
REQ REQUIRE / REQUIRED
REM REMOVABLE
REL RELOCATE
REINF REINFORCED / REINFORCING
REG REGISTER
REFR REFRIGERATOR
REFL REFLECTED / REFLECTIVE /    REFLECT
REF REFERENCE
REC RECESSED
RECPT RECEPTACLE
RECOM RECOMMENDED
RD ROOF DRAIN
RCP REFLECTED CEILING PLAN
RB RESILIENT BASE
RAD RADIUS
RA RETURN AIR
R RADIUS OR RISER (PIPING)
(R) RELOCATED

R

QTY QUANTITY
Q QUARRY TILE

Q
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STRUCTURAL

S1.0 STRUCTURAL NOTES ■ ■ ■

S2.0 BLDG A FOUNDATION ■ ■ ■

S2.0A SHEARWALL HOLDDOWNS ■ ■ ■

S2.1 BLDG A FLOOR FRAMING PLAN ■ ■ ■

S2.1A FIRST FLOOR SHEARWALLS ■ ■ ■

S2.2 BLDG A ROOF FRAMING PLAN ■ ■ ■

S2.2A SECOND FLOOR SHEARWALLS ■ ■ ■

S3.0 TYPICAL DETAILS ■ ■ ■

S3.1 TYPICAL DETAILS ■ ■ ■

S3.2 TYPICAL DETAILS ■ ■ ■

S3.3 TYPICAL DETAILS ■ ■ ■

S3.4 TYPICAL DETAILS ■

S4.0 FOUNDATION DETAILS ■ ■

S4.1 FOUNDATION DETAILS

S5.0 FLOOR DETAILS ■ ■ ■

S5.1 FLOOR DETAILS ■ ■ ■

S6.0 ROOF FRAMING DETAILS ■ ■ ■

S6.1 ROOF FRAMING DETIALS ■

MECHANICAL

M0.20 MECHANICAL EQUIPMENT SCHEDULE AND DETAILS ■ ■ ■ ■

M1.00 MECHANICAL BUILDING TYPICAL FIRST FLOOR PLAN ■ ■ ■ ■

M1.10 MECHANICAL INDEX, NOTES, SYMBOLS AND LEGEND ■ ■ ■ ■

M2.00 MECHANICAL ENLARGED FLOOR PLAN ■ ■ ■

M3.00 MECHANICAL TITLE 24 REPORTS ■ ■

M3.01 MECHANICAL TITLE 24 FORMS ■ ■

M3.02 MECHANICAL TITLE 24 FORMS ■ ■

M3.03 MECHANICAL TITLE 24 FORMS ■ ■

M3.04 MECHANICAL TITLE 24 FORMS ■ ■

M3.05 MECHANICAL TITLE 24 FORMS ■ ■

M3.06 MECHANICAL TITLE 24 FORMS ■ ■

M3.07 MECHANICAL TITLE 24 FORMS ■ ■

M3.08 MECHANICAL TITLE 24 FORMS ■ ■

M3.09 MECHANICAL TITLE 24 FORMS ■ ■

M3.10 MECHANICAL TITLE 24 FORMS ■ ■

M3.11 MECHANICAL TITLE 24 FORMS ■ ■

M3.12 MECHANICAL TITLE 24 FORMS ■ ■

M3.13 MECHANICAL TITLE 24 FORMS ■ ■

M3.14 MECHANICAL TITLE 24 FORMS ■ ■

M3.15 MECHANICAL TITLE 24 FORMS ■ ■

ELECTRICAL

E0.01 ELECTRICAL SYMBOLS, NOTES AND SHEET INDEX ■ ■ ■

E0.02 LIGHTING FIXTURE SCHEDULES AND DETAILS ■ ■ ■ ■

E0.03 ELECTRICAL SINGLE LINE DIAGRAM VILLA 1 THRU VILLA 4 ■ ■ ■ ■

E0.03A ELECTRICAL LOAD CALCULATIONS AND FEEDER SCHEDULES ■ ■ ■ ■

E0.04 PANELBOARD SCHEDULES - VILLA 4 ■ ■ ■ ■

E0.04A PANELBOARD SCHEDULES ■ ■ ■

E0.05 ELECTRICAL DETAILS ■ ■ ■

E0.05A ELECTRICAL DETAILS ■ ■ ■

E0.06 COMMUNICATION SYSTEM RISER DIAGRAM - VILLA 4 ■ ■ ■

E0.06A COMMUNICATION SYSTEM DETAILS ■ ■ ■

E0.07 SECURITY SYSTEMS PLAN ■ ■ ■

E0.07A SECURITY/CCTV SYSTEMS RISER DIAGRAM - VILLA 4 ■ ■ ■

E0.08 FIRE ALARM SYSTEM RISER DIAGRAM ■ ■ ■

E0.09 TITLE-24 ENERGY FORMS ■ ■ ■ ■

E0.09A TITLE-24 ENERGY FORMS I ■ ■ ■ ■

E0.09B TITLE-24 ENERGY FORMS II ■ ■ ■ ■

E0.09C TITLE-24 ENERGY FORMS III ■ ■ ■

E0.09D ELECTRICAL TITLE 24 ENERGY FORMS IV - SITE ■

E0.09E ELECTRICAL TITLE 24 ENERGY FORMS V - SITE ■

E1.00 ELECTRICAL SITE PLAN ■ ■ ■

E1.01A ELECTRICAL ROOF PLAN VILLA 1

E1.01B ELECTRICAL SITE LIGHTING PLAN II

E2.01 ELECTRICAL LEVEL 1 FLOOR PLAN VILLA #4 ■ ■ ■ ■

E2.01A ENLARGED COMMON AREA POWER PLAN ■ ■ ■ ■

E2.02 ELECTRICAL LEVEL 2 FLOOR AND ROOF PLAN VILLA #4 ■ ■ ■ ■

E2.03 ELECTRICAL SITE LIGHTING PLAN 1

E3.00 ELECTRICAL UNIT PLANS ■ ■ ■

PLUMBING

P0.10 PLUMBING LEGEND, SCHEDULE AND NOTES ■ ■ ■

P0.20 PLUMBING CALCULATIONS ■ ■ ■

P0.30 PLUMBING SCHEDULE ■ ■ ■

P0.40 PLUMBING DETAILS ■ ■ ■

P0.50 PLUMBING DETAILS ■ ■ ■

P0.60 PLUMBING DETAILS ■ ■ ■

P1.00 PLUMBING VILLA SITE PLAN ■ ■

P1.10 PLUMBING  FIRST FLOOR PLAN ■ ■ ■

P1.11 PLUMBING  FIRST FLOOR PLAN ■ ■ ■

P1.20 PLUMBING SECOND FLOOR PLAN ■ ■ ■

P1.30 PLUMBING BUILIDNG A RISER DIAGRAM ■ ■ ■

P2.10 PLUMBING UNIT PLAN ■ ■ ■

P3.10 PLUMBING RISER DIAGRAM ■ ■ ■

P3.11 PLUMBING RISER DIAGRAM ■ ■ ■
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GENERAL

G0 SITE PLAN REVIEW COVER & INFO ■ ■

G0.00 COVER ■ ■ ■

G0.01 TITLE SHEET ■ ■ ■

G0.02 SHEET INDEX ABBREVIATIONS AND SYMBOLS ■ ■ ■ ■

G0.03 PROJECT NARRATIVE AND 3D RENDERINGS ■

G0.04 PROJECT GRAPHICS ■

G0.10 COVER - PHASE II ■

G0.11 TITLE SHEET - KENSINGTON II

G0.12 KENSINGTON II SHEET INDEX ABRREVIATIONS AND SYMBOLS ■

G0.21 VILLA - AREA PLANS ■ ■ ■ ■

G0.22 BUILDING SEPARATION PLANS ■ ■

G0.23 AREAS PER ROOM TYPE ■ ■ ■ ■

G0.30 ACCESSIBILITY NOTES ■ ■

G0.31_ SPECIALTY NOTES ■ ■

G0.32 ACCESSIBILITY NOTES ■

G0.33 ACCESSIBILITY DETAILS ■ ■ ■

G0.34 SIGNAGE AND ACCESSIBILITY DETAILS ■ ■ ■

G0.35 GENERAL AND ACCESSIBILITY NOTES ■ ■ ■

G0.41 CPTED INFORMATION & PROJECT INFORMATION ■

G0.50 FIRE DEPARTMENT REQUIRED DOCUMENTS ■

G0.60 CONDITIONS OF APPROVAL ■

G0.71 CAL GREEN CODE COMPLIANCE / LEED CHECKLIST ■ ■ ■

SURVEY

1 OF 1 SURVEY ■

CIVIL

C1.00 TITLE SHEET ■ ■

C1.10 DEMOLITION PLAN ■ ■

C1.20 HORIZONTAL CONTROL ■

C1.21 HORIZONTAL CONTROL ■

C1.22 Unnamed

C1.30 OVERALL GRADING PLAN ■ ■ ■ ■

C1.31 GRADING PLAN (OFF-SITE) ■ ■ ■

C1.32 GRADING PLAN NORTH ■ ■ ■ ■

C1.33 GRADING PLAN SOUTH ■ ■ ■

C1.40 CONSTRUCTION PLAN NORTH ■ ■ ■

C1.41 CONSTRUCTION PLAN SOUTH ■ ■ ■

C1.50 ENLARGE AMPITHEATRE ■

C1.51 GRADING AND PAVING PLAN DETAILS ■

C1.52 PRECISE GRADES VILLA, TYPICAL ■ ■

C2.00 ON-SITE COMPOSITE UTILITY ■

C2.01 ON-SITE WATER PLAN ■

C2.02 ON-SITE WATER PLAN ■

C2.10 ON-SITE SEWER PLAN (NORTH) ■

C2.11 ON-SITE SEWER PLAN (SOUTH)

C2.20 ON-SITE STORM DRAIN ■ ■

C2.21 ON-SITE STORM DRAIN ■ ■

C2.22 ON-SITE STORM DRAIN DETAILS ■ ■

C2.23 TYPICAL VILLA STORM DRAIN ■

C4.00 ON-SITE FIRE PROTECTION PLAN NOTES AND DETAILS ■

C4.10 ON-SITE FIRE PROTECTION PLAN OVERALL SITE PLAN ■

C4.20 ON-SITE FIRE PROTECTION PLAN ENLARGED PLAN 1 ■

C4.30 ON-SITE FIRE PROTECTION PLAN ENLARGED PLAN 2 ■

C4.40 ON-SITE PROTECTION PLAN DETAILS ■

C4.50 ON-SITE PROTECTION PLAN  DETAILS ■

S0 CITY OF LANCASTER STREET IMPROVEMENT PLANS

S1 CITY OF LANCASTER STREET IMPROVEMENT PLANS

S2 CITY OF LANCASTER STREET IMPROVEMENT PLANS

S3 CITY OF LANCASTER STREET IMPROVEMENT PLANS

S4 CITY OF LANCASTER STREET IMPROVEMENT PLANS

ARCHITECTURAL

A0.00 MASTER SITE PLAN ■ ■ ■

A0.01C FIRE ACCESS AND HYDRANT SITE PLAN NORTH ■ ■ ■

A0.01D FIRE ACCESS AND HYDRANT SITE PLAN SOUTH ■ ■

A0.02 PHASE 1 SITE PLAN ■ ■ ■

A0.03 PHASE 1 VILLA SITE PLAN ■ ■ ■ ■ ■

A0.04 PARKING PLANS ■ ■ ■ ■

A0.05 PHASE 1 SITE SECTION ■

A0.11 PHASE 2 MASTER PLAN ■

A0.12 KENSINGTON II VILLA ■

A1.11 SLAB PLAN ■ ■ ■ ■

A1.12 FIRST FLOOR PLAN ■ ■ ■ ■ ■ ■

A1.13 FIRST FLOOR REFLECTED CEILING PLAN ■ ■ ■ ■

A1.14 SECOND FLOOR PLAN ■ ■ ■ ■ ■ ■

A1.15 SECOND FLOOR REFLECTED CEILING PLAN ■ ■ ■ ■

A1.16 ROOF PLAN ■ ■ ■ ■

A2.01 EXTERIOR ELEVATIONS ■ ■ ■ ■ ■ ■

A2.02 EXTERIOR ELEVATIONS ■ ■ ■ ■ ■ ■

A3.01 BUILDING SECTIONS ■ ■ ■ ■ ■

A3.02 BUILDING SECTIONS ■ ■ ■ ■ ■

A4.01 1BD UNIT PLAN / RCP ■ ■ ■ ■

A4.02 KITCHEN ENLARGED PLANS AND INTERIOR ELEVATIONS ■ ■ ■ ■
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A5.03 ENLARGED LAUNDRY AREA AND INTERIOR ELEVATIONS ■ ■ ■

A5.04 COMMON AREAS PLANS AND INTERIOR ELEVATIONS ■ ■ ■ ■

A6.01 STAIR #1  PLANS, SECTIONS, AND ELEVATIONS ■ ■ ■ ■

A6.02 STAIR #2 PLANS, SECTIONS, AND ELEVATIONS ■ ■ ■

A7.01 DOOR  & WINDOW SCHEDULE & TYPES ■ ■ ■ ■ ■

A7.02 ROOM FINISH AND APPLIANCES SCHEDULE ■

A7.03 STOREFRONT TYPES ■ ■ ■

A8.01_ FLOOR AND ROOF ASSEMBLIES ■ ■ ■ ■

A8.02_ INTERIOR WALL ASSEMBLIES ■ ■ ■ ■
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FUTURE  TRAINING 
ENTERPRISE BUILDING
12,000 SF

SUPPORTIVE 
SERVICES

DINING HALL 
4,000 SF

INTAKE AND 
SUPPORTIVE 
SERVICES

SHELTER
6400 SF 1 STORY

PEDESTRIAN WALK

PROPERTY LINE

VILLA 2
25 APARTMENTS, 1 MANAGER'S UNIT
(26,636 SF, 2 LEVELS)

A
V

E
N

U
E

 I

32ND STREET WEST

PROPERTY LINE,
TYPICAL

PROPERTY LINE,
TYPICAL

VILLA 1
26 APARTMENTS
(26,636 SF, 2 STORIES)

LOT LINE

SITE FENCE

LOT LINE

LOT LINEPROPOSED
LOT LINE

PROPOSED
LOT LINE

SEWER EASEMENT 
SHOWN DASHED

VILLA 3
25 APARTMENTS, 1 MANAGER'S UNIT
(26,636 SF, 2 LEVELS)

VILLA 4
26 APARTMENTS
(26,636 SF 2 LEVEL1)

SOUTH PARKING LOT
47 STANDARD
4 ACCESSIBLE
2 FUTURE EV

NORTH
PARKING LOT
65 STANDARD SPACES
3 ACCESSIBLE
2 EVSE (FUTURE)

AMPITHEATER

BERM

1
1

9

20

3
7

3
8

5
0

24

2
5

5
1

6
0

6165

SITE OF FUTURE MINI HOMES
20 MINI HOMES @ 225 SF EACH
4,500 TOTAL SF EACH SITE

SITE FENCE

3
0

' 
- 

2
"

1
9

' -
 1

1
"

2
0

' 
- 

0
"

REFUSE
BUILDING

1
4
4
.0

1
4
4
.0

156.0

156.0

GUARD HOUSEFIRE HYDRANT
TYPICAL

ROOF TOP SOLAR 
PANELS
OVER PARKING 
STALLS

PHASE 1PHASE 2

____________________

A0.03
1

____________________

A0.03
1

____________________

A0.04
1

45240 32ND ST W

45244 32ND ST W

45260 32ND ST W

4
5
3
2
0
 3
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D
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T
 W

4
5
3
2
8
 3

2
N

D
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T
 W

4
5
3
3
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 3

2
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D
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 W45350 32ND ST W

45348 32ND ST W

GATE

LIGHT POLE
TYPICAL

SOLAR PANEL 
STANCHION, TYP

SOLAR PANEL 
STANCHION

PET THERAPY
AREA

45338 32nd ST W

45324  32nd ST W

45322 32nd ST W

FIRE GATE

4" CONCRETE 
PAD FOR MAIN 
SWITCHBOARD, 
6' FROM 
BUILDING SLAB

SHELTER
6400 SF 1 STORY

SHELTER
6400 SF 1 STORY

SITE OF FUTURE MINI HOMES
20 MINI HOMES @ 225 SF EACH
4,500 TOTAL SF EACH SITE

TRASH COMPACTOR

LIGHT POLE, TYP.

PHASE 1PHASE 2

ROOF TOP SOLAR 
PANELS
OVER PARKING 
STALLS

VISITOR ACCESS 
INFORMATION 
SIGNAGE

ROOF TOP SOLAR 
PANELS
OVER PARKING 
STALLS

NON-RESIDENTIAL 
SUPPORTIVE 
SERVICES SPACE 
FOR PREDOMINANT 
USE FOR PHASE 2
(4,700 SF)NON-RESIDENTIAL 

SUPPORTIVE 
SERVICES SPACE 
FOR PREDOMINANT 
USE FOR PHASE 2
(4,700 SF)

2

2

RIGHT OF WAY
2

137.5200.0200.0200.0200.0200.0

2

2

2

2

PHASE 1 PARKING SUMMARY

# STALLS
TOTAL PARKING REQUIRED 0 

TOTAL PROVIDED 56 
STANDARD STALLS 52
ACCESSBILE 3
ACCESSIBLE - VAN 1

REQUIRED ACCESSIBLE STALLS 3 
FOR 51-75 STALLS (WITH 1 VAN)

DESIGNATED FOR RESIDENTS 5
DESIGNATED FOR FUTURE PHASES 47

ALL PARKING STALLS ARE UNASSIGNED

ACCESSIBLE PARKING REQUIRED PER TABLE 11B-208.2

EVCS
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MASTER SITE PLAN

A0.00

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W
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11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
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6
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0
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1" = 40'-0"1
MASTER SITE PLAN

0 20' 40' 80' 120'

BUILDING SUMMARY

STANDARD  HC   FUTURE
EVSE 

   47

65
3

4

7

2

2

4   114

VILLA 1
VILLA 2
VILLA 3
VILLA 4

SHELTER 1
SHELTER 2
SHELTER 3

JOB ENTERPISE BLDG
INTAKE AND MEDICAL BUILDING

MAINTANCE AND SERVICE BUILDING
DINING HALL

20 MINI HOMES LOT 1
20 MINI HOMES LOT 2

TOTAL

26,636 SF
26,636 SF
26,636 SF
26,636 SF

6400 SF
6400 SF
6400 SF

12,000 SF
9400 SF
5200 SF
4000 SF

4,500 SF
4,500 SF

169,844 SF

LEGAL DESCRIPTION

THAT PORTION OF PARCEL 3 OF PARCEL MAP NO. 14651, AS SHOWN ON MAP RECORDED IN BOOK 158 PAGES 1 THROUGH 4 OF PARCEL MAPS, IN THE 
SOUTHEAST QUARTER OF SECTION 7, TOWNSHIP 7 NORTH, RANGE 12 WEST, SAN BERNARDINO MERIDIAN, IN THE CITY OF LANCASTER, COUNTY OF LOS 
ANGELES, STATE OF CALIFORNIA, LYING WESERTLY OF THE FOLLWING DESCRIBED LINE:

COMMENCING AT THE SOUTHEAST CORNER OF SAID SECTION 7:

THENCE RUNNING WESTERLY ALONG THE SOUTHERLY LINE OF SAID SOUTHEAST QUARTER OF SECTION 7, S 89 DEGREE 57' 24" W, 824.38 FEET; THENCE 
N 00 DEGREE 02' 36" W, 68.94 FEET; THENCE CONTINUING NORTHERLY, N 00 DEGREE 02' 36" W, 1281.02 FEET TO THE NORTHERLY LINE OF SAID PARCEL 3.

APN: 3107-012-905

PARKING SUMMARY

NORTH  

SOUTH

TOTAL 

LOT 4 
3.76 AC.GR
3.44 AC.NET

LOT 3 
3.57 AC.GR
3.39 AC.NET

LOT 2 
2.72 AC.GR
2.34 AC.NET

LOT 1 
4.94 AC.GR
4.72 AC.NET

SITE PLAN NOTES

1. STEEL PERIMETER FENCE TO MEET LA COUNTY CPTED REQUIREMENTS
2. BUILDING WILL BE WIRED FOR INSTALLATION OF CLOSED-CIRCUIT SURVEILLANCE CAMERAS IN PARKING AREAS, MAIN ENTRIES, EXTERIOR EXIT 

DOORS, AND COMMON AREAS NOT DIRECTLY ADJACENT TO REGULARLY-OCCUPIED ROOMS.

NORTH

REV # DESCRIPTION DATE
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PERSONAL SERVICE BUILDINGDINING HALL 

INTAKE AND CLINIC MEDICAL MENTAL 
HEALTH

SHELTERS
(NOT A PART)

PEDESTRIAN 
WALK

PROPERTY LINE,
TYPICAL

LOT LINE

LOT LINE

148'136'

FIRE HYDRANT  PER APPROVED  
HYDRANT & ACCESS PLAN 4.27.18

FIRE HYDRANT  PER APPROVED  
HYDRANT & ACCESS PLAN 4.27.18

FIRE HYDRANT  PER APPROVED  
HYDRANT & ACCESS PLAN 4.27.18

90' - 0"

2
6
' 
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0
"

HOSE PULL
LENGTH, TYPICAL

FIRE HYDRANT PER APPROVED  
HYDRANT & ACCESS PLAN 4.27.18
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5' - 0"
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5' - 0"
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5' - 0"

T
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P
5
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- 

0
"

TYP
5' - 0"

T
Y

P
5

' 
- 

0
"

45338 32nd ST W

45324  32nd ST W

45322 32nd ST W

45338 32nd ST W

45324  32nd ST W

45322 32nd ST W

SITE FENCESITE FIRE
ACCESS SHOWN

HATCHED

4
2

' 
- 

8
"

3
1

' 
- 

5
"

4
7

' 
- 

7
"

150'

125'

150'

150'
85'

NON-RESIDENTIAL 
SUPPORTIVE 
SERVICES SPACE 
FOR PREDOMINANT 
USE FOR PHASE 2
(4,700 SF)

NON-RESIDENTIAL 
SUPPORTIVE 
SERVICES SPACE 
FOR PREDOMINANT 
USE FOR PHASE 2
(4,700 SF)

2

2

LEGEND:

VEHICULAR FIRE ACCESS

FIRE DEPARTMENT NOTES:

1. FIRE DEPARTMENT VEHICULAR ACCESS ROADS MUST BE INSTALLED AND MAINTAINED IN A SERVICEABLE MANNER PRIOR TO AND DURING THE 
TIME OF CONSTRUCTION.  FIRE CODE 501.4

2. WHEN SECURITY GATES ARE PROVIDED, MAINTAIN A MINIMUM ACCESS WIDTH OF 20 FEET. THE SECURITY GATE SHALL BE PROVIDED WITH AN 
APPROVED MEANS OF EMERGENCY OPERATION, AND SHALL BE MAINTAINED OPERATIONAL AT ALL TIMES AND REPLACED OR REPAIRED WHEN 
DEFECTIVE. ELECTRIC GATE OPERATORS, WHERE PROVIDED, SHALL BE LISTED IN ACCORDANCE WITH UL 325. GATES INTENDED FOR AUTOMATIC 
OPERATION SHALL BE DESIGNED, CONSTRUCTED AND INSTALLED TO COMPLY WITH THE REQUIREMENTS OF ASTM F220. GATES SHALL BE OF 
THE SWINGING OR SLIDING TYPE. CONSTRUCTION OF GATES SHALL BE OF MATERIALS THAT ALLOW MANUAL OPERATION BY ONE PERSON. FIRE 
CODE 503.6

3. APPROVED BUILDING ADDRESS NUMBERS, BUILDING NUMBERS OR APPROVED BUILDING IDENTIFICATION SHALL BE PROVIDED AND MAINTAINED 
SO AS TO BE PLAINLY VISIBLE AND LEGIBLE FROM THE STREET FRONTING THE PROPERTY. THE NUMBERS SHALL CONTRAST WITH THEIR 
BACKGROUND, BE ARABIC NUMERALS OR ALPHABET LETTERS, AND BE A MINIMUM OF 4 INCHES HIGH WITH A MINIMUM STROKE WIDTH OF 0.5 
INCH. FIRE CODE 505.1

4. FIRE APPARATUS ACCESS ROADS SHALL BE IDENTIFIED WITH APPROVED SIGNS. TEMPORARY SIGNS SHALL BE INSTALLED AT EACH STREET 
INTERSECTION WHEN CONSTRUCTION OF NEW ROADWAYS ALLOWS PASSAGE BY VEHICLES. SIGNS SHALL BE OF AN APPROVED SIZE, WEATHER 
RESISTANT AND BE MAINTAINED UNTIL REPLACED BY PERMANENT SIGNS. FIRE CODE 505.2

5. AN APPROVED KEY BOX, LISTED IN ACCORDANCE WITH UL 1037 SHALL BE PROVIDED AS REQUIRED BY FIRE CODE
6. THE LOCATION OF EACH KEY BOX SHALL BE DETERMINED BY THE FIRE INSPECTOR.
7. 14. THE REQUIRED FIRE FLOW FOR FIRE HYDRANTS AT THIS LOCATION IS 2,000 GPM, AT 20 PSI RESIDUAL PRESSURE, FOR A DURATION OF 2 

HOURS OVER AND ABOVE MAXIMUM DAILY DOMESTIC DEMAND. FIRE CODE 507.3 AND APPENDIX B.
8. THE REQUIRED FIRE FLOW FOR A SINGLE PRIVATE ON-SITE FIRE HYDRANT AT THIS LOCATION IS 1250 GPM AT 20 PSI RESIDUAL PRESSURE. IF 

MORE THAN ONE ON-SITE FIRE HYDRANT IS REQUIRED, THE ON-SITE FIRE FLOW SHALL BE THE SAME AS REQUIRED FOR PUBLIC FIRE HYDRANTS 
IN ACCORDANCE WITH APPENDIX TABLE B105. 1. FIRE CODE C106

9. ALL FIRE HYDRANTS SHALL MEASURE 6" X 4" X 2-1/2", BRASS OR BRONZE, CONFORMING TO AMERICAN WATER WORKS ASSOCIATION STANDARD 
C503, OR APPROVED EQUAL, AND SHALL BE INSTALLED IN ACCORDANCE WITH THE COUNTY OF LOS ANGELES FIRE DEPARTMENT REGULATION 8.

10. ALL REQUIRED PUBLIC FIRE HYDRANTS SHALL BE INSTALLED, TESTED AND ACCEPTED PRIOR TO BEGINNING CONSTRUCTION.  FIRE CODE 501.4
11. ALL ON-SITE FIRE HYDRANTS SHALL BE INSTALLED, TESTED AND APPROVED PRIOR TO BUILDING OCCUPANCY. FIRE CODE 901.5.1
12. PLANS SHOWING UNDERGROUND PIPING FOR PRIVATE ON-SITE FIRE HYDRANTS SHALL BE SUBMITTED TO THE SPRINKLER PLAN CHECK UNIT 

FOR REVIEW AND APPROVAL PRIOR TO INSTALLATION. FIRE CODE 901.2, COUNTY OF LOS ANGELES FIRE DEPARTMENT REGULATION 7
13. PROVIDE AN APPROVED AUTOMATIC FIRE SPRINKLER SYSTEM AS SET FORTH BY BUILDING CODE 903 AND FIRE CODE 903. PLANS SHALL BE 

SUBMITTED TO THE SPRINKLER PLAN CHECK UNIT FOR REVIEW AND APPROVAL PRIOR TO INSTALLATION, REASON: RESIDENTIAL OCCUPANCIES 
(R-2). TYPE OF FIRE SPRINKLER SYSTEM: CBC AND CFC 903 AND NFPA 13

14. THE MEANS OF EGRESS, AND EXIT DISCHARGE, SHALL BE ILLUMINATED AT ANY TIME THE BUILDING IS OCCUPIED WITH A LIGHT INTENSITY OF NOT
LESS THAN 1 FOOT-CANDLE AT THE WALKING SURFACE LEVEL. BUILDING CODE 1006.2

15. EGRESS DOORS SHALL BE READILY OPENABLE FROM THE EGRESS SIDE WITHOUT THE USE OF A KEY OR ANY SPECIAL KNOWLEDGE OR EFFORT.  
BUILDING CODE 1008.1.9

16. EACH DOOR IN A MEANS OF EGRESS HAVING AN OCCUPANT LOAD OF 50 OR MORE SHALL NOT BE PROVIDED WITH A LATCH OR LOCK UNLESS IT 
IS PANIC HARDWARE OR FIRE EXIT HARDWARE. BUILDING CODE 1008.1.10. FIRE CODE 1008.1.10

17. THE POWER SUPPLY FOR THE SITE PATH OF EGGRESS ILLUMINATION SHALL BE ON EMERGENCY POWER SYSTEM THAT PROVIDES NO LESS THAN 
90 MIN. DURRATION. SEE ELECTRICAL DRAWINGS. BUILDING CODE 1006.3

18. FIRE ALARM TO COPLY WITH CBC AND CFC 907 AND NFPA 72.

The design, drawings, and written material in these 
documents of service are the sole property of 
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FIRE ACCESS AND
HYDRANT SITE PLAN
NORTH

A0.01C

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W
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FIRE ACCESS PLAN - NORTH PORTION
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FUTURE JOB TRAINING  
ENTERPRISE BUILDING

12,000 SF

PROPERTY LINEVILLA 2
25 APARTMENTS

1 MANAGER'S UNIT
26,636 SF
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PROPERTY LINE,
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VILLA 1
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2 STORIES
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SITE FENCE
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SEWER EASEMENT SHOWN
DASHED

SOUTH PARKING LOT
47 STANDARD
4 ACCESSIBLE
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FUTURE ROOF TOP
SOLAR PANELS OVER
PARKING STALLS

FUTURE ROOF TOP
SOLAR PANELS OVER
PARKING STALLS

BUILDING SIGNAGE PER
FIRE DEPARTMENT 
REQUIREMENTS,
SEE 11 / G0.34

BUILDING SIGNAGE PER
FIRE DEPARTMENT 
REQUIREMENTS,
SEE 11 / G0.34

SOLAR PANEL STANCHION, 
TYP

LIGHT POLE
TYPICAL

LIGHT POLE
TYPICAL

FIRE DEPARTMENT GATE
PER LOS ANGELES COUNTY FIRE DEPARTMENT STANDARDS

GUARD HOUSE

FIRE DEPARTMENT GATE
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FIRE DEPARTMENT MAN 
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SIGNAGE PER 2 | G0.34 TYP.

PARKING FACILITY 
SIGNAGE PER 11B-502.8

PROVIDE DETECTABLE 
WARNING AT GROUND 
SURFACE PER 11B-247.1.2.5

SEE ISA SIGN PER 
DETAIL 7 | G0.34, TYP
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EVCS

PHASE 1 PARKING SUMMARY

# STALLS
TOTAL PARKING REQUIRED 0 

TOTAL PROVIDED 56 
STANDARD STALLS 52
ACCESSBILE 3
ACCESSIBLE - VAN 1

REQUIRED ACCESSIBLE STALLS 3 
FOR 51-75 STALLS (WITH 1 VAN)

DESIGNATED FOR RESIDENTS 5
DESIGNATED FOR FUTURE PHASES 47

ALL PARKING STALLS ARE UNASSIGNED

ACCESSIBLE PARKING REQUIRED PER TABLE 11B-208.2

EVCS
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PHASE 1 SITE PLAN

A0.02

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W
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WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367
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PHASE 1 SITE PLAN

PHASE 1

VILLA 1: 26,636 SF
VILLA 2: 26,636 SF
TOTAL SF:   52,726 SF

NORTH

SCALE: 

0 30' 60' 120' 180'

LOT 2
272.AC GR.
234.AC NET

LOT 3
357AC. GR

3.39 AC.NET

LOT 1
4.94.AC GR.
4.72.AC NET
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FIRE RISER
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OFFICE 1

REST ROOM

OFFICE 2
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COMMUNITY ROOM

STORAGE

LAUNDRY
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ENTRY

183' - 0 3/8"

PEDESTRIAN ACCESS / VEHICULAR ACESS LANE

FITNESS AREA

GATHERING AREA

PLANTING  AREA
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GRASS AREA
GRASS AREA
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COUNTER

PLANTER

ROCK GARDEN

ACCESSIBLE PEDESTRIAN 
ACCESS PER CBC 11-B 206
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BBQ AREA TO COMPLY WITH 
11B-804. REFER TO LANDSCAPE 

DRAWINGS AND 2 | G0.33

PROVIDE CANE 
DETECTION AT BOTTOM 
OF STAIR PER 11B-307.4

PROVIDE CANE 
DETECTION AT BOTTOM 
OF STAIR PER 11B-307.4

COMMUNITY EDIBLE GARDEN

COMMUNITY EDIBLE GARDEN
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PHASE 1 VILLA SITE PLAN

A0.03

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W
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6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367
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SCALE:  1/8" = 1'-0" 1
VILLA SITE PLAN

SCALE: 1/8"=1'-0"

0 4' 8' 16' 24'
NORTH

OPEN SPACE SUMMARY:

OPEN SPACE SUMMARY:

REQUIRED:  26 UNITS X 17.5 = 455 SF REQUIRED
PROVIDED: 1,780 SF

LOT LINE, SEE OVERALL SITE PLAN

FINISH SURFACE
HARDSCAPE : CONCRETE, SURFACE FINISH TO MEET 11B-108
SEE LANDSCAPE PLAN
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KEYNOTES
NO. DESCRIPTION

102 CONC SLAB ON GRADE.  REFER TO STRUCT DWGS.

103 CONC CURB.  REFER TO STRUCT DWGS.

105 ARCHITECTURAL SCREEN. REFER TO DETAIL 1/A8.72.

116 SHOWER DRAIN. FREEDOM ACCESSIBLE SHOWER 60" X 33". MODEL
APF6233BF-F75. REFER TO CUT SHEET.

187 PAINTED STEEL COLUMN. HSS 5" X 5" X 1/4". REFER TO STRUCTURAL DRAWINGS.

196 PAINTED STEEL COLUMN. HSS 3" X 3" X 1/4". REFER TO STRUCTURAL DRAWINGS.

199 WOOD COLUMN WITH 'CB' POST BASE PER STRUCTURAL.

FO FOFOFOFO
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COMMUNICATION 
FEATURES AT UNITS: 
106, 206, 216

INSIDE FACE OF 
FRAMING @ UNIT 104

INSIDE FACE OF 
FRAMING @ UNIT 102

INSIDE FACE OF 
FRAMING @ UNIT 112

INSIDE FACE OF 
FRAMING @ UNIT 114
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X

FINISH FLOOR ELEVATION

WALL TYPE DESIGNATION. REFER TO SHEET A8.02.

EXIT SIGN. REFER TO 4/G0.34.

DRAINAGE SLOPE

ACCESSIBLE PATH OF TRAVEL

FIRE EXTINGUISHER RATING OF NO LESS THAN 2-A OR 2-A10BC WITHIN 75 
FEET TRAVEL DISTANCE TO ALL PORTIONS OF THE BUILDING. FIRE 
EXTINGUISHER WITH A RATING NOT LESS THAN 10BC FOR KITCHEN, 
ELECTIRCAL ROOM, MECHANICAL ROOM AND PARKING GARAGE.

FLOOR PLAN LEGEND:

FE

.

UD

"UNITS WITH MOBILITY FEATURES" IS DEFINED HEREIN AS DESIGNATED 
UNITS WITH ADDITIONAL ACESSIBILITY REQUIREMENTS PER LACDC NOFA 
21 AND 2016 CBC 11B-233.3.1.1

"UNITS WITH COMMUNICATION FEATURES" IS DEFINED HEREIN AS 
DESIGNATED UNITS WITH ADDITIONAL ACESSIBILITY REQUIREMENTS PER 
LACDC NOFA 21 AND 2016 CBC 11B-233.3.1.3.  SEE SHEET G0.30.

UNITS DESIGNED WITH UNIVERSAL DESIGN PRINCIPLES AS DEFINED BY 
LACDC NOFA 23 AND TCAC REGULATIONS SECTION 10325(c)(9)(B) 
SEE SHEET G0.30 FOR REQUIREMENTS

AVM TRAFFIC COATING, REFER TO ASSEMBLY

GENERAL NOTES:
A. TOP OF PAVING ELEVATIONS ARE ASSUMED. G.C. TO VERIFY
     EXACT ELEVATIONS IN THE FIELD & NOTIFY THE ARCHITECT 
     IN THE CASE OF ANY DISCREPANCIES, TYP.

B. FINISHED WALKING SURFACES SHALL NOT BE STEEPER 
     THAN 1:20.  THE CROSS SLOPE OF FINISHED WALKING 
     SURFACES SHALL NOT BE STEEPER THAN 1:48. 
     (2016 CBC 11B-403.3).

C. WALL SCONCES, FIRE EXTINGUISHER CABINETS AND 
     CO DETECTORS TO HAVE 4" MAX PROJECTION.

D. FOR DOOR JAMBS HINGE TO WALL DISTANCE REFER TO 
    DETAIL 4/A8.31.

UNIT SUMMARY

MOBILITY UNITS:

"UNITS WITH MOBILITY FEATURES" DEFINED HEREIN AS
DESIGNATED UNITS WITH ADDITIONAL ACCESSIBILITY
REQUIREMENTS PER LACDC NOFA 23 AND 2016 CBC 11B-233.3.1.1

TOTAL PROJECT:
51 x 10% = 6 UNITS REQUIRED WITH MOBILITY FEATURES

VILLA A1:
UNIT #1-102, #1-105,#1-108

VILLA A2:
UNIT #2-102,#2-105,#2-108

COMMUNICATION UNITS:

"UNITS WITH COMMUNICATION FEATURES" DEFINED HEREIN AS
DESIGNATED UNITS WITH ADDITIONAL ACCESSIBILITY 
REQUIREMENTS PER LACDC NOFA 23 AND 2016 CBC 11B-233.3.1.3

TOTAL PROJECT:
51 x 4% = 3 UNITS REQUIRED WITH COMMUNICATION FEATURES

VILLA 1:
UNIT #1-206, #1-213

VILLA 2:
UNIT #2-206

ALL UNITS TO BE NONSMOKING

NON-SENIOR BUILDING

The design, drawings, and written material in these 
documents of service are the sole property of 
Lahmon Architects.  All design and related 
information contained herein are for use on the 
specified projects and shall not be duplicated, 
disclosed, or used without the prior written consent 
of Lahmon Architects.
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FIRST FLOOR PLAN

A1.12

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
.1

6
.2

0
1

8

1/8" = 1'-0"1
BUILDING A FIRST FLOOR PLAN

KEYNOTES
NO. DESCRIPTION

063 SECURITY FENCE.  REFER TO DET XXX.

101 STEEL BENCH.

105 ARCHITECTURAL SCREEN. REFER TO DETAIL 1/A8.72.

186 PAINTED STEEL COLUMN. HSS 1 1/2" X 2 1/2". REFER TO STRUCTURAL DRAWINGS.

196 PAINTED STEEL COLUMN. HSS 3" X 3" X 1/4". REFER TO STRUCTURAL DRAWINGS.

211 3"X4" DOWNSPOUT WITH OVERFLOW, DRAINS FROM BOTTOM OF ROOF ABOVE.

SCALE: 1/8"=1'-0"

0 4' 8' 16' 24'

NORTH

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

2 Bulletin 2 11/16/2018



A5.01

2

22

A

A

H

H

33

B

B

C

C

D

D

E

E

F

F

G

G

11

77

88

44

66

55

A5.02

2

26' - 4"26' - 1"26' - 1"25' - 10 1/8"26' - 6 3/4"25' - 10 1/4"26' - 3 1/2"

1
6

' 
- 

0
 1

/2
"

2
6

' 
- 

7
"

5
' 
- 

0
 1

/4
"

2
2

' -
 1

1
 1

/4
"

2
2

' -
 1

1
 1

/4
"

5
' 
- 

0
 1

/4
"

2
6

' 
- 

6
 1

/4
"

1
2

5
' -

 0
 3

/4
"

105 TYP

9'-0 3/8"
7'-6"

7'-9"

9'-0 1/4"

7'-9"

7'-6"

9'-1"

12'-2 3/4"

8'-0"

9'-0 3/8"

9'-1"

9'-0 3/8"

7'-6"

7'-6"

7'-6"

7'-6"

7'-6"

7'-6"

7'-6"
9'-0 3/8"

9'-0"

7'-9"

9'-1"

8'-9"

9'-1"
9'-1"

9'-1"9'-1"

9'-0 3/8" 7'-6"

7'-6"

7'-6"

7'-6"

9'-0 3/8" 7'-6"

7'-6"

7'-6"

7'-6"

9'-0 3/8"
7'-6"

7'-6"

7'-6"

7'-6"

9'-0 3/8" 7'-6"

7'-6"

7'-6"

7'-6"

9'-0 3/8"
7'-6"

7'-6"

7'-6"

7'-6"

9'-0 3/8"

9'-0 3/8"

9'-0 3/8"
9'-0 3/8"9'-0 3/8"9'-0 3/8"

9'-0 3/8"
7'-6"

7'-6"

7'-6"

7'-6"
9'-0 3/8"

9'-0 3/8"
7'-6"

7'-6"

7'-6"

7'-6"
9'-0 3/8"

9'-0 3/8"
7'-6"

7'-6"

7'-6"

7'-6"
9'-0 3/8"

7'-6"

7'-6"

7'-6"

7'-6"

9'-0 3/8"

7'-6"

7'-6"

7'-6"
9'-0 3/8"

9'-0"

8'-9"9'-0"

8'-9"9'-0"

8'-9"9'-0"

5' - 0" 5' - 0" 5' - 0" 2' - 5"

6
' 
- 

0
"

6' - 2" 6' - 2"

5
' 
- 

2
"

5
' 
- 

6
 7

/8
" E

Q
 A

7
' 
- 

2
"

E
Q

 A
E

Q
E

Q
E

Q
E

Q
7

' 
- 

2
"

E
Q

 B
E

Q
 B

A5.03

4

9'-0 3/8"

9'-0 3/8"

9'-0 3/8"

9'-0 3/8"

2

2

2

2 2

2 2 2 2 2

22222
2

2 2 2 2 2

2
2

106

SD

CO

SD

A2 LIGHT FIXTURE:  LED AND CEILING FAN COMBO
RP LIGHTING EUROPA-4 BLADE 50" WHITE ENERGY STAR 

SMOKE DETECTOR

SMOKE DETECTOR / CARBON MONOXIDE COMBO

E LIGHT FIXTURE. WALL MOUNTED 6'-8" A.F.F., WAC
WS-W65607-BZ

A1 LIGHT FIXTURE:  WAC LIGHTING, FM-07RN-WT

D LIGHT FIXTURE. IN GRADE UPLIGHT.  WAC 5011-27-BR

18x18 ACCESS PANEL. PAINT TO FINISH

ACCESS PANEL AT MECHANICAL UNIT. PAINT TO FINISH

CEILING MOUNTED AIR REGISTER. AIR SUPPLY. REFER TO MECHANICAL DRAWINGS

EXHAUST FAN. FANS SHALL BE ENERGY STAR COMPLIANT AND BE DUCTED TO 
TERMINATE TO THE OUTSIDE OF THE BUILDING. FANS NOT FUNCTIONING AS A 
COMPONENT OF A WHOLE HOUSE SYSTEM MUST BE CONTROLLED BY A
HUMIDITY CONTROLLER. REFER TO MECHANICAL DRAWINGS

GYPSUM BOARD SOFFIT. PAINT TO FINISH

EXTERIOR CEMENT PLASTER. PAINT TO FINISH

WALL MOUNTED AIR REGISTER. REFER TO 
MECHANICAL DRAWINGS

JUMP DUCT. REFER TO MECHANICAL DRAWINGS

B1 LIGHT FIXTURE:  WAC LIGHTING, FM-07SQ-WT,
WALL MOUNTED ABOVE DOOR

C LIGHT FIXTURE: WS-77624-27-AL, MOUNT OVER
LAVATORY MIRROR

F LIGHT FIXTURE. LED STRIP EXTERIOR STRIP LIGHT
CALI LIGHTING LLED8200-L

H LIGHT FIXTURE.  STEP LIGHT.  WAC W-LED200-BZ

REFLECTED CEILING LEGEND:

B2 LIGHT FIXTURE:  WAC LIGHTING, FM-11SQ-WT,
CEILING MOUNTED

I LIGHT FIXTURE.  WALL MOUNTED FLOOD. 
WAC WP-LED227-ABZ

J LIGHT FIXTURE.  PENDANT LIGHT. YLIGHTING
IMBER PENDANT.  12765042.  WALNUT DISTRESSED
BRASS

K LIGHT FIXTURE.  CEILING MOUNTED STRIP LED FIXTURE.
LITHONIA MNSL-L46-ILL-MVOLT-GZN-40K-80CRI-MG

E

E

E INDICATES EMERGENCY LIGHT, REFER TO ELECTRICAL
DRAWINGS FOR MORE INFORMATION

GYPSUM BOARD ATTACHED TO CEILING / FLOOR ASSEMBLY. PAINT TO FINISH

## MATERIAL TAG - SEE MATERIAL SCHEDULE ON SHEET A7.02

2

REFLECTED CEILING PLAN NOTES:

A. REFER TO STRUCTURAL DRAWINGS FOR ADDITIONAL INFORMATION.

B. REFER TO STRUCTURAL DRAWINGS FOR LOCATIONS OF REINFORCING, DOWELS, 
HOLD DOWNS, TIE DOWNS, ANCHOR BOLTS, AND BASE PLATES.

C. REFER TO MECHANICAL, PLUMBING, ELECTRICAL, LOW VOLTAGE, FIRE SPRINKLER, 
AND LANDSCAPE IRRIGATION DRAWINGS FOR ALL PENETRATIONS.

D. BOTTOM OF CEILING FAN TO BE 80" AFF. 

The design, drawings, and written material in these 
documents of service are the sole property of 
Lahmon Architects.  All design and related 
information contained herein are for use on the 
specified projects and shall not be duplicated, 
disclosed, or used without the prior written consent 
of Lahmon Architects.
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FIRST FLOOR REFLECTED
CEILING PLAN

A1.13

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367
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1/8" = 1'-0"1
1ST FLOOR REFLECTED CEILING PLAN

SCALE: 1/8"=1'-0"

0 4' 8' 16' 24'

REFLECTED CEILING PLAN:

1. THE POWER SUPPLY FOR THE SITE PATH OF EGRESS ILLUMINATION SHALL BE ON 
EMERGENCY POWER SYSTEM THAT PROVIDES NO LESS THAN 90 MIN. DURRATION. SEE 
ELECTRICAL DRAWINGS. BUILDING CODE 1006.3

NORTH

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

2 Bulletin 2 11/16/2018

KEYNOTES
NO. DESCRIPTION

105 ARCHITECTURAL SCREEN. REFER TO DETAIL 1/A8.72.

106 WOOD TRELLIS WITH STEEL SUPPORTS. REFER TO STRUCTURAL DRAWINGS.
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X

FINISH FLOOR ELEVATION

WALL TYPE DESIGNATION. REFER TO SHEET A8.02.

EXIT SIGN. REFER TO 4/G0.34.

DRAINAGE SLOPE

ACCESSIBLE PATH OF TRAVEL

FIRE EXTINGUISHER RATING OF NO LESS THAN 2-A OR 2-A10BC WITHIN 75 
FEET TRAVEL DISTANCE TO ALL PORTIONS OF THE BUILDING. FIRE 
EXTINGUISHER WITH A RATING NOT LESS THAN 10BC FOR KITCHEN, 
ELECTIRCAL ROOM, MECHANICAL ROOM AND PARKING GARAGE.

FLOOR PLAN LEGEND:

FE

.

UD

"UNITS WITH MOBILITY FEATURES" IS DEFINED HEREIN AS DESIGNATED 
UNITS WITH ADDITIONAL ACESSIBILITY REQUIREMENTS PER LACDC NOFA 
21 AND 2016 CBC 11B-233.3.1.1

"UNITS WITH COMMUNICATION FEATURES" IS DEFINED HEREIN AS 
DESIGNATED UNITS WITH ADDITIONAL ACESSIBILITY REQUIREMENTS PER 
LACDC NOFA 21 AND 2016 CBC 11B-233.3.1.3.  SEE SHEET G0.30.

UNITS DESIGNED WITH UNIVERSAL DESIGN PRINCIPLES AS DEFINED BY 
LACDC NOFA 23 AND TCAC REGULATIONS SECTION 10325(c)(9)(B) 
SEE SHEET G0.30 FOR REQUIREMENTS

AVM TRAFFIC COATING, REFER TO ASSEMBLY

GENERAL NOTES:
A. TOP OF PAVING ELEVATIONS ARE ASSUMED. G.C. TO VERIFY
     EXACT ELEVATIONS IN THE FIELD & NOTIFY THE ARCHITECT 
     IN THE CASE OF ANY DISCREPANCIES, TYP.

B. FINISHED WALKING SURFACES SHALL NOT BE STEEPER 
     THAN 1:20.  THE CROSS SLOPE OF FINISHED WALKING 
     SURFACES SHALL NOT BE STEEPER THAN 1:48. 
     (2016 CBC 11B-403.3).

C. WALL SCONCES, FIRE EXTINGUISHER CABINETS AND 
     CO DETECTORS TO HAVE 4" MAX PROJECTION.

D. FOR DOOR JAMBS HINGE TO WALL DISTANCE REFER TO 
    DETAIL 4/A8.31.

UNIT SUMMARY

MOBILITY UNITS:

"UNITS WITH MOBILITY FEATURES" DEFINED HEREIN AS
DESIGNATED UNITS WITH ADDITIONAL ACCESSIBILITY
REQUIREMENTS PER LACDC NOFA 23 AND 2016 CBC 11B-233.3.1.1

TOTAL PROJECT:
51 x 10% = 6 UNITS REQUIRED WITH MOBILITY FEATURES

VILLA A1:
UNIT #1-102, #1-105,#1-108

VILLA A2:
UNIT #2-102,#2-105,#2-108

COMMUNICATION UNITS:

"UNITS WITH COMMUNICATION FEATURES" DEFINED HEREIN AS
DESIGNATED UNITS WITH ADDITIONAL ACCESSIBILITY 
REQUIREMENTS PER LACDC NOFA 23 AND 2016 CBC 11B-233.3.1.3

TOTAL PROJECT:
51 x 4% = 3 UNITS REQUIRED WITH COMMUNICATION FEATURES

VILLA 1:
UNIT #1-206, #1-213

VILLA 2:
UNIT #2-206

ALL UNITS TO BE NONSMOKING

NON-SENIOR BUILDING
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SECOND FLOOR PLAN

A1.14

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W
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WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550
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KEYNOTES
NO. DESCRIPTION

105 ARCHITECTURAL SCREEN. REFER TO DETAIL 1/A8.72.

109 HSS 6X6 STEEL HEADER, PAINT TO FINISH.

178 EXTERIOR WALL-MOUNTED STEP LIGHT.

180 EXTERIOR WALL-MOUNTED TYPE 'I' LIGHT FIXTURE.

202 SINGLE PLY ROOFING, TPO, SLOPE TO DRAIN, FIRE CLASS B.

211 3"X4" DOWNSPOUT WITH OVERFLOW, DRAINS FROM BOTTOM OF ROOF ABOVE.

234 STL ACCESS LADDER TO ROOF. PROVIDE LOCKABLE GATE ON FACE, DESIGN
BUILD.

357 STEEL TRELLIS.

608 42" MINIMUM HIGH GUARDRAIL, WITH 4" MAXIMUM OPENINGS. REFER TO DET
1/A8.71.

SCALE: 1/8"=1'-0"

0 4' 8' 16' 24' 1/8" = 1'-0"1
BUILDING A SECOND FLOOR PLAN

NORTH

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

2 Bulletin 2 11/16/2018
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2

SD

CO

SD

A2 LIGHT FIXTURE:  LED AND CEILING FAN COMBO
RP LIGHTING EUROPA-4 BLADE 50" WHITE ENERGY STAR 

SMOKE DETECTOR

SMOKE DETECTOR / CARBON MONOXIDE COMBO

E LIGHT FIXTURE. WALL MOUNTED 6'-8" A.F.F., WAC
WS-W65607-BZ

A1 LIGHT FIXTURE:  WAC LIGHTING, FM-07RN-WT

D LIGHT FIXTURE. IN GRADE UPLIGHT.  WAC 5011-27-BR

18x18 ACCESS PANEL. PAINT TO FINISH

ACCESS PANEL AT MECHANICAL UNIT. PAINT TO FINISH

CEILING MOUNTED AIR REGISTER. AIR SUPPLY. REFER TO MECHANICAL DRAWINGS

EXHAUST FAN. FANS SHALL BE ENERGY STAR COMPLIANT AND BE DUCTED TO 
TERMINATE TO THE OUTSIDE OF THE BUILDING. FANS NOT FUNCTIONING AS A 
COMPONENT OF A WHOLE HOUSE SYSTEM MUST BE CONTROLLED BY A
HUMIDITY CONTROLLER. REFER TO MECHANICAL DRAWINGS

GYPSUM BOARD SOFFIT. PAINT TO FINISH

EXTERIOR CEMENT PLASTER. PAINT TO FINISH

WALL MOUNTED AIR REGISTER. REFER TO 
MECHANICAL DRAWINGS

JUMP DUCT. REFER TO MECHANICAL DRAWINGS

B1 LIGHT FIXTURE:  WAC LIGHTING, FM-07SQ-WT,
WALL MOUNTED ABOVE DOOR

C LIGHT FIXTURE: WS-77624-27-AL, MOUNT OVER
LAVATORY MIRROR

F LIGHT FIXTURE. LED STRIP EXTERIOR STRIP LIGHT
CALI LIGHTING LLED8200-L

H LIGHT FIXTURE.  STEP LIGHT.  WAC W-LED200-BZ

REFLECTED CEILING LEGEND:

B2 LIGHT FIXTURE:  WAC LIGHTING, FM-11SQ-WT,
CEILING MOUNTED

I LIGHT FIXTURE.  WALL MOUNTED FLOOD. 
WAC WP-LED227-ABZ

J LIGHT FIXTURE.  PENDANT LIGHT. YLIGHTING
IMBER PENDANT.  12765042.  WALNUT DISTRESSED
BRASS

K LIGHT FIXTURE.  CEILING MOUNTED STRIP LED FIXTURE.
LITHONIA MNSL-L46-ILL-MVOLT-GZN-40K-80CRI-MG

E

E

E INDICATES EMERGENCY LIGHT, REFER TO ELECTRICAL
DRAWINGS FOR MORE INFORMATION

GYPSUM BOARD ATTACHED TO CEILING / FLOOR ASSEMBLY. PAINT TO FINISH

## MATERIAL TAG - SEE MATERIAL SCHEDULE ON SHEET A7.02

2

REFLECTED CEILING PLAN NOTES:

A. REFER TO STRUCTURAL DRAWINGS FOR ADDITIONAL INFORMATION.

B. REFER TO STRUCTURAL DRAWINGS FOR LOCATIONS OF REINFORCING, DOWELS, 
HOLD DOWNS, TIE DOWNS, ANCHOR BOLTS, AND BASE PLATES.

C. REFER TO MECHANICAL, PLUMBING, ELECTRICAL, LOW VOLTAGE, FIRE SPRINKLER, 
AND LANDSCAPE IRRIGATION DRAWINGS FOR ALL PENETRATIONS.

D. BOTTOM OF CEILING FAN TO BE 80" AFF. 
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SECOND FLOOR
REFLECTED CEILING PLAN

A1.15

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550
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1/8" = 1'-0"1
2ND FLOOR REFLECTED CEILING PLAN

SCALE: 1/8"=1'-0"

0 4' 8' 16' 24'

REFLECTED CEILING PLAN:

1. THE POWER SUPPLY FOR THE SITE PATH OF EGRESS ILLUMINATION SHALL BE ON 
EMERGENCY POWER SYSTEM THAT PROVIDES NO LESS THAN 90 MIN. DURRATION. SEE 
ELECTRICAL DRAWINGS. BUILDING CODE 1006.3

NORTH

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

2 Bulletin 2 11/16/2018

KEYNOTES
NO. DESCRIPTION

105 ARCHITECTURAL SCREEN. REFER TO DETAIL 1/A8.72.

180 EXTERIOR WALL-MOUNTED TYPE 'I' LIGHT FIXTURE.

234 STL ACCESS LADDER TO ROOF. PROVIDE LOCKABLE GATE ON FACE, DESIGN
BUILD.



ROOF PLAN LEGEND:

SLOPE 
0"  PER FT.

NO ROOF PENETRATION AREA

SOLAR ZONE AREA

WALKING PAD AROUND ALL EQUIPMENT. PROVIDE SLIP 
RESISTANT SURFACE.

DRAINAGE SLOPE. 2% MAX

ROOF PLAN GENERAL NOTES:
A. FOR TYPICAL PIPE AND DUCT PENETRATION AT ROOF.
     REFER TO DETAIL 8, 12 / A8.51.

B. SIZE ROOF AND OVERFLOW DRAINS ACCORDING 
    TO CHAPTER 11 OF THE LAPC. (1503.4).

C. OVERFLOW SCUPPERS SHALL BE DESIGNED ACCORDING 
    TO LAPC  TABLE 11-1.

D. FINISHED WALKING SURFACES SHALL NOT BE STEEPER
     THAN 1:20.  THE CROSS SLOPE OF FINISHED WALKING 
     SURFACES SHALL NOT BE STEEPER THAN 1:48. 
     (2016 CBC 11B-403.3).

E. WALL SCONCES, FIRE EXTINGUISHER CABINETS AND 
     CO DETECTORS TO HAVE 4" MAX PROJECTION.

F. FOR DOOR JAMBS HINGE TO WALL DISTANCE REFER TO 
    DETAIL 4/A8.31.
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ROOF PLAN

A1.16

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550
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KEYNOTES

NO. DESCRIPTION
179 WALK PADS AS REQUIRED PER ROOFING WARRANTY.

202 SINGLE PLY ROOFING, TPO, SLOPE TO DRAIN, FIRE CLASS B.

205 ROOF PARAPET, REFER TO DET 3/A8.51.

210 ROOF SCUPPER IN A ROOF PARAPET 10" WIDE.

211 3"X4" DOWNSPOUT WITH OVERFLOW, DRAINS FROM BOTTOM OF ROOF
ABOVE.

213 CRICKET.  PROVIDE AS REQD FOR PROPER DRAINAGE.

214 CONDENSING UNIT, REFER TO MECH DWGS.

217 MECH EQUIP PAD, VERIFY PAD SIZE W/ MECH EQUIP MANUF.

219 TOILET STACK VENT, REFER TO PLUMBING DRAWINGS.

234 STL ACCESS LADDER TO ROOF. PROVIDE LOCKABLE GATE ON FACE,
DESIGN BUILD.

254 RIDGE, PROVIDE AS REQD FOR PROPER DRAINAGE.

255 VALLEY, PROVIDE AS REQD FOR PROPER DRAINAGE.

256 BOILER UNIT PER MECHANICAL.

SCALE: 1/8"=1'-0"

0 4' 8' 16' 24' 1/8" = 1'-0"1
ROOF PLAN

NORTH

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

2 Bulletin 2 11/16/2018



FLR 01
0.00'

FLR 02
10.23'

B.O. ROOF STRUCT
19.25'

TOP PARP.
25.25'

2
5

' 
- 

3
"

1
0

' 
- 

2
 3

/4
"

9
' 
- 

0
 1

/4
"

6
' 
- 

0
"

227

234
234

C1 A1 A1

A1A1C1

G-2AB-1B-2D-1G-2

C1

C1A1A1

A1 A1

1
' 
- 

6
"

1
' 
- 

1
1

"
5

' 
- 

0
"

1
0

' 
- 

3
 1

/4
"

1
' 
- 

6
"

1
' 
- 

1
1

"
5

' 
- 

0
"

1
0

' 
- 

3
 1

/4
"

3
' 
- 

5
"

5
' 
- 

0
"

1
0

' 
- 

3
 1

/4
"

3
' 
- 

5
"

5
' 
- 

0
"

1
0

' 
- 

3
 1

/4
"

1
' 
- 

6
"

1
' 
- 

6
"

26' - 6"26' - 6" 26' - 6" 26' - 6"

25' - 3" 25' - 3"

316

109109

105105

1
' 
- 

3
"

2
' 
- 

7
 1

/4
"

1
' 
- 

3
"

2
' 
- 

7
 1

/4
"

227

311311
311

311

352

202

101

186

158

1
' 
- 

3
"

1
' 
- 

3
"

FLR 01
0.00'

FLR 02
10.23'

B.O. ROOF STRUCT
19.25'

9
' 
- 

0
 1

/4
"

1
0

' 
- 

2
 3

/4
"

TOP PARP.
25.25'

2
5

' 
- 

3
"DB

JHJH

B DBDDB

H J

DB D

JJH

BD

J H

B

H

8
' 
- 

5
 1

/2
"

8
' 
- 

8
 3

/4
"

1
' 
- 

6
"

8
' 
- 

5
 1

/2
"

8
' 
- 

8
 3

/4
"

1
' 
- 

6
"

1
' 
- 

6
"

8
' 
- 

8
 3

/4
"

8
' 
- 

5
 1

/2
"

1
' 
- 

6
"

8
' 
- 

8
 3

/4
"

8
' 
- 

5
 1

/2
"

8
' 
- 

5
 1

/2
"

8
' 
- 

8
 3

/4
"

1
' 
- 

6
"

8
' 
- 

5
 1

/2
"

8
' 
- 

8
 3

/4
"

1
' 
- 

6
"

1
' 
- 

3
"

27' - 10 1/4"26' - 6"26' - 6"26' - 6"
26' - 6" 26' - 6" 26' - 6"

1' - 0"

1' - 7 3/4"

4' - 0"

1' - 0"

2' - 0"

4' - 0"

1' - 0"

1' - 7 3/4"

4' - 0"

1' - 0"

26' - 8 1/8"

EQ EQ1' - 7 3/4"

9
' 
- 

2
"

5
' 
- 

1
0

 1
/4

"

101

1
' 
- 

6
 3

/8
"

2
' 
- 

7
 1

/4
"

1
' 
- 

3
"

1
' 
- 

3
"

1
' 
- 

3
"

1
' 
- 

3
"

1
' 
- 

3
"

FLR 01
0.00'

FLR 02
10.23'

B.O. ROOF STRUCT
19.25'

TOP PARP.
25.25'

2
5

' 
- 

3
"

6
' 
- 

0
"

9
' 
- 

0
 1

/4
"

1
0

' 
- 

2
 3

/4
"

211

234 234

202

C1 A1 A1

A1A1C1
EEE

C1

C1A1A1

A1 A1

T-4D-2G-2 G-2

8
' 
- 

7
"

8
' 
- 

7
 1

/4
"

1
' 
- 

6
"

8
' 
- 

7
"

8
' 
- 

7
 1

/4
"

1
' 
- 

6
"

26' - 6"26' - 6" 26' - 6" 26' - 6"

8
' 
- 

7
"

8
' 
- 

7
 1

/4
"

1
' 
- 

6
"

109109

13' - 8 3/4"

211

8
' 
- 

7
"

8
' 
- 

7
 1

/4
"

1
' 
- 

6
"

1
' 
- 

3
"

2
' 
- 

7
 1

/4
"

175

7
' 
- 

2
"

352

202

352

311

311 311
311

1
' 
- 

3
"

1
' 
- 

3
"

1
' 
- 

3
"

FLR 01
0.00'

FLR 02
10.23'

B.O. ROOF STRUCT
19.25'

9
' 
- 

0
 1

/4
"

1
0

' 
- 

2
 3

/4
"

TOP PARP.
25.25'

612

172

2
5

' 
- 

3
"

196

211211

334
211 172

234

FF

F
C

CA

A
F

F
C

CA

A
F

C
C

CA

A

C
FF

C

CA

A
F

F

26' - 6"

13' - 8 3/4"

COMMUNICATIONBIKE STORAGE

311

A
L

IG
N

 (
T

Y
P

)

305 608 358 TYPTYP357

7
' 
- 

1
 1

/2
"

7
' 
- 

1
 1

/2
"

8
' 
- 

1
 1

/2
"

8
' 
- 

1
 1

/2
"

1
' 
- 

3
"

3
' 
- 

6
"

3
' 
- 

6
"

ELEVATION LEGEND:

TRANSLUCENT STOREFRONT GLASS. REFER TO SHEET 
A7.03

FAUX WOOD PORCELAIN TILE. PROVIDE SAMPLE TO 
ARCHITECT PRIOR TO ORDER.

OLD MILL BRICK VENEER SYSTEM. PROVIDE SAMPLE TO 
ARCHITECT PRIOR TO ORDER.

METAL WALL PANEL, ATLAS INTERNATIONAL, STERRACORE. 
PROVIDE SAMPLE TO ARCHITECT PRIOR TO ORDER.

EXTERIOR CEMENT PLASTER

ELEVATION GENERAL NOTES:

A. DETAIL CALLOUTS FOR TYPICAL CONDITIONS ARE SHOWN
    OCCASIONALLY BUT APPLY TO ALL OCCURRENCES OF 
    TYPICAL CONDITIONS. 
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EXTERIOR ELEVATIONS

A2.01

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
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6
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0
1

8

1/8" = 1'-0"2
BUILDING A NORTH ELEVATION

1/8" = 1'-0"3
BUILDING A WEST ELEVATION

1/8" = 1'-0"4
BUILDING A SOUTH ELEVATION

1/8" = 1'-0"1
BUILDING A EAST COURTYARD ELEVATION

SCALE: 1/8"=1'-0"

0 4' 8' 16' 24'

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

2 Bulletin 2 11/16/2018

KEYNOTES
NO. DESCRIPTION

101 STEEL BENCH.

105 ARCHITECTURAL SCREEN. REFER TO DETAIL 1/A8.72.

109 HSS 6X6 STEEL HEADER, PAINT TO FINISH.

158 2X2 DOUGLAS FIR WOOD SLAT.

172 STEEL STAIR.  SEE SHEETS A6.01 & A6.02.

175 BIKE STORAGE SCREEN, REFER TO A7.01.

186 PAINTED STEEL COLUMN. HSS 1 1/2" X 2 1/2". REFER TO STRUCTURAL DRAWINGS.

196 PAINTED STEEL COLUMN. HSS 3" X 3" X 1/4". REFER TO STRUCTURAL DRAWINGS.

202 SINGLE PLY ROOFING, TPO, SLOPE TO DRAIN, FIRE CLASS B.

211 3"X4" DOWNSPOUT WITH OVERFLOW, DRAINS FROM BOTTOM OF ROOF ABOVE.

227 3"X4" DOWNSPOUT WITH OVERFLOW & LEADER, PAINT TO FIN.

234 STL ACCESS LADDER TO ROOF. PROVIDE LOCKABLE GATE ON FACE, DESIGN
BUILD.

305 1/4" CONTROL JOINT. PAINT TO MATCH.

311 22 GA. METAL CAP. PAINT TO MATCH.

316 SEISMIC JOINT.

352 STOREFRONT, REFER TO STOREFRONT SCHEDULE.

357 STEEL TRELLIS.

358 SEMI-RECESSED FIRE EXTINGUISHER CABINET.

608 42" MINIMUM HIGH GUARDRAIL, WITH 4" MAXIMUM OPENINGS. REFER TO DET
1/A8.71.



ELEVATION LEGEND:

TRANSLUCENT STOREFRONT GLASS. REFER TO SHEET 
A7.03

FAUX WOOD PORCELAIN TILE. PROVIDE SAMPLE TO 
ARCHITECT PRIOR TO ORDER.

OLD MILL BRICK VENEER SYSTEM. PROVIDE SAMPLE TO 
ARCHITECT PRIOR TO ORDER.

METAL WALL PANEL, ATLAS INTERNATIONAL, STERRACORE. 
PROVIDE SAMPLE TO ARCHITECT PRIOR TO ORDER.

EXTERIOR CEMENT PLASTER

ELEVATION GENERAL NOTES:

A. DETAIL CALLOUTS FOR TYPICAL CONDITIONS ARE SHOWN
    OCCASIONALLY BUT APPLY TO ALL OCCURRENCES OF 
    TYPICAL CONDITIONS. 
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EXTERIOR ELEVATIONS

A2.02

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550
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SCALE: 1/8"=1'-0"

0 4' 8' 16' 24'
1/8" = 1'-0"1

SOUTH ELEVATION

1/8" = 1'-0"2
EAST ELEVATION

1/8" = 1'-0"3
WEST COURTYARD ELEVATION

1/8" = 1'-0"4
NORTH ELEVATION

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

KEYNOTES
NO. DESCRIPTION

105 ARCHITECTURAL SCREEN. REFER TO DETAIL 1/A8.72.

202 SINGLE PLY ROOFING, TPO, SLOPE TO DRAIN, FIRE CLASS B.

211 3"X4" DOWNSPOUT WITH OVERFLOW, DRAINS FROM BOTTOM OF ROOF ABOVE.

234 STL ACCESS LADDER TO ROOF. PROVIDE LOCKABLE GATE ON FACE, DESIGN
BUILD.

305 1/4" CONTROL JOINT. PAINT TO MATCH.

311 22 GA. METAL CAP. PAINT TO MATCH.

356

357 STEEL TRELLIS.

358 SEMI-RECESSED FIRE EXTINGUISHER CABINET.

608 42" MINIMUM HIGH GUARDRAIL, WITH 4" MAXIMUM OPENINGS. REFER TO DET
1/A8.71.
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BUILDING SECTIONS

A3.01

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
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1/8" = 1'-0"1
SECTION 1

1/8" = 1'-0"3
SECTION 3

SCALE: 1/8"=1'-0"

0 4' 8' 16' 24'

1/8" = 1'-0"2
SECTION 2

1/8" = 1'-0"4
SECTION 4

KEYNOTES

NO. DESCRIPTION
164 DROP CEILING.  5/8" GYP BD FIN ON MTL FRAMING.

196 PAINTED STEEL COLUMN. HSS 3" X 3" X 1/4". REFER TO STRUCTURAL DRAWINGS.

202 SINGLE PLY ROOFING, TPO, SLOPE TO DRAIN, FIRE CLASS B.

205 ROOF PARAPET, REFER TO DET 3/A8.51.

214 CONDENSING UNIT, REFER TO MECH DWGS.

235 STL TRELLIS.  REFER TO STRUCT DWGS.

319 GUARDRAIL AT WALKWAY. SIDE MNTD. 42" MIN HT. REFER TO DET 1/A8.71.

338 CEMENT BOARD PANEL WITH INTEGRAL COLORS.

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

2 Bulletin 2 11/16/2018
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2

2



XXX.XX'

X

FINISH FLOOR ELEVATION.

WALL TYPE DESIGNATION. REFER TO SHEET A8.02.

SECTION LEGEND:

X FLOOR / ROOF TYPE DESIGNATION.
REFER TO SHEET A8.01.

SECTION GENERAL NOTES:

A. DETAIL CALLOUTS FOR TYPICAL CONDITIONS ARE SHOWN
    OCCASIONALLY BUT APPLY TO ALL OCCURRENCES OF 
    TYPICAL CONDITIONS. 
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BUILDING SECTIONS

A3.02

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367
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KEYNOTES

NO. DESCRIPTION
205 ROOF PARAPET, REFER TO DET 3/A8.51.

214 CONDENSING UNIT, REFER TO MECH DWGS.

319 GUARDRAIL AT WALKWAY. SIDE MNTD. 42" MIN HT. REFER TO DET 1/A8.71.

1/8" = 1'-0"1
CROSS SECTION 1

1/8" = 1'-0"2
CROSS SECTION 2

1/8" = 1'-0"3
CROSS SECTION 3

1/8" = 1'-0"4
CROSS SECTION 4

SCALE: 1/8"=1'-0"

0 4' 8' 16' 24'

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

2 Bulletin 2 11/16/2018
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A2 LIGHT FIXTURE:  LED AND CEILING FAN COMBO
RP LIGHTING EUROPA-4 BLADE 50" WHITE ENERGY STAR 

SMOKE DETECTOR

SMOKE DETECTOR / CARBON MONOXIDE COMBO

E LIGHT FIXTURE. WALL MOUNTED 6'-8" A.F.F., WAC
WS-W65607-BZ

A1 LIGHT FIXTURE:  WAC LIGHTING, FM-07RN-WT

D LIGHT FIXTURE. IN GRADE UPLIGHT.  WAC 5011-27-BR

18x18 ACCESS PANEL. PAINT TO FINISH

ACCESS PANEL AT MECHANICAL UNIT. PAINT TO FINISH

CEILING MOUNTED AIR REGISTER. AIR SUPPLY. REFER TO MECHANICAL DRAWINGS

EXHAUST FAN. FANS SHALL BE ENERGY STAR COMPLIANT AND BE DUCTED TO 
TERMINATE TO THE OUTSIDE OF THE BUILDING. FANS NOT FUNCTIONING AS A 
COMPONENT OF A WHOLE HOUSE SYSTEM MUST BE CONTROLLED BY A
HUMIDITY CONTROLLER. REFER TO MECHANICAL DRAWINGS

GYPSUM BOARD SOFFIT. PAINT TO FINISH

EXTERIOR CEMENT PLASTER. PAINT TO FINISH

WALL MOUNTED AIR REGISTER. REFER TO 
MECHANICAL DRAWINGS

JUMP DUCT. REFER TO MECHANICAL DRAWINGS

B1 LIGHT FIXTURE:  WAC LIGHTING, FM-07SQ-WT,
WALL MOUNTED ABOVE DOOR

C LIGHT FIXTURE: WS-77624-27-AL, MOUNT OVER
LAVATORY MIRROR

F LIGHT FIXTURE. LED STRIP EXTERIOR STRIP LIGHT
CALI LIGHTING LLED8200-L

H LIGHT FIXTURE.  STEP LIGHT.  WAC W-LED200-BZ

REFLECTED CEILING LEGEND:

B2 LIGHT FIXTURE:  WAC LIGHTING, FM-11SQ-WT,
CEILING MOUNTED

I LIGHT FIXTURE.  WALL MOUNTED FLOOD. 
WAC WP-LED227-ABZ

J LIGHT FIXTURE.  PENDANT LIGHT. YLIGHTING
IMBER PENDANT.  12765042.  WALNUT DISTRESSED
BRASS

K LIGHT FIXTURE.  CEILING MOUNTED STRIP LED FIXTURE.
LITHONIA MNSL-L46-ILL-MVOLT-GZN-40K-80CRI-MG

E

E

E INDICATES EMERGENCY LIGHT, REFER TO ELECTRICAL
DRAWINGS FOR MORE INFORMATION

GYPSUM BOARD ATTACHED TO CEILING / FLOOR ASSEMBLY. PAINT TO FINISH

## MATERIAL TAG - SEE MATERIAL SCHEDULE ON SHEET A7.02

2

COMMUNICATION FEATURE UNITS:
11B-809.5.1 BUILDING FIRE ALARM SYSTEM. WHERE A BUILDING FIRE ALARM SYSTEM IS 

PROVIDED, THE  SYSTEM WIRING SHALL BE EXTENDED TO A POINT WITHIN THE 
RESIDENTIAL DWELLING UNIT IN THE VICINITY OF THE RESIDENTIAL DWELLING UNIT SMOKE 
DETECTION SYSTEM.  

11B-809.5.1.1 ALARM APPLIANCES. WHERE ALARM APPLIANCES ARE PROVIDED WITHIN 
A RESIDENTIAL DWELLING UNIT AS PART OF THE BUILDING FIRE ALARM SYSTEM, THEY 
SHALL COMPLY WITH CHAPTER 9, SECTION 907.5.2.3.4.  

11B-809.5.1.2 ACTIVATION. ALL VISIBLE ALARM APPLIANCES PROVIDED WITHIN THE 
RESIDENTIAL DWELLING UNIT FOR BUILDING FIRE ALARM NOTIFICATION SHALL BE 
ACTIVATED UPON ACTIVATION OF THE BUILDING FIRE ALARM IN THE PORTION OF THE 

BUILDING CONTAINING THE RESIDENTIAL DWELLING UNIT. 
907.5.2.3.4 GROUP R-2. IN GROUP R-2 OCCUPANCIES REQUIRED BY SECTION 907 TO 
HAVE A FIRE ALARM SYSTEM, ALL DWELLING UNITS AND SLEEPING UNITS SHALL BE 
PROVIDED WITH THE CAPABILITY TO SUPPORT VISIBLE ALARM NOTIFICATION 
APPLIANCES IN ACCORDANCE WITH NFPA 72. SUCH CAPABILITY SHALL BE PERMITTED 

TO INCLUDE THE POTENTIAL FOR FUTURE INTERCONNECTION OF THE BUILDING FIRE 
ALARM SYSTEM WITH THE UNIT SMOKE ALARMS, REPLACEMENT OF AUDIBLE APPLIANCES 
WITH COMBINATION AUDIBLE/VISIBLE APPLIANCES, OR FUTURE EXTENSION OF THE 
EXISTING WIRING FROM THE UNIT SMOKE ALARM LOCATIONS TO REQUIRED LOCATIONS FOR 
VISIBLE APPLIANCES. 

11B-809.5.2 RESIDENTIAL DWELLING UNIT SMOKE DETECTION SYSTEM AND CARBON 
MONOXIDE DETECTION SYSTEM. RESIDENTIAL DWELLING UNIT SMOKE DETECTION 
SYSTEMS SHALL COMPLY WITH CHAPTER 9, SECTION 907.2.11. RESIDENTIAL DWELLING 

UNIT CARBON MONOXIDE DETECTION SYSTEMS SHALL COMPLY WITH CHAPTER 4.  
11B-809.5.2.1 ACTIVATION. ALL VISIBLE ALARM APPLIANCES PROVIDED WITHIN THE 
RESIDENTIAL DWELLING UNIT FOR SMOKE DETECTION NOTIFICATION SHALL BE 
ACTIVATED UPON SMOKE DETECTION. ALL VISIBLE ALARM APPLIANCES PROVIDED 
WITHIN THE RESIDENTIAL DWELLING UNIT FOR CARBON MONOXIDE DETECTION 
NOTIFICATION SHALL BE ACTIVATED UPON CARBON MONOXIDE DETECTION.
11B-809.5.3 INTERCONNECTION. THE SAME VISIBLE ALARM APPLIANCES SHALL BE 
PERMITTED TO PROVIDE NOTIFICATION OF RESIDENTIAL DWELLING UNIT SMOKE 
DETECTION, BUILDING FIRE ALARM ACTIVATION, AND CARBON MONOXIDE DETECTION. 
11B-809.5.4 PROHIBITED USE. VISIBLE ALARM APPLIANCES USED TO INDICATE 
RESIDENTIAL DWELLING UNIT SMOKE DETECTION, CARBON MONOXIDE DETECTION, OR 

BUILDING FIRE ALARM ACTIVATION SHALL NOT BE USED FOR ANY OTHER PURPOSE WITHIN 
THE RESIDENTIAL DWELLING UNIT. 

11B-809.5.5 RESIDENTIAL DWELLING UNIT PRIMARY ENTRANCE. COMMUNICATION 
FEATURES SHALL BE PROVIDED AT THE RESIDENTIAL DWELLING UNIT PRIMARY 
ENTRANCE COMPLYING WITH SECTION 11B-809.5.5.
11B-809.5.5.1 NOTIFICATION. A HARD-WIRED ELECTRIC DOORBELL SHALL BE PROVIDED. 

A BUTTON OR SWITCH SHALL BE PROVIDED OUTSIDE THE RESIDENTIAL DWELLING UNIT 
PRIMARY ENTRANCE. ACTIVATION OF THE BUTTON OR SWITCH SHALL INITIATE AN AUDIBLE 
TONE AND VISIBLE SIGNAL WITHIN THE RESIDENTIAL DWELLING UNIT. WHERE VISIBLE 
DOORBELL SIGNALS ARE LOCATED IN SLEEPING AREAS, THEY SHALL HAVE CONTROLS TO 
DEACTIVATE THE SIGNAL.  

PER CDC NOFA 23A DESIGN TECHNICAL SCORING WORKBOOK TAB 6, DOORBELLS AUDIO 
AND VISUAL SIGNALS SHALL EXTEND TO ALL ROOMS INCLUDING BEDROOMS AND 
BATHROOMS.
11B-809.5.5.2 IDENTIFICATION. A MEANS FOR VISUALLY IDENTIFYING A VISITOR 
WITHOUT OPENING THE RESIDENTIAL DWELLING UNIT ENTRY DOOR SHALL BE 
PROVIDED AND SHALL ALLOW FOR A MINIMUM 180 DEGREE RANGE OF VIEW. 
11B-809.5.6 SITE, BUILDING, OR FLOOR ENTRANCE. WHERE A SYSTEM, INCLUDING A 
CLOSED-CIRCUIT SYSTEM, PERMITTING VOICE COMMUNICATION BETWEEN A VISITOR 

AND THE OCCUPANT OF THE RESIDENTIAL DWELLING UNIT IS PROVIDED, THE SYSTEM SHALL 
COMPLY WITH SECTION 11B-708.4. 

UNIVERSAL DESIGN UNIT
A. ACCESSIBLE ROUTES OF TRAVEL TO THE DWELLING UNITS WITH ACCESSIBLE 34" 
MINIMUM CLEAR-OPENING-WIDTH ENTRY, AND 34” CLEAR WIDTH FOR ALL DOORS ON AN 

ACCESSIBLE PATH. TO ACHIEVE THE 34” OPENING, ENSURE SUFFICIENT SPACE IS 
PROVIDED FOR THE REAR DOOR SWING.  
B. INTERIOR DOORS WITH LEVER HARDWARE AND 42" MINIMUM WIDTH HALLWAYS.  
C. FULLY ACCESSIBLE BATHROOMS COMPLYING WITH ADA 2010 AND CBC 11B.  IN 
ADDITION A 30” X 48” CLEARANCE PARALLEL TO AND CENTERED ON THE BATHROOM 
VANITY.  
D. ACCESSIBLE KITCHENS (MEETING THE REQUIREMENTS OF ADA 2010). A 30” X 48”
CLEARANCE PARALLEL TO AND CENTERED ON THE FRONT OF ALL MAJOR 
APPLIANCES AND FIXTURES (REFRIGERATOR, OVEN, DISHWASHER AND KITCHEN SINK).  
E. ACCESSIBLE MASTER BEDROOM SIZE SHALL BE AT LEAST 120 SQUARE FEET 
(EXCLUDING THE CLOSET), SHALL ACCOMMODATE A QUEEN SIZE BED, SHALL 
PROVIDE 36” OF CLEARANCE AROUND THREE (3) SIDES OF THE BED, AND SHALL 
PROVIDE REQUIRED ACCESSIBLE CLEARANCES, FREE OF ALL FURNISHINGS, AT 
BEDROOM AND CLOSET DOORS. THE MASTER BEDROOM CLOSET SHALL BE ON AN 
ACCESSIBLE PATH. 
F. WIRING FOR AUDIO AND VISUAL DOORBELLS REQUIRED BY UFAS/ADA 2010 SHALL BE 

INSTALLED. 
G. CLOSETS AND BALCONIES SHALL BE LOCATED ON AN ACCESSIBLE ROUTE. 
H. THESE UNITS SHALL BE DISTRIBUTED THROUGHOUT THE PROJECT CONSISTENT 
WITH 24 CFR SECTION 8.26.  
I. APPLICANT MUST OBTAIN CONFIRMATION FROM A CASP THAT THE ABOVE 
REQUIREMENTS HAVE BEEN MET. 
J. UNIVERSALLY-DESIGNED UNITS SHALL HAVE AN ISA SYMBOL OF MINIMUM 1” X 1”, 
LOCATED WITHIN THE UNIT (BELOW THE DOOR VIEWER) AND MOUNTED PER CBC 
1143A.  
K. ACCESSIBLE PARKING, IN ADDITION TO WHAT IS MINIMALLY REQUIRED BY CBC AND 
ADA 2010, IS NOT REQUIRED.  

SENIOR HOUSING PROJECTS ARE REQUIRED TO INTEGRATE THESE UNIVERSAL DESIGN 
REQUIREMENTS FOR ALL PROJECT UNITS, AND SHALL BE DESIGNED AND PLACED IN SERVICE 
AS “FULLY ACCESSIBLE” (PER ADA 2010 AND CBC 11B) INCLUDING THE INSTALLATION OF 
GRAB BARS AND THE INSTALLATION OF THE TUB SEAT AT THE ACCESSIBLE BATHROOM.  

NON-SENIOR HOUSING PROJECTS THAT VOLUNTEER TO INCORPORATE THE PRINCIPLES 
OF UNIVERSAL DESIGN IN 50% OF THE PROJECT’S UNITS WILL BE AWARDED BONUS POINTS.    

ADAPTABLE FEATURE UNITS:
1132A.10 DOOR SIGNAL DEVICES. EVERY PRIMARY ENTRANCE TO A COVERED 
MULTIFAMILY DWELLING UNIT SHALL BE PROVIDED WITH A DOOR BUZZER, BELL, CHIME 
OR EQUIVALENT. THE 
ACTIVATING MECHANISM SHALL BE MOUNTED A MAXIMUM OF 48 INCHES ABOVE THE 
FLOOR AND CONNECTED TO PERMANENT WIRING.

ENERGY STAR APPLIANCES
REFRIGERATORS, RANGES SHALL BE ENERGY STAR RATED

UNIT TYPE DESCRIPTION
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The design, drawings, and written material in these 
documents of service are the sole property of 
Lahmon Architects.  All design and related 
information contained herein are for use on the 
specified projects and shall not be duplicated, 
disclosed, or used without the prior written consent 
of Lahmon Architects.
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1/4" = 1'-0"1
ENLARGED UNIT PLAN AT GROUND FLOOR

1/4" = 1'-0"2
ENLARGED UNIT REFLECTED CEILING PLAN

SCALE: 1/4"=1'-0"

0 2' 4' 8' 12'

GENERAL NOTES
A. REFER TO STRUCTURAL DRAWINGS FOR ADDITIONAL INFORMATION.

B. REFER TO STRUCTURAL DRAWINGS FOR LOCATIONS OF REINFORCING, DOWELS, 
HOLD DOWNS, TIE DOWNS, ANCHOR BOLTS, AND BASE PLATES.

C. REFER TO MECHANICAL, PLUMBING, ELECTRICAL, LOW VOLTAGE, FIRE SPRINKLER, 
AND LANDSCAPE IRRIGATION DRAWINGS FOR ALL PENETRATIONS.

D. BOTTOM OF CEILING FAN TO BE 80" AFF. 

LACDC REQUIREMENT:

• PER LACDC: PROVIDE A TELEPHONE JACK IN ALL BEDROOMS.  PROVIDE CAT 5 
WIRING TO AT LEAST ONE LOCATION PER UNIT OR DEMONSTRATE THAT A HIGH 
SPEED INTERNET SIGNAL IS PROVIDED TO ALL AREAS IN EACH UNIT.  (II.FDC, LOAN 
COMMITTEE PHASE ITEM #24).

• PER LACDC: PROVIDE AT LEAST ONE CABLE TELEVISION JACK IN THE LIVING ROOM 
FOR UNITS WITH 2 BEDROOMS OR LESS. PROVIDE A MIN. OF ONE JACK IN AT 
LEAST ONE BEDROOM PLUS ONE IN THE LIVING ROOM FOR UNITS WITH 3 
BEDROOMS OR MORE.  PROVIDE A DIGITAL MATV (MASTER ANTENNA TELEVISION) 
FOR ALL DEVELOPMENTS WIRED TO AT LEAST ONE OUTLET IN THE LIVING ROOM, 
AND ALL BEDROOMS.  THE SIGNAL SHALL BE AMPLIFIED AS REQUIRED TO REACH 
ALL RECEPTACLES IN EACH UNIT.  (II. FDC, LOAN COMMITTEE PHASE ITEM #25).

• PER LACDC: USE OF COMPOSITE WOOD MATERIALS, INCLUDING BUT NOT LIMITED 
TO SURFACE OR CORE MATERIAL FOR CABINETS, COUNTERTOPS, DOORS AND 
SHELVING MUST BE FREE OF ADDED FORMALDEHYDE. (V, SUSTAINABLE BUILDING 
METHODS #10).

• PER LACDC: NO PARTICLE BOARD PERMITTED. CABINETRY FABRICATION AND 
INSTALLATION SHALL COMPLY WITH THE MANUAL OF MILLWORK STANDARDS OF 
THE WOODWORK INDUSTRY PUBLISHED BY WOODWORK INSTITUTE (WI) LATEST 
EDITION. ALL NEW CABINETRY SHALL BE CERTIFIED WI CUSTOM GRADE OR 
BETTER. CERTIFIED COMPLIANCE PROGRAM (CCP) BY WI SHALL BE USED FOR 
VERIFICATION OF QUALITY. WI CUSTOM GRADE STANDARDS OR BETTER. 
HARDWARE TO CONFORM TO ASHI/BHMA STANDARDS.  (II.FDC, LOAN COMMITTEE 
PHASE, B.8).

• PER LACDC: ACCESSIBLE MASTER BEDROOM SIZE SHALL BE AT LEAST 120SF, 
SHALL ACCOMODATE A QUEEN SIZE BED, SHALL PROVIDE 36" IN CLEARANCE 
AROUND 3 SIDES OF THE BED, AND SHALL PROVIDE REQUIRED ACCESSIBLE 
CLEARANCES, FREE OF AL LFURNISHINGS, AT BEDROOM AND CLOSET DOORS. 
(III.C.e)

• PER LACDC: UNITS WITH MOBILITY FEATURES AND UNITS WITH COMMUNICATION 
FEATURES SHALL BE MARKED BY AN INTERNATIONAL SIGN OF ACCESSIBILITY (ISA) 
OF MINIMUM 1"X1", LOCATED WITHIN THE UNIT (BELOW THE DOOR VIEWER) AND 
MOUNTED PER 2013 CBC 1143A.

• ELECTRICAL RECEPTACLE SWITCHES: IF THE REACH IS OVER A PHYSICAL 
BARRIER OR AN OBSTRUCTION (FOR EXAMPLE, A KITCHEN BASE CABINET), 
RECEPTACLES SHALL BE LOCATED WITHIN THE REACH RANGES SPECIFIED IN 
1138A.3. (46" MAX FOR SIDE APPROACH PER 2013 CBC 1138A3.2.2 OBSTRUCTED 
HIGH REACH)  PHYSICAL BARRIERS AND OBSTRUCTIONS SHALL NOT EXTEND 
MORE THAN 25 INCHES FROM THE WALL BENEATH. (2013 CBC 1136A).

• FOR ELECTRICAL PANEL. REFER TO ELECTRICAL DRAWINGS.

• SHELF AND POLE.  TOP OF SHELF AT 46" MAX AFF. REFER TO DETAIL ON SHEET 
A4.02

• FOR LIGHT FIXTURE REFER TO ELECTRICAL DRAWINGS.  

• CALGREEN: FANS SHALL BE ENERGY STAR COMPLIANT, CONTROLLED BY A 
HUMIDITY CONTROL. DUCTS TO TERMINATE OUTSIDE OF THE BUILDING. (4.506.1)

• PER LACDC: ENERGY STAR RATING (II.FDC, LOAN COMMITTEE PHASE, B.18.a).

• FOR ACCESS PANELS  REFER TO MECHANICAL DRAWINGS.

• PROVIDE STROBE DOORBELL TO COMPLY WITH CBC 11B-809.5.5.1

• PER LACDC: LINEN CLOSET TO PROVIDE A MINIMUM OF 4 FIXED OR ADJUSTABLE 
SHELVES. (II.FDC, NOFA APPLICATION PHASE, C.5.p)

• PER LACDC: CEILING FAN. ENERGY STAR RATING.  (II.FDC, LOAN COMMITTEE 
PHASE, B.19.c)

• ALL APPLIANCES (EXCEPT RANGE) TO BE ENERGY STAR QUALIFIED. 

ADAPTABLE AND UNIVERSAL UNITS WITH 
SIMILAR ACCESSIBILITY FEATURES

KEYNOTES

NO. DESCRIPTION
401 LINE OF SOFFIT SHOWN CONTINOUS OR SOFFIT ABV SHOWN DASHED.

403 ELEC PANEL. REFER TO ELEC DWGS.

404 MEDIA/DATA DIST BOX. REFER TO LV PLANS.

410 SHELF & POLE, REFER TO DET 18/G0.33.

507 ACCESS PANEL AT HORIZ FAN COIL UNIT, REFER TO MECH DWGS.

SCALE: 1/4"=1'-0"

0 2' 4' 8' 12'
ADAPTABLE AND UNIVERSAL UNITS WITH 
SIMILAR ACCESSIBILITY FEATURES

1/4" = 1'-0"1A
ENLARGED UNIT PLAN AT END UNITS

SCALE: 1/4"=1'-0"

0 2' 4' 8' 12'
ADAPTABLE AND UNIVERSAL UNITS WITH 
SIMILAR ACCESSIBILITY FEATURES

1/4" = 1'-0"3
ENLARGED UNIT PLAN AT SECOND FLOOR

SCALE: 1/4"=1'-0"

0 2' 4' 8' 12'

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

2 Bulletin 2 11/16/2018
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GENERAL NOTES

A. SEE MECH./ PLUMB./ ELECT. DWGS. FOR ADDITIONAL INFO.

B. PROVIDE FINISHED PANELS AT ALL EXPOSED CABINET SURFACES.

C. REFER TO SHEETS G0.31-G0.34 FOR ADDITIONAL ACCESSIBILITY REQUIREMENTS.

D. ELECTRICAL OUTLETS ON WALLS OVER CABINETS SHALL BE A MIN 36" FROM A CORNER (FAIR HOUSING 5.8)
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KITCHEN ENLARGED
PLANS AND INTERIOR
ELEVATIONS

A4.02

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536
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45260 32ND ST W
45244 32ND ST W
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6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
.1

6
.2

0
1

8

1/2" = 1'-0"2
KITCHEN PLAN AT UNITS (TYP)

1/2" = 1'-0"2B
KITCHEN ELEVATION

1/2" = 1'-0"2D
KITCHEN ELEVATION

1/2" = 1'-0"2A
KITCHEN ELEVATION

KEYNOTES

NO. DESCRIPTION

418 BASE KITCHEN CABINET, DOOR PULLS OR HANDLES SHALL BE MOUNTED AS CLOSE TO THE TOP OF CABINET DOORS AS
POSSIBLE.

419 4" TOE KICK.

420 UPPER KITCHEN CABINET, DOOR PULLS OR HANDLES SHALL BE MOUNTED WITHIN 48"PER 11B-308.3.2.

422 CABINET FILLER.

423 RANGE HOOD, VENTED TO EXTERIOR, REFER TO FIXTURE SCHEDULE.

424 ENERGY STAR LABEL REFRIGERATOR, REFER TO FIXTURE SCHEDULE, 50% OF FREEZER SPACE TO BE LOCATED WITHIN
54" OF THE FLOOR, 2016 CBC 11B-804.6.6, PER TCAC, ENERGY STAR RATED.

426 KITCHEN SINK WITH DISPOSAL, REFER TO FIXTURE SCHEDULE, SINK DEPTH TO COMPLY WITH 2016 CBC 11B-606.7 AND
11B-306. PROVIDE OFF-SET DRAIN.

427 LAVATORY AND SINKS SHALL COMPLY WITH 11B-606, 1.CLEAR FLOOR SPACE SHALL COMPLY WITH 11B-305. CLEAR FLOOR
SPACE SHALL BE 30"X48" MIN. CBC 11B-305.3 2.SINK SURFACES SHALL BE PROVIDED WITH KNEE AND TOE SPACE CBC
11B-306 3.THE KNEE AND TOE SPACE SHALL BE CLEAR AND UNOBSTRUCTED 2016 CBC 11B-306
4.THE KNEE SPACE AND TOE SPACE SHALL BE 30 INCHES WIDE MINIMUM, CENTERED ON THE SINK, 2016 CBC 11B-306.2.
5.A CLEAR FLOOR SPACE SHALL NOT EXTEND INTO THE KNEE AND TOE SPACE MORE THEN 19 INCHES 2016 CBC
11B-306.2.3.2.
6.BASE CABINETS INCLUDING TOEBOARD AND SHELVING DIRECTLY UNDER THE KITCHEN SINKS SHALL BE REMOVABLE
WITHOUT THE USE OF SPECIALIZED TOOLS OR SPECIALIZED KNOWLEDGE IN ORDER TO PROVIDE CLEARANCE KNEE AND
TOE SPACE, 2016 CBC 11B B-606.2 EXCEPTION 3.
7.THE FINISH FLOOR BENEATH THE KITCHEN SINK SURFACES SHALL BE EXTENDED TO THE WALL 2016 CBC 11B B-606.2
EXCEPTION 3.
8. THE WALLS BEHIND AND SURROUNDING THE CABINETRY SHALL BE FINISHED 2016 CBC 11B B-606.2 EXCEPTION 3.
9. NO MORE THAN ONE BOWL OF A MULTI-BOWL SINK SHALL BE REQUIRED TO PROVIDE KNEE AND TOE CLEARANCE, 2016
CBC 11B-606.2.7.
10. WATER SUPPLY AND DRAIN PIPES UNDER SINKS SHALL BE INSULATED OR OTHERWISE CONFIGURED TO PROTECT
AGAINST CONTACT. THERE SHALL BE NO SHARP OR ABRASIVE SURFACES UNDER THE SINKS 2016 CBC 11B606.5.
11. REFER TO DETAILS 2,3/G0.33

428 KITCHEN WORK SURFACE, 11B-804.3
1.A MINIMUM LINEAR LENGTH OF 30 INCHES OF COUNTERTOP SHALL BE PROVIDED FOR A WORK SURFACE INSTALLATION,
2016 CBC 11B-804.3. 2.WORK SURFACES SHALL BE PROVIDED WITH KNEE AND TOE SPACE, 2016 CBC 11B-306.2, 3.THE KNEE
AND TOE SPACE SHALL BE CLEAR AND UNOBSTRUCTED, 2016 CBC 11B-306, 4.THE KNEE SPACE AND TOE SPACE SHALL BE
30 INCHES WIDE MINIMUM, CENTERED ON THE COUTERTOP 2016 CBC 11B-306.2. 5. A CLEAR FLOOR SPACE SHALL NOT
EXTEND INTO THE KNEE AND TOE SPACE MORE THEN 19 INCHES 2016 CBC 11B-306.2.3.2.
6. BASE CABINETS, INCLUDING TOEBOARD AND SHELVING DIRECTLY UNDER WORK SURFACES SHALL BE REMOVABLE
WITHOUT THE USE OF SPECIALIZED TOOLS OR SPECIALIZED KNOWLEDGE IN ORDER TO PROVIDE CLEARANCE KNEE AND
TOE, 2016 CBC 11B-606.2.
7.THE FINISH FLOOR BENEATH THE KITCHEN SINK SURFACES SHALL BE EXTENDED TO THE WALL 2016 CBC 11B B-606.2
EXCEPTION 3.
8. THE WALLS BEHIND AND SURROUNDING THE CABINETRY SHALL BE FINISHED 2016 CBC 11B B-606.2 EXCEPTION 3.
9. NO MORE THAN ONE MULTI-BOWL SINK SHALL BE REQUIRED TO PROVIDE KNEE AND TOE CLEARANCE, 2016 CBC
11B-606.2.7.
10. WATER SUPPLY AND DRAIN PIPES UNDER SINKS SHALL BE INSULATED OR OTHERWISE CONFIGURED TO PROTECT
AGAINST CONTACT. THERE SHALL BE NO SHARP OR ABRASIVE SURFACES UNDER THE SINKS, 2016 CBC 11B606.5.
11. REFER TO DETAILS 2,3/G0.33.

434 ENERGY STAR OVEN/RANGE, SELF-CLEANING, CONTROLS ON THE FRONT FACE, CONTROLS SHALL COMPLY WITH 2016
CBC 11B-804.6.4.5 REFER TO MATERIALS AND FINISHES SCHEDULE.

435 ENERGY STAR RANGE HOOD SWITCH TO BE MOUNTED AT 46" HIGH FOR SIDE APPROACH 2016 CBC 11B-308.3.2.

436 ADJUSTABLE SHELVES W/ MELAMINE FINISH SHOWN DASHED. PROVIDE ONE REPLACEMENT SHELF FOR EACH SHELF
PROVIDED.

437 STONE  COUNTERTOP, INSTALL COUNTER SURFACE 33"MAX AFF, 2016 CBC 11B-606.3. SEALED BACKSPLASH.

439 FAUCETS, CONTROLS FOR FAUCETS SHALL COMPLY WITH SECTION 11B-309. HAND-OPERATED METERING FAUCETS SHALL
REMAIN OPEN FOR 10 SECONDS MINIMUM, OPERATION PARTS SHALL BE OPERABLE WITH ONE HAND AND SHALL NOT
REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST, THE FORCE REQUIRED TO ACTIVATE OPERABLE
FORCE OF 5 POUNDS 11B-309.4. FLOW RESTRICTOR 1.5 GPM OR LESS.

440 WATER CLOSET, TOILET SEAT HEIGHT AT 17"-19"AFF MEASURED TO THE TOP OF SEAT, 2016 CBC11B-604.4 EX 2, FLUSH
CONTROLS SHALL BE LOCATED 44" MAX ABOVE THE FLOOR, FLUSH CONTROLS SHALL BE LOCATED ON THE OPEN SIDE OF
THE WATER CLOSET 2016 CBC 11B-604.6. HIGH EFICIENCY 1.06 GALLONS MAX PER FLUSH.

449 GRAB BARS WALL HUNG, THE SPACE BETWEEN THE GRAB BAR AND PROJECTING OBJECT BELOW AND AT THE END SHALL
BE 1-1/2" MINIMUM, 2016 CBC 11B-609.3, REFER TO DETAIL 3/G0.32.

450 TOILET PAPER DISPENSER, 7" MIN AND 9" MAX IN FRONT OF THE WATER CLOSET MEASURED TO CENTERLINE OF THE
DISPENSER, THE OUTLET OF THE DISPENSER SHALL BE 19" MIN AFF, 2016 CBC 11B-604.7.

455 BASE CABINET SHALL COMPLY WITH 11B-606:
1.CLEAR FLOOR SPACE SHALL COMPLY WITH 11B-305. CLEAR FLOOR SPACE SHALL BE 30"X 48"MIN. CBC 11B-305.3.
2.SINK SURFACES SHALL BE PROVIDED WITH KNEE AND TOE SPACE.  (CBC 11B-306).
3.THE KNEE AND TOE SPACE SHALL BE CLEAR AND UNOBSTRUCTED 2016 CBC 11B-306.
4.THE KNEE SPACE AND TOE SPACE SHALL BE 30 INCHES WIDE MINIMUM, CENTERED ON THE SINK, 2016 CBC 11B-306.2.
5. A CLEAR FLOOR SPACE SHALL NOT EXTEND INTO THE KNEE AND TOE SPACE MORE THEN 19 INCHES, 2016 CBC
11B-306.2.3.2.
6.BASE CABINETS INCLUDING TOEBOARD AND SHELVING DIRECTLY UNDER THE KITCHEN SINKS SHALL BE REMOVABLE
WITHOUT THE USE OF SPECIALIZED TOOLS OR SPECIALIZED KNOWLEDGE IN ORDER TO PROVIDE CLEARANCE KNEE AND
TOE SPACE, 2016 CBC 11B B-606.2 EXCEPTION 3.
7.THE FINISH FLOOR BENEATH THE KITCHEN SINK SURFACES SHALL BE EXTENDED TO THE WALL, 2016 CBC 11B B-606.2,
EXCEPTION 3.
8. THE WALLS BEHIND AND SURROUNDING THE CABINETRY SHALL BE FINISHED, 2016 CBC 11B B-606.2 EXCEPTION 3).
9.NO MORE THAN ONE BOWL OF A MULTI-BOWL SINK SHALL BE REQUIRED TO PROVIDE KNEE AND TOE CLEARANCE, 2016
CBC 11B-606.2.7.
9. WATER SUPPLY AND DRAIN PIPES UNDER SINKS SHALL BE INSULATED OR OTHERWISE CONFIGURED TO PROTECT
AGAINST CONTACT. THERE SHALL BE
NO SHARP OR ABRASIVE SURFACES UNDER THE
SINKS, 2016 CBC 11B606.5.
10. REFER TO DETAILS 2,3/G0.33.
11. GARBAGE DISPOSAL INSTALLATION TO ALLOW KNEE
 AND TOE CLEAR SPACE. PROVIDE REMOVABLE SIDE WHERE NECESSARY. REFER TO 8/G0.33. IN RESIDENTIAL DWELLING
UNITS, CABINETRY SHALL BE PERMITTED UNDER LAVATORIES PROVIDED THAT ALL THE FOLLOWING CONDITIONS ARE MET:
A. THE CABINETRY CAN BE REMOVED WITHOUT REMOVAL OR REPLACEMENT OF THE FIXTURE. THE FINISH FLOOR
EXTENDS UNDER THE CABINETRY
. THE WALLS BEHIND AND SURROUNDING THE CABINETRY ARE FINISHED.

456 WINDOW REFER TO PLANS

473 GARBAGE DISPOSAL SWITCH, SEE KEYNOTE 427.

523 GYPSUM BOARD FIN.

KITCHEN SHELVING SUMMARY:

CABINETRY NOT MANUFACTURED WITH MDF OR PARTICLE BOARD
12'-6" LINEAR FEET OF COUNTER SPACE PROVIDED

LINEAR FEET SUMMARY:

255" TOTAL LINEAR KITCHEN STORAGE

162" ACCESSIBLE LINEAR KITCHEN STORAGE PER 11B-308

162" / 255" = 63% ( > 50%) ACCESSIBLE LINEAR KITCHEN STORAGE

SCALE: 1/2"=1'-0"

0 1' 2' 4' 6'

1/2" = 1'-0"2C
KITCHEN ELEVATION

1/2" = 1'-0"1
KITCHEN PLAN AT MOBILITY UNITS

1/2" = 1'-0"1A
KITCHEN ELEVATION

1/2" = 1'-0"1B
KITCHEN ELEVATION

1/2" = 1'-0"1C
KITCHEN ELEVATION

1/2" = 1'-0"1D
KITCHEN ELEVATION

SCALE: 1/2"=1'-0"

0 1' 2' 4' 6'

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

2 Bulletin 2 11/16/2018
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A2 LIGHT FIXTURE:  LED AND CEILING FAN COMBO
RP LIGHTING EUROPA-4 BLADE 50" WHITE ENERGY STAR 

SMOKE DETECTOR

SMOKE DETECTOR / CARBON MONOXIDE COMBO

E LIGHT FIXTURE. WALL MOUNTED 6'-8" A.F.F., WAC
WS-W65607-BZ

A1 LIGHT FIXTURE:  WAC LIGHTING, FM-07RN-WT

D LIGHT FIXTURE. IN GRADE UPLIGHT.  WAC 5011-27-BR

18x18 ACCESS PANEL. PAINT TO FINISH

ACCESS PANEL AT MECHANICAL UNIT. PAINT TO FINISH

CEILING MOUNTED AIR REGISTER. AIR SUPPLY. REFER TO MECHANICAL DRAWINGS

EXHAUST FAN. FANS SHALL BE ENERGY STAR COMPLIANT AND BE DUCTED TO 
TERMINATE TO THE OUTSIDE OF THE BUILDING. FANS NOT FUNCTIONING AS A 
COMPONENT OF A WHOLE HOUSE SYSTEM MUST BE CONTROLLED BY A
HUMIDITY CONTROLLER. REFER TO MECHANICAL DRAWINGS

GYPSUM BOARD SOFFIT. PAINT TO FINISH

EXTERIOR CEMENT PLASTER. PAINT TO FINISH

WALL MOUNTED AIR REGISTER. REFER TO 
MECHANICAL DRAWINGS

JUMP DUCT. REFER TO MECHANICAL DRAWINGS

B1 LIGHT FIXTURE:  WAC LIGHTING, FM-07SQ-WT,
WALL MOUNTED ABOVE DOOR

C LIGHT FIXTURE: WS-77624-27-AL, MOUNT OVER
LAVATORY MIRROR

F LIGHT FIXTURE. LED STRIP EXTERIOR STRIP LIGHT
CALI LIGHTING LLED8200-L

H LIGHT FIXTURE.  STEP LIGHT.  WAC W-LED200-BZ

REFLECTED CEILING LEGEND:

B2 LIGHT FIXTURE:  WAC LIGHTING, FM-11SQ-WT,
CEILING MOUNTED

I LIGHT FIXTURE.  WALL MOUNTED FLOOD. 
WAC WP-LED227-ABZ

J LIGHT FIXTURE.  PENDANT LIGHT. YLIGHTING
IMBER PENDANT.  12765042.  WALNUT DISTRESSED
BRASS

K LIGHT FIXTURE.  CEILING MOUNTED STRIP LED FIXTURE.
LITHONIA MNSL-L46-ILL-MVOLT-GZN-40K-80CRI-MG

E

E

E INDICATES EMERGENCY LIGHT, REFER TO ELECTRICAL
DRAWINGS FOR MORE INFORMATION

GYPSUM BOARD ATTACHED TO CEILING / FLOOR ASSEMBLY. PAINT TO FINISH

## MATERIAL TAG - SEE MATERIAL SCHEDULE ON SHEET A7.02

2

REFLECTED CEILING PLAN NOTES:

A. REFER TO STRUCTURAL DRAWINGS FOR ADDITIONAL INFORMATION.

B. REFER TO STRUCTURAL DRAWINGS FOR LOCATIONS OF REINFORCING, DOWELS, 
HOLD DOWNS, TIE DOWNS, ANCHOR BOLTS, AND BASE PLATES.

C. REFER TO MECHANICAL, PLUMBING, ELECTRICAL, LOW VOLTAGE, FIRE SPRINKLER, 
AND LANDSCAPE IRRIGATION DRAWINGS FOR ALL PENETRATIONS.

D. BOTTOM OF CEILING FAN TO BE 80" AFF. 
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ENLARGED OFFICE ENTRY
PLAN AND REFLECTED
CEILING PLAN
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KENSINGTON CAMPUS
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BUILDINGS:
45260 32ND ST W
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1/4" = 1'-0"1
OFFICE AND ENTRY PLAN

1/4" = 1'-0"2
REFLECTED CEILING PLAN OFFICE AND ENTRY PLAN

1/2" = 1'-0"5
RESTROOM ELEVATION 1

1/2" = 1'-0"7
RESTROOM ELEVATION 2

1/2" = 1'-0"6
RESTROOM ELEVATION 3

1/2" = 1'-0"8
RESTROOM ELEVATION 4

1/4" = 1'-0"3
LOBBY SOUTH ELEVATION

1/2" = 1'-0"4
ENLARGED RESTROOM

SCALE: 1/2"=1'-0"

0 1' 2' 4' 6'

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

2 Bulletin 2 11/16/2018

1/4" = 1'-0"9
LOBBY NORTH ELEVATION

KEYNOTES
NO. DESCRIPTION

101 STEEL BENCH.

111 FIRE ANNUNCIATOR PANEL (RECESSED).

112 FIRE TWO WAY RADIO BOOSTER

113 FIRE ALARM CONTROL PANEL (RECESSED).

117 RECESSED AUTODIALER.

120 RECESSED SEAT-COVER DISPENSER, SANITARY NAPKIN DISPOSAL, AND TOILET
TISSUE DISPENSER, BOBRICK B-3574.

121 RECESSED COMBINATION TOWEL AND WASTE UNIT, BOBRICK B-36903.

139 FLR DRAIN.  REFER TO PLUMB DWGS.

152 METAL WALL PANEL, ATLAS INTERNATIONAL, STERRACORE. PROVIDE SAMPLE TO
ARCHITECT PRIOR TO ORDER.

158 2X2 DOUGLAS FIR WOOD SLAT.

181 MAILBOX UNIT.

186 PAINTED STEEL COLUMN. HSS 1 1/2" X 2 1/2". REFER TO STRUCTURAL DRAWINGS.

188 KNOX BOX OR SIMILAR PER COUNTY OF LOS ANGELES FIRED DEPARTMENT
REQUIREMENTS.  PROVIDE KEYS FOR BLDG ENTRY, COMMON UTILITY & STORAGE
ROOMS.

341 STANDING SEAM METAL AT WALL.

352 STOREFRONT, REFER TO STOREFRONT SCHEDULE.

438 LAVATORY, INSTALL WITH THE FRONT OF THE
HIGHER OF THE RIM OR COUNTER SURFACE
34"MAX ABOVE THE FINISH FLOOR, 2016 CBC 11B-606.3. WATER SUPPLY AND
DRAIN PIPES UNDER LAVATORIES AND SINKS
SHALL BE INSULATED OR OTHERWISE
CONFIGURED TO PROTECT AGAINST CONTACT,
THERE SHALL BE NO SHARP OR ABRASIVE
SURFACES UNDER LAVATORIES AND SINKS, 2016 CBC 11B-606.5, REFER TO 8/G0.33.

439 FAUCETS, CONTROLS FOR FAUCETS SHALL COMPLY WITH SECTION 11B-309.
HAND-OPERATED METERING FAUCETS SHALL REMAIN OPEN FOR 10 SECONDS
MINIMUM, OPERATION PARTS SHALL BE OPERABLE WITH ONE HAND AND SHALL NOT
REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST, THE FORCE
REQUIRED TO ACTIVATE OPERABLE FORCE OF 5 POUNDS 11B-309.4. FLOW
RESTRICTOR 1.5 GPM OR LESS.

440 WATER CLOSET, TOILET SEAT HEIGHT AT 17"-19"AFF MEASURED TO THE TOP OF SEAT,
2016 CBC11B-604.4 EX 2, FLUSH CONTROLS SHALL BE LOCATED 44" MAX ABOVE THE
FLOOR, FLUSH CONTROLS SHALL BE LOCATED ON THE OPEN SIDE OF THE WATER
CLOSET 2016 CBC 11B-604.6. HIGH EFICIENCY 1.06 GALLONS MAX PER FLUSH.

449 GRAB BARS WALL HUNG, THE SPACE BETWEEN THE GRAB BAR AND PROJECTING
OBJECT BELOW AND AT THE END SHALL BE 1-1/2" MINIMUM, 2016 CBC 11B-609.3, REFER
TO DETAIL 3/G0.32.

452 MIRROR, MOUNT BOTTOM EDGE OF REFLECTIVE SURFACE AT 40" MAX AFF, 2016 CBC
11B-603.5.

472 SOAP DISPENSER.REFER TO 1/G0.33.
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A2 LIGHT FIXTURE:  LED AND CEILING FAN COMBO
RP LIGHTING EUROPA-4 BLADE 50" WHITE ENERGY STAR 

SMOKE DETECTOR

SMOKE DETECTOR / CARBON MONOXIDE COMBO

E LIGHT FIXTURE. WALL MOUNTED 6'-8" A.F.F., WAC
WS-W65607-BZ

A1 LIGHT FIXTURE:  WAC LIGHTING, FM-07RN-WT

D LIGHT FIXTURE. IN GRADE UPLIGHT.  WAC 5011-27-BR

18x18 ACCESS PANEL. PAINT TO FINISH

ACCESS PANEL AT MECHANICAL UNIT. PAINT TO FINISH

CEILING MOUNTED AIR REGISTER. AIR SUPPLY. REFER TO MECHANICAL DRAWINGS

EXHAUST FAN. FANS SHALL BE ENERGY STAR COMPLIANT AND BE DUCTED TO 
TERMINATE TO THE OUTSIDE OF THE BUILDING. FANS NOT FUNCTIONING AS A 
COMPONENT OF A WHOLE HOUSE SYSTEM MUST BE CONTROLLED BY A
HUMIDITY CONTROLLER. REFER TO MECHANICAL DRAWINGS

GYPSUM BOARD SOFFIT. PAINT TO FINISH

EXTERIOR CEMENT PLASTER. PAINT TO FINISH

WALL MOUNTED AIR REGISTER. REFER TO 
MECHANICAL DRAWINGS

JUMP DUCT. REFER TO MECHANICAL DRAWINGS

B1 LIGHT FIXTURE:  WAC LIGHTING, FM-07SQ-WT,
WALL MOUNTED ABOVE DOOR

C LIGHT FIXTURE: WS-77624-27-AL, MOUNT OVER
LAVATORY MIRROR

F LIGHT FIXTURE. LED STRIP EXTERIOR STRIP LIGHT
CALI LIGHTING LLED8200-L

H LIGHT FIXTURE.  STEP LIGHT.  WAC W-LED200-BZ

REFLECTED CEILING LEGEND:

B2 LIGHT FIXTURE:  WAC LIGHTING, FM-11SQ-WT,
CEILING MOUNTED

I LIGHT FIXTURE.  WALL MOUNTED FLOOD. 
WAC WP-LED227-ABZ

J LIGHT FIXTURE.  PENDANT LIGHT. YLIGHTING
IMBER PENDANT.  12765042.  WALNUT DISTRESSED
BRASS

K LIGHT FIXTURE.  CEILING MOUNTED STRIP LED FIXTURE.
LITHONIA MNSL-L46-ILL-MVOLT-GZN-40K-80CRI-MG

E

E

E INDICATES EMERGENCY LIGHT, REFER TO ELECTRICAL
DRAWINGS FOR MORE INFORMATION

GYPSUM BOARD ATTACHED TO CEILING / FLOOR ASSEMBLY. PAINT TO FINISH
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COMMUNITY / FITNESS
ROOM ENLARGED FLOOR
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1/4" = 1'-0"1
COMMUNITY / FITNESS ROOM

1/4" = 1'-0"2
REFLECTED CEILING PLAN COMMUNITY / FITNESS SPACE

SCALE: 1/2"=1'-0"

0 1' 2' 4' 6'

KEYNOTES
NO. DESCRIPTION

118 LINE OF CEILING SOFFIT.

150 FITNESS EQUIPMENT.

151 FLOOR OUTLET.
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A2 LIGHT FIXTURE:  LED AND CEILING FAN COMBO
RP LIGHTING EUROPA-4 BLADE 50" WHITE ENERGY STAR 

SMOKE DETECTOR

SMOKE DETECTOR / CARBON MONOXIDE COMBO

E LIGHT FIXTURE. WALL MOUNTED 6'-8" A.F.F., WAC
WS-W65607-BZ

A1 LIGHT FIXTURE:  WAC LIGHTING, FM-07RN-WT

D LIGHT FIXTURE. IN GRADE UPLIGHT.  WAC 5011-27-BR

18x18 ACCESS PANEL. PAINT TO FINISH

ACCESS PANEL AT MECHANICAL UNIT. PAINT TO FINISH

CEILING MOUNTED AIR REGISTER. AIR SUPPLY. REFER TO MECHANICAL DRAWINGS

EXHAUST FAN. FANS SHALL BE ENERGY STAR COMPLIANT AND BE DUCTED TO 
TERMINATE TO THE OUTSIDE OF THE BUILDING. FANS NOT FUNCTIONING AS A 
COMPONENT OF A WHOLE HOUSE SYSTEM MUST BE CONTROLLED BY A
HUMIDITY CONTROLLER. REFER TO MECHANICAL DRAWINGS

GYPSUM BOARD SOFFIT. PAINT TO FINISH

EXTERIOR CEMENT PLASTER. PAINT TO FINISH

WALL MOUNTED AIR REGISTER. REFER TO 
MECHANICAL DRAWINGS

JUMP DUCT. REFER TO MECHANICAL DRAWINGS

B1 LIGHT FIXTURE:  WAC LIGHTING, FM-07SQ-WT,
WALL MOUNTED ABOVE DOOR

C LIGHT FIXTURE: WS-77624-27-AL, MOUNT OVER
LAVATORY MIRROR

F LIGHT FIXTURE. LED STRIP EXTERIOR STRIP LIGHT
CALI LIGHTING LLED8200-L

H LIGHT FIXTURE.  STEP LIGHT.  WAC W-LED200-BZ

REFLECTED CEILING LEGEND:

B2 LIGHT FIXTURE:  WAC LIGHTING, FM-11SQ-WT,
CEILING MOUNTED

I LIGHT FIXTURE.  WALL MOUNTED FLOOD. 
WAC WP-LED227-ABZ

J LIGHT FIXTURE.  PENDANT LIGHT. YLIGHTING
IMBER PENDANT.  12765042.  WALNUT DISTRESSED
BRASS

K LIGHT FIXTURE.  CEILING MOUNTED STRIP LED FIXTURE.
LITHONIA MNSL-L46-ILL-MVOLT-GZN-40K-80CRI-MG

E

E

E INDICATES EMERGENCY LIGHT, REFER TO ELECTRICAL
DRAWINGS FOR MORE INFORMATION

GYPSUM BOARD ATTACHED TO CEILING / FLOOR ASSEMBLY. PAINT TO FINISH
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1/4" = 1'-0"1
ENLARGED LAUNDRY ROOM PLAN

1/2" = 1'-0"2
LAUNDRY ROOM ELEVATION 1

KEYNOTES
NO. DESCRIPTION

107 FLOOR DRAIN.

183 BICYCLE RACK-FLR MOUNTED.

405 ENERGY STAR LABEL WASHING MACHINE, CURRENT CONSORTIUM FOR ENERGY
EFFICIENCY (CEE) TIER 3 OR 4 MODEL WITH A MODIFIED ENERGY FACTOR OF 2.4 OR
GREATER AND A WATER FACTOR OF 4.0 OR LESS. PROVIDE DRAIN PAN. FRONT
LOADED. MACHINES TO HAVE BOTTOM OF OPENING TO LAUNDRY COMPARTMENT
15"MIN AND 36"MAX ABOVE FINISH FLOOR, 2016 CBC 11B-611.4. PROTRUDING OBJECTS
TO COMPLY WITH 2016 CBC 11B-307.2. OPERATING OBJECTS TO COMPLY WITH 2016
CBC 11B-309, 4. REFER TO MATERIALS AND FINISH SCHEDULE.
REFER TO PLUMB DWGS.

406 ENERGY STAR LABEL DRYER, FRONT LOADED, PROTRUDING OBJECTS TO COMPLY
WITH 2016 CBC 11B-307. 2. OPERATING OBJECTS TO COMPLY WITH 2016 CBC
11B-309.4.

419 4" TOE KICK.

421 STONE OR PLASTIC LAMINATE COUNTERTOP, 4" HIGH SEALED BACKSPLASH.

427 LAVATORY AND SINKS SHALL COMPLY WITH 11B-606, 1.CLEAR FLOOR SPACE SHALL
COMPLY WITH 11B-305. CLEAR FLOOR SPACE SHALL BE 30"X48" MIN. CBC 11B-305.3
2.SINK SURFACES SHALL BE PROVIDED WITH KNEE AND TOE SPACE CBC 11B-306 3.THE
KNEE AND TOE SPACE SHALL BE CLEAR AND UNOBSTRUCTED 2016 CBC 11B-306
4.THE KNEE SPACE AND TOE SPACE SHALL BE 30 INCHES WIDE MINIMUM, CENTERED
ON THE SINK, 2016 CBC 11B-306.2.
5.A CLEAR FLOOR SPACE SHALL NOT EXTEND INTO THE KNEE AND TOE SPACE MORE
THEN 19 INCHES 2016 CBC 11B-306.2.3.2.
6.BASE CABINETS INCLUDING TOEBOARD AND SHELVING DIRECTLY UNDER THE
KITCHEN SINKS SHALL BE REMOVABLE WITHOUT THE USE OF SPECIALIZED TOOLS OR
SPECIALIZED KNOWLEDGE IN ORDER TO PROVIDE CLEARANCE KNEE AND TOE SPACE,
2016 CBC 11B B-606.2 EXCEPTION 3.
7.THE FINISH FLOOR BENEATH THE KITCHEN SINK SURFACES SHALL BE EXTENDED TO
THE WALL 2016 CBC 11B B-606.2 EXCEPTION 3.
8. THE WALLS BEHIND AND SURROUNDING THE CABINETRY SHALL BE FINISHED 2016
CBC 11B B-606.2 EXCEPTION 3.
9. NO MORE THAN ONE BOWL OF A MULTI-BOWL SINK SHALL BE REQUIRED TO
PROVIDE KNEE AND TOE CLEARANCE, 2016 CBC 11B-606.2.7.
10. WATER SUPPLY AND DRAIN PIPES UNDER SINKS SHALL BE INSULATED OR
OTHERWISE CONFIGURED TO PROTECT AGAINST CONTACT. THERE SHALL BE NO
SHARP OR ABRASIVE SURFACES UNDER THE SINKS 2016 CBC 11B606.5.
11. REFER TO DETAILS 2,3/G0.33

439 FAUCETS, CONTROLS FOR FAUCETS SHALL COMPLY WITH SECTION 11B-309.
HAND-OPERATED METERING FAUCETS SHALL REMAIN OPEN FOR 10 SECONDS
MINIMUM, OPERATION PARTS SHALL BE OPERABLE WITH ONE HAND AND SHALL NOT
REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST, THE FORCE
REQUIRED TO ACTIVATE OPERABLE FORCE OF 5 POUNDS 11B-309.4. FLOW
RESTRICTOR 1.5 GPM OR LESS.

474 RECESSED LAUNDRY CARD DEVICE. OPERABLE REACH HEIGHTS PER 11B-308.2 AND
.3. OPERABLE PARTS PER 11B-309.

488 CONCEALED COUNTER SUPPORT BRACKET @ 30" O.C. MAX. MODEL #C-24 BY A&M
HARDWARE. COORDINATE FRAMING WITH BRACKET LOCATIONS.

489 PHENOLIC CLEANING SUPPLY CLOSET WITH PLASTIC LAMINATE FINISH.

490 4" WALL BASE WITH INTEGRAL SANITARY COVE BASE.

491 PLASTIC LAMINATE COUNTERTOP, 6" HIGH SEALED BACKSPLASH.

1/2" = 1'-0"5
LAUNDRY ELEVATION

1/2" = 1'-0"6
LAUNDRY ELEVATION 2

1/2" = 1'-0"3
LAUNDRY ELEVATION 5

SCALE: 1/4"=1'-0"

0 2' 4' 8' 12'

WASHING MACHINE AND DRYER REQUIREMENTS

• WASHING MACHINE AND DRYER ARE PER OWNER VENDER CONTRACT. 

• PROVIDE AT LEAST 5% (AT LEAST TWO IF MORE THAN 3 ARE PROVIDED) OF THE 
WASHER AND DRYERS TO COMPLY WITH ACCESSIBLITY PER 11B-214. 

• HIGH EFFICIENCY WASHING MACHINES: TO BE ENERGY STAR LABEL QUALIFIED THAT 
ARE CURRENT CONSORTIUM FOR ENERGY.

• EFFICENCY (CEE) TIER 3 MODEL WITH A MODIFIED ENERGY FACTOR (MEF) OF 2.4 OR 
GREATER AND A WATER FACTOR (WF) OF 4.0 OR LESS WILL RECIEVE FIVE (5) POINTS. 

1/4" = 1'-0"4
REFLECTED CEILING PLAN LAUNDRY ROOM

REV # DESCRIPTION DATE

2 Bulletin 2 11/16/2018

UNIT TO COMPLY WITH CBC 11B-214
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KEYNOTES

NO. DESCRIPTION
120 RECESSED SEAT-COVER DISPENSER, SANITARY NAPKIN DISPOSAL, AND TOILET

TISSUE DISPENSER, BOBRICK B-3574.

121 RECESSED COMBINATION TOWEL AND WASTE UNIT, BOBRICK B-36903.

139 FLR DRAIN.  REFER TO PLUMB DWGS.

426 KITCHEN SINK WITH DISPOSAL, REFER TO FIXTURE SCHEDULE, SINK DEPTH TO
COMPLY WITH 2016 CBC 11B-606.7 AND 11B-306. PROVIDE OFF-SET DRAIN.

438 LAVATORY, INSTALL WITH THE FRONT OF THE
HIGHER OF THE RIM OR COUNTER SURFACE
34"MAX ABOVE THE FINISH FLOOR, 2016 CBC 11B-606.3. WATER SUPPLY AND
DRAIN PIPES UNDER LAVATORIES AND SINKS
SHALL BE INSULATED OR OTHERWISE
CONFIGURED TO PROTECT AGAINST CONTACT,
THERE SHALL BE NO SHARP OR ABRASIVE
SURFACES UNDER LAVATORIES AND SINKS, 2016 CBC 11B-606.5, REFER TO 8/G0.33.

439 FAUCETS, CONTROLS FOR FAUCETS SHALL COMPLY WITH SECTION 11B-309.
HAND-OPERATED METERING FAUCETS SHALL REMAIN OPEN FOR 10 SECONDS
MINIMUM, OPERATION PARTS SHALL BE OPERABLE WITH ONE HAND AND SHALL
NOT REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST, THE
FORCE REQUIRED TO ACTIVATE OPERABLE FORCE OF 5 POUNDS 11B-309.4. FLOW
RESTRICTOR 1.5 GPM OR LESS.

440 WATER CLOSET, TOILET SEAT HEIGHT AT 17"-19"AFF MEASURED TO THE TOP OF
SEAT, 2016 CBC11B-604.4 EX 2, FLUSH CONTROLS SHALL BE LOCATED 44" MAX
ABOVE THE FLOOR, FLUSH CONTROLS SHALL BE LOCATED ON THE OPEN SIDE OF
THE WATER CLOSET 2016 CBC 11B-604.6. HIGH EFICIENCY 1.06 GALLONS MAX PER
FLUSH.

449 GRAB BARS WALL HUNG, THE SPACE BETWEEN THE GRAB BAR AND PROJECTING
OBJECT BELOW AND AT THE END SHALL BE 1-1/2" MINIMUM, 2016 CBC 11B-609.3,
REFER TO DETAIL 3/G0.32.

465 RECESSED PAPER TOWEL DISPENSER, REFER TO 1/G0.33.

472 SOAP DISPENSER.REFER TO 1/G0.33.

493 RECESSED PAPER TOWEL DISPENSER AND TRASH BIN COMBINATION UNIT.

1/2" = 1'-0"8
COMMUNITY ROOM KITCHEN STORAGE 1

1/2" = 1'-0"7
COMMUNITY ROOM KITCHEN ELEVATION STORAGE

KITCHEN SHELVING SUMMARY:

CABINERTY NOT MANUFACTURED WITH MDF OR PARTICLE BOARD

21' 7/8" LINEAR FEET COUNTER SPACE PROVIDED

13' 8 1/4" OUTSIDE ACCESSIBLE REACH PER 11B-308

15' 5 1/4" WITHIN ACCESSIBLE REACH PER 11B-308

29' 1 1/2" TOTAL SHELVING

53% WITHIN ACCESSIBLE REACH

1/2" = 1'-0"1
COMMUNITY ROOM RESTROOM PLAN

1/2" = 1'-0"2
COMMUNITY ROOM RESTROOM C

1/2" = 1'-0"3
COMMUNITY ROOM ELEVATION D

1/2" = 1'-0"4
COMMUNITY ROOM RESTROOM A

SCALE: 1/2"=1'-0"

0 1' 2' 4' 6'

1/2" = 1'-0"5
COMMUNITY ROOM RESTROOM B

KITCHEN SHELVING AREA SUMMARY:

26.2 SQUARE FEET OF AREA OUTSIDE ALLOWABLE REACH 
SPACE PER 11B-308

29.6 SQUARE FEET OF AREA WITHIN ALLOWABLE REACH 
SPACE  PER 11B-308

55.8 TOTAL AREA

53% WITHIN ACCESSIBLE REACH

1/2" = 1'-0"6
COMMUNITY ROOM KITCHEN

REV # DESCRIPTION DATE

2 Bulletin 2 11/16/2018
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STAIR #1  PLANS,
SECTIONS, AND
ELEVATIONS

A6.01

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
.1

6
.2

0
1

8

1/4" = 1'-0"1
FIRST FLOOR STAIR PLAN

1/4" = 1'-0"4
STAIR 1 ELEVATION

1/4" = 1'-0"2
SECOND FLOOR STAIR 1 PLAN

1/4" = 1'-0"3
STAIR 1 SECTION 1

KEYNOTES

NO. DESCRIPTION
068 HANDRAIL.  36 MIN HT. REFER TO DET 16/G0.33

102 CONC SLAB ON GRADE.  REFER TO STRUCT DWGS.

103 CONC CURB.  REFER TO STRUCT DWGS.

172 STEEL STAIR.  SEE SHEETS A6.01 & A6.02.

196 PAINTED STEEL COLUMN. HSS 3" X 3" X 1/4". REFER TO STRUCTURAL
DRAWINGS.

603 CONCRETE FILLED STEEL PAN TREAD.

604 PROVIDE WARNING STRIPE FULL LENGTH OF EACH TREAD PER CBC
11B-504.4. PROVIDE CLEAR VISUAL CONTRAST.

608 42" MINIMUM HIGH GUARDRAIL, WITH 4" MAXIMUM OPENINGS. REFER TO DET
1/A8.71.

609 36" HIGH HANDRAIL, BOTH SIDES OF STAIR, TYPICAL.

612 PAINTED STEEL STRINGER.  REFER TO STRUCTURAL DRAWINGS.

613 1 1/2" X 1 1/2" STEEL CANE DETECTION. 27" MAX AFF.

1/4" = 1'-0"5
STAIR 1 SECTION 2

1/4" = 1'-0"6
STAIR 1 END ELEVATION

STAIR SHEET GENERAL NOTES:

• ALL DIMENSIONS ARE INDICATING MIN. REQUIREMENT. PROVIDE CONSTRUCTION 
TOLERANCE.
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STAIR #2 PLANS,
SECTIONS, AND
ELEVATIONS

A6.02

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
.1

6
.2

0
1

8

1/4" = 1'-0"1
STAIR 2 1ST FLOOR PLAN

1/4" = 1'-0"2
STAIR 2 FLOOR 2

1/4" = 1'-0"3
BLDG A STAIR 2 ELEV.

1/4" = 1'-0"5
STAIR 2 SECTION 2

1/4" = 1'-0"6
STAIR 2 SECTION 1

1/4" = 1'-0"4
STAIR 2 ELEVATION

KEYNOTES

NO. DESCRIPTION
196 PAINTED STEEL COLUMN. HSS 3" X 3" X 1/4". REFER TO STRUCTURAL DRAWINGS.

319 GUARDRAIL AT WALKWAY. SIDE MNTD. 42" MIN HT. REFER TO DET 1/A8.71.

601 CONCRETE TREAD.

603 CONCRETE FILLED STEEL PAN TREAD.

604 PROVIDE WARNING STRIPE FULL LENGTH OF EACH TREAD PER CBC 11B-504.4. PROVIDE CLEAR VISUAL
CONTRAST.

608 42" MINIMUM HIGH GUARDRAIL, WITH 4" MAXIMUM OPENINGS. REFER TO DET 1/A8.71.

609 36" HIGH HANDRAIL, BOTH SIDES OF STAIR, TYPICAL.

612 PAINTED STEEL STRINGER.  REFER TO STRUCTURAL DRAWINGS.

613 1 1/2" X 1 1/2" STEEL CANE DETECTION. 27" MAX AFF.

614 BENCH FOR FUTURE INSTALLATION SHOWN DASHED.
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SECURITY REQUIREMENTS:

A. WOOD FLUSH-TYPE DOORS AT SECURE LOCATIONS SHALL 
    BE 1-3/8" THICK MINIMUM WITH SOLID CORE CONSTRUCTION 
    DOOR STOPS OF IN-SWINGING DOORS SHALL 
    BE OF ONE-PIECE CONSTRUCTION WITH THE JAMB OR 
    JOINED BY RABBET TO THE JAMB (LABC 6709.4).

B. ALL PIN-TYPE DOOR HINGES ACCESSIBLE FROM OUTSIDE 
    SHALL HAVE NON-REMOVABLE HINGE PINS. HINGES SHALL 
    HAVE MINIMUM 1/4" DIA. STEEL JAMB STUD WITH 1/4" MIN, 
    PROTECTION. (LABC 6709.5) THE STRIKE PLATE FOR LATCHES 
    AND HOLDING SEVICE FOR PROJECTING DEAD BOLTS IN 
    WOOD CONSTRUCTION SHALL BE SECURED TO THE JAMB 
    AND THE WALL FRAMING WITH SCREWS NO LESS THAN 2 1/2" 
    LONG (LABC 6709.7).

C. PROVIDE DEAD BOLTS WITH HARDENED INSERTS :      
    DEADBLOCKNG LATCH WITH KEY-OPERATED LOCKS ON 
    EXTERIOR. LOCKS MUST BE OPENABLE FROM INSIDE 
    WITHOUT KEY, SPECIAL KNOWLEDGE OR SPECIAL EFFORT. 
    THE UNLOCKING OF ANY EXIT DOOR SHALL NOT REQUIRE 
    MORE THAN ONE OPERATION. (LATCH NOT REQUIRED IN B,F, 
    AND S OCCUPANCIES) (LABC 6709.2)

D. STRAIGHT DEAD BOLTS SHALL HAVE A MIN. THROW OF 1" 
     AND AN EMBEDMENT OF NOT LESS THAN 5/8", AND A HOOK-
     SHAPED OR AN EXPANDING-LUG DEADBOLT SHALL HAVE A 
     MINIMUM THROW OF 3/4" (LABC 6709.2).

E. WOOD PANEL TYPE DOORS MUST HAVE PANELS AT LEAST 
     9/16" THICK WITH SHAPED PORTIONS NOT LESS THAN 1/4" 
     THICK AND INDIVIDUAL PANELS MUST BE NO MORE THAN 300 
     sq.in. IN AREA. MULLIONS SHALL BE CONSIDERED A PART OF 
     ADJACENT PANELS EXCEPT MULLIONS NOT OVER 18" LONG 
     MAY HAVE AN OVERALL WIDTH OF NOT LESS THAN 2" WITH 
     OVERALL DIMENSIONS OF NOT LESS THAN 1 3/8" AND 3" IN 
     WIDTH (LABC 6709.1.2).

F. SLIDING DOORS SHALL BE PROVIDED WITH THE DEVICE IN 
    THE UPPER CHANNEL OF THE MOVING PANEL TO PROHIBIT 
    RAISING AND REMOVING OF THE MOVING PANEL IN THE 
    CLOSED OR PARTIALLY OPEN POSITION (LABC 6710 & 6715.1).

G. SLIDING GLASS DOOR PANELS SHALL BE CLOSED AND 
     LOCKED WHEN SUBJECTED TO THE TEST SPECIFIED IN LABC  
     SEC 6717.1.

H. METAL OR WOODEN OVERHEAD OR SLIDING DOORS SHALL 
     BE SECURED WITH A CYLINDER LOCK, PADLOCK WITH A MIN. 
     9/32" DIAMETER HARDENED STEEL SHACKLE AND BOLTED, 
     HARDENED STEEL HASPS, METAL SLID BOARD, BOLT OR 
     EQUIVALENT DEVICE UNLESS SECURED BY AN ELECTRICAL 
     POWER OPERATION       (LABC 6711).

I.   PROVIDE METAL GUIDES AT TOP AND BOTTOM OF METAL    
     ACCORDION GRATE OR GRILLE-TYPE DOORS AND CYLINDER 
     LOCKS OR PADLOCKS. CYLINDER GUARDS SHALL BE 
     INSTALLED ON ALL CYLINDER LOCKS WHENEVER THE 
     CYLINDER PROJECTS BEYOND THE FACE OF THE DOOR OR 
     IS OTHERWISE ACCESSIBLE TO GRIPPING TOOLS 
     (CBC SEC. 6712).

J. GLAZED OPENINGS WITHIN 40" OF THE DOOR LOCK WHEN   
    THE DOOR IS IN THE CLOSED POSITION, SHALL BE FULLY 
    TEMPERED GLASS OR APPROVED BURGLARY RESISTANT 
    MATERIAL, OR SHALL BE PROTECTED BY METAL BARS, 
    SCREENS OR GRILLS HAVING A MAXIMUM OPENING OF 2" IN 
    THEIR GREATEST DIMENSIONS (CBC SEC. 6713).

K. ALL ENTRY DOORS TO DWELLING UNITS OR GUEST ROOMS 
    SHALL BE ARRANGED SO THAT THE OCCUPANT HAS A VIEW 
    OF THE AREA IMMEDIATELY OUTSIDE THE DOOR WITHOUT 
    OPENING THE DOOR. SUCH VIEW MAY BE PROVIDED BY A 
    DOOR VIEWER, THROUGH WINDOWS LOCATED IN THE 
    VICINITY OF THE DOOR OR THROUGH VIEW PORTS IN THE 
    DOOR OR ADJOINING WALL (LABC 6706).

L. FIRE DOORS AND FIRE-PROTECTION RATED GLAZING SHALL 
    BEAR LABELS AS REQUIRED BY 2010 CBC 715.4.5 & 715.4.6.3

M. REFER TO SECURITY NOTES ON SHEET G0.21 FOR 
     ADDITIONAL NOTES

N. GLAZED OPENING WITHIN 40" OF THE REQUIRED LOCKING 
     DEVICE OF THE DOOR, WHEN THE DOOR IS IN THE CLOSED 
     AND LOCKED POSITION AND WHEN THE DOOR IS OPENABLE 
     FROM THE INSIDE WITHOUT USE OF KEY, SHALL BE FULLY 
     TEMPERED GLASS PER SECTION 2406 OR APPROVED 
     BURGLARY RESISTANT MATERIAL, OR SHALL BE PROTECTED 
     BY METAL BARDS, SCREEN OR GRILLS HAVING A MAXIMUM 
     OPENING OF 2".  THE PROVISIONS OF THIS SECTION SHALL 
     NOT APPLY TO SLIDE GLASS DOORS WHICH CONFORM TO 
     THE PROVISIONS OF SECTION 6710 OR TO VIEW PORTS OR 
     WINDOWS WHICH DO NOT EXCEED 2" IN THEIR GREATEST 
     DIMENSIONS. (LABC 6713

1. DOORS LOCATED IN A 1-HOUR CORRIDOR SHALL BE 
    PROTECTED BY A 20-MINUTE DOOR ASSEMBLY, SELF-
    CLOSING SMOKE AND DRAFT CONTROL DOOR AND FRAME 
    ASSEMBLY SHALL BEAR AN APPROVED LABEL FOLLOWED BY 
    THE LETTER "S" (2016 CBC SEC. 715.4.3.1 & 715.4.6.3).

3. NON-REMOVABLE HINGE PINS REQUIRED ON ALL OUT SWING 
    DOORS.

4. EXIT DOORS INCLUDING THOSE SERVING INDIVIDUAL 
    DWELLING UNITS OR GUEST ROOMS SHALL BE OPERABLE 
    FROM INSIDE WITHOUT THE USE OF A KEY, SPECIAL 
    KNOWLEDGE OR EFFORT (2016 CBC SEC. 1008.1.9.3.4). 
    MANUALLY OPERATED EDGE - OR SURFACE FLUSH BOLTS 
    AND SURFACE BOLTS OR ANY OTHER DEVICE THAT MAY BE 
    USED TO CLOSE OR RESTRAIN THE DOOR OTHER THAN BY 
    OPERATION OF THE LOCKING DEVICE SHALL NOT BE USED 
    (2016 CBC SEC. 1008.1.9.4). THE UNLATCHING OF ANY LEAF, 
    SINGLE OR DOUBLE, SHALL NOT REQUIRE MORE THAN ONE 
    OPERATION (2016 CBC SEC. 1008.1.9.5). DEAD BOLTS SHALL 
    NOT BE PERMITTED UNLESS THE DOOR IS OPERABLE IN ONE 
    OPERATION.

5. STOREFRONT GLASS LOCATED AT HAZARDOUS LOCATIONS 
    PER 2016 CBC SECTION 2406.3 SHALL BE SAFETY GLAZING 
    MATERIAL COMPLYING WITH 2016 CBC SECTION 2406.4.

6. THE BOTTOM 10 INCHES OF ALL DOORS AND/OR GATES 
    SHALL HAVE A SMOOTH, UNINTERRUPTED SURFACE TO 
    ALLOW THE DOOR OR GATE TO BE OPENED BY A 
    WHEELCHAIR FOOTREST WITHOUT CREATING A TRAP OR 
    HAZARDOUS CONDITION (2016 CBC SECTION 1126A.7)

7. EGRESS DOORS SHALL BE READILY OPENABLE FROM THE 
    EGRESS SIDE WITHOUT THE USE OF A KEY OR SPECIAL 
    KNOWLEDGE OR EFFORT. SEE 2016 CBC SECTION 1008.1.9.  
    SEE 2016 CBC SECTION 1008.1.9.3 FOR EXCEPTIONS.

8. DOOR HANDLES, LOCK AND OTHER OPERATING DEVICES 
    SHALL BE INSTALLED AT A MIN. 34" AND A MAX. 44" ABOVE 
    THE FINISH FLOOR (2016 CBC SECTION 11B-404.2.7).

9. ALL EGRESS DOOR OPERATION SHALL ALSO COMPLY WITH 
    2016 CBC SECTION 1008.1.9 - 1008.1.9.7.

10. MAX EFFORT TO OPERATE DOORS SHALL NOT EXCEED 5LBF 
      RATED DOORS MAYBE INCREASED TO 15LBF WHEN REQ'D 
      BY THE AUTHORITY HAVING JURISDICTION

12. INTERIOR DOORS SHALL BE A 1-3/8" THICK HOLLOW CORE, 
      FLUSH, PAINT GRADE HARDBOARD FACE AND PRIME 
      COATED FOR ENAMEL ON ALL SIX SIDES. HARDBOARD 
      FACES OR WOOD VENEERS ON PRE-FINISHED INTERIOR 
      BUILT-UP DOORS SHALL BE A MINIMUM OF 1/8" THICK

13. DOOR CLOSERS AND GATE CLOSERS SHALL BE ADJUSTED 
      SO THAT FROM AN OPEN POSITION OF 90 DEGREES, THE 
      TIME REQUIRED TO MOVE THE DOORS TO A POSITION OF 12 
      DEGREES FROM THE LATCH IS 5 SECONDS MINIMUM 
      (2016 CBC 11B404.2.8.1)

14. DOOR AND GATE OPENING FORCES TO COMPLY WITH 
      2016 CBC 11B-404.2.9.

15. ALL EXIT DOORS SHALL BE CAPABLE OF OPENING 90 
      DEGREES.  THE MAXIMUM WIDTH OF A SWINGING DOOR 
      LEAF SHALL BE 48" NOMINAL. EXIT DOOR SHALL BE SIDE-
      HINGED SWINGING TYPE (2016 CBC 1008.1.2)

16. ALL UNIT ENTRY AND UNIT INTERIOR DOORS TO ALLOW 34" 
      CLEAR WIDE OPENING WITH DOOR OPEN 90 DEGREES

17. HANDLES, PULLS, LATCHES, AND OTHER OPERABLE PARTS 
      ON DOORS AND GATES SHALL COMPLY WITH SEC 11B-309.4.  
      OPERABLE PARTS OF SUCH HARDWARE SHALL BE 34" 
      MINIMUM AND 44" MAX ABOVE THE FINISH FLOOR OR 
      GROUND.  11B-404.2.7 (INCLUDING OPERATED WITH ONE 
      HAND; DOES NOT REQUIRE IGHT GRASPING, PINCHING OR 
      TWISTING OF THE WRIST, DOES NOT REQUIRE MORE THAN 
      5 POUNDS OF FORCE TO OPERATE)

18. FIRE DOOR ASSEMBLIES SHALL ALSO MEET THE      
      REQUIREMENTS FOR A SMOKE AND DRAFT CONTROL DOOR 
      ASSEMBLY TESTED IN ACCORDANCE WITH UL 1784. THE AIR 
      LEAKAGE RATE OF THE DOOR ASSEMBLY SHALL NOT 
      EXCEED 3.0 CUBIC FEET PER MINUTE PER SQUARE FOOT OF 
      DOOR OPENING AT 0.10 INCH OF WATER FOR BOTH THE 
      AMBIENT TEMPERATURE AND ELEVATED TEMPERATURE 
      TESTS. (CBC 715.4.3.1 AND INSTALL PER NFPA 105).  

19. A MEANS FOR VISUALLY IDENTIFYING A VISITOR WITHOUT 
      OPENING THE RESIDENTIAL DWELLING UNIT ENTRY DOOR 
      SHALL BE PROVIDED AND SHALL ALLOW FOR A MINIMUM 180 
      DEGREE RANGE OF VIEW (2016 CBC 809.5.5.2)

20. MINIMUM MANEUVERING AT DOORS AND GATES SHALL 
      COMPLY WITH 2016 CBC SEC 11B-404.2.4

21.  ALL FIRE RATED DOORS SHALL HAVE A MAX. UNDERCUT OF 
      1/2" ABOVE CARPETING, AND 5/8" ABOVE HARD FLOORING. 
      ALL RESIDENT UNIT BATHROOM DOORS TO HAVE 1/2" 
      UNDERCUT AS MEASURED FROM THE THRESHOLD (U.N.O.)

22.  FIRE RATED DOORS SHALL BE SELF OR AUTOMATIC 
      CLOSING ACTIVATED BY SMOKE DETECTORS OR LOSS OF 
      POWER TO THE SMOKE DETECTOR OR HOLD OPEN DEVICE. 
      (CBC 715.4.8 AND NFPA 80)

23.  FIRE DOOR ASSEMBLIES SHALL ALSO MEET THE 
      REQUIREMENTS FOR A SMOKE AND DRAFT CONTROL DOOR 
      ASSEMBLY TESTED IN ACCORDANCE WITH UL 1784. THE AIR 
      LEAKAGE RATE OF THE DOOR ASSEMBLY SHALL NOT 
      EXCEED 3.0 CUBIC FEET PER MINUTE PER SQUARE FOOT OF 
      DOOR OPENING AT 0.10 INCH OF WATER FOR BOTH THE 
      AMBIENT TEMPERATURE AND ELEVATED TEMPERATURE 
      TESTS. (CBC 715.4.3.1 AND INSTALL PER NFPA 105).  

24.  RESIDENT UNIT ENTRY DOORS TO BE EQUIPPED WITH BELL

25. ALL ENTRY DOORS EQUIPPED WITH KEY SECURITY ACCESS.

26. THRESHOLDS & CHANGES IN ELEVATION ARE NOT TO    
EXCEED 1/2". CBC 11B-302, 030, 404.2.5

LEGEND:

ALUM ALUMINUM
BJ BUMPER JAMB (1X4 MDF)
DG DUAL GLAZING
FR FIRE RATED
FL FIRELITE
GALV GALVANIZED (HOT-DIPPED)
HB HARD BOARD
HC HOLLOW CORE
HCHB HOLLOW CORE HARD BOARD
HM HOLLOW METAL
HOM HOLLOW OPEN MAGNET
LE LOW "E" DUAL GLAZING
NR NOT RATED
PF PRE-FINISHED
PT PAINTED
SC SOLID CORE
SG SINGLE GLAZING
SCHB SOILD CORE HARD BOARD
STL STEEL
T TEMPERED
TEMP TEMPERED
WG WIRED GLASS
WD WOOD

KEYNOTES:

1. SELF CLOSING
2. SMOKE GASKET
3. PANIC HARDWARE
4. WEATHER STRIPPING / DOOR SHOE (SMOKE GASKET)
5. THRESHOLD - SEE WHEN REQUIRED
6. MAGNETIC HOLD OPEN
7. ELECTRONIC LATCH
8. NON REMOVABLE PINS
9. PROVIDE S-LABEL
10. DOOR VIEWER
11. BI-PASS HARDWARE
12. 1X6 MDF BUMPER JAMBS
13. PROVIDE RESTROOM SIGNAGE SEE 13 / G0.34
14. PROVIDE 4-SIDED FRAME AND CASING
15. SLIDING GATES
16. PROVIDE ELECTRIC STRIKE
17. PROVIDE ALARM, DOOR TO REMAIN UNLOCKED FROM 

INTERIOR
18. PROVIDE FOB ACCESS
19. PROVIDE AUTO ASSIST
20. PROVIDE MILLCORE FRAME, NO TOP FRAME
21. MILLCORE JAMB
22. EXTERIOR UNITS TO BE METAL CLAD WITH A 

STANDARD ONE GUARANTEE AND ALL SIX (6) SIDES 
FACTORY PRIMED.

DOOR GENERAL NOTES:

FINISHED FLOOR

TYPE B-1,B-2, B-3
HM

TYPE A
HM

FINISHED FLOOR

TYPE U-3
WD

TYPE U-1
HM

TYPE R-1
HM

WW

H

1
0
"

1
0
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HH

1
0
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WW

1
0
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H
W

H

W

SMOOTH 
SURFACE ON 
PUSH SIDE

SMOOTH 
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SLIDERS TO BE SERIES 5820 BY ARCADIA, 
OR EQUAL. DOOR OPERATION TO REQUIRE 
NO MORE THAN 5 LBS TO OPERATE.

WINDOW / STOREFRONT NOTES:

A. STOREFRONT GLASS LOCATED AT HAZARDOUS LOCATIONS 
     PER SECTION 2406.3 SHALL BE SAFETY GLAZING MATERIAL 
     COMPLYING WITH 2016 CBC SECTION 2406.4.

B. EACH PANE OF SAFETY GLAZING INSTALLED IN HAZARDOUS 
     LOCATIONS SHALL BE IDENTIFIED BY MANUFACTURER’S 
     DESIGNATION SPECIFYING WHO APPLIED THE DESIGNATION, 
     THE MANUFACTURER OR INSTALLER AND THE SAFETY 
     GLAZING STANDARD WITH WHICH IT COMPLIES, AS WELL AS 
     THE INFORMATION SPECIFIED IN SECTION 2403.1. 

C. THE FOLLOWING SHALL BE CONSIDERED SPECIFIC 
     HAZARDOUS LOCATIONS FOR THE PURPOSE OF SAFETY 
     GLAZING PER 2016 CBC SECTION 2406.3.

1. SWING DOORS.
2. FIXED AND SLIDING PANELS OF SLIDING DOOR 
    ASSEMBLIES AND PANELS IN SLIDING AND BI-FOLD 
    CLOSET DOOR ASSEMBLIES.
3. STORM DOORS
4. UNFRAMED SWINGING DOORS.
5. DOORS AND ENCLOSURES FOR HOT TUBS, 
    WHIRLPOOLS, SAUNAS, STEAM ROOMS, BATHTUBS, 
    AND SHOWERS.
6. FIXED OR OPERABLE PANELS ADJACENT TO A DOOR 
    WHERE THE NEAREST EXPOSED EDGE OF THE 
    GLAZING IS WITHIN 24 INCHES (610 MM) ARC OF 
    EITHER VERTICAL EDGE OF THE DOOR IN A CLOSED 
    POSITION AND WHERE THE BOTTOM EXPOSED EDGE 
    OF THE GLAZING IS LESS THAN 60 INCHES (1525 MM) 
    ABOVE THE WALKING SURFACE.
7. FIXED OR OPERABLE PANEL, OTHER THAN 
    DESCRIBED IN ITEMS E AND F, WHICH MEETS ALL OF 
    THE FOLLOWING CONDITIONS.

·EXPOSED AREA OF AN INDIVIDUAL PANE
GREATER THAN 9 SQUARE FEET (0.84 M2)
·EXPOSED BOTTOM EDGE LESS THAN 18 INCHES 
(457 MM) ABOVE THE FLOOR.

·EXPOSED TOP EDGE GREATER THAN 36 
INCHES (914 MM) ABOVE THE FLOOR.

·ONE OR MORE WALKING SURFACES WITHIN 36 
INCHES  (914 MM) HORIZONTALLY OF THE 
PLANE OF THE GLAZING.

8.      ADJACENT TO STAIRWAYS, LANDINGS AND RAMPS 
         WITHIN 36 INCHES HORIZONTALLY OF A WALKING 
         SURFACE; WHEN THE EXPOSED SURFACE OF THE 
         GLASS IS LESS THAN 60 INCHES ABOVE THE PLANE 
         OF THE ADJACENT WALKING SURFACE
9.     ADJACENT TO STAIRWAYS WITHIN 60 INCHES 
        HORIZONTALLY OF THE BOTTOM TREAD OF A 
        STAIRWAY IN ANY DIRECTIONS WHEN THE    
        EXPOSED SURFACE OF THE GLASS IS LESS THAN 
        60 INCHES ABOVE THE NOSE OF THE TREAD.

D. NOT USED

E. ALL WINDOW SIZES SHOWN ARE PER ROUGH OPENING.

F. WINDOW CONTROLS AND OPERATING MECHANISMS TO  
    COMPLY WITH 2016 CBC 1126A.8 AND 1183A.4.

G. ALL WINDOW AND STOREFRONT ELEVATIONS ARE AS 
     VIEWED FROM EXTERIOR SIDE U.N.O.

H.  NOT USED

I. EVERY SPACE INTENDED FOR HUMAN OCCUPANCY SHALL BE 
   PROVIDED WITH NATURAL LIGHT BY MEANS OF EXTERIOR 
   GLAZED OPENINGS IN ACCORDANCE WITH SECTION 1205.2 
   OR SHALL BE PROVIDED WITH ARTIFICIAL LIGHT THAT IS 
   ADEQUATE TO PROVIDE AN AVERAGE ILLUMINATION OF 1-
   FOOT-CANDLES OVER THE AREA OF THE ROOM AT A HEIGHT 
   OF 30 INCHES ABOVE THE FLOOR LEVEL (1205.1 AND 1205.3)

J. PROVIDE WINDOW COVERING FOR ALL UNIT WINDOWS. THEY 
SHALL BE 1" ALUMINUM, HORIZONTAL BLINDS. 
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DOOR  & WINDOW
SCHEDULE & TYPES

A7.01

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W
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WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550
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1/4" = 1'-0"

DOOR LEGEND

1/4" = 1'-0"

WINDOW LEGEND

WINDOW SCHEDULE  KENSINGTON CAMPUS
WINDOW TYPE OPERATION TYPE WIDTH (W) HEIGHT (H) AREA (SQ.FT.)

U VALUE

NFRC
LABELED

SHGC FRAME FINISH FRAME FINISH
COLOR

FRAME
MATERIAL

GLAZING
MATERIAL

GLAZING
TYPE

WINDOW
COLOR

INTERIOR
A FIXED 2' - 0" 5' - 0" 10.00 .32 YES .25 BRONZE BRONZE VINYL LOW-E DUAL

A1 FIXED 2' - 0" 5' - 0" 10.00 .32 YES .25 BRONZE BRONZE VINYL LOW-E DUAL

B FIXED O/ FIXED 2' - 0" 8' - 5 1/2" 16.92 .32 YES .25 BRONZE BRONZE VINYL LOW-E DUAL

C SINGLE HUNG 4' - 0" 5' - 0" 20.00 .32 YES .25 BRONZE BRONZE VINYL LOW-E DUAL

C1 SINGLE HUNG 4' - 0" 5' - 0" 20.00 .32 YES .25 BRONZE BRONZE VINYL LOW-E DUAL

CPLT-1 2' - 2" 5' - 9" 12.46

D SINGLE HUNG O/ FIXED 4' - 0" 8' - 5 1/2" 33.83 .32 YES .25 BRONZE BRONZE VINYL LOW-E DUAL

E FIXED 2' - 0" 3' - 6" 7.00 .32 YES .25 BRONZE BRONZE VINYL LOW-E DUAL

F SINGLE HUNG 2' - 0" 4' - 0" 8.00 .32 YES .25 BRONZE BRONZE VINYL LOW-E DUAL

H FIXED 2' - 0" 5' - 7 1/2" 11.25 .32 YES .25 BRONZE BRONZE VINYL LOW-E DUAL

J SINGLE HUNG 4' - 0" 5' - 7 1/2" 22.50 .32 YES .25 BRONZE BRONZE VINYL LOW-E DUAL

DOOR SCHEDULE
DOOR

NUMBER TYPE MARK

DOOR FIRE
RATING

DOOR FRAME DETAILS

GLAZING HARDWARE CommentsROOM WIDTH HEIGHT THICKNESS MATERIAL FINISH MATERIAL FINISH HEAD JAMB SILL
01 U-1 UNIT ENTRY 3' - 2" 8' - 0" 1 3/4" NR STL PF HM PF 9/A8.31 1/A8.31 FOR 1ST FLR

2//A8.31 FOR 2ND FLR
TEMPERED

02 U-2 UNIT RESTROOM 3' - 2" 7' - 0" 1 3/4" WD PT WD PT 4/A8.31

03 U-3 UNIT CLOSET 3' - 0" 7' - 0" 1 3/4" NR WD PT WD PT 4/A8.31

101 T-4 3' - 0" 7' - 0" 1 3/4"

102 D-3 CLOSET 2' - 10" 7' - 0" 1 3/4" NR HM PF HM PF 4/A8.31

103 G-3 ENTRY 6' - 0" 7' - 0" NR STL PF STL PF

104 R-1 RESTROOM 3' - 0" 7' - 0" 1 3/4" HM PF HM PF 3/A8.31 3/A8.31

105 T-4 3' - 0" 7' - 0" 1 3/4" 5

106 D-3 CLOSET 2' - 10" 7' - 0" 1 3/4" NR HM PF HM PF 4/A8.31 4/A8.31

107 G-2 EXTERIOR - EMERGENCY 3' - 0" 7' - 0" 1 1/2" NR STL PF STL PF 3,17

108 B-2 FIRE RISER 3' - 0" 7' - 0" 1 3/4" NR HM PT HM PT 10/A8.31 10/A8.31 1/A8.31

109 A ELECTRICAL 6' - 0" 7' - 0" 1 3/4" 45 HM PT HM PT 10/A8.31 10/A8.31 1/A8.31 1,2,5

110 B-1 TRASH 3' - 0" 7' - 0" 1 3/4" NR HM PF HM PF 10/A8.31 10/A8.31 1/A8.31 5

111 B-2 FIRE RISER 3' - 0" 7' - 0" 1 3/4" NR HM PT HM PT 10/A8.31 10/A8.31 1/A8.31 5

112 D-1 TRASH 6' - 0" 7' - 0" 1 3/4" 45 HM PT HM PT 10/A8.31 10/A8.31 1/A8.31

113 B-3 TRASH 3' - 0" 7' - 0" 1 3/4" 45 HM PT HM PT 10/A8.31 10/A8.31 1/A8.31 1,5

114 G-2 EXTERIOR - EMERGENCY 3' - 0" 7' - 0" 1 1/2" NR STL PF STL PF 3,17

115 T-1 COMMUNITY ROOM 3' - 2" 7' - 0" 1 3/4" NR STL PF HM PF 11/A8.31 11/A8.31 1/A8.31 TEMPERED

116 T-1 COMMUNITY ROOM 3' - 2" 7' - 0" 1 3/4" NR STL PF HM PF 11/A8.31 11/A8.31 1/A8.31 TEMPERED

117 C-2 CLOSET 6' - 0" 7' - 0" 1 3/4" NR SCHB PT WD PT 4/A8.31 4/A8.31

118 C-2 CLOSET 6' - 0" 7' - 0" 1 3/4" NR SCHB PT WD PT 4/A8.31 4/A8.31

119 C-2 CLOSET 6' - 0" 7' - 0" 1 3/4" NR SCHB PT WD PT 4/A8.31 4/A8.31

120 R-1 RESTROOM 3' - 0" 7' - 0" 1 3/4" HM PF HM PF 4/A8.31 4/A8.31

121 T-4 3' - 0" 7' - 0" 1 3/4"

122 G-2 EXTERIOR - EMERGENCY 3' - 0" 7' - 0" 1 1/2" NR STL PF STL PF 3,17

123 D-2 STORAGE 6' - 0" 7' - 0" 1 3/4" NR HM PT WD PT 10/A8.31 10/A8.31

124 D-2 STORAGE 6' - 0" 7' - 0" 1 3/4" NR HM PT WD PT 10/A8.31 10/A8.31

125 T-4 3' - 0" 7' - 0" 1 3/4"

126 G-1 BIKE STORAGE 3' - 0" 7' - 0" 1 1/2" NR STL PF STL PF

127 G-2 EXTERIOR - EMERGENCY 3' - 0" 7' - 0" 1 1/2" NR STL PF STL PF 3,17

401 Z-1 COMMUNITY ROOM 16' - 10 11/32" 9' - 0 7/32" 2 1/4" NR AL / GL PF AL PF 3/A8.31 6/A8.31 TEMPERED

402 Z-1 COMMUNITY ROOM 16' - 10 11/32" 9' - 0 7/32" 2 1/4" NR AL / GL PF AL PF 8/A8.31 6/A8.31 TEMPERED

GATES

ENTRY GATEBIKE STORAGE SCREENBIKE STORAGE ENCLOSURE ENTRY GATE ENTRY GATE

2

13

13

REV # DESCRIPTION DATE

2 Bulletin 2 11/16/2018

2

2

2

2
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ROOM FINISH AND
APPLIANCES SCHEDULE

A7.02
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ROOM FINISH SCHEDULE

ROOM NAME BASE FINISH FLOOR FINISH
WALL FINISH

CEILING
FINISH

ROOM
SCHEDULE

NOTESNORTH EAST SOUTH WEST

1 BD PAINTED MDF ARMSTRONG ZEUS
LUXURY VINYL

PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP

1BR PAINTED MDF ARMSTRONG ZEUS
LUXURY VINYL

PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP

BIKE STORAGE NA FINISHED
CONCRETE

PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP

CLOSET NA FINISHED
CONCRETE

PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP

COMMUNICATION NA FINISHED
CONCRETE

PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP

COMMUNITY ROOM PAINTED MDF VINYL FLOOR PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP

ELECTRICAL NA FINISHED
CONCRETE

PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP

ENTRY NA FINISHED
CONCRETE

PAINTED GYP STOREFRONT PAINTED GYP PAINTED GYP PAINTED GYP

FIRE RISER NA FINISHED
CONCRETE

PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP

FITNESS ROOM PAINTED MDF FINISHED
CONCRETE

PAINTED GYP STOREFRONT PAINTED GYP PAINTED GYP PAINTED GYP

LAUNDRY PAINTED MDF FINISHED
CONCRETE

PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP

OFFICE 1 VINYL FINISHED
CONCRETE

PAINTED GYP PAINTED GYP STOREFRONT STOREFRONT PAINTED GYP

OFFICE 2 VINYL FINISHED
CONCRETE

PAINTED GYP PAINTED GYP PAINTED GYP STOREFRONT PAINTED GYP

REST ROOM COVE VINYL FINISHED
CONCRETE

PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP

STORAGE COVE VINYL VINYL FLOOR PAINTED GYP PAINTED GYP PAINTED GYP STOREFRONT PAINTED GYP

TRASH / REC. PAINTED MDF FINISHED
CONCRETE

PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP PAINTED GYP

1. AT UNIT KITCHEN AND BATH, WHERE THERE'S A REMOVABLE CABINETS, THE FINISH FLOOR TO EXTEND UNDER THE 
CABINET AND WALL BEHIND AND SURRONDING THE CABINET TO BE FINISHED. 

2. VINYL FLOOR TO  3/32” THICK AT UNITS (NON HEAVY TRAFFIC AREA)

REV # DESCRIPTION DATE

MATERIAL SCHEDULE

TAG
SPEC

SECTION MANUFACTURER STYLE COLOR/FINISH SIZE COMMENTS CONTACT
07 40 00

METAL PANEL

MT-1 TBD METAL PANEL. SEE ELEVATIONS FOR
SIZES

TBD SEE ELEVATION

09 00 00

CERAMIC TILE

T-1 TBD SUBWAY TILE RUNNING BOND WHITE 3"X6"

FINISH FLOOR NOTESFIXTURE SCHEDULE

FIX-1

FIX-2

FIX-3

FIX-4

FIX-5

FIXTURE  SCHEDULE

REFRIGERATOR:
MANUFACTURER:  FRIGIDAIRE
MODEL: FFTR1814T W
ENERGY STAR RATED

PREFABRICATED SHOWER: 
MANUFACTURER: FREEDOM SHOWER 
MODEL: APFG6334BF75L

UNIT KITCHEN SINK: 
MANUFACTURER: BROAN 
MODEL:QDE SERIES  

RANGE:
MANUFACTURER:  FRIGIDAIRE
MODEL: FFEF3010T W

RANGE HOOD:
MANUFACTURER:  BROAN
MODEL: 41000
ENERGY STAR RATED

TAG LOCATION

UNIT / COMMUNITY
ROOM

UNIT

UNIT

UNIT

UNIT
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TYPE        FLOOR ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

CONCRETE SLAB ON GRADE

INTERIOR

01

01

FINISH FLOOR PER
FINISH SCHEDULE

TYPE        FLOOR ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

TYP. FLOOR/ CEILING ASSEMBLY AT UNITS

INTERIOR

INTERIOR

02

02

1 HR

GA FILE NO. FC 5109

55-59

RAL TL04-97

RESILIENT CHANNEL FURRING

FIN FLOOR WHERE REQ'D

3/4" PLYWOOD SHEATHING

1/4" ACOUSTIC MAT

5/8" TYPE 'X' GYPSUM BOARD

1 1/4" GYP CRETE UNDERLAYMENT
(1" MIN)

SCHEDULED INSULATION

FACED GLASS FIBER BATT 
INSULATION (R-38 MIN)

TYPE        ROOF ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

ROOF OVER WALKWAY
05

05

NON RATED

N/A

1/2" PLYWOOD SHEATHING

COVERED BOARD

AVM SYSTEM 100, AVM CRETE 
6400

WATER PROOFING MEMBRANE

5/8" PLYWOOD SHEATHING 
OVER 3/4" PLYWOOD 
SHEATHING

JOIST PER STRUCTURAL

EXTERIOR PLASTER

WATERPROOF MEMBRANE

8" CONC SLAB ON
GRADE PER STRUC DWGS

GRANULAR FILL PER
GEOTECHNICAL
RECOMENDATIONS

NOTES:
• REFER TO GEOTECH REPORT AND CIVIL DRAWINGS FOR ADDITIONAL INFO.
• PROVIDE VAPOR RETARDER BELOW ENTIRE SLAB ON GRADE

1/2" PLYWOOD SHEATHING
PER STRUCTURAL

1/4" EXTERIOR GYPSUM
SHEATHING

INTERIOR

EXTERIOR

1/2" RESILIENT CHANNEL

WOOD JOIST. REF TO 
STRUCT DWGS

PRE-MANUFACTURED 
TRUSS

1/2" PLYWOOD SHEATHING

WOOD RIP STRIPS AS 
REQUIRED TO SLOPE ROOF 
FOR PROPER DRAINAGE

SINGLE-PLY MEMBRANE 
ROOFING O/ FIBERGLASS AT 
ROOF BOARD

TPO ROOFING MEMBRANE

PRE-MANUFACTURED TRUSS

5/8" GYPSUM SHEATHING

TYPE        ROOF ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

NON RATED ROOF / CEILING ASSEMBLY
04

04

REFER TO TRUSS DESIGN FOR SLOPES AND MEMBER SIZES

TYPE        FLOOR ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

FLOOR / CEILING AT WALKWAY
03

03

NON RATED

NA

N/A

GYPSUM

2

2

2

2

1" AIR GAP

2X RIP STRIPS AS REQUIRED 
FOR SLOPE2

2. FIRE RATED ASSEMBLIES ARE BASED ON IBC, UL, OR US GYPSUM ASSOCIATION (GA) TEST DATA AND ARE TO BE CONSTRUCTED IN 
ACCORDANCE WITH THE REQUIREMENTS OF THE TESTING AGENCIES.  REFER TO SPECIFIC TEST REPORTS INDICATED FOR REQUIRED 
COMPONENTS AND ASSEMBLY. CONTRACTOR SHALL PROVIDE (2) COPIES OF EACH REFERENCED MANUAL TO THE JOBSITE TO 
COORDINATE FIRE RESISTIVE ATTACHMENT WITH SHEAR CONNECTORS AND SOUND RATED ASSEMBLIES.  GA 600 MANUAL IS ACCEPTED 
BY 2009 IBC TABLE 720.1(2) NOTE O FOR NON-PROPRIETARY ASSEMBLIES.

3. EXTENTS OF ASSEMBLIES ARE SHOWN ON THE PLANS AND SECTIONS.  FIRE RATED WALL ASSEMBLIES FORM A SEPARATION THAT 
SHALL BE CONTINUOUS FROM FLOOR TO STRUCTURE ABOVE WITH NO BREAKS AT COLUMNS, WALL TRANSITIONS, OR OTHER 
OBSTRUCTIONS.

4. ALL PENETRATIONS IN FIRE RATED ASSEMBLIES REQUIRED TO HAVE PROTECTED OPENINGS SHALL BE FIRESTOPPED OR PROVIDED 
WITH APPROVED SMOKE AND/OR FIRE DAMPERS PER CODE REQUIREMENTS.

5. PROVIDE THRU-PENETRATION FIRESTOP SYSTEMS FOR RATED ROOFS, WALLS, AND FLOORS THAT ARE PRODUCED AND INSTALLED TO 
RESIST THE SPREAD OF FIRE ACCORDING TO REQUIREMENTS INDICATED, RESIST PASSAGE OF SMOKE AND OTHER GASES, AND 
MAINTAIN ORIGINAL FIRE-RESISTANCE RATING OF THE ASSEMBLY PENETRATED.

6. FIRE RATED WALLS MAY HAVE OPENINGS FOR STEEL ELECTRICAL BOXES NOT TO EXCEED 16 SQUARE INCHES PROVIDED THE 
AGGREGATE AREA OF ALL BOXES DOES NOT EXCEED 100 SQUARE INCHES FOR ANY 100 SQUARE FEET OF PARTITION.  WHERE 
OCCURRING ON OPPOSITE SIDES OF PARTITIONS, SPACE OUTLET BOXES 2'-0" APART. WHERE LAYOUTS DO NOT ALLOW MIN. 2'-0" 
SPACING, PROVIDE APPROVED FIRE PROTECTION WRAP ON BOTH SIDES OF PARTITION.

7. ALL GYPSUM BOARD SHALL BE TYPE "X" UNLESS NOTED OTHERWISE.

8. SUBSTITUTE TYPE "X" MOLD AND WATER RESISTANT GYPSUM BOARD AT TOILET, SHOWER, JANITOR, AND SIMILAR "WET" USES.  

9. PROVIDE TILE BACKER BOARD AT TILE FINISHES.  DO NOT REDUCE REQUIRED FIRE-RESISTANCE RATING OF WALL ASSEMBLY.  

10. PROVIDE BLOCKING AT THE FOLLOWING LOCATIONS: CASEWORK, SHELVING, AND PANELING; ACCESSORIES AND EQUIPMENT; DOOR 
HARDWARE; TOILET PARTITIONS AND ACCESSORIES; ACOUSTICAL PANELS; AND OTHER LOCATIONS WHERE REQUIRED PER 
MANUFACTURER'S RECOMMENDATIONS OR INDUSTRY STANDARDS.

11. FIREBLOCK IN ACCORDANCE WITH 2009 IBC SECTION 717 AT THE FOLLOWING CONCEALED DRAFT LOCATIONS: IN CONCEALED WALL 
SPACES AT 10' O.C. EACH WAY AND AT CEILING / FLOOR LEVELS.
A. AT INTERCONNECTIONS OF CONCEALED SOFFITS, DROPPED CEILINGS AND COVES
B. IN OPENINGS AROUND VENTS, PIPES, DUCTS AT CEILING / FLOOR LEVELS.
C. AT OPENINGS BETWEEN ATTIC SPACES AND MANUFACTURED CHIMNEY CHASES.

12. TJI JOISTS ARE BY TRUS-JOIST MACMILLAN CORP., BOISE IDAHO 83707. SUBSTITUTIONS MUST PROVIDE EQUIVALENT FIRE TESTED 
ASSEMBLIES WITH EQUAL OR BETTER ACOUSTICAL PERFORMANCE.

13. FOR PROPERTIES OF COOLER OR WALLBOARD NAILS, SEE ASTM C 514, ASTM C 547 OR ASTM F 1667.

14. WHERE APA RATED STRUCTURAL SHEATHING IS REQUIRED ON ONE SIDE OF A WALL HAVING RESILIENT CHANNELS, APPLY 
SHEATHING TO SIDE OPPOSITE CHANNEL. NAIL OR SCREW LENGTH MUST BE INCREASED BY AMOUNT EQUAL TO THE THICKNESS OF THE 
WOOD SHEATHING IN ACCORDANCE WITH 2009 SBC TABLE 710.1 (2), FOOTNOTE L.

15. AIR BARRIER: SEAL PLYWOOD AND GYPSUM SHEATHING JOINTS AND PENETRATIONS.

16. THESE DETAILS REPRESENT MINIMUM ARCHITECTURAL REQUIREMENTS. IN SOME CASES THE STRUCTURAL DRAWINGS WILL 
DETERMINE THE ACTUAL DIMENSIONS AND CONNECTION METHODS, AND IN THOSE CASES WILL GOVERN. COORDINATE BETWEEN SCOPE 
SHOWN BY THE  STRUCTURAL DRAWINGS AND INDICATED MINIMUM ARCHITECTURAL ASSEMBLIES.

BUILDING ASSEMBLY NOTES:

1. BUILDING ASSEMBLIES SYMBOL:

BUILDING ASSEMBLIES ARE KEYED TO THIS SCHEDULE
WALL ASSEMBLIES ARE IDENTIFIED BY ALPHAS:
A WOOD FRAMED EXTERIOR PARTITIONS
B-C WOOD FRAMED INTERIOR PARTITIONS
F-K LIGHT GAUGE METAL FRAMED PARTITIONS
NUMERICAL CHARACTERS INDICATE MODIFICATIONS
("I" & "O" EXCLUDED)

A1

12A
FLOOR/ROOF ASSEMBLIES ARE IDENTIFIED BY NUMBER:
1-9 FLOOR/CEILING ASSEMBLIES
11-19 ROOF/CEILING ASSEMBLIES
ALPHA CHARACTERS INDICATE MODIFICATIONS
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2. FIRE RATED ASSEMBLIES ARE BASED ON IBC, UL, OR US GYPSUM ASSOCIATION (GA) TEST DATA AND ARE TO BE CONSTRUCTED IN 
ACCORDANCE WITH THE REQUIREMENTS OF THE TESTING AGENCIES.  REFER TO SPECIFIC TEST REPORTS INDICATED FOR REQUIRED 
COMPONENTS AND ASSEMBLY. CONTRACTOR SHALL PROVIDE (2) COPIES OF EACH REFERENCED MANUAL TO THE JOBSITE TO 
COORDINATE FIRE RESISTIVE ATTACHMENT WITH SHEAR CONNECTORS AND SOUND RATED ASSEMBLIES.  GA 600 MANUAL IS ACCEPTED 
BY 2009 IBC TABLE 720.1(2) NOTE O FOR NON-PROPRIETARY ASSEMBLIES.

3. EXTENTS OF ASSEMBLIES ARE SHOWN ON THE PLANS AND SECTIONS.  FIRE RATED WALL ASSEMBLIES FORM A SEPARATION THAT 
SHALL BE CONTINUOUS FROM FLOOR TO STRUCTURE ABOVE WITH NO BREAKS AT COLUMNS, WALL TRANSITIONS, OR OTHER 
OBSTRUCTIONS.

4. ALL PENETRATIONS IN FIRE RATED ASSEMBLIES REQUIRED TO HAVE PROTECTED OPENINGS SHALL BE FIRESTOPPED OR PROVIDED 
WITH APPROVED SMOKE AND/OR FIRE DAMPERS PER CODE REQUIREMENTS.

5. PROVIDE THRU-PENETRATION FIRESTOP SYSTEMS FOR RATED ROOFS, WALLS, AND FLOORS THAT ARE PRODUCED AND INSTALLED TO 
RESIST THE SPREAD OF FIRE ACCORDING TO REQUIREMENTS INDICATED, RESIST PASSAGE OF SMOKE AND OTHER GASES, AND 
MAINTAIN ORIGINAL FIRE-RESISTANCE RATING OF THE ASSEMBLY PENETRATED.

6. FIRE RATED WALLS MAY HAVE OPENINGS FOR STEEL ELECTRICAL BOXES NOT TO EXCEED 16 SQUARE INCHES PROVIDED THE 
AGGREGATE AREA OF ALL BOXES DOES NOT EXCEED 100 SQUARE INCHES FOR ANY 100 SQUARE FEET OF PARTITION.  WHERE 
OCCURRING ON OPPOSITE SIDES OF PARTITIONS, SPACE OUTLET BOXES 2'-0" APART. WHERE LAYOUTS DO NOT ALLOW MIN. 2'-0" 
SPACING, PROVIDE APPROVED FIRE PROTECTION WRAP ON BOTH SIDES OF PARTITION.

7. ALL GYPSUM BOARD SHALL BE TYPE "X" UNLESS NOTED OTHERWISE.

8. SUBSTITUTE TYPE "X" MOLD AND WATER RESISTANT GYPSUM BOARD AT TOILET, SHOWER, JANITOR, AND SIMILAR "WET" USES.  

9. PROVIDE TILE BACKER BOARD AT TILE FINISHES.  DO NOT REDUCE REQUIRED FIRE-RESISTANCE RATING OF WALL ASSEMBLY.  

10. PROVIDE BLOCKING AT THE FOLLOWING LOCATIONS: CASEWORK, SHELVING, AND PANELING; ACCESSORIES AND EQUIPMENT; DOOR 
HARDWARE; TOILET PARTITIONS AND ACCESSORIES; ACOUSTICAL PANELS; AND OTHER LOCATIONS WHERE REQUIRED PER 
MANUFACTURER'S RECOMMENDATIONS OR INDUSTRY STANDARDS.

11. FIREBLOCK IN ACCORDANCE WITH 2009 IBC SECTION 717 AT THE FOLLOWING CONCEALED DRAFT LOCATIONS: IN CONCEALED WALL 
SPACES AT 10' O.C. EACH WAY AND AT CEILING / FLOOR LEVELS.
A. AT INTERCONNECTIONS OF CONCEALED SOFFITS, DROPPED CEILINGS AND COVES
B. IN OPENINGS AROUND VENTS, PIPES, DUCTS AT CEILING / FLOOR LEVELS.
C. AT OPENINGS BETWEEN ATTIC SPACES AND MANUFACTURED CHIMNEY CHASES.

12. TJI JOISTS ARE BY TRUS-JOIST MACMILLAN CORP., BOISE IDAHO 83707. SUBSTITUTIONS MUST PROVIDE EQUIVALENT FIRE TESTED 
ASSEMBLIES WITH EQUAL OR BETTER ACOUSTICAL PERFORMANCE.

13. FOR PROPERTIES OF COOLER OR WALLBOARD NAILS, SEE ASTM C 514, ASTM C 547 OR ASTM F 1667.

14. WHERE APA RATED STRUCTURAL SHEATHING IS REQUIRED ON ONE SIDE OF A WALL HAVING RESILIENT CHANNELS, APPLY 
SHEATHING TO SIDE OPPOSITE CHANNEL. NAIL OR SCREW LENGTH MUST BE INCREASED BY AMOUNT EQUAL TO THE THICKNESS OF THE 
WOOD SHEATHING IN ACCORDANCE WITH 2009 SBC TABLE 710.1 (2), FOOTNOTE L.

15. AIR BARRIER: SEAL PLYWOOD AND GYPSUM SHEATHING JOINTS AND PENETRATIONS.

16. THESE DETAILS REPRESENT MINIMUM ARCHITECTURAL REQUIREMENTS. IN SOME CASES THE STRUCTURAL DRAWINGS WILL 
DETERMINE THE ACTUAL DIMENSIONS AND CONNECTION METHODS, AND IN THOSE CASES WILL GOVERN. COORDINATE BETWEEN SCOPE 
SHOWN BY THE  STRUCTURAL DRAWINGS AND INDICATED MINIMUM ARCHITECTURAL ASSEMBLIES.

BUILDING ASSEMBLY NOTES:

1. BUILDING ASSEMBLIES SYMBOL:

BUILDING ASSEMBLIES ARE KEYED TO THIS SCHEDULE
WALL ASSEMBLIES ARE IDENTIFIED BY ALPHAS:
A WOOD FRAMED EXTERIOR PARTITIONS
B-C WOOD FRAMED INTERIOR PARTITIONS
F-K LIGHT GAUGE METAL FRAMED PARTITIONS
NUMERICAL CHARACTERS INDICATE MODIFICATIONS
("I" & "O" EXCLUDED)

A1

12A
FLOOR/ROOF ASSEMBLIES ARE IDENTIFIED BY NUMBER:
1-9 FLOOR/CEILING ASSEMBLIES
11-19 ROOF/CEILING ASSEMBLIES
ALPHA CHARACTERS INDICATE MODIFICATIONS

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

2X4 WOOD FURRING WALL

INTERIORWALL
ASSEMBLY

B1

B1

NON RATED

N/A

N/A

N/A

N/A

WOOD STUDS. REFER TO
STRUCTURAL DRAWINGS FOR SIZE
AND SPACING

5/8" GYPSUM BOARD

REFER TO FLOOR PLANS FOR 
WALL TYPE BEHIND FURRING WALL

?

?

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

2X6 INTERIOR  DEMISING WALL

INTERIORUNIT

C1

C1

NON RATED

GA FILE NO. WP 3910

50 TO 54

NGC 2377

BASE LAYER 5/8" TYPE X GYPSUM WALLBOARD OR GYPSUM VENEER BASE APPLIED AT RIGHT ANGLES
TO EACH SIDE OF 2X4 WOOD STUDS 16" O.C. STAGGERED 8" O.C. ON 2X6 WOOD PLATES WITH 6D
COATED NAILS, 1-7/8" LONG, 0.085" SHANK, 1/4" HEADS, 24" O.C. FACE LAYER 5/8" TYPE X GYPSUM
WALLBOARD OR GYPSUM VENEER BASE APPLIED AT RIGHT ANGLES TO EACH SIDE WITH 80 COATED
NAILS, 2-3/8" LONG, 0.113" SHANK, 9132" HEADS, 8" O.C. JOINTS STAGGERED 16" EACH LAYER AND SIDE.
SOUND TESTED WITH NAILS FOR BASE LAYER SPACED 6" O.C. HORIZONTAL BRACING REQUIRED AT
MID-HEIGHT.

NO FIRE RATING REQUIRED. SECOND LAYER OF GYPSUM BOARD ON EACH SIDE
TO MEET MIN STC 50 REQUIREMENT

?

2 LAYERS BATT INSULATION 
PER  THERMAL REQUIREMENTS

?

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

2-HR FR INT WALL

INTERIORINTERIOR

B4

B4

2-HR

GA FILE NO. WP 4136

N/A

NGC 2363

INTERIOR

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

2X6 WOOD FURRING WALL

INTERIORWALL
ASSEMBLY

B2

B2

NON RATED

N/A

N/A

N/A

N/A

WOOD STUDS. REFER TO
STRUCTURAL DRAWINGS FOR SIZE
AND SPACING

5/8" GYPSUM BOARD

REFER TO FLOOR PLANS FOR 
WALL TYPE BEHIND FURRING WALL

USE 5/8" DUROCK CEMENT BOARD 
OR EQUIVALENT AT SHOWERS, 
BATHTUBS, AND SINKS

3 1/2"

5 1/2"

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

2X4 INTERIOR PARTITION WALL

INTERIORINTERIOR

B3

B3

NON RATED

N/A

N/A

N/A

3 1/2"

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

2X6 INTERIOR PARTITION WALL

INTERIORINTERIOR

B5

B5

NON RATED

N/A

N/A

N/A

N/A

5 1/2"

5/8" GYPSUM BOARD

WOOD STUDS. REFER TO
STRUCTURAL DRAWINGS FOR SIZE
AND SPACING

5/8" GYPSUM BOARD

GYPSUM BOARD

WOOD STUDS. REFER TO
STRUCTURAL DRAWINGS FOR SIZE
AND SPACING

GYPSUM BOARD

USE 5/8" DUROCK CEMENT BOARD 
OR EQUIVALENT AT SHOWERS, 
BATHTUBS, AND SINKS

5 1/2"

2X6 WOOD STUDS, REFER TO 
STRUCTURAL DRAWINGS 
FOR SIZE AND SPACING 

3/4" MINIMUM AIR SPACE

(2) LAYERS 1" X 24" 
PROPRIETARY TYPE "X" 
GYPSUM PANELS

AIR SPACE
3/4"

AIR SPACE
3/4"

2" STEEL H STUD

2" STEEL H STUD

3/4" MINIMUM AIR SPACE

GA FILE# WP0800 (2HR FIRE RATED = STC 65-69)

TWO LAYERS 1" X 24" PROPRIETARY TYPE 'X' GYPSUM PANELS INSERTED BETWEEN 2" FLOOR AND 
CEILING RUNNERS WITH 2" STEEL H STUDS BETWEEN ADJACENT PAIRS OF GYPSUM PANELS (NLB)
1 3/4" MINIMUM AIR SPACE MUST BE MAINTAINED BETWEEN STEEL COMPONENTS AND ADJACENT 
FRAMING (INDICATED BY DASHED LINES IN SKETCH). AS AN ALTERNATE, THE STEEL COMPONENTS 
MAY BE COVERED WITH 6" WIDE BATTENS OR FULL SHEETS OF 1/2" TYPE X GYPSUM WALL BOARD.
SOUND TESTED WITH 2X4 STUD WALL FACED WITH 5/8" PROPRIETARY GYPSUM PANEL PRODUCT 
EACH SIDE OF SYSTEM AND 3-1/2" GLASS FIBER INSULATION IN STUD SPACE. HEIGHT LIMITED TO 66 FT.

The design, drawings, and written material in these 
documents of service are the sole property of 
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2. FIRE RATED ASSEMBLIES ARE BASED ON IBC, UL, OR US GYPSUM ASSOCIATION (GA) TEST DATA AND ARE TO BE CONSTRUCTED IN 
ACCORDANCE WITH THE REQUIREMENTS OF THE TESTING AGENCIES.  REFER TO SPECIFIC TEST REPORTS INDICATED FOR REQUIRED 
COMPONENTS AND ASSEMBLY. CONTRACTOR SHALL PROVIDE (2) COPIES OF EACH REFERENCED MANUAL TO THE JOBSITE TO 
COORDINATE FIRE RESISTIVE ATTACHMENT WITH SHEAR CONNECTORS AND SOUND RATED ASSEMBLIES.  GA 600 MANUAL IS ACCEPTED 
BY 2009 IBC TABLE 720.1(2) NOTE O FOR NON-PROPRIETARY ASSEMBLIES.

3. EXTENTS OF ASSEMBLIES ARE SHOWN ON THE PLANS AND SECTIONS.  FIRE RATED WALL ASSEMBLIES FORM A SEPARATION THAT 
SHALL BE CONTINUOUS FROM FLOOR TO STRUCTURE ABOVE WITH NO BREAKS AT COLUMNS, WALL TRANSITIONS, OR OTHER 
OBSTRUCTIONS.

4. ALL PENETRATIONS IN FIRE RATED ASSEMBLIES REQUIRED TO HAVE PROTECTED OPENINGS SHALL BE FIRESTOPPED OR PROVIDED 
WITH APPROVED SMOKE AND/OR FIRE DAMPERS PER CODE REQUIREMENTS.

5. PROVIDE THRU-PENETRATION FIRESTOP SYSTEMS FOR RATED ROOFS, WALLS, AND FLOORS THAT ARE PRODUCED AND INSTALLED TO 
RESIST THE SPREAD OF FIRE ACCORDING TO REQUIREMENTS INDICATED, RESIST PASSAGE OF SMOKE AND OTHER GASES, AND 
MAINTAIN ORIGINAL FIRE-RESISTANCE RATING OF THE ASSEMBLY PENETRATED.

6. FIRE RATED WALLS MAY HAVE OPENINGS FOR STEEL ELECTRICAL BOXES NOT TO EXCEED 16 SQUARE INCHES PROVIDED THE 
AGGREGATE AREA OF ALL BOXES DOES NOT EXCEED 100 SQUARE INCHES FOR ANY 100 SQUARE FEET OF PARTITION.  WHERE 
OCCURRING ON OPPOSITE SIDES OF PARTITIONS, SPACE OUTLET BOXES 2'-0" APART. WHERE LAYOUTS DO NOT ALLOW MIN. 2'-0" 
SPACING, PROVIDE APPROVED FIRE PROTECTION WRAP ON BOTH SIDES OF PARTITION.

7. ALL GYPSUM BOARD SHALL BE TYPE "X" UNLESS NOTED OTHERWISE.

8. SUBSTITUTE TYPE "X" MOLD AND WATER RESISTANT GYPSUM BOARD AT TOILET, SHOWER, JANITOR, AND SIMILAR "WET" USES.  

9. PROVIDE TILE BACKER BOARD AT TILE FINISHES.  DO NOT REDUCE REQUIRED FIRE-RESISTANCE RATING OF WALL ASSEMBLY.  

10. PROVIDE BLOCKING AT THE FOLLOWING LOCATIONS: CASEWORK, SHELVING, AND PANELING; ACCESSORIES AND EQUIPMENT; DOOR 
HARDWARE; TOILET PARTITIONS AND ACCESSORIES; ACOUSTICAL PANELS; AND OTHER LOCATIONS WHERE REQUIRED PER 
MANUFACTURER'S RECOMMENDATIONS OR INDUSTRY STANDARDS.

11. FIREBLOCK IN ACCORDANCE WITH 2009 IBC SECTION 717 AT THE FOLLOWING CONCEALED DRAFT LOCATIONS: IN CONCEALED WALL 
SPACES AT 10' O.C. EACH WAY AND AT CEILING / FLOOR LEVELS.
A. AT INTERCONNECTIONS OF CONCEALED SOFFITS, DROPPED CEILINGS AND COVES
B. IN OPENINGS AROUND VENTS, PIPES, DUCTS AT CEILING / FLOOR LEVELS.
C. AT OPENINGS BETWEEN ATTIC SPACES AND MANUFACTURED CHIMNEY CHASES.

12. TJI JOISTS ARE BY TRUS-JOIST MACMILLAN CORP., BOISE IDAHO 83707. SUBSTITUTIONS MUST PROVIDE EQUIVALENT FIRE TESTED 
ASSEMBLIES WITH EQUAL OR BETTER ACOUSTICAL PERFORMANCE.

13. FOR PROPERTIES OF COOLER OR WALLBOARD NAILS, SEE ASTM C 514, ASTM C 547 OR ASTM F 1667.

14. WHERE APA RATED STRUCTURAL SHEATHING IS REQUIRED ON ONE SIDE OF A WALL HAVING RESILIENT CHANNELS, APPLY 
SHEATHING TO SIDE OPPOSITE CHANNEL. NAIL OR SCREW LENGTH MUST BE INCREASED BY AMOUNT EQUAL TO THE THICKNESS OF THE 
WOOD SHEATHING IN ACCORDANCE WITH 2009 SBC TABLE 710.1 (2), FOOTNOTE L.

15. AIR BARRIER: SEAL PLYWOOD AND GYPSUM SHEATHING JOINTS AND PENETRATIONS.

16. THESE DETAILS REPRESENT MINIMUM ARCHITECTURAL REQUIREMENTS. IN SOME CASES THE STRUCTURAL DRAWINGS WILL 
DETERMINE THE ACTUAL DIMENSIONS AND CONNECTION METHODS, AND IN THOSE CASES WILL GOVERN. COORDINATE BETWEEN SCOPE 
SHOWN BY THE  STRUCTURAL DRAWINGS AND INDICATED MINIMUM ARCHITECTURAL ASSEMBLIES.

BUILDING ASSEMBLY NOTES:

1. BUILDING ASSEMBLIES SYMBOL:

BUILDING ASSEMBLIES ARE KEYED TO THIS SCHEDULE
WALL ASSEMBLIES ARE IDENTIFIED BY ALPHAS:
A WOOD FRAMED EXTERIOR PARTITIONS
B-C WOOD FRAMED INTERIOR PARTITIONS
F-K LIGHT GAUGE METAL FRAMED PARTITIONS
NUMERICAL CHARACTERS INDICATE MODIFICATIONS
("I" & "O" EXCLUDED)

A1

12A
FLOOR/ROOF ASSEMBLIES ARE IDENTIFIED BY NUMBER:
1-9 FLOOR/CEILING ASSEMBLIES
11-19 ROOF/CEILING ASSEMBLIES
ALPHA CHARACTERS INDICATE MODIFICATIONS

BATT INSULATION PER 
ACOUSTIC AND THERMAL 

REQUIREMENTS

BATT INSULATION PER ACOUSTIC 
AND THERMAL REQUIREMENTS

INSULATION TO MEET GREENGUARD GOLD CERTIFICATION
USE BELOW A7 AT SPECIFIED LOCATIONS

UV RESISTANT WRB

BATT INSULATION PER 
ACOUSTIC AND THERMAL 
REQUIREMENTS

BATT INSULATION PER 
ACOUSTIC AND THERMAL 
REQUIREMENTS

BATT INSULATION PER 
ACOUSTIC AND THERMAL 

REQUIREMENTS

INSULATION TO MEET GREENGUARD GOLD CERTIFICATION

INSULATION TO MEET GREENGUARD GOLD CERTIFICATION
USE ABOVE  A6 AT SPECIFIED LOCATIONS

BATT INSULATION PER 
ACOUSTIC AND THERMAL 

REQUIREMENTS

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

NON RATED EXTERIOR WALL - METAL PANEL BOTH SIDES

EXTERIOREXTERIOR

A1

A1

NON RATED

N/A

N/A

N/A

N/A

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

EXTERIOR WALL - METAL PANEL

EXTERIORINTERIOR

A2

A2

NON RATED

GA FILE # WP 3910

50 TO 54

N/A

STAGGERED 2X4 STUD GROUND LEVEL UNIT WALL ONLY. BASE LAYER 5/8" TYPE X GYPSUM
WALLBOARD OR GYPSUM VENEER BASE APPLIED AT RIGHT ANGLES TO EACH SIDE OF 2X4 WOOD
STUDS 16" O.C. STAGGERED 8" O.C. ON 2X6 WOOD PLATES WITH 6D COATED NAILS, 1-7/8" LONG, 0.085"
SHANK, 1/4" HEADS, 24" O.C. FACE LAYER 5/8" TYPE X GYPSUM WALLBOARD OR GYPSUM VENEER BASE
APPLIED AT RIGHT ANGLES TO EACH SIDE WITH 80 COATED NAILS, 2-3/8" LONG, 0.113" SHANK, 9132"
HEADS, 8" O.C. JOINTS STAGGERED 16" EACH LAYER AND SIDE. SOUND TESTED WITH NAILS FOR BASE
LAYER SPACED 6" O.C. HORIZONTAL BRACING REQUIRED AT MID-HEIGHT.

N/A

METAL COMPOSITE PANEL OVER
WATER AND AIR RESISTIVE BARRIER

PLYWOOD SHEAR PANEL WHERE
OCCURS. REFER TO STRUCTURAL
DRAWINGS FOR SIZING, DETAILS &
LOCATION

WOOD STUDS. REFER TO
STRUCTURAL DRAWINGS FOR SIZE
AND SPACING

5 1/2"

PLYWOOD SHEAR PANEL WHERE
OCCURS. REFER TO STRUCTURAL
DRAWINGS FOR SIZING, DETAILS &
LOCATION

METAL COMPOSITE PANEL OVER
WATER AND AIR RESISTIVE BARRIER

METAL COMPOSITE PANEL OVER
WATER AND AIR RESISTIVE BARRIER

PLYWOOD SHEAR PANEL WHERE
OCCURS. REFER TO STRUCTURAL
DRAWINGS FOR SIZING, DETAILS &
LOCATION

5/8" GYPSUM BOARD

5/8" GYPSUM BOARD

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

EXTERIOR WALL - PLASTER

EXTERIORINTERIOR

A4

A4

NON RATED

N/A

N/A

N/A

7/8" EXTERIOR CEMENT PLASTER
OVER SELF-FURRED EXTERIOR LATH
OVER WEATHER RESISTIVE BARRIER

PLYWOOD SHEAR PANEL WHERE
OCCURS. REFER TO STRUCTURAL
DRAWINGS FOR SIZING, DETAILS &
LOCATION

WOOD STUDS. REFER TO
STRUCTURAL DRAWINGS FOR SIZE
AND SPACING

5/8" TYPE 'X' GYPSUM BOARD

?

?

?

?

?

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

EXTERIOR WALL - BRICK VENEER

EXTERIORINTERIOR

A6

A6

NON RATED

N/A

N/A

N/A

N/A

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

EXTERIOR WALL - TILE FINISH @ WALKWAY

EXTERIORINTERIOR

A8

A8

NON RATED

N/A

N/A

N/A

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

EXTERIOR PLASTER WALL @ WINDOWS

EXTERIORINTERIOR

A7

A7

NON RATED

N/A

N/A

N/A

N/A

7/8" EXTERIOR CEMENT PLASTER
OVER SELF-FURRED EXTERIOR LATH
OVER WEATHER RESISTIVE BARRIER

PLYWOOD SHEAR PANEL WHERE
OCCURS. REFER TO STRUCTURAL
DRAWINGS FOR SIZING, DETAILS &
LOCATION

BOND COAT O/ LEVELING COAT
MORTAR BED

PLYWOOD SHEAR PANEL WHERE
OCCURS. REFER TO STRUCTURAL
DRAWINGS FOR SIZING, DETAILS &
LOCATION

5/8" TYPE 'X' GYPSUM BOARD

EXTERIOR PORCELAIN TILE

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

EXTERIOR WALL - METAL PANEL

EXTERIORINTERIOR

A9

A9

NON RATED

N/A

N/A

N/A

N/A

METAL COMPOSITE PANEL OVER
WATER AND AIR RESISTIVE BARRIER

PLYWOOD SHEAR PANEL WHERE
OCCURS. REFER TO STRUCTURAL
DRAWINGS FOR SIZING, DETAILS &
LOCATION

WOOD STUDS. REFER TO
STRUCTURAL DRAWINGS FOR SIZE
AND SPACING

5/8" GYPSUM BOARD

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

EXTERIOR WALL - METAL PANEL AT FURRED WALL

EXTERIORINTERIOR

A10

A10

NON RATED

N/A

N/A

N/A

N/A

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

EXTERIOR WALL - INSIDE SHEAR WALL AT METAL PANEL FURRED WALL

EXTERIORINTERIOR

A5

A5

NON RATED

N/A

N/A

N/A

N/A

BATT INSULATION PER 
ACOUSTIC AND THERMAL 

REQUIREMENTS

?

?

?

PLYWOOD SHEAR PANEL WHERE
OCCURS. REFER TO STRUCTURAL
DRAWINGS FOR SIZING, DETAILS &
LOCATION

WOOD STUDS. REFER TO
STRUCTURAL DRAWINGS FOR SIZE
AND SPACING

5/8" GYPSUM BOARD

BATT INSULATION PER 
ACOUSTIC AND THERMAL 

REQUIREMENTS

?

USE 5/8" DUROCK CEMENT BOARD OR EQUIVALENT AT SINKS.

11 1/4"

USE WITH WALL TYPE 'A5'

USE WITH WALL TYPE 'A10'

STAGGERED 2X4 STUD, REFER 
TO STRUCTURAL FOR SPACING

STAGGERED 2X4 STUD, REFER 
TO STRUCTURAL FOR SPACING

TYPE        WALL ASSEMBLIES

FIRE

UL/GA

STC

TEST

NOTE:

EXTERIOR WALL - BRICK VENEER BOTH SIDES

EXTERIOREXTERIOR

A3

A3

NON RATED

N/A

N/A

N/A

N/A

BRICK VENEER, SEAL

BOND COAT O/ LEVELING COAT
MORTAR BED

RIDGID INSULATION

PLYWOOD SHEAR PANEL WHERE
OCCURS. REFER TO STRUCTURAL
DRAWINGS FOR SIZING, DETAILS &
LOCATION

PLYWOOD SHEAR PANEL WHERE
OCCURS. REFER TO STRUCTURAL
DRAWINGS FOR SIZING, DETAILS &
LOCATION

RIDGID INSULATION

BOND COAT O/ LEVELING COAT
MORTAR BED

BRICK VENEER, SEAL

2

2

2

22

2

2

2

2

2

WOOD STUDS. REFER TO
STRUCTURAL DRAWINGS FOR SIZE
AND SPACING
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PLYWOOD SHEATHING

SCHEDULED INSULATION

5
 1

/2
"

UNIT EXTERIOR

7/8" THICK MIN. EXTERIOR CEMENT 
PLASTER

WATERPROOF MEMBRANE

BUILDING A - LEVEL 01

00.0'

5/8" TYPE 'X' GYP BOARD

FOAM GASKET BELOW SILL PLATE AT 
ALL EXTERIOR WALLS

POLISHED 
CONCRETE FLOOR

BASE BOARD PER 
INTERIOR FINISHES 

SCHEDULE

2

EXTERIOR BRICK VENEER

RIGID INSULATION PER 
MANUFACTURER RECOMMENDATION

MORTAR / SEALANT BED

@
 S

O
IL

4
" 

M
IN

M
IN2
"

6" CONCRETE CURB

PRESSURE TREATED SILL PLATE

ANCHOR BOLT, SPACING PER STRUCTURAL

22 GA METAL WEEP SCREED

1
' 
- 

6
"

A7

A6

FURRING

22 GA GALV METAL FLASHING,  
FIELD PAINTED TO MATCH 
PLASTER

BUILDING A - LEVEL 01

00.0'

UNIT EXTERIOR

EXTERIOR WALKWAY 
PER STRUCTURAL

1.8% SLOPE

6
"

2
"

PLYWOOD SHEATHING

SCHEDULED INSULATION

EXTERIOR PORCELAIN TILE 

5/8" TYPE 'X' GYP BOARD

ANCHOR BOLT, SPACING 
PER STRUCTURAL

PRESSURE TREATED SILL PLATE

TILE TERMINATION BAR

BOND COAT O/ LEVELING COAT 
MORTAR BED

FOAM FASKET BELOW SILL 
PLATE AT ALL EXTERIOR WALLS

BASE BOARD PER INTERIOR 
FINISHES SCHEDULE

POLISHED CONCETE FLOOR

1
/4

"

STAGGERED STUD FRAMING

A8

WATERPROOF MEMBRANE

PLYWOOD SHEATHING

SCHEDULED INSULATION

6" CONCRETE CURB

PRESSURE TREATED SILL PLATE

ANCHOR BOLT, SPACING PER STRUCTURAL

5
 1

/2
"

UNIT EXTERIOR

EXTERIOR METAL PANEL

WATERPROOF MEMBRANE

BUILDING A - LEVEL 01

00.0'

5/8" TYPE 'X' GYP BOARD

DRIP CAP EXTRUSION

@
 S

O
IL

4
" 

M
IN

2

FOAM GASKET BELOW SILL PLATE AT 
ALL EXTERIOR WALLS

M
IN2
"

BASE BOARD PER INTERIOR 
FINISHES SCHEDULE

POLISHED CONCETE FLOOR

A9

UNIT EXTERIOR 

SOUND MAT

LVL - 02

10.23'

EXTERIOR UNIT

VINYL PLANK FLOORING

7/8" THICK MIN. EXTERIOR 
CEMENT PLASTER

3/4" PLYWOOD 

JOIST PER STRUCTURAL

SILL PLATE

1 1/4" GYP-CRETE

WATERPROOF MEMBRANE

PLYWOOD SHEATHING

02

BASE BOARD PER INTERIOR 
FINISHES SCHEDULE

1/2" RESILIENT CHANNEL 

5/8" TYPE 'X' 
GYPSUM BOARD 

FURRING

A7

A7

2

UNIT EXTERIOR 

SOUND MAT

LVL - 02

10.23'

EXTERIOR UNIT

MAX 1.8% 5/8" PLYWOOD OVER 
3/4" PLYWOOD DECK

AVM SYSTEM 100

TILE TERMINATION BAR

22 GA. L METAL FLASHING

VINYL PLANK FLOORING

3/4" PLYWOOD 

7/8" EXTERIOR PLASTER

CONTINUOUS JOIST PER 
STRUCTURAL. RIP @ 1.8%

JOIST PER STRUCTURAL

SILL PLATE

1 1/4" GYP-CRETE

WATERPROOF MEMBRANE

1
/4

"

1/2" PLYWOOD SHEATHING

EXTERIOR PORCELAIN TILE

BOND COAT O/ LEVELING COAT 
MORTAR BED

TOP PLATE

1/2" RESILIENT CHANNEL

5/8" TYPE 'X' 
GYPSUM BOARD

EXTERIOR PORCELAIN TILE

BOND COAT O/ LEVELING COAT 
MORTAR BED

CONTINUOUS BACKER ROD 
AND JOINT SEALANT

TILE TERMINATION BAR

2

02 03

A8

A8

UNIT

B.O. ROOF STRUCT

19.25'

TRUSS PER TRUSS MANUFACTURER

EXTERIOR 

TPO ROOFING

PLYWOOD SHEATHING

SCHEDULED INSULATION PORCELAIN TILE

5/8" TYPE 'X' GYP BD

7/8" EXTERIOR PLASTER

1/2" PLYWOOD SHEATHING

BLOWN-IN FIBERGLASS 
INSULATION, MAX 1" GAP 
FROM TOP PLYWOOD

1/2" RESILIENT CHANNEL

WATERPROOF MEMBRANE

WATERPROOF MEMBRANE

BOND COAT O/ LEVELING COAT 
MORTAR BED

TILE TERMINATION BAR

CONTINUOUS BACKER ROD & 
SEALANT

2

RIP STRIPS. SLOPE TO DRAIN

A8

04

2

REFER TO STRUCTURAL FOR 
FRAMING ATTACHMENT

UNIT

1/2" PLYWOOD SHEATHING

EXTERIOR 

TPO ROOFING

B.O. ROOF STRUCT

19.25'

TRUSS PER MANUFACTURER

BLOWN-IN FIBERGLASS 
INSULATION, MAX 1" GAP 
FROM TOP PLYWOOD

RIP STRIPS. SLOPE TO DRAIN

1/2" RESILIENT CHANNEL

5/8" TYPE 'X' GYPSUM 
BOARD

A7

7/8" THICK MIN. EXTERIOR 
CEMENT PLASTER

WATERPROOF MEMBRANE

PLYWOOD SHEATHING

FURRING

04

2

REFER TO STRUCTURAL FOR 
FRAMING ATTACHMENT

UNIT EXTERIOR 

B.O. ROOF STRUCT

19.25'

1/2" BRICK VENEER

WATERPROOF MEMBRANE

PLYWOOD SHEATHING 
WHERE OCCURS

BLOWN-IN FIBERGLASS 
INSULATION, MAX 1" GAP 
FROM TOP PLYWOOD

1/2" RESILIENT CHANNEL

MORTAR BED

RIGID INSULATION

1/2" PLYWOOD SHEATHING

TPO ROOFING

TRUSS PER MANUFACTURER

RIP STRIPS. SLOPE TO DRAIN

A6

04

2

REFER TO STRUCTURAL FOR 
FRAMING ATTACHMENT

UNIT

1/2" PLYWOOD SHEATHING

EXTERIOR 

TPO ROOFING

B.O. ROOF STRUCT

19.25'

EXTERIOR METAL PANEL

WATERPROOF MEMBRANE

PLYWOOD SHEATHING 
WHERE OCCURSTRUSS PER MANUFACTURER

BLOWN-IN FIBERGLASS 
INSULATION, MAX 1" GAP 
FROM TOP PLYWOOD

1/2" RESILIENT CHANNEL

BOND COAT O/ LEVELING COAT 
MORTAR BED

METAL PANEL H-MOLDING & 
FASTENER, WHERE OCCURS 

RIP STRIPS. SLOPE TO DRAIN

A10

04

PLYWOOD SHEATHING

SCHEDULED INSULATION

6" CONCRETE CURB

PRESSURE TREATED SILL PLATE

ANCHOR BOLT, SPACING PER STRUCTURAL

5
 1

/2
"

UNIT EXTERIOR

EXTERIOR BRICK VENEER

WATERPROOF MEMBRANE

BUILDING A - LEVEL 01

00.0'

5/8" TYPE 'X' GYP BOARD

22 GA METAL WEEP SCREED

@
 S

O
IL

4
" 

M
IN

RIGID INSULATION PER 
MANUFACTURER RECOMMENDATION

MORTAR / SEALANT BED

2

M
IN2
"

FOAM GASKET BELOW SILL 
PLATE AT ALL EXTERIOR WALLS

BASE BOARD PER INTERIOR 
FINISHES SCHEDULE

POLISHED CONCETE FLOOR

A6

EXTERIOR UNIT

SOUND MAT

UNIT

VINYL PLANK FLOORING

3/4" PLYWOOD 

JOIST PER STRUCTURAL

SILL PLATE

1 1/4" GYP-CRETE

02

BASE BOARD PER INTERIOR 
FINISHES SCHEDULE

1/2" RESILIENT CHANNEL 

5/8" TYPE 'X' 
GYPSUM BOARD 

A6

A6

1/2" BRICK VENEER

WATERPROOF MEMBRANE

PLYWOOD SHEATHING 
WHERE OCCURS

MORTAR BED

RIGID INSULATION

EXTERIOR 

2

LVL - 02

10.23'
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1 1/2" = 1'-0"1
EXTERIOR PLASTER OVER BRICK WALL @ CONC CURB

1 1/2" = 1'-0"4
EXTERIOR PORCELAIN TILE WALL AT FOUNDATION

1 1/2" = 1'-0"7
EXTERIOR METAL PANEL WALL @ CONCRETE CURB

1 1/2" = 1'-0"2
EXTERIOR PLASTER WALL AT FLOOR/CEILING

1 1/2" = 1'-0"5
EXTERIOR PORCELAIN TILE WALL AT EGRESS WALKWAY

1 1/2" = 1'-0"6
EXTERIOR PORCELAIN TILE WALL AT ROOF & COVERED

WALKWAY
1 1/2" = 1'-0"3

EXTERIOR PLASTER WALL AT ROOF
1 1/2" = 1'-0"12

EXTERIOR BRICK VENEER WALL AT ROOF
1 1/2" = 1'-0"9

EXTERIOR METAL PANEL WALL AT ROOF

1 1/2" = 1'-0"10
EXTERIOR BRICK VENEER WALL @ CONCRETE CURB

2

1 1/2" = 1'-0"11
EXTERIOR BRICK VENEER WALL AT DECK
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BLOCKING AS REQ'D FOR WALL 
ASSEMBLY RATING

UNIT

FULL DRAFT STOP
AT UNIT PARTITION

UNIT

B.O. ROOF STRUCT

19.25'

STAGGERED FLAT STUD

PLYWOOD SHEATHING 
WHERE REQUIRED

TYPE 'X' GYP BOARD

SCHEDULED INSULATION

TYPE 'X' GYP BOARD

BLOWN-IN FIBERGLASS 
INSULATION, MAX 1" GAP FROM 
TOP PLYWOOD

1/2" RESILIENT CHANNEL
1/2" RESILIENT CHANNEL

5/8" TYPE 'X' GYP BOARD

1/2" PLYWOOD SHEATHING

04

C1

TPO ROOFING

1/2" PLYWOOD SHEATHING

RIP STRIPS. SLOPE TO DRAIN

PROVIDE FULL
BLOCKING AT 
DEMISING
WALLS

UNIT

UNIT

LVL - 02

10.23'

WALL BASE

UNIT

UNIT

PLYWOOD SHEATHING, 
WHERE OCCURS

SCHEDULED INSULATION

VINYL PLANK FLOORING

SOUND MAT

5/8" TYPE 'X' GYP BOARD

5/8" TYPE 'X' GYP BOARD

PLYWOOD SHEATHING, 
WHERE OCCURS

SCHEDULED INSULATION

5/8"  TYPE 'X' GYP BOARD

2X4 STAGGERED STUD ON 
2X6 SILL PLATE

3/4" PLYWOOD

2X4 STAGGERED STUD ON 
2X6 SILL PLATE

1/2" RESILIENT CHANNEL

1" GYP-CRETE

5/8" TYPE 'X' GYP BOARD

5/8" TYPE 'X' GYP BOARD

C1

C1

02 02

22 GA GALV METAL FLASHING,  
FIELD PAINTED TO MATCH 
PLASTER

BUILDING A - LEVEL 01

00.0'

UNIT EXTERIOR

EXTERIOR WALKWAY 
PER STRUCTURAL

1.8% SLOPE

6
"

PLYWOOD SHEATHING

SCHEDULED INSULATION

5/8" TYPE 'X' GYP BOARD

ANCHOR BOLT, SPACING 
PER STRUCTURAL

PRESSURE TREATED 
SILL PLATE DRIP CAP EXTRUSTION

EXTERIOR METAL PANEL

A9

1
/4

"

FOAM GASKET BELOW SILL PLATE 
AT ALL EXTERIOR WALLS

BASE BOARD PER INTERIOR 
FINISHES SCHEDULE

UNIT

A
S

S
E

M
B

L
Y

 0
1

R
E

F
 F

L
O

O
R

UNIT

FINISH FLOOR & WALL BASE

PRESSURE TREATED SILL PLATE

ANCHOR BOLT, SPACING 
PER STRUCTURAL

5/8" TYPE 'X' GYP BOARD

PLYWOOD SHEATHING, WHERE OCCURS

SCHEDULED INSULATION

5/8" TYPE 'X' GYP BOARD

BUILDING A - LEVEL 01

00.0'

STAGGERED STUD FRAMING

C1

01
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WALL DETAILS

A8.12

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
.1

6
.2

0
1

8

1 1/2" = 1'-0"3
DEMISING WALL AT ROOF

1 1/2" = 1'-0"2
DEMISING WALL AT FLOOR / CEILING ASSEMBLY

1 1/2" = 1'-0"4
EXTERIOR METAL PANEL WALL AT FOUNDATION

1 1/2" = 1'-0"1
DEMISING WALL AT FOUNDATION

2
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FLR 02
10.23'

B.O. FR
9.13'

MAX 1.8%

TRAFFIC COATING, AVM SYSTEM 
100,  AVM CRETE 6400

5/8" PLYWOOD OVER 3/4" 
PLYWOOD

2 X 12 JOIST PER STRUCTURAL, 
SLOPE TO DRAIN

5/8" TYPE 'X' GYP BOARD

2

FLR 02
10.23'

B.O. FR
9.13'

WEEP SCREED, FIELD PLAINTED 
TO MATCH PLASTER

22 GA. L METAL FLASHING

7/8" THICK MIN. EXTERIOR 
CEMENT PLASTER

WATERPROOF MEMBRANE

1/2" PLYWOOD SHEATHING

TPO ROOF MEMBRANE

5 1/4 X 11 1/4 PSL PER 
STRUCTURAL

RESILIENT CHANNEL

5/8" TYPE 'X' GYP BOARD

FLR 02
10.23'

B.O. FR
9.13'

UNIT
WEEP SCREED, FIELD PLAINTED 
TO MATCH PLASTER

22 GA. L METAL FLASHING

7/8" THICK MIN. EXTERIOR 
CEMENT PLASTER

WATERPROOF MEMBRANE

1/2" PLYWOOD SHEATHING

TPO ROOF MEMBRANE

5 1/4 X 16 PSL PER 
STRUCTURAL

RESILIENT CHANNEL

5/8" TYPE 'X' GYP BOARD

1/2" PLYWOOD SHEATHING 
PER STRUCTURAL
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FLOOR DETAILS

A8.13

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
.1

6
.2

0
1

8

3" = 1'-0"4
GUARDRAIL @ DECK

3" = 1'-0"2
TPO ROOF @ EXTERIOR WALL 2

3" = 1'-0"3
TPO ROOF @ EXTERIOR WALL

2
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SLIDING DOORS 
PER DOOR 
SCHEDULE

1
 1

/2
"

4" 8 5/8"

EXTERIORINTERIOR

FLUID APPLIED 
WATERPROOF 
MEMBRANE

FELT STRIP

9.13'

SLIDING DOORS PER 
DOOR SCHEDULE

1/2" PLYWOOD SHEATHING

WATERPROOF MEMBRANE

EXTERIOR METAL PANEL

SCHEDULED INSULATION

5/8" TYPE 'X' GYP 
BOARD

J MOLD

5/8" TYPE 'X' GYP BOARD

BEAM PER STRUCTURAL

6 X 14 WOOD FRAMING PER 
STRUCTURAL

CL

HEADER PER STRUCTURAL

OUTSIDE CORNER TRANSITION TRIM

FOAM TAPE

SHIM AS REQUIRED

2

2

CONT. BEAD OF CAULKING

9.13'

SLIDING DOORS PER 
DOOR SCHEDULE

5/8" TYPE 'X' GYP BOARD

BEAM PER STRUCTURAL

SHIM AS REQUIRED

CL

1/2" PLYWOOD SHEATHING

WATERPROOF MEMBRANE

EXTERIOR METAL PANEL

SCHEDULED INSULATION

5/8" TYPE 'X' GYP 
BOARD

6 X 14 WOOD FRAMING PER 
STRUCTURAL

HEADER PER STRUCTURAL

OUTSIDE CORNER 
TRANSITION TRIM

FOAM TAPE

2

2
2

CONT. BEAD OF CAULKING J MOLD

INTERIOR

FRAMING PER STRUC'L DWGS

5/8" TYPE X GYP BD

WALL ASSEMBLY PER PLAN

HOLLOW METAL FRAME, WITH 
BACK BENDS, COORDINATE WIDTH 
WITH WALL ASSEMBLY TYPE

DOOR PER DOOR SCHEDULE

DOOR CLOSURE, WHERE OCCURS 
PER DOOR SCHEDULE, PROVIDE 
JAMB REINFORCEMENT

5/8" TYPE X GYP BD

INTERIOR

REFER TO PLANS FOR WALL TYPE

1/4"

1/8"

WOOD CASING

WOOD JAMB

HEAD CONDITION IS SIMIILAR

DOOR PER DOOR SCHEDULE

SHIM SPACE

WOOD FRAMING REFER TO 
STRUCTURAL DRAWINGS

5/8" TYPE X GYP BD.

3/8"

SLOPE TO DRAIN

ALUMINUM SILL PLATE, TRIM 
LEADING EDGE AS NEEDED

RECESS FROM INTERIOR TO 
EXTERIOR SUBFLOOR

ALUMINUM THRESHOLD, FASTENED 
TO WOOD BLOCKING, 1/8" SHIM ON 
SILL PLATE, SEALANT AT ENDS AND 
FASTENER OPENING

HM DOOR FRAME BEYOND

WALKWAY

INTERIOR

DOOR PER DOOR SCHEDULE

FINISH FLOOR MATERIAL, PER SCHED

(2) LAYERS PLYWOOD SHEATHING 
REFER TO FLOOR ASSEMBLY

22 GA SHT METAL DOORPAN WITH 
ALL SEAMS SOLDERED

SASF UNDER FLASHING

WOOD FRAMING, PER STRUCTURAL

FELT STRIP

SOUND MAT 

MIN 1" GYP-CRETE UNDERLAYMENT

5/8" PLYWOOD OVER 3/4" PLYWOOD 
DECK

AVM SYSTEM 100

WATERPROOF MEMBRANE

1
/4

"

2

2

2

INTERIOR EXTERIOR

JAMB CONDITION IS SIMILAR

1/4" GAP WITH CONTINUOUS 
SEALANT AND BACKER ROD

J MOLD

22 GA "L" FLASHING BEHIND J-
MOLD AND DOOR FRAME RETURN

WOOD FRAMING PER STRUC'L DWGS

SHEATHING PER STRUC'L DWGS

7/8" EXT CEMENT PLASTER OVER 
LATH OVER WEATHER-RESISTIVE  
BARRIER

TYPE "F" SHOWN

WALL ASSEMBLY

ALIGN FACE OF FRAME WITH 
FACE OF EXT. PLASTER 
CEMENT

HEAD-FLASHING, MIN 22 GA, AT 
ALL NON-COVERED LOCATIONS

HOLLOW METAL FRAME, WITH 
BACK BENDS, COORDINATE WIDTH 
WITH WALL ASSEMBLY TYPE

OUTSWINGING DOOR LOCATION, 
WITH CLOSURE AND JAMB 
REINFORCEMENT, WHERE OCCURS

INSWINGING DOOR LOCATION, 
DOOR PER SCHEDULE

DOOR CLOSURE, WHERE OCCURS 
PER DOOR SCHEDULE, PROVIDE 
JAMB REINFORCEMENT

2
"

4
"

8" MAX

SHEATHING PER STRUC'L DWGS

2

1

MAX 
SLOPE

WALKWAYINTERIOR

SLOPE TO DRAIN

CONCRETE TOPPING SLAB, FINISH 
PER PLAN OR BRUSHED FINISH, UNO

ALUMINUM SILL PLATE, TRIM 
LEADING EDGE AS NEEDED

ALUMINUM THRESHOLD, 
FASTENED TO STRUCTURAL DECK, 
1/8" SHIM ON SILL PLATE, 
CONTINUOUS SEALANT AND AT 
FASTENER OPENING

HM DOOR FRAME BEYOND

DOOR PER DOOR SCHEDULE

FINISH FLOOR MATERIAL, PER SCHED

3/8"

P
E

R
 S

T
R

U
C

T
U

R
A

L
 1

/4
"

GAP WITH CONTINUOUS SEALANT 
AND BACKER ROD

CONCRETE STRUCTURAL DECK
SEE STRUCTURAL DRWGS

FELT MAT

1
/4

"

22 GA SHEET METAL SILL PAN
2

INTERIOR EXTERIOR

JAMB CONDITION IS SIMILAR

1/4" GAP WITH CONTINUOUS 
SEALANT AND BACKER ROD

J MOLD

22 GA "L" FLASHING BEHIND J-
MOLD AND DOOR FRAME RETURN

WOOD FRAMING PER STRUC'L DWGS

SHEATHING PER STRUC'L DWGS

EXTERIOR PORCELAIN TILE

ALIGN FACE OF FRAME WITH 
FACE OF EXT. PLASTER 
CEMENT

HEAD-FLASHING, MIN 22 GA, AT 
ALL NON-COVERED LOCATIONS

HOLLOW METAL FRAME, WITH 
BACK BENDS, COORDINATE WIDTH 
WITH WALL ASSEMBLY TYPE

OUTSWINGING DOOR LOCATION, 
WITH CLOSURE AND JAMB 
REINFORCEMENT, WHERE OCCURS

INSWINGING DOOR LOCATION, 
DOOR PER SCHEDULE

DOOR CLOSURE, WHERE OCCURS 
PER DOOR SCHEDULE, PROVIDE 
JAMB REINFORCEMENT

2
"

4
"

8" MAX

MORTAR BED

INTERIOR EXTERIOR

JAMB CONDITION IS SIMILAR

1/4" GAP WITH CONTINUOUS 
SEALANT AND BACKER ROD

22 GA METAL WEEP SCREED

WOOD FRAMING PER STRUC'L DWGS

ALIGN FACE OF FRAME WITH 
FACE OF EXT. PLASTER 
CEMENT

HEAD-FLASHING, MIN 22 GA, AT 
ALL NON-COVERED LOCATIONS

HOLLOW METAL FRAME, WITH 
BACK BENDS, COORDINATE WIDTH 
WITH WALL ASSEMBLY TYPE

OUTSWINGING DOOR LOCATION, 
WITH CLOSURE AND JAMB 
REINFORCEMENT, WHERE OCCURS

INSWINGING DOOR LOCATION, 
DOOR PER SCHEDULE

DOOR CLOSURE, WHERE OCCURS 
PER DOOR SCHEDULE, PROVIDE 
JAMB REINFORCEMENT

2
"

4
"

8" MAX

SHEATHING PER STRUC'L DWGS

RIGID INSULATION

MORTAR

BRICK VENEER

INTERIOR EXTERIOR

JAMB CONDITION IS SIMILAR

1/4" GAP WITH CONTINUOUS 
SEALANT AND BACKER ROD

WOOD FRAMING PER STRUC'L DWGS

ALIGN FACE OF FRAME WITH 
FACE OF EXT. PLASTER 
CEMENT

HEAD-FLASHING, MIN 22 GA, AT 
ALL NON-COVERED LOCATIONS

HOLLOW METAL FRAME, WITH 
BACK BENDS, COORDINATE WIDTH 
WITH WALL ASSEMBLY TYPE

OUTSWINGING DOOR LOCATION, 
WITH CLOSURE AND JAMB 
REINFORCEMENT, WHERE OCCURS

INSWINGING DOOR LOCATION, 
DOOR PER SCHEDULE

DOOR CLOSURE, WHERE OCCURS 
PER DOOR SCHEDULE, PROVIDE 
JAMB REINFORCEMENT

2
"

4
"

8" MAX

SHEATHING PER STRUC'L DWGS

EXTERIOR METAL PANEL

J MOLD EXTRUSION

CL

SLIDING DOORS PER 
DOOR SCHEDULE

5/8" TYPE 'X' GYP BOARD

WOOD FRAMING 
PER STRUCTURAL

1/2" PLYWOOD SHEATHING

WATERPROOF MEMBRANE

EXTERIOR METAL PANEL

SCHEDULED INSULATION

5/8" TYPE 'X' GYP 
BOARD

WOOD FRAMING PER 
STRUCTURAL

OUTSIDE CORNER 
TRANSITION TRIM

FOAM TAPE

WALL INTERLOCKER
BY MANUFACTURER

J MOLD
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DOOR DETAILS

A8.31

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
.1

6
.2

0
1

8

3" = 1'-0"6
SILL @ SLIDING DOORS @ COMMUNITY ROOM

3" = 1'-0"8
DOOR HEADER @ SLIDING DOORS

3" = 1'-0"7
DOOR HEADER @ SLIDING DOORS

3" = 1'-0"4
HEAD (JAMB SIM)

3" = 1'-0"5
JAMB (HEAD SIM) @ UNIT INTERIOR DOOR

3" = 1'-0"2
SILL @ EXTERIOR CORRIDOR, INSWING

3" = 1'-0"3
HEAD (JAMB SIM) @ WOOD W/ PLASTER

3" = 1'-0"1
SILL @ CONC & TOPPING SLAB, INSWING

3" = 1'-0"9
HEAD (JAMB SIM) @ WOOD W/ PORCELAIN TILE 2

3" = 1'-0"10
HEAD (JAMB SIM) @ WOOD W/ BRICK VENEER

2

3" = 1'-0"11
HEAD (JAMB SIM) @ WOOD W/ METAL PANEL

2
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3" = 1'-0"12
PLAN @ SLIDING DOOR



ADJACENT CONCRETE SLAB ON GRADE 
PER STRUCTURAL

SOIL

GRANULAR FILL PER 
GEOTECHNICAL 
RECOMMENDATIONS

C
O

N
C

R
E

T
E

 S
T

R
U

C
T

U
R

A
L
 D

E
C

K

FELT MAT

GAP WITH CONTINUOUS SEALANT AND BACKER ROD

CONTINUOUS CAULKING AT INTERIOR AND 
CONTINUOUS SEALANT AT EXTERIOR

ALUMINUM SILL, STOREFRONT GLAZING 
SYSTEM, PER PLAN, ON SHIM, FASTENED 
TO CONCRETE CURB

BEYOND

ALUM JAMB
EXTERIORINTERIOR

S
T

O
R

E
F

R
O

N
T

 H
E

IG
H

T

T.O. CONC 
DECK

P
E

R
 S

T
R

U
C

T
U

R
A

L

22 GA SHEET METAL SILL PAN WITH 1/4" LIP

2

ALUMINUM VERTICAL 
MULLION,
STOREFRONT GLAZING 
SYSTEM, PER PLAN

BUTT JOINTED GLASS

ALUMINUM HORIZONTAL 
MULLION
OR SILL  BEYOND

INTERIOR EXTERIOR

BOD: ARCADIA 451T

INTERIOR EXTERIOR

ALUMINUM HEAD, STOREFRONT GLAZING 
SYSTEM, PER PLAN, ON SHIM, FASTENED 
TO STRUCTURAL DECK ABOVE

CONTINUOUS SEALANT AT EXTERIOR 
AND CONTINUOUS CAULKING AT 
INTERIOR

BOD: ARCADIA 451T

J MOLD

22 GA "L" FLASHING BEHIND J-
MOLD AND DOOR FRAME RETURN

WOOD FRAMING PER STRUC'L DWGS

SHEATHING PER STRUC'L DWGS

7/8" EXT CEMENT PLASTER OVER LATH 
OVER WEATHER-RESISTIVE  BARRIER

HEAD-FLASHING, MIN 22 GA, AT ALL NON-
COVERED LOCATIONS

BOD: ARCADIA 451T

CORNER CONDITION

INTERIOR EXTERIOR

ALUMINUM 
HORIZONTAL 
MULLION
OR SILL  BEYOND

ALUMINUM 
VERTICAL MULLION,
STOREFRONT 
GLAZING SYSTEM, 
PER PLAN

3x3 HSS

INTERIOR

EXTERIOR

ALUMINUM JAMB, 
STOREFRONT GLAZING
SYSTEM, PER PLAN, ON SHIM, 
FASTENED TO STRUCTURAL 
DECK ABOVE

CONTINUOUS SEALANT AT 
EXTERIOR AND CONTINUOUS 
CAULKING AT INTERIOR

BOD: ARCADIA 451T

WOOD FRAMING PER 
STRUC'L DWGS

SHEATHING PER 
STRUC'L DWGS

5/8" TYPE X GYPSUM 
WALLBOARD

WATERPROOF MEMBRANE

STOREFRONT FLASHING

EXTERIOR METAL PANEL

TERMINATION J 
MOLDING & SEALANT

SELF-ADHESIVE SHEET 
FLASHING, LAP O/ WATER-
PROOF MEMBRANE AND J 

MOLDING
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STOREFRONT DETAILS

A8.33

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
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0
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3" = 1'-0"1
STOREFRONT SILL @ CONCRETE SLAB

3" = 1'-0"3
STOREFRONT - VERTICAL MULLION- OFFSET

3" = 1'-0"4
STOREFRONT - HEAD - OFFSET

3" = 1'-0"2
STOREFRONT - OFFSET - CORNER CONDITION - POST

3" = 1'-0"5
STOREFRONT - JAMB - OFFSET @ METAL PANEL
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2 Bulletin 2 11/16/2018



BR & SEALANT 7/8" EXTERIOR PLASTER

MTL TRIM. 
DO NOT STOP VERTICAL TRIM AT 
INTERSECTIONS WITH 
HORIZONTAL FLASHING JOINTS 
EXCEPT FOR THRU WALL 
FLASHING.

WD SILL BELOW

VINYL WINDOW PER 
SCHEDULE

GWB WRAP TIGHT TO 
WINDOW

"J" VINYL TRIM

4" WIDE MIN. SAF OVER FLANGE

PENETRATION FLASHING (RUN INTO 
R.O.)

WRB WATERPROOF MEMBRANE

V-NOTCH SILL NAIL FLANGE PER 
MANUFACTURER'S 
RECOMMENDATIONS & DIRECTION 
FOR DRAINAGE

MAINTAIN WEEP HOLES AT WINDOWS 
FREE AND CREAR

3/4" PLYWOOD SHEATHING

BR & SEALANT

1
/2

"

WATERPROOF MEMBRANE

7/8" EXTERIOR PLASTER

FURRING WHERE 
OCCURS. SEE PLAN 

UNIT

LVL - 02

10.23'

EXTERIOR 

UNIT

WINDOW PER WINDOW 
SCHEDULE, REFER TO 
A7.01

WINDOW PER WINDOW 
SCHEDULE, REFER TO A7.01.

7/8" EXTERIOR PLASTER

WATERPROOF MEMBRANE

PLYWOOD SHEATHING

F
L
O

O
R

 A
S

S
E

M
B

L
Y

 0
2

RESILIENT CHANNEL

GYP CRETE

SOUND MAT

VINYL PLANK 
FLOORING

METAL J MOLD

MAINTAIN WEEP HOLES AT WINDOWS 
FREE AND CREAR.

UNIT

TRUSS PER TRUSS
MANUFACTURER

EXTERIOR 

6
 1

/2
"

R
O

O
F

 A
S

S
E

M
B

L
Y

PLYWOOD SHEATHING

BLOWN-IN FIBERGLASS 
INSULATION, MAX 1" FROM 
TOP PLYWOOD SHEATHING

7/8" EXTERIOR PLASTER

WATERPROOF MEMBRANE

2X TOP PLATE

4X HEADER

WINDOW PER WINDOW 
SCHEDULE, REFER TO A7.01

B.O. ROOF STRUCT

19.25'

 1
"

1/2" RESILIENT CHANNEL

FURRING WHERE 
OCCURS. SEE PLAN 

BR & SEALANT

METAL PANEL

MTL TRIM. 
DO NOT STOP VERTICAL TRIM AT 
INTERSECTIONS WITH 
HORIZONTAL FLASHING JOINTS 
EXCEPT FOR THRU WALL 
FLASHING.

WD SILL BELOW

VINYL WINDOW PER 
SCHEDULE

GWB WRAP TIGHT TO 
WINDOW

"J" VINYL TRIM

4" WIDE MIN. SAF OVER FLANGE

PENETRATION FLASHING (RUN INTO 
R.O.)

WRB WATERPROOF MEMBRANE

TERMINATION J MOLDING 
AND SEALANT

SELF ADHESIVE SHEET 
FLASHING

BR & SEALANT

MTL TRIM. 
DO NOT STOP VERTICAL TRIM AT 
INTERSECTIONS WITH HORIZONTAL 
FLASHING JOINTS EXCEPT FOR THRU 
WALL FLASHING.

WD SILL BELOW

VINYL WINDOW PER 
SCHEDULE

GWB WRAP TIGHT TO 
WINDOW

"J" VINYL TRIM

4" WIDE MIN. SAF OVER FLANGE

PENETRATION FLASHING (RUN INTO 
R.O.)

WRB
WATERPROOF MEMBRANE

EXTERIOR PORCELAIN TILE

SELF ADHESIVE SHEET 
FLASHING

MORTAR BED

TILE TERMINATION BAR. FIELD 
PAINTED TO MATCH WINDOW 
TRIM

BR & SEALANT RIGID INSULATION

MTL TRIM. 
DO NOT STOP VERTICAL TRIM AT 
INTERSECTIONS WITH HORIZONTAL 
FLASHING JOINTS EXCEPT FOR THRU 
WALL FLASHING.

WD SILL BELOW

VINYL WINDOW PER 
SCHEDULE

GWB WRAP TIGHT TO 
WINDOW

"J" VINYL TRIM

4" WIDE MIN. SAF OVER FLANGE

PENETRATION FLASHING (RUN INTO 
R.O.)

WRB

WATERPROOF MEMBRANE

BRICK VENEER

SELF ADHESIVE SHEET 
FLASHING

MORTAR / ADHESIVE BED

V-NOTCH SILL NAIL FLANGE PER 
MANUFACTURER'S 
RECOMMENDATIONS & DIRECTION 
FOR DRAINAGE

MAINTAIN WEEP HOLES AT WINDOWS 
FREE AND CLEAR

3/4" PLYWOOD SHEATHING

BR & SEALANT

1
/2

"

WATERPROOF MEMBRANE

EXTERIOR METAL PANEL

J MOLDING EXTRUSION

FOAM TAPE

RUN WRB O/MTL FLASHING

INSULATION

VINYL WINDOW PER 
SCHEDULE

MCSAF WRAP INTO ROUGH 
OPENING

RIM JOIST PER STRUCTURAL

VAPOR RETARDER

"J" VINYL TRIM

3/4" PLYWOOD SHEATHING

WATERPROOF MEMBRANE

EXTERIOR METAL PANEL

DRIP CAP EXTRUSION

V-NOTCH SILL NAIL FLANGE PER 
MANUFACTURER'S 
RECOMMENDATIONS & DIRECTION 
FOR DRAINAGE

MAINTAIN WEEP HOLES AT WINDOWS 
FREE AND CLEAR

3/4" PLYWOOD SHEATHING

BR & SEALANT

1
/2

"

WATERPROOF MEMBRANE

MORTAR BED

TILE TERMINATION BAR

SASF

EXTERIOR PORCELAIN TILE

RUN WRB O/MTL FLASHING

INSULATION

VINYL WINDOW PER 
SCHEDULE

MCSAF WRAP INTO ROUGH 
OPENING

RIM JOIST PER STRUCTURAL

VAPOR RETARDER

"J" VINYL TRIM

3/4" PLYWOOD SHEATHING

WATERPROOF MEMBRANE

EXTERIOR PORCELAIN TILE

DRIP CAP EXTRUSION

MORTAR BED

V-NOTCH SILL NAIL FLANGE PER 
MANUFACTURER'S 
RECOMMENDATIONS & DIRECTION 
FOR DRAINAGE

MAINTAIN WEEP HOLES AT WINDOWS 
FREE AND CLEAR

3/4" PLYWOOD SHEATHING

BR & SEALANT

1
/2

"

WATERPROOF MEMBRANE

EXTERIOR BRICK VENEER

MTL TRIM 

SASF

MORTAR BED

RIGID INSULATION

RUN WRB O/MTL FLASHING

INSULATION

VINYL WINDOW PER 
SCHEDULE

MCSAF WRAP INTO ROUGH 
OPENING

RIM JOIST PER STRUCTURAL

VAPOR RETARDER

"J" VINYL TRIM

3/4" PLYWOOD SHEATHING

WATERPROOF MEMBRANE

EXTERIOR BRICK VENEER

SHEET METAL TRIM, FIELD PAINTED 
TO MATCH WINDOW TRIM

MORTAR BED

RIGID INSULATION
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WINDOW DETAILS

A8.41

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
.1

6
.2

0
1

8

3" = 1'-0"1
WINDOW JAMB AT EXTERIOR PLASTER WALL

3" = 1'-0"2
WINDOW SILL AT EXTERIOR PLASTER WALL

1 1/2" = 1'-0"3
WINDOW HEADER / SILL @ EXTERIOR PLASTER WALL

1 1/2" = 1'-0"4
EXTERIOR WALL AT ROOF / WINDOW

3" = 1'-0"13
WINDOW JAMB AT EXTERIOR METAL PANEL WALL

3" = 1'-0"5
WINDOW JAMB AT EXTERIOR PORCELAIN TILE WALL

3" = 1'-0"9
WINDOW JAMB AT EXTERIOR BRICK VENEER WALL

3" = 1'-0"14
WINDOW SILL AT EXTERIOR METAL PANEL WALL

3" = 1'-0"15
WINDOW HD AT EXTERIOR METAL PANEL WALL

3" = 1'-0"6
WINDOW SILL AT EXTERIOR PORCELAIN TILE WALL

3" = 1'-0"7
WINDOW HD AT EXTERIOR PORCELAIN TILE WALL

3" = 1'-0"10
WINDOW SILL AT EXTERIOR BRICK VENEER WALL

3" = 1'-0"11
WINDOW HD AT EXTERIOR BRICK VENEER WALL

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

2 Bulletin 2 11/16/2018
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COUNTER-FLASHING

WRB OVER COUNTER FLASH

WALL TYPE PER PLAN

ROOF MEMBRANE

MAIN ROOF FRAMING

FULLY ADHERED AIR/VAPOR 
BARRIER RUN UP WALL 

HT SASF BEHIND FLASHING. LAPS 
ROOF MEMBRANE

SEALANT

3
"

2X BLOCKING

T.P.O. ROOFING 
MEMBRANE; RUN UP AND 

UNDER T.O. PARAPET

PREFABRICATED TRUSS

1
/2

"

4
"

PLASTER J MOLD

PRE-FINISHED METAL COPING, 
FACTORY PRIMED FIELD PAINT

HT SASF UNDER METAL 
COPING, LAPS OVER WRB 
BELOW

CONT. CLEAT

PLYWOOD SHEATHING

7/8" EXTERIOR CEMENT 
PLASTER

PT 2X2 WOOD BLOCKING

SLOPE 1/2"/FT
TO ROOF

WRB

HT SASF LAPS OVER ROOFING 
MEMBRANE MIN. 2" 

BLOWN-IN INSULATION

1
"1

"
1

1
"

CONDUCTOR HEAD

METAL SCUPPER, SOLDER 
ALL SEAMS

SEALANT  BACKER ROD

SINGLE-PLY MEMBRANE 
ROOFING

FLASHING

SINGLE-PLY MEMBRANE 
ROOFING ON PARAPET

SEE PLANS

1/2"

WALL FINISH PER PLAN

J MOLD

SEE PLANS6"SEE PLANS

2
"

8
"

PLYWOOD SHEATHING

2x PARAPET FRAMING @ 16 OC

METAL OVERFLOW SCUPPER

SEALANT W/ BACKER ROD

J MOLD

METAL SCUPPER

SINGLE-PLY MEMBRANE ROOFING

CONDUCTOR HEAD

DS

____________________

A8.51
8

4
"

PRE-FINISHED METAL COPING, 
FACTORY PRIMED FIELD PAINT

HT SASF UNDER METAL COPING, 
LAPS OVER WRB BELOW

PLYWOOD SHEATHING

EXTERIOR METAL PANEL

TERMINATION J 
MOLDING EXTRUSION

SLOPE 1/2"/FT
TO ROOF

WRB

.

5 1/2"

2X12 JOIST PER STRUCTURAL

BLOWN-IN INSULATION

T.P.O. ROOFING 
MEMBRANE; RUN UP AND 

UNDER T.O. PARAPET

SHEATHING

EXTERIOR BRICK VENEER

SLOPE 1/2"/FT
TO ROOF

WRB

  

5 1/2"

2X12 JOIST PER STRUCTURAL

BLOWN-IN INSULATION

22 GA METAL WEEP SCREED

MORTAR

RIGID INSULATION

MAX 1.8%

TRAFFIC COATING, AVM SYSTEM 
100,  AVM CRETE 6400

5/8" PLYWOOD OVER 3/4" 
PLYWOOD

EXTERIOR BRICK VENEER

MORTAR

RIGID INSULATION

2
"

BRICK CAP
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ROOF DETAILS

A8.51

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
.1

6
.2

0
1

8

1 1/2" = 1'-0"1
TYPICAL ROOF TO WALL DETAIL

1 1/2" = 1'-0"3
EXTERIOR PLASTER PARAPET DETAIL

1 1/2" = 1'-0"8
ROOF SCUPPER SECTION

1 1/2" = 1'-0"5
ROOF SCUPPER PLAN

1 1/2" = 1'-0"6
EXTERIOR METAL PANEL PARAPET DETAIL

1 1/2" = 1'-0"9
EXTERIOR BRICK VENEER PARAPET DETAIL AT ROOF DECK

(ROOF SIM)

REV # DESCRIPTION DATE

2 Bulletin 2 11/16/2018
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8"

3"

4
"

8"

V
A
R
.

6
"

M
IN
.

3
"

C
LR
.

2'-0"

3
"

C
LR
.1
'-
0
"

3"
CLR.

6
' 
M
IN
.

3
' 
M
A
X
.

6
'-
0
"8
'-
0
"

8
'-
1
0
"

4
'-
0
"

4
"

1'-6"

2'-8" EQ. EQ. 2'-8"6" MAX

2
'-
0
"

6
'-
0
"

2
'-
0
"

8" 8'-8" 8"

1" CLR. 1" CLR.

5
'-
6
"

6
"

E
Q
.

E
Q
.

6
"

8
'-
0
" 
M
IN

TRELLIS POST
BASE

WALL
DETAIL

POST & HINGE
DETAIL

TRASH ENCLOSURE
NOTES

TRASH ENCLOSURE
ELEVATIONS

4"x12"x~6" BASE PLATE
W/(2) 1/2"∅ ANCHORS.
6" MIN EMBED INTO
WALL.

~3

HSS 3"x3"x~4" POST
~C

2" CMU OR
CONCRETE CAP

CONT.  6"h x 6"w CONCRETE
CURB WITH 1-#4 CONT. REBAR.

6" THK. CONCRETE SLAB W/ #3
BARS AT 18" ON CENTERS EACH

WAY ON 12" COMPACTED SUBGRADE

CONT. FOOTING WITH 3-#4
CONT. REBARS

#4 HORIZ AT 24" O.C.
MAX. (24" MIN. LAP AT

CORNERS & CENTER WALL)

#4 VERT. @ 32" O.C.
(CENTERED)

HSS 4"x2"x3/16" LATTICE
w/ CAPED ENDS @ 12"

O.C. (PAINT)

~3

~3 2"

HSS 6"x4"x1/4" BEAM w/
CAPED ENDS (PAINT)

HSS 3"x3"x~4" POST
(PAINT)

22 GA. MIN. SHEET METAL GATE
SIDING ATTACHED TO FRAME WITH
#12 STAINLESS STEEL SELF
DRILLING HEX HEAD SCREWS @
12" O.C.

2-1/2" SQ. x 3/16" THK.
STL. TUBE FRAME. (PAINT)

(3) HEAVY DUTY NRP SELF
CLOSING STEEL HINGES WELDED TO
GATE AND  SUPPORT POST, PAINT
TO MATCH CANE BOLT, POST, AND
GATE (TYP.)

SOLID GROUT FILLED CMU
WALL

5" SQ. STD. WEIGHT STEEL
POST, CONCRETE FILLED.
EMBED IN 18"∅ x36" DEEP
CONCRETE FOOTING.

USE CONCRETE CHANNEL BLOCK WHERE HORIZONTAL
STEEL IS CALLED OUT.

CONCRETE SHALL BE 1:2-1/2:3-1/2 MACHINE MIX
WITH MAXIMUM OF 7-1/2 GALLONS PER SACK OF
CEMENT.

REINFORCING STEEL SHALL BE STRUCTURAL GRADE,
fs = 20,000 psi.

REINFORCING STEEL BARS SHALL OVERLAP 40 BAR
DIAMETERS MIN.

ALL BLOCK SHALL BE LAID UP IN MORTAR WITH FULL
HEAD AND BED JOINTS.  WEBS OF EACH COURSE
SHALL CENTER ON WEBS OF COURSE BELOW.

ALL CELLS IN WHICH STEEL IS PLACED SHALL BE
GROUT FILLED, IF NOT SOLID GROUTED.

MORTAR SHALL BE 1-PART CEMENT, 3-1/2 PARTS
SAND (THE PART LIME OPTIONAL).

POUR FOOTING AND PIERS AGAINST UNDISTURBED
NATURAL SOIL OR AGAINST SOIL THAT HAS BEEN
COMPACTED TO 90% OPTIMUM DENSITY PER A.A.S.H.D.
T99-49.

THE CONTRACTOR SHALL OBTAIN A PERMIT FROM THE
LOCAL BUILDING AND SAFETY OFFICE PRIOR TO
CONSTRUCTION.

ANY HEIGHT OF BLOCK WALL OVER 6 FEET SHALL
REQUIRE STRUCTURAL CALCULATIONS.

CONCRETE MASONRY UNIT BLOCK WALL WILL BE
CONSTRUCTED OF PRECISION CMU BLOCK, WITH 2"
CMU OR CONCETE CAP.

INSTALL B-DECK PER MANUFACTURERS
SPECIFICATIONS.

1/2"∅ A.B. x 6" LONG
WELDED TO STEEL POST AT
16" O.C. (TYPICAL)

6
'-
0
"

6"x8"x16" CMU WALL, SOLID
GROUT, PAINTED TO MATCH

BUILDING

SCALE: 3/4" =1'-0"

SCALE: 3/4" =1'-0"

SCALE: 3/4" =1'-0"

(1) ~w"∅ x 24" LONG CANE
BOLT PER GATE LEAF W/ 8" MIN.
EMBEDMENT INTO CONCRETE.
LOCATE ONE OUTSIDE OF GATE W/
HASP & LOCK AND ONE INSIDE
WITHOUT LOCK

HSS 5x5x~4" POST, CONCRETE
FILLED. EMBED INTO 18"∅ x 48"
DEEP CONCRETE FOOTING

(3) HEAVY DUTY NRP SELF
CLOSING STEEL HINGES WELDED TO
GATE AND  SUPPORT POST, PAINT
TO MATCH CANE BOLT, POST, AND
GATE (TYP.)

SCALE: 3/8" =1'-0"

H-MOLDING EXTRUSION PER MFR

WRB

EXTERIOR METAL PANEL

SHEATHING

FOAM TAPE PER MFR 
RECOMMENDATIONS

NOTE:   FIELD PRIME ALL FIELD CUT METAL PANEL 
EDGES WITH MANUFACTURER'S RECOMMENDED 
ALKALI-RESISTANT PRODUCT

CONTINUOUS SEALANT

FASTENER PER MFR 
RECOMMENDATIONS

PRE-PRIMED SHEET METAL TRIM, FIELD 
PAINTED TO MATCH EXTERIOR METAL PANEL

VERTICAL 3/4"X3" PT PLYWOOD FURRING @ FIBER 
CEMENT PANEL

WRB

EXTERIOR METAL PANEL, PAINTED, TYP, 
ACCENT METAL PANEL @SIM. CONDITION

WALLTYPE PER 
PLAN

4"

4
"

SAF STRIP

PROVIDE TRIM PROTECTION OR SEAL 
EDGES PER MANUFACTURER,  TYPICAL

NOTE:   FIELD PRIME ALL FIELD CUTMETAL PANEL EDGES WITH 
MANUFACTURER'S RECOMMENDED ALKALI-RESISTANT PRODUCT

CONTINUOUS SEALANT AND BACKER ROD
TILE TERMINATION BAR

PORCELAIN TILE 

PORCELAIN TILE 

FOAM TAPE PER MFR

VERTICAL 3/4"X3" PT PLYWOOD FURRING @ FIBER 
CEMENT PANEL

WRB

EXTERIOR METAL PANEL, PAINTED, TYP, 
ACCENT METAL PANEL @SIM. CONDITION

WALL TYPE 
PER PLAN

4"

4
"

SAF STRIP

OUSIDE CORNER EXTRUSION

NOTE:   FIELD PRIME ALL FIELD CUT METAL PANEL EDGES WITH 
MANUFACTURER'S RECOMMENDED ALKALI-RESISTANT PRODUCT

WRB

4"

4
"

SAF STRIP

NOTE:   FIELD PRIME ALL FIELD CUT METAL PANEL EDGES WITH 
MANUFACTURER'S RECOMMENDED ALKALI-RESISTANT PRODUCT

TILE OR PLASTER, WHERE 
OCCURS

ANGLE TRIM

EXTERIOR METAL PANEL

J MOLDING EXTRUSION

FOAM TAPE PER MFR

SEALANT AND BACKER ROD

H-MOLDING EXTRUSION PER MFR

WRB

PLASTER J MOLD

SHEATHING

FOAM TAPE PER MFR 
RECOMMENDATIONS

NOTE:   FIELD PRIME ALL FIELD CUT METAL PANEL 
EDGES WITH MANUFACTURER'S RECOMMENDED 
ALKALI-RESISTANT PRODUCT

CONTINUOUS SEALANT

FASTENER PER MFR 
RECOMMENDATIONS

7/8" EXTERIOR CEMENT PLASTER
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EXTERIOR WALL DETAILS

A8.61

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
.1

6
.2

0
1

8

6" = 1'-0"1
METAL PANEL @ VERTICAL JOINT

6" = 1'-0"2
PLAN TRANSITION TO PLASTER OR TILE @ OUTSIDE CORNER

3/8" = 1'-0"3
TRASH ENCLOSURE AT SOUTHERN PARKING

6" = 1'-0"4
PLAN TRANSITION @ OUTSIDE CORNER

6" = 1'-0"5
PLAN TRANSITION TO PLASTER OR TILE @ INSIDE CORNER

6" = 1'-0"6
METAL PANEL @ VERTICAL JOINT
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LVL - 02

10.23'

BOLT, REFER TO STRUCTURAL 
DRAWINGS

3/8" X 8 1/2" STEEL PLATE 
PRE DRILLED, REFER TO 
STRUCTURAL DRAWINGS

STEEL ANGLE DRIP, FIELD PAINT TO 
MATCH PLASTER

WATERPROOF MEMBRANE

SECTION

PLAN

3/4" X 1 1/2" HSS @ 3 1/2" O.C. CAP ALL ENDS

STEEL PLATE BELOW

EDGE OF BALCONY BELOW

3
 1

/2
"

3
 1

/2
"

3
' 
- 

6
"

ELEVATION

3/4" X 1 1/2" HSS VERTICAL BAR
@ 3 1/2" O.C. CAP ALL ENDS

BALCONY
EDGE BEYOND

SPACE ATTACHMENT PER 
STRUCTURAL DRAWINGS

2 7/8"

1 3/8"1 3/8" 2"

1
 7

/8
"

5
"

8
 1

/2
"

3/4"

3/4" EXTERIOR PLYWOOD

TRAFFIC COATING AVM 
CRETE 6200

1 1/2" X 1 1/2" X 1/4" HSS,
WELD TO HSS VERTICAL 
BAR

2 1/8"
2 1/2" MAX GAP

3/4" X 1 1/2" HSS

7/8" MIN EXTERIOR PLASTER

7/8" MIN EXTERIOR PLASTER

STEEL ANGLE DRIP, FIELD PAINT 
TO MATCH PLASTER

4
' 
- 

7
"

1" STEEL SPACER WELDED 
TO PLATE

1 1/2" x 1 1/2" x 1/4" HSS, WELD TO HSS 
VERTICAL BAR

1 1/2" x 1 1/2" x 1/4" HSS, WELD TO HSS 
VERTICAL BAR

5/8" EXTERIOR PLYWOOD

2

HSS 2X14 (TRELLIS) WELD TO STEEL 
PLATE AT STAIR 1 LANDING

SECTION

LVL - 02

10.23'

3
' 
- 

6
"

2
 5

/8
"

5
"

8
 1

/2
"

2 1/8"

ELEVATION

3/4" X 1 1/2" HSS VERTICAL BAR
@ 3 1/2" O.C. CAP ALL ENDS

BALCONY
EDGE BEYOND

SPACE ATTACHMENT PER 
STRUCTURAL DRAWINGS

7/8" MIN EXTERIOR PLASTER

STEEL ANGLE DRIP, FIELD PAINT 
TO MATCH PLASTER

4
' 
- 

7
 3

/4
"

PLAN

3/4" X 1 1/2" HSS @ 3 1/2" O.C. CAP ALL ENDS

STEEL PLATE BELOW

EDGE OF BALCONY BELOW

3
 1

/2
"

3
 1

/2
"

BOLT, REFER TO STRUCTURAL 
DRAWINGS

3/8" X 8 1/2" STEEL PLATE 
PRE DRILLED, REFER TO 
STRUCTURAL DRAWINGS

STEEL ANGLE DRIP, FIELD PAINT TO 
MATCH PLASTER

WATERPROOF MEMBRANE

3/4" EXTERIOR PLYWOOD

TRAFFIC COATING AVM 
CRETE 6200

1 1/2" X 1 1/2" X 1/4" HSS, 
WELD TO HSS VERTICAL 
BAR

2 1/2" MAX GAP

3/4" X 1 1/2" HSS

7/8" MIN EXTERIOR PLASTER

1" STEEL SPACER WELDED 
TO PLATE

3
 1

/8
"

1 1/2" x 1 1/2" x 1/4" HSS, WELD TO HSS 
VERTICAL BAR

1 1/2" x 1 1/2" x 1/4" HSS, WELD TO HSS 
VERTICAL BAR

5/8" EXTERIOR PLYWOOD

2
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RAILING & GUARDRAIL
DETAILS

A8.71

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
.1

6
.2

0
1

8

3" = 1'-0"1
GUARDRAIL DETAIL AT EGRESS BALCONY

3" = 1'-0"2
GUARDRAIL DETAIL AT ROOF
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OUTLET BOX, TYP.

24" MIN.

BOX 
PUTTY 
PAD, TYP.

CONT. 
ACOUSTICAL 
SEALANT AROUND 
ENTIRE PERIM., 
TYP.

2X STUD FRMG.  - SEE 
STRUC. DWGS. W/ 
BLOWN-IN  INSULATION 
(BATT INSULATION 
WHERE REQUIRED, 
REFER TO TITLE 24) 
WHERE OCCURS

INTERIOR FINISH

TYPICAL SINGLE 
STUD PARTITION 

WITH SOUND 
ISOLATION

NOTE:
THIS DETAIL APPLIES TO POWER, 
PHONE, COMMUNICATIONS, ETC. IN 
SOUND RATED WALL ONLY

NOTE:
THIS DETAIL APPLIES TO ELECTRICAL, TV, INTERCOM AND TELEPHONE OUTLETS IN SOUND 
RATED WALLS - SEE OTHER DRAWINGS FOR WALL CONSTRUCTION

ELECTRICAL 
OUTLET IN 
APARTMENT

ELECTRICAL OUTLET 
ON OPPOSITE SIDE OF 
WALL

24" MIN. SEPARATION

ELEVATION

22

VENEER FINISH AT BASE
TO MATCH CABINETS

VENEER FINISH 
AT ALL EXPOSED 
SURFACES PER INTERIOR 
ELEVATIONS 

3/4" ADJUSTABLE 
SHELVES TYP. PER INTERIOR 
ELEVATIONS

1-1/2" X 1-1/2" STEEL PULL 
HANDLES 

COUNTERTOP AND EXTENDED 
BACKSPLASH. BACKSPLASH 
RETURNS TO GWB WALLS 
ADJACENT TYP

3"

3
4
" 

M
A

X

4
"

4
"

F
IX

E
D

 S
H

E
L
F

 A
T

 M
O

B
I L

IT
Y

 A
N

D
 U

N
IV

E
R

S
A

L
 U

N
IT

S

1
' 
- 

3
"

(24" MAX)

1' - 10 1/2"

3/4" MELAMINE ADJUSTABLE 
SHELF. FINISH TO MATCH 
CABINET INTERIOR

VENEER FINISH PER INT. 
ELEV.  AT ALL EXPOSED 
EXTERIOR SURFACES

BASE AND FINISH FLOOR.  

DRAWER WITH PLASTIC 
LAMINATE FRONT - FALSE 
FRONT AT SINK LOCATION

PULL

COUNTER FINISH PER 
INT. ELEV. AT ALL 
EXPOSED EXTERIOR 
SURFACES 

PARTITION

SHELF PIN HOLES

BLOCKING, TYPICAL

U
.O

.N
.

5
 1

/4
"

T
Y

P

4
"

 
3" TYP

ANY BUILD UP AT 
UNDERSIDE OF 
COUNTERTOP OR TOP OF 
CABINET SHALL BE 
CONTINUOUS - NO GAPS

EXTENDED 
BACKSPLASH WHERE 
OCCURS.  

1
/4

"

1-1/2" X 1-1/2" STEEL PULL 
HANDLES 

3
4
" 

M
A

X

F
IX

E
D

 S
H

E
L

F
 A

T
 M

O
B

IL
IT

Y
 A

N
D

 U
N

IV
E

R
S

A
L
 U

N
IT

S

1
' 
- 

3
"

(24" MAX)

1' - 10 1/2"

COUNTERTOP AND BACKSPLASH 
(BACKSPLASH FLUSH WITH UPPER 
COUNTER)

 
2

' 
- 

1
0

"

BLOCKING, TYPICAL

SINK BOWL, PROVIDE INSULATING 
SLEEVE AT TRAP AND HOT WATER 
PIPING (NOT SHOWN)

PLAM  FINISH AT ALL EXPOSED 
EXTERIOR SURFACES

1/2"X4" PAINTED MDF 
BASE TYP.

SHELF PIN HOLES
4

"

TOP OF RIM
OF SINK

PROVIDE INSULATING 
SLEEVE ON DRAIN 
AND HOT WATER 
PIPING

SOLID SURFACE 
EXTENDED BACKSPLASH

S
IN

K
 R

IM
, 

T
Y

P
. 
U

.O
.N

.

3
4

" 
T

O
 T

O
P

 O
F

SOLID SURFACE 
COUNTERTOP WITH EASED 
EDGE AND INTEGRAL 
APRON

2
7
" 

C
L
E

A
R

MIRROR WHERE OCCURS, 
BOTTOM OF MIRROR AT 40" 
MAX A.F.F.

SINK WHERE 
OCCURS

(24" MAX)

1' - 10 1/2"

9
" 

M
IN

1
' 
- 

0
"

METAL 
BLOCKING

STEEL ANGLE 
SUPPORT 

BRACKETS, 
4'-0" O.C. MAX

7
"

1
' 
- 

3
"

4
"

8" MIN

PARTITION

BASE AND FINISH 
FLOOR

HOT WATER AND DRAIN 
PIPES UNDER ACCESSIBLE 

LAVATORIES SHALL BE 
INSULATED OR OTHERWISE 
COVERED. THERE SHALL BE 

NO SHARP OR ABRASIVE 
OBJECTS OR SURFACES 

UNDER LAVATORIES.

6" MAX.

2
9

" 
M

IN
.

2
7

" 
M

IN
.

4
"

3
4

" 
M

A
X

.

9
"

8" MIN.

17" MIN.

1
 1

/2
"

3
 1

/2
"

1 1/2"

SOLID SURFACE COUNTER, 
SPLASH & APRON, W/ 

BULLNOSE @ FRONT EDGE

UNDERMOUNT 
SINK

TOP OF RIM OF SINK

BLOCKING, TYPICAL

WALLTYPE PER PLAN

MELAMINE FINISH AT 
CABINET INTERIOR

FINISH AT ALL EXPOSED 
EXTERIOR SURFACES PER 
INTERIOR ELEVATION

(2) 3/4" MELAMINE 
ADJUSTABLE SHELVES ON 
SHELF PIN SUPPORTS. 

PULL

BLOCKING, TYPICAL

1/4" CABINET BACK 
FINISH TO MATCH 
CABINET INTERIOR

PER INT. 
ELEV.

PULL AT 48" MAX. AFF
AT MOBILITY / UNIVERSAL 
UNITS

DOUBLE STUD @ JAMB

NO OBJECT SHALL
PROTRUDE MORE  THAN
4" BEYOND F.O. WALL

SEMI-RECESSED FIRE
EXTINGUISHER CABINET.  
PROVIDE UL RATED 
2A-60B:C FIRE 
EXTINGUISHER

4
'-
0
" 

M
A

X
. 
A

B
O

V
E

 F
IN

.F
L
R

. 
 

SILL DETAIL

HEAD DETAIL
(JAMB SIM)

4"

VERIFY 
OPENING 
w/MNF.

4"

5/8" TYPE "X" GWB

ONE PIECE 
PREFABRICATED 
FIBERGLASS SHOWER
STALL REFER TO MANUF.

5/8" MOISTURE 
RESISTANT GYP. BD.

BATT SOUND INSULATION 
WHERE OCCURS

GYP BD.  REFER TO WALL 
ASSEMBLY

GYP BD LAYER TO CONCEAL 
SHOWER FLANGE

W.R. GYP BOARD

1
"

100 % SILICONE CONT BEAD,
TYPICAL AT EDGES

PREFABRICATED 
SHOWER UNIT W/ 
FLANGES

GALV. TRUSS HEAD 
SCREWS INTO THE 
STUD, PER MANUF. 

CONT. GYP. BD. LAYER TO 
CONCEAL SHOWER FLANGE

CORNER BEAD

MOISTURE
RESISTANT 

GYP. BD 

PLUMBING PIPES TO
SHOWER STALL

PREFABRICATED 
SHOWER STALL

1' - 4" 1' - 4"

VERIFY W/ MANUF.

1' - 8" 5 1/4"

3/4" 1/2"

4
 1

/2
"

1
' 
- 

4
"

1
' 
- 

4
"

DRAIN

VERIFY CONNECTION DETAILS WITH SHOWER MANUF. INSTRUTIONS

____________________

A8.81
12

____________________

A8.81
12

____________________

A8.81
14

____________________

A8.81
11

____________________

A8.81
16

____________________

A8.81
13

5/8" MOISTURE AND MOLD 
RESISTANT GYP REFER TO 
SPECIFICATIONS

ONE PIECE PREFABRICATED 
SHOWER STALL

1X WOOD STUDS @ 16" 
O.C.

LEVELING COMPOUND

SILICON SEALANT @ TILE FLANGE

CONCRETE SLAB OR FRAMED 
FLOOR - WHERE OCCURS

ONE PIECE PREFABRICATED 
SHOWER PAN

SHOWER DRAIN W/ 
CLAMPING RING. 

DRAIN REQUIRED TO 
BE FLUSH W/ F.F.

INTEGRAL LEVEL SUPPORT

CONCRETE SLAB 
CUT OUT

* 1/8" THK VINYL  FLOORING UNLESS
OTHERWISE INDICATED  REFER TO FINISH 
SCHDULE

ROLLOVER CURB  BY MANUF.

ADHESIVE BY 
MANUFACTURER

T-SHAPED RUBBER WATER STOPPER
BY MANUF.

2% MAX SLOPE

W
H

E
N

 D
E

P
R

E
S

S
E

D
1

/2
" 

M
A

X
.

STUD FRAMING

1 LAYER 5/8" MOISTURE 
RESISTANT GYP. BD.

2 LAYERS 5/8" MOISTURE 
RESISTANT GYP. BD

PREFABRICATED SHOWER STALL

PLUMBING PIPES TO SHOWER 
STALL

V
E

R
IF

Y
 W

/ 
M

A
N

U
F

.
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KENSINGTON CAMPUS
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WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W
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11.16.2018
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WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367
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1 1/2" = 1'-0"1
OUTLET BOX DETAIL

3" = 1'-0"2
ELECTRICAL OUTLETS SOUND RATED WALLS

1 1/2" = 1'-0"3
BASE CABINET

1 1/2" = 1'-0"4
BASE CABINET WITH DRAWERS

1 1/2" = 1'-0"5
BASE CABINET WITH SINK

1 1/2" = 1'-0"6
BASE CABINET WITH SINK

1" = 1'-0"7
SINK AT LAUNDRY COUNTER

1 1/2" = 1'-0"8
UPPER CABINET TYPICAL

3" = 1'-0"9
RECESSED FIRE EXTINGUISHER

3" = 1'-0"12
SHOWER FLANGE AT WALL

6" = 1'-0"11
SHOWER FLANGE AT CORNER

3/4" = 1'-0"10
PRE MANUFACTURED SHOWER PLAN

3" = 1'-0"13
PREFABRICATED SHOWER BASE

3" = 1'-0"14
SHOWER THRESHOLD AT CONCRETE STRUCTURE

1 1/2" = 1'-0"16
PIPING DETAIL AT PRE-MANUFACTURED SHOWER ENCLOSURE

*IF IN CASE THE TRESHHOLD EXCEEDS 1/2", PROVIDE FLOATING FLOOR FINSH 
TO ACHIVE MAXIMUM ALLOWABLE LEVEL CHANGE PER 11B-608.7

REV # DESCRIPTION DATE

2 Bulletin 2 11/16/2018



1
1
"

M
A

X
.

3
"

HARDWOOD VANITY 
EDGE SUPPORT 
BRACKET, SEE DETAIL 

REMOVING BASE 

CABINET TO
EXPOSE KNEE SPACE

BACK AND CROSS 
AND
MEMBER MAY NEED 
TO BE REMOVED FOR 
PLUMBING
AND LABORATORY
CLEARANCE

PLYWOOD GUSSETS 
FOR
STIFFENING SIDES

STANDARD BASE CABINET

MODIFIED TO BE 
REMOVABLE

FIXED BASE CABINET 
W/
DRAWERS

VANITY TOP
W / SINK

REMOVABLE BASE CABINET

FLOOR FINISH CONTINUOUS
UNDER REMOVABLE BASE
CABINET

BASE

REMOVE TO CLEAR
HARDWOOD APRON
SUPPORTING SINK

HARDWOOD 
VANITY
EDGE SUPPORT
BRACKET

UNDER SINK 
LAVATORY PIPE 
INSULATION -
REFER TO SPECS. 
& PLUMBING 
DWG'S.

COUNTER

HARDWOOD
CONTINUOUS
SUPPORT
LEDGER

BACKING 
AS
REQUIRED

MIN. KNEE 
CLEARANCE AT 
SINK 

9
"

6" MAX.

(17"  MIN.)

1' - 11"

2
9
"

.

2
' 
- 

1
0

"

3
"

1
 1

/2
"

TO RIM OF SINK

3/4" MAPLE 
HARDWOOD SHELF, 
EDGE & LEDGER, STAIN

NOTE: STAIN TO MATCH LAVATORY 
CABINET.

2
"

SEE PLAN FOR DEPTH

VARIES
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1/2" = 1'-0"1
REMOVABLE CABINET AT VANITY

1 1/2" = 1'-0"2
REMOVABLE CABINET AT VANITY

3" = 1'-0"3
LINEN SHELF

REV # DESCRIPTION DATE



SINGLE-PLY ROOF MEMBRANE

2X FRAMING @ 16"OC

ROOFING BASE TIE-IN PER MFR. 
REQUIREMENTS

24 GA GALVANIZED METAL PAD
COVER WITH DRIP EDGE,  FOR
SEAMS PROVIDE FLAT-LOCK SEAMS
OR MIN 6" OVERLAPPING JOINT WITH
(2) BEADS OF CAULKING

SINGLE-PLY ROOF MEMBRANE

BATT INSULATION

CONTINUOUS UNISTRUT TO
ANCHOR EQUIPMENT

MINIMUM PAD DIMENSIONS PER
EQUIPMENT MANUFACTURER

SLOPE ROOF
PER PLAN

3-1/2" LIGHT WEIGHT CONCRETE,WITH 
REINFORCING, OVER 3/4" PLYWOOD SHEATHING

8
" 

M
IN

1/4" COVER BOARD

SINGLE-PLY ROOF
MEMBRANE

FLASHING
MEMBRANE

MEMBRANE CAP

PLUMBING VENT OR
MECHANICAL FLUE

DRAWBAND

PREFABRICATED
MEMBRANE FLASHING

SINGLE PLY
ROOFING

ROOF SHEATING

EXTERIOR 

SHEATHING PAPER 
CONTINUOUS BEHIND REVEAL 
EXTENDING  MIN. 12" ABOVE 
AND BEHIND SHEATHING 
PAPER THAT LAPS OVER  
REVEAL FLANGE

INTERIOR 

METAL LATH CUT AND  
INSTALLED OVER REVEAL 
FLANGES

EXTERIOR CEMENT PLASTER

EXPANSION JOINT / XJ15-3 TYPE

ATTACH EXPANSION JOINT TO 
FRAMING. LAP WATER  ESISTANT 
BARRIER OVER EXPANSION 
JOINT / REVEAL FLANGE

FRAMING

WALL SHEATHING PER 
PARTITION TYPE

MIN 2" SOLID WOOD STUDS

PLYWOOD SHEAR PANEL, 
WHERE OCCURS

PLYWOOD SHEAR PANEL, 
WHERE OCCURS

WALL SHEATHING 
PER PARTITION TYPE

INSULATION

WOOD STUDS PER 
PARTITION TYPE

8"

20 GA
PRE-FINISHED 
BREAK METAL

EXTERIOR INTERIOR 

1/2" THICK 
THRU  BOLT
(4 TOTAL AT 
EACH ANCHOR) 

3/16" THICK  X 4" 
X 9" STEEL PLATE

3/4" STEEL BOLT 
AND LOCK 
WASHER

3/8" THICK X 4"
X 9 1/4" X 9"
LONG L-METAL

3/8" X 2 1/2" 
STEEL FLAT BAR

3/4" STEEL RUNG @ 12" O.C.

3/4" STEEL BOLT AND LOCK 
WASHER

3/8" X 2 1/2" STEEL FLAT BAR

3/8" THICK X 4" X 9 1/4" X 9" 
LONG L-METAL

3/16" THICK  X 4" X 9" STEEL 
PLATE

1/2" THICK THRU  BOLT (4 
TOTAL AT EACH ANCHOR) 

WINDOW ABOVE OR BELOW 
PER PLANS 

PLYWOOD SHEAR PANEL 
(WHERE OCCURS)
AND/OR FINISH MATERIAL

INSULATION

PLYWOOD SHEAR PANEL 
(WHERE OCCURS) 
AND/OR FINISH MATERIAL

PLYWOOD SHEAR PANEL 
(WHERE OCCURS)
AND/OR FINISH MATERIAL

INSULATION

PLYWOOD SHEAR PANEL 
(WHERE OCCURS) 
AND/OR FINISH MATERIAL

INSULATION

PLYWOOD SHEAR PANEL 
(WHERE OCCURS) 
AND/OR FINISH MATERIAL

2X FRAMING AT "T" INTERSECTION2X FRAMING AT CORNER 

POST AT "T" INTERSECTIONPOST AT CORNER 

INSULATION

PLYWOOD SHEAR PANEL 
(WHERE OCCURS) 
AND/OR FINISH MATERIAL

SHEATHING (REFER TO
WALL TYPES & STRUCTURAL
DRAWINGS), TYP.

SELF-ADHERING
SHEET FLASHING, TYP.

SHEATHING (REFER TO
WALL TYPES & STRUCTURAL
DRAWINGS), TYP.

SELF-ADHERING
SHEET FLASHING, TYP.

SHEATHING (REFER TO
WALL TYPES & STRUCTURAL
DRAWINGS), TYP.

SELF-ADHERING
SHEET FLASHING, TYP.

SHEATHING (REFER TO
WALL TYPES & STRUCTURAL
DRAWINGS), TYP.

SELF-ADHERING
SHEET FLASHING, TYP.

ROUGH O
PENIN

G 

TYP.

R
O

U
G

H
 O

P
E

N
IN

G
 

T
Y

P
.

NOTES:
- INSTALL SASF AS SHOWN ABOVE BY WRAPPING THE ROUGH OPENING INSIDE SURFACE.
- A NAIL-ON WINDOW TO BE INSTALLED OVER THE SASF. 
  LEAVE ROOM FOR W.P.M. TO INSERT UNDER BOTTOM FLANGE
- INSTALL SECOND PIECE OF SASF OVER WINDOW HEAD FLANGE
- INSTALL WATERPRROF MEMBRANE UNDER BOTTOM WINDOW FLANGE AND OVER TOP FLANGE

1

2

3

4

WINDOW INSTALLATION:

1. SET WINDOW IN BEAD OF CAULK APPLIED TO FLEXIBLE FLASHING.
2. CAULK JOINT OF WINDOW FLANGE TO FLEXIBLE FLASHING.
3. CAULK OVER NAIL HEADS IN WINDOW FLANGE.

STEP 1
APPLY FLEXIBLE FLASHING 
OVER BLDG PAPER AT SILL. 
LAP FLASHING SIDES OVER 
SILL FLASHING

STEP 2
APPLY FLEXIBLE FLASHING 
OVER BLDG PAPER AT JAMB 
BOTTOMS AND UNDER 
BLDG PAPER AT JAMB TOPS

STEP 3
APPLY FLEXIBLE FLASHING 
UNDER BLDG PAPER AT 
HEAD AND OVER FLASHING 
AT SIDES

STEP 4
SET WINDOW W/ HEAD 
FLANGE UNDER FLEXIBLE 
FLASHING. BLDG PAPER TO 
BE OVER FLASHING

WINDOW FRAME PER 
WINDOW SCHEDULE

FLEXIBLE FLASHING 
SHOWN DASHED

WEATHER-RESISTIVE BARRIER

M
IN

 C
L
R

4
' 
- 

6
"

M
IN

 C
L
R

4
' 
- 

0
"

M
IN

 C
L
R

8
' 
- 

6
"

BICYCLE

TOP TRAY EASILY LOWERED AND LIFTED

BICYCLE STORAGE FRAME

SECURE BIKE RACKS IN PLACE

FINISH FLOOR

4' - 0"

ELEVATION

PLAN

M
IN

 P
E

R
 L

A
M

C

6
' 
- 

0
"

M
IN

 C
L
R

5
' 
- 

0
"

FINISH WALL

4' - 0"

BICYCLE

BICYCLE STORAGE FRAME

EACH BICYCLE FRAME TO BE 
SECURED TO RACK AT TWO POINTS

SOLID FRAMING MEMBERS ARE RECOMMENDED BEHIND ALL JOINTS.

SHEATHING (REFER TO WALL TYPES & STRUCTURAL DRAWINGS)

SHEATHING BARRIER

HORIZONTAL CONTROL JOINT. BUTT TO VERTICAL CONTROL JOINT. 
REINFORCE THE WATER-RESISTIVE BARRIER WITH SELF-ADHERED 
FLASHING (SAF) AT ALL JOINT LOCATIONS AND FASTENER 
PENETRATIONS

METAL LATH

HORIZONTAL CONTROL JOINT. BUTT TO VERTICAL CONTROL 
JOINT. REINFORCE THE WATER-RESISTIVE BARRIER WITH SELF-
ADHERED FLASHING (SAF) AT ALL JOINT LOCATIONS AND 
FASTENER PENETRATIONS
NOTE: LATH SHOULD NOT BE CONTINUOUS THROUGH 
CONTROL JOINTS BUT STOPPED AND TIED AT EACH SIDE.

CUT FLANGES OF EXPANSION JOINT SO AS TO CREATE A 
TIGHT FIT WITH A UNIFORM DEPTH
NOTE: IT IS RECOMMENDED THAT EXTERIOR PLASTER CONTROL 
JOINTS ARE INSTALLED PER PORTLAND CEMENT PLASTER/STUCCO 
MANUAL EB049 AND NAAMM STANDARD EMLA GUIDE 
SPECIFICATIONS FOR EXPANDED METAL LATH AND FURRING 920.

SHEATHING (REFER TO WALL TYPES & STRUCTURAL DRAWINGS)

CEMENT PLASTER

SHEATHING PAPER

VERTICAL CONTROL JOINT
NOTE:  FLANGES OF CONTROL JOINTS AND/OR OTHER TRIM 
ACCESSORIES MAY REQUIRE ATTACHMENT, FLANGES TO BE CUT 
OFF IN ORDER TO FIT PROPERLY INTO CASING BEAD OR 
FOUNDATION WEEP SCREED.  ALL INTERSECTIONS OF VARIOUS TRIM 
ACCESSORIES NEED TO FIT TIGHT AND CREATE A UNIFORM DEPTH.

SEALANT

CONTINUOUS CASING BEAD WITH HOLES OR FOUNDATION 
WEEP SCREED

FRAMING 
MEMBERS
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REV # DESCRIPTION DATE

3" = 1'-0"7
MECHANICAL EQUIPMENT PAD AT ROOF

3" = 1'-0"8
PIPE PENETRATION AT ROOF

3" = 1'-0"2
TYPICAL EXTERIOR PLASTER EXPANSION JOINT

3" = 1'-0"3
INTERSECTING PARTN AT RATED DEMISING WALL

3" = 1'-0"4
FIRE ACCESS LADDER ANCHOR SECTION DETAIL

3" = 1'-0"5
FIRE ACCESS LADDER ANCHORING PLAN DETAIL

3" = 1'-0"1
FRAMING METHODS FOR INSULATION

3" = 1'-0"6
TYPICAL WINDOW FLASHING

3/4" = 1'-0"10
DOUBLE DECKER BIKE RACK

3/4" = 1'-0"9
CEMENT PLASTER CONTROL JOINT



1/4" RETURN AT NOSING, TYP

PAINTED METAL PAN WITH 
2" CONCRETE FILL

PAINTED (ACRYLIC)  METAL 
STRINGER, TYP

CARRIER ANGLE 

SLOPE 1.8%

CONTINUOUS LED STRIP 
(OUTSIDE STRINGER)

WARNING STRIP. REFER TO 
DETAIL 7/A8.90

3/4" X 1 1/2" STEEL BAR 
GUARDRAIL. PAINT TO FINISH

WELD GUARDRAIL TO 
STRINGER. GRIND SMOOTH

STEEL STRINGER. PAINT TO 
FINISH

1/4" X 3" X 3" HSS LANDING 
SUPPORT. REFER TO 
STRUCTURAL DWGS. PAINT 
TO FINISH

CONTINUOUS LED STRIP

CONCRETE INFILL ON METAL 
DECK. PAINT UNDERSIDE

M
IN2
"

FF

1" TYP 2" TYP

1/8" TYP

1
/8

" 
T

Y
P

2-PART EPOXY 
METALLIC PAINT ON 
CONCRETE

1/4" RETURN AT NOSING, TYP

PAINTED METAL PAN WITH 
2" CONCRETE FILL

PAINTED (ACRYLIC)  METAL 
STRINGER, TYP

CONTINUOUS LED STRIP 
(OUTSIDE STRINGER)

TEXTURED CONTRASTING STRIPE

BRICK VENEER

AVM SYSTEM 100

ATTACHMENT TO DECK. REFER 
TO DETAIL 3/A8.90

BRICK VENEER

WATERPROOF MEMBRANE

LAG BOLT PER STRUCTURAL DWGS

BLOCKING / FRAMING PER 
STRUCTURAL DWGS

"L" METAL PER 
STRUCTURAL DWGS

STEEL PLATE PER 
STRUCTURAL DWGS

3/4" X 1 1/2" STEEL BAR 
GUARDRAIL. PAINT TO FINISH

WELD GUARDRAIL TO BEAM. 
GRIND SMOOTH

FF: 10.23'

STEEL TRELLIS. REFER TO 
STRUCTURAL DWGS

2" X 2" KILN DRIED 
WOOD SLAT

2" X 4" L METAL. REFER TO 
STRUCTURAL DWGS

3" X 3" HSS COLUMN. REFER 
TO STRUCTURAL DWGS

3" X 10" HSS BEAM. REFER 
TO STRUCTURAL DWGS

CONCRETE FILLED METAL PAN. 
REFER TO STRUCTURAL DWGS

1 1/2" X 1 1/2" CONTINUOS L 
METAL. PAINT TO FINISH

CONTINUOUS LED STRIP. REFER 
TO ELECTRICAL DWGS

B.O. BEAM: 9.14'

EXTERIOR METAL PANEL

EXTERIOR PLYWOOD SHEATHING 
WHERE OCCURS

SCHEDULED INSULATION

3" X 10" HSS BEAM. REFER 
TO STRUCTURAL DWGS

MOISTURE BARRIER

5/8" TYPE X GYPSUM WALL BOARD

SHEET METAL FLASHING 
W/ INTEGRAL DRIP

J METAL

SASF OVER SHEET 
METAL FLASHING

B.O. BEAM: 9.14'

FILLER W/ CONTINUOUS 
SEALANT

2" X 4" L METAL. REFER TO 
STRUCTURAL DWGS

2" X 2" KILN DRIED 
WOOD SLAT

7/8" HAT CHANNEL7/8" EXTERIOR 
CEMENT PLASTER

J METAL

7/8" HAT CHANNEL

2" X 2" KILN DRIED 
WOOD SLAT

CONCRETE FILLED METAL PAN. 
REFER TO STRUCTURAL DWGS

7/8" EXTERIOR 
CEMENT PLASTER

STEEL CHANNEL. REFER 
TO STRUCTURAL DWGS. 

PAINT TO FINISH

LAG BOLT. REFER TO 
STRUCTURAL DWGS

BOLT SLEEVE. REFER TO 
STRUCTURAL DWGS

AVM SYSTEM 100

FF: 10.23'

B.O. BEAM: 9.14'

The design, drawings, and written material in these 
documents of service are the sole property of 
Lahmon Architects.  All design and related 
information contained herein are for use on the 
specified projects and shall not be duplicated, 
disclosed, or used without the prior written consent 
of Lahmon Architects.
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STAIR DETAILS

A8.90

KENSINGTON CAMPUS

AVENUE I & WEST 32ND STREET
WEST LANCASTER, CA 93536

BUILDINGS:
45260 32ND ST W
45244 32ND ST W

BULLETIN 2

11.16.2018

17011

11.16.2018

WHEN LIFE HANDS
YOU LEMONS, LP

6265 VARIEL AVENUE
WOODLAND HILLS, CA 91367

818.789.5550

1
1
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.2

0
1
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3" = 1'-0"1
CONCRETE STEEL PAN STAIR TREAD

REV # DESCRIPTION DATE

1 Bulletin 1 10/04/2018

2 Bulletin 2 11/16/2018

3" = 1'-0"4
STAIR LANDING EDGE

1 1/2" = 1'-0"7
WARNING STRIP

3" = 1'-0"2
STAIR 1 @ DECK

3" = 1'-0"3
STAIR 1 ATTACHMENT TO DECK (PLAN)

3" = 1'-0"5
STAIR 2 LANDING EDGE AT TRELLIS

3" = 1'-0"11
EXTERIOR METAL PANEL WALL AT ENTRY FOYER

3" = 1'-0"8
WALKWAY AT STAIR 2 LANDING CONNECTION
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