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EROSION CONTROL PLAN GENERAL NOTES

1. IN CASE OF EMERGENCY, CALL RAMI DARGHALLI AT TEL: (661) 341-1511.

2. A STAND-BY CREW FOR EMERGENCY WORK SHALL BE AVAILABLE AT ALL TIMES DURING THE
RAINY SEASON (NOV. 1 TO APR. 15). NECESSARY MATERIALS SHALL BE AVAILABLE ON-SITE
AND STOCKPILED AT CONVENIENT LOCATIONS TO FACILITATE RAPID CONSTRUCTION OF
EMERGENCY DEMCES WHEN RAIN IS IMMINENT.

3. EROSION CONTROL DEVICES SHOWN ON THIS PLAN MAY BE REMOVED WHEN APPROVED BY THE
BUILDING AND SAFETY INSPECTOR IF THE GRADING OPERATION HAS PROGRESSED TO THE
POINT WHERE THEY ARE NO LONGER REQUIRED.

4. GRADED AREAS ADJACENT TO FILL SLOPES LOCATED AT THE SITE PERIMETER MUST DRAIN
AWAY FROM THE TOP OF SLOPE AT THE CONCLUSION OF EACH WORKING DAY.

5. ALL SILT AND DEBRIS SHALL BE REMOVED FROM ALL DEVICES WITHIN 24 HOURS AFTER EACH

RAINSTORM.
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JLA XX

DUMP
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6. A GUARD SHALL BE POSTED ON THE SITE WHENEVER THE DEPTH OF WATER IN ANY DEVICE
EXCEEDS TWO FEET. THE DEVICE SHALL BE DRAINED OR PUMPED DRY WITHIN 24 HOURS
AFTER EACH RAINSTORM.
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7. EXCEPT AS OTHERWISE APPROVED BY THE BUILDING AND SAFETY INSPECTOR, ALL REMOVABLE

MAIN TENANCE

BEONCRETE R

PROTECTIVE DEVICES SHOWN SHALL BE IN PLACE AT THE END OF EACH WORKING DAY OR ON

& STORAGE
SEE NS-10
o o o i G

WEEKENDS WHEN THE 5-DAY RAIN PROBABILITY FORECAST EXCEEDS 40%.

Q

SEE WM—-8

) Gk G &8 G ¢ &

EARTH STOCKPILE
(IF REQUIRED)

. 8. ALL LOOSE SOIL AND DEBRIS WHICH MAY CREATE A POTENTIAL HAZARD TO OFFSITE
PROPERTY SHALL BE REMOVED FROM THE SITE AS DIRECTED BY THE CITY INSPECTOR.

THE PLACEMENT OF ADDITIONAL DEVICES TO REDUCE EROSION DAMAGE WITHIN THE SITE
SHALL BE AT THE DISCRETION OF THE BUILDING & SAFETY OFFICAL.

L MATERIAL

- STORAGE
1& LAYDOWN

Iy SEE WM-—1

OGO
il
W

EXIT] EXIT] EXI

. 10. DESILTING BASINS MAY NOT BE REMOVED OR MADE INOPERABLE BETWEEN NOVEMBER 1 AND
APRIL 15 , WITHOUT THE APPROVAL OF THE CITY INSPECTOR.

EXI

11. EROSION CONTROL DEVICES SHALL NOT BE MODIFIED WITHOUT THE APPROVAL OF THE
BUILDING & SAFETY OFFICAL. REVISED PLANS SHALL BE SUBMITTED TO THE CITY FOR
APPROVAL.

. 12. THE CONTRACTOR SHALL SUPERVISE EROSION CONTROL WORK IN ACCORDANCE WITH THE
APPROVED PLANS. THE WORK ALSO INCLUDES, BUT IS NOT LIMITED TO, INSPECTION OF
. EROSION CONTROL MEASURES BEFORE RAINSTORM AND 5—-DAY PROBABILITY RAIN FORECAST.

‘ 13. THE UNDERSIGNED CIVIL ENGINEER HAS INSPECTED THE SITE, AND THESE PLANS REFLECT THE
‘ EXISTING CONDITIONS OF THE PROJECT REQUIRING EROSION PROTECTION.
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. \_4” P.V.C. PIPE x CATCH BASIN

INLET SANDBAGGING (ELEVATION)

SCALE N.T.S.

INLET SANDBAGGING (PLAN)
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INLET PROTECTION DETAIL
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NSTRUCTION NOTES:

5. NS10 — VEHICLE AND EQUIPMENT MAINTENANCE FOR NON—STORMWATER > 3 SF
MANAGEMENT D0 8 %2
0 cCc 7 Qs
@ INSTALL 1 ROW SANDBAGS 2 BAGS HIGH (SE-8) 6. TC1 — STABILIZED CONSTRUCTION ENTRANCE EXIT FOR TEMPORARY x > 8 29
@ INSTALL SANDBAG 1 ROW 2 BAGS HIGH OMIT 1 TRACKING CONTROL & g % g 8 é
SANDBAG AT FLOW LINE PER DETAIL "B” o y:
7. WM1 — MATERIAL DELIVERY AND STORAGE FOR WASTE MANAGEMENT & o ‘Q% 8 % s
()] © =
@ INSTALL INLET PROTECTION PER DETAIL HEREON. SﬁND "BAG SPECIFICATIONS: I LACE BAGS FLAT AND FIRMLY IN PLAGE MATERIAL POLLUTION CONTROL z 8.% ; ) %
(2) INSTALL 1 ROW SANDBAGS 3 BAGS HIGH (SE-8) WITH 1 BAG 15" X 30" POLYPROPYLENE SANDBAGS OMIT TOP BAG AT FLOWLINE - STAGGER BAGS AS SHOWN 7. WM8 — CONCRETE WASTE MANAGEMENT FOR WASTE MANAGEMENT & 4 o9 2 88
OMITTED AT FLOW LINE. MATERIAL POLLUTION CONTROL - s 3%
WOVEN POLYPROPYLENE — CONSTRUCTED TO RESIST T XF
(5) INSTALL STABILIZED CONSTRUCTION ENTRANCE (TC—1). AT SPLITS AND LEAKAGE; WITH ANTISKID DESIGN g 29
ALL LOCATIONS WHERE EQUIPMENT ENTERS/EXITS THE SITE. g o c
L e e e e e == == == ] = ©
@ IF EARTH STOCKPILE IS USED — PROVIDE PERIMETER — 10X12 WEAVE =T " ?,, = @
SANDBAG BARRIER (1 ROW 2 BAGS HIGH) AROUND STOCKPILE — 950 DENIER N ﬁ UEJ
WHEN CHANCE OF PRECIPITATION IS GREATER THAN 40%. k J
— 1200 HOURS UV RATING
e TYPICAL SANDBAG DETAIL
: — MILKWHITE COLOR
1. ALL DISTURBED AREAS TO HAVE PERMANENT DUST/EROSION CONTROL MEASURES APPLIED. — 1000 PER BALE ( bRAWN L)
GRAPHIC SCALE
2. SANDBAGS REQUIRED WHEN CHANCE OF PRECIPITATION IS GREATER THAN 50%. SILT FENCE, DATE: 01-31-18
FIBER ROLLS, OR OTHER SIMILAR METHOD CAN BE SUBSTITUTED FOR SANDBAGS WHERE SHOWN, 20 0 10 20 “0
EXCEPT FOR INLET PROTECTION BARRIER AND CHECK DAMS AT FLOW LINES. E;!—-E;Ej JOB No 14107
3. WIND EROSION CONTROL (WE—1) SHALL BE APPLIED AS NEEDED FOR ALL AREAS. ( IN FEET ) SHEET: EC]_
1 inch = 20 ft.
\ OF 2 SHEETS J

BMP_NOTES:

E— 1. WIND EROSION CONTROL, WE-1, TO BE APPLIED TO ALL DISTURBED

- -V — AREAS AS NEEDED.
- %;‘~~~‘:::::::: Eﬂg |

SANDBAG BARRIER, SE-8, FOR SANDBAG LAYOUT.

3. STABILIZED CONSTRUCTION ENTRANCE EXIT, TC—-1, FOR TEMPORARY
TRACKING CONTROL.

4. LS (LANDSCAPE) AREAS TO HAVE PERMANENT EROSION CONTROL

INSTALLED (I.E. LANDSCAPING PLANT MATERIALS, GRAVEL, ETC., ALSO SEE
EC—15 AND EC-16.
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