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KENSINGTON CAMPUS - SHELTERS
AVENUE I & 32ND STREET WEST, LANCASTER, CA 93536

VICINITY MAP

BUILDING CODE + ANALYSIS

THREE IDENTICAL SIGNLE STORY STRUCTURES OF TYPE V-B CONSTRUCTION WITH AN R-2 OCCUPANCY 
AND NFPA 13R AUTOMATIC FIRE SPRINKLER SYSTEM (DEFERRED PERMIT) ON A 155,509 SF (3.57 ACRE) 
LOT. THIS PROJECT IS PART OF A LARGER 14.99 ACRE SITE.

ACCESSIBILITY LEGAL DESCRIPTION
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PROJECT TO BUILT TO:

2016 CALIFORNIA BUILDING CODE
2016 CALIFORNIA ELECTRICAL CODE
2016 CALIFORNIA MECHANICAL CODE
2016 CALIFORNIA PLUMBING CODE
2016 CALIFORNIA ENERGY CODE
2016 CALIFORNIA GREEN BUILDING STANDARDS CODE
2017 COUNTY OF LOS ANGELES FIRE CODE

THAT PORTION OF PARCEL 3 OF PARCEL MAP NO. 14651, AS SHOWN ON MAP RECORDED IN BOOK 158, PAGES 1 
THROUGH 4 OF PARCEL MAPS, IN THE SOUTHEAST QUARTER OF SECTION 7, TOWNSHIP 7 NORTH, RANGE 12 WEST, 
SAN BERNARDINO MERIDIAN, IN THE CITY OF LANCASTER, COUNTY OF LOS ANGELES, STATE OF CALIFORNIA, LYING 
WESTERLY OF THE FOLLOWING DESCRIBED LINE:

COMMENCING AT THE SOUTHEAST CORNER OF SAID SECTION 7;

THENCE RUNNING WESTERLY ALONG THE SOUTHERLY LINE OF SAID SOUTHEAST QUARTER OF SECTION 7, S 89° 57' 
24" W, 824.38 FEET; THENCE N 00 DEGREE 02' 38" W, 68.94 FEET; THENCE CONTINUING NORTHELRY, N 00 DEGREE 02' 
36" W, 1281.02 FEET TO THE NORTHERLY LINE OF SAID PARCEL 3

APN 3107-012-905

LOT 3 AREA: 3.57 ACRES (GROSS)
3.39 ACRES (NET)

PROJECT DESCRIPTION

PLOT PLAN

REQUIREMENTS

· 2016 CALIFORNIA BUILDING CODE (CBC) CHAPTER 11B AND 11A AS REFERENCED FROM 11B 
· FAIR HOUSING ACT DESIGN MANUAL (1998) 
· 2016 CALIFORNIA BUILDING CODE CHAPTER 11B AS MANDATED BY 2018 CALIFORNIA TAX CREDIT ALLOCATION 
COMMITTEE REGULATION SECTION 10325(F)(7)(K) 
· LACDC NOFA 23A 
· LACDC NOFA 23A NON-SENIOR UNIVERSAL DESIGN PRINCIPLES

ADDITIONAL ACCESSIBILITY PROVISIONS ASSOCIATED WITH FUNDING SOURCES:

FUNDING SOURCES ASSOCIATED PROVISION 
BANK CONSTRUCTION / PERMANENT LOAN CBC 11A 
LOS ANGELES COUNTY- COMMUNITY DEVELOPMENT COMMISSION (LACDC) – HUD SECTION 504 / 2010 ADA 
HOME AND GENERAL FUNDS STANDARDS* 
              CBC 11B/11A, CDC NOFA 23A 
TAX CREDIT EQUITY FEDERAL HUD SECTION 504 / 

2010 ADA STANDARDS* 
HUD PROJECT BASED VOUCHERS HUD SECTION 504 / 2010 ADA 

STANDARDS* 
DEFERRED RESERVES CBC 11A 
DEFERRED DEVELOPER FEE CBC 11A 
CITY OF LANCASTER ADA TITLE II, 2010 ADA

STANDARDS

*ADA 2010 WITH HUD EXCEPTIONS IN LIEU OF UFAS AS PER HUD  DOCKET NO. FR-5781-N-01 24 DATED MAY 23, 2014 

ABBREVIATIONS AND SYMBOLS

PROJECT CONSISTS OF 3 IDENTICAL BUILDINGS NAMED  'SHELTERS'.
EACH SHELTER CONTAINS 3 OFFICES SPACES, A LOUNGE, CONFERENCE ROOM, 
BATHROOM, OPEN SLEEPING SPACES, AND RESTROOMS

THIS BUILDING MUST BE EQUIPPED WITH AN AUTOMATIC FIRE SPRINKLER SYSTEM 
COMPLYING WITH 2016 CBC 903.3.1.2 (NFPA 13R)

OCCUPANCY: R2
CONSTRUCTION TYPE: VB

TOTAL SHELTER AREA = 6,428 SF
TYPE VB CONSTRUCTION
R2 OCCUPANCY
NFPA 13R SPRINKLER SYSTEM PER 2016 CBC 903.3.1.2
SPRINKLER SYSTEM UNDER DEFERRED PERMIT
HEIGHT ABOVE GRADE PLANE = 19'-6"
1 STORY

PER TABLE 506.2:
TYPE VB R-2 OCC. S13R = 7,000 SF ALLOWABLE
PER TABLE 504.3
ALLOWABLE HEIGHT = 40 FEET
ALLOWABLE STORIES = 2 STORIES

NON-SEPARATED MIXED OCCUPANCY PER CBC SECTION 508

SUSTAINABLE BUILDING INFORMATION

SEE SHEET G0.71 FOR CALGREEN COMPLIANCE INFORMATION.

ZONING SUMMARY

SITE DESIGNED PER CITY OF LANCASTER STANDARDS.
NO FRONT, SIDE, OR REAR YARDS DESIGNATED.
NO EASEMENTS.
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FAR / BUILDING AREA (PER SHELTER)

RM # ROOM NAME OCCUPANCY USE AREA

01 ENTRY B 121 SF

02 OFFICE 2 B 174 SF

03 BATHROOM B 69 SF

04 STORAGE 1 S-2 51 SF

05 OFFICE 3 B 193 SF

06 LOUNGE B 374 SF

07 OFFICE 1 B 195 SF

08 BEDS 1 R-2 1,949 SF

09 BEDS 2 R-2 2,083 SF

10 RESTROOM 1 R-2 503 SF

11 RESTROOM 2 R-2 505 SF

12 STORAGE 3 S-2 20 SF

13 STORAGE 2 S-2 20 SF

14 HALLWAY R-2 124 SF

6,382 SF

BUILDING AREA BY USE (PER SHELTER)

OCCUPANCY USE AREA

B 1,127 SF

R-2 5,164 SF

S-2 92 SF

6,382 SF
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G0.31 ACCESSIBILITY NOTES AND DETAILS ■

G0.32 SIGNAGE AND ACCESSIBILITY DETAILS ■

G0.35 GENERAL NOTES AND SECURITY NOTES ■

G0.71 CALGREEN CODE COMPLIANCE ■

ARCHITECTURE

A0.01 ARCHITECTURAL SITE PLAN ■

A0.01B FIRE ACCESS AND HYDRANT SITE PLAN NORTH ■

A0.01C FIRE ACCESS AND HYDRANT SITE PLAN SOUTH ■

A0.01D SHELTERS SITE PLAN ■

A1.10 FLOOR PLAN AND SLAB PLAN BLDG TYPES 'A' & 'C' ■

A1.11 REFLECTED CEILING PLAN AND ROOF PLAN BLDG TYPES 'A & 'C' ■

A2.01 BUILDING  ELEVATIONS BLDG TYPES 'A' & 'C' ■

A3.01 BUILDING SECTIONS ■

A4.10 RESTROOM ENLARGED PLANS AND INTERIOR ELEVATIONS ■

A7.01 DOOR AND STOREFRONT SCHEDULE ■
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A8.01 BUILDING ASSEMBLIES ■
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A8.03 DETAILS ■
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S1.0 STRUCTURAL NOTES ■

S2.0 SHELTER BLDG. A FOUNDATION PLAN ■

S3.1 TYPICAL DETAILS ■

MECHANICAL

M0.01 MECHANICAL INDEX, NOTES, SYMBOLS & LEGEND ■

M0.02 MECHANICAL EQUIPMENT SCHEDULE AND DETAILS ■

M1.10 TYPICAL MECHANICAL FIRST FLOOR PLAN ■

M1.20 TYPICAL MECHANICAL ROOF PLAN ■

M2.10 MECHANICAL TITLE 24 FORMS ■

M2.20 MECHANICAL TITLE 24 FORMS ■

M2.30 MECHANICAL TITLE 24 FORMS ■

PLUMBING

P0.10 PLUMBING LEGEND, SCHEDULE & NOTES ■

P0.20 PLUMBING CALCULATIONS, SCHEDULE & DETAILS ■

P0.30 PLUMBING DETAILS ■

P1.10 PLUMBING FIRST FLOOR PLAN ■

P2.10 PLUMBING RISER DIAGRAM ■

ELECTRICAL

E0.01 ELECTRICAL SYMBOLS, GENERAL NOTES, SHEET INDEX ■

E0.02 LIGHTING FIXTURE SCHEDULES AND DETAILS ■

E0.03 ELECTRICAL SINGLE LINE DIAGRAM SHELTERS 1,2,3 ■

E0.04 ELECTRICAL PANELBOARD SCHEDULES SHELTER (TYPICAL) ■

E0.05 ELECTRICAL DETAILS ■

E0.09 ELECTRICAL TITLE-24 ENERGY FORMS - SHELTER (TYP.) ■

E0.09A ELECTRICAL TITLE-24 ENERGY FORMS I - SHELTER (TYP.) ■

E0.09B ELECTRICAL TITLE-24 ENERGY FORMS II - SHELTER (TYP.) ■

E0.09C ELECTRICAL TITLE-24 ENERGY FORMS III - SHELTER (TYP.) ■

E1.00 ELECTRICAL SITE PLAN ■

E2.00 ELECTRICAL FLOOR PLAN (TYP. OF ALL SHELTER) ■
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EXIT DISCHARGE: 
105 OCC / 3 EXITS = 35 OCCUPANTS PER EXIT
DOOR WIDTH: 
6.8" MIN CLEAR WIDTH  = 35 OCC PER EXIT X 0.2 = 7" (CBC 1005.3.1)
36" MIN DOOR PROVIDED  (CBC TABLE 1020.2)

EXIT DISCHARGE: 
104 OCC / 3 EXITS = 35 OCCUPANTS PER EXIT
DOOR WIDTH: 
6.8" MIN CLEAR WIDTH  = 35 OCC PER EXIT X 0.2 = 7" (CBC 1005.3.1)
36" MIN DOOR PROVIDED  (CBC TABLE 1020.2)

EXIT DISCHARGE: 
104 OCC / 3 EXITS = 35 OCCUPANTS PER EXIT
DOOR WIDTH: 
6.8" MIN CLEAR WIDTH  = 35 OCC PER EXIT X 0.2 = 7" (CBC 1005.3.1)
36" MIN DOOR PROVIDED  (CBC TABLE 1020.2)
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PROPOSED BUILDING AREA PER SHELTER: 6,428 SF

PLUMBING FIXTURE COUNT REQUIREMENT

PER CPC TABLE 422-1 AND A

OCCUPANCY LOAD FACTOR NO. OF OCCUPANTS MEN (REQUIRED WC) WOMEN (REQUIRED WC)
R-2          200 22 11 (2) 11 (2)
B                   200 8   4 (1)   4 (1)
_____________________________________________________________________________________________________________________
TOTAL     (3)     (3)

PLUMBING FIXTURE COUNT REQUIREMENT

PER CPC TABLE 422-1 AND A

MEN (REQUIRED WC) WOMEN (REQUIRED WC) MEN PROVIDED WOMEN PROVIDED
3 WC, 2 URINAL 3 WC 4 WC, 2 URINAL 5 WC

LAVATORY FIXTURE COUNT REQUIREMENT

OCCUPANCY LOAD FACTOR NO. OF OCCUPANTS MEN (REQUIRED LAV) WOMEN (REQUIRED LAV)
R-2          200 22 1 1
B          200 8 1 1

LAVATORY FIXTURE COUNT REQUIREMENT

MEN REQUIRED WOMEN REQUIRED MEN PROVIDED WOMEN PROVIDED
2 LAV           2 LAV 5 LAV 5 LAV
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1/8" = 1'-0"1EGRESS DIAGRAM

OCCUPANT LOAD CALCULATION

RM # ROOM NAME AREA
LOAD

FACTOR OCCUPANT LOAD

01 ENTRY 143 SF 100 2

02 OFFICE 2 175 SF 100 2

03 BATHROOM 69 SF 100 1

04 STORAGE 1 51 SF 200 1

05 OFFICE 3 197 SF 100 2

06 LOUNGE 354 SF 100 4

07 OFFICE 1 193 SF 100 2

08 BEDS 1 1,963 SF 50 40

09 BEDS 2 2,094 SF 50 42

10 RESTROOM 1 506 SF 200 3

11 RESTROOM 2 508 SF 200 3

12 STORAGE 3 20 SF 200 1

13 STORAGE 2 20 SF 200 1

14 HALLWAY 153 SF 0

104

1/8" = 1'-0"2BUILDING CONSTRUCTION TYPE TABLE

1/8" = 1'-0"3FIRE RATINGS AT EXTERIOR WALLS TABLE

1/16" = 1'-0"6ALLOWABLE EXTERIOR OPENINGS DIAGRAM

1/8" = 1'-0"5ALLOWABLE BUILDING AREA TABLE

1/8" = 1'-0"4PLUMBING FIXTURE COUNT
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ENTRY AND DIRECTIONAL:

1. ALL BUILDINGS AND FACILITY ENTRANCES THAT ARE ACCESSIBLE TO AND USABLE BY PERSONS
WITH DISABILITIES MUST BE IDENTIFIED WITH A MIN. OF 1 INTERNATIONAL SYMBOL OF
ACCESSIBILITY AND WITH ADDITIONAL DIRECTIONAL SIGNS, UTILIZING THE SYMBOL, AT
JUNCTIONS WHERE THE ACCESSIBLE ROUTE OF TRAVEL DIVERGES FROM THE REGULAR
CIRCULATION PATH, TO BE VISIBLE TO PERSONS ALONG APPROACHING CIRCULATION PATHS.

2. IN EXISTING BUILDING AND FACILITIES, ENTRANCES WHICH ARE NOT ACCESSIBLE MUST HAVE
DIRECTIONAL SIGNAGE WHICH INDICATES THE LOCATION OF THE ROUTE TO THE NEAREST
ACCESSIBLE ENTRANCE.

SIGNS ARE REQUIRED AT ALL H.C. 
ENTRIES/EXITS.
AT NON-REQUIRED EXITS, SIGNS INDICATING 
NO H.C. ACCESS
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RESTROOM
CALIFORNIA CONTRACTED GRADE 2
BRAILLE

1/2" RADIUS, TYP.

NOTES:

1.GRAPHICS AND TEXT TO BE WHITE IN COLOR, FIELD TO BE
DARK IN COLOR

2.SIGN SHALL COMPLY WITH CBC SECTION 1143A

3. TACTILE SANITARY FACILITY SIGNAGE TO BE LOCATED AT
EACH ACCESSIBLE PUBLIC RESTROOM.

4. TACTILE CHARACTERS ON SIGNS SHALL BE LOCATED
48"MINIMUM A.F.F., MEASURED FROM THE BASELINE OF THE
LOWEST TACTILE CHARACTER AND 60" MAXIMUM A.F.F.,
MEASURED FROM THE BASELINE

OF THE HIGHEST TACTILE CHARACTER

ACCESSIBLE SANITARY FACILITY
DOOR SIGNAGE

1" TALL LETTERING- RAISED 1/32"

6" TALL GENDER PICTOGRAM
RAISED 1/32".  INCLUDE MALE &
FEMALE PICTOGRAMS AT SHARED
FACILIES.

3" ISA SYMBOL RAISED 1/32"

FLOOR FINISH

FLOOR FINISH
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WOMEN MEN

WOMEN 
ACCESSIBLE

RESTROOM DOOR 
SIGN

OF DOOR

CL

F
IE
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D

1" TALL LETTERING

1/4" THICK PLASTIC
SIGN SUBSTRATE

OF DOOR

CL

FLAT HEAD 
SCREW
AT SECURITY
LOCATIONS

OF DOOR

CL

5/8" TALL LETTERING

1/4" THICK PLASTIC
SIGN

1/4" THICK PLASTIC
SIGN SUBSTRATE

FLAT HEAD SCREW
AT SECURITY
LOCATIONS

1/4" THICK PLASTIC
TRIANGLE
SUPERIMPOSED ON
CIRCLE

1" TALL LETTERING

F
IE

L
D

F
IE

L
D

MEN ACCESSIBLE RESTROOM
DOOR SIGN

SHARED ACCESSIBLE
RESTROOM DOOR SIGN

NOTES:
1. SIGNAGE TO COMPLY WITH CBC SECTION 1127A.2
2. SIGN GRAPHIC TO BE WHITE ON DARK 

BACKGROUND. SIGN COLOR TO CONTRAST WITH 
DOOR COLOR.

3. SIGNS TO BE ADHERED TO DOOR SURFACE EXCEPT AT
OUTDOOR AREAS OR OTHER AREAS SUBJECT TO
VANDALISM, WHERE FLAT HEAD SCREWS SHALL BE
PROVIDED.

4. UNISEX SYMBOL TRIANGLE COLOR SHALL CONTRAST WITH
THE COLOR OF THE CIRCLE AND THE CIRCLE SHALL
CONTRAST WITH THE DOOR. THE SIGNS SHALL COMPLY
WITH 1127A.2.

8
"

1'-1"

NOTES:
1. EXIST SIGNS SHALL BE ILLUMINATED AT ALL TIMES.
2. EXIT SIGNS SHALL BE INTERNALLY OR EXTERNALLY ILLUMINATED.
3. INTERNALLY ILLUMINATED SIGN SHALL COMPLY WITH CBC SECTIONS 1011.4
4. EXIT SIGNS ILLUMINATED BY AN EXTERNAL SOURCE SHALL HAVE AN INTENSITY OF NOT LESS THAN 5

FOOT CANDLES (54 LUX).
5. MINIMUM 50 LUX ILLUMINANCE EACH FACE.
6. PROVIDE TWO LAMPS EACH SUFFICIENT TO ILLUMINATE LAMP.
7. SELF-ILLUMINATED SIGNS TO BE LISTED AND LABELED BY APPROVED AGENCY (UL 924) AND SHALL BE

INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S INSTRUCTIONS.
8. SELF-ILLUMINATED SIGNS TO COMPLY WITH CCR TITLE 20, SECTION 1605.3(I). (CALIFORNIA ENERGY

CODE). SIGN TO CONSUME LESS THAN 5W PER ILLUMINATED FACE.
9. EXIT SIGNS SHALL BE CONNECTED TO AN EMERGENCY POWER SYSTEM THAT WILL PROVIDE AN

ILLUMINTAION OF NOT LESS THAN 90 MIN. IN CASE OF PRIMARY POWER LOSS (1011.2-1011.6.3).
10. THE EMERGECY POWER SYSTEM SHALL PROVIDE POWER FOR A DURATION OF NOT LESS THAN 90 MIN.

AND SHALL CONSIST OF STORAGE BATTERIES, UNIT EQUIPMENT OR AN ON-SITE GENERATOR. THE
INSTALLATION OF THE EMERGENCY SYSTEM SHALL BE IN ACCORDANCE WIITH SECTION 2702.

11. ILLUMINATED SURFACES TO BE GREEN AND BODY OF FIXTURE TO BE WHITE UNLESS NOTED
OTHERWISE.

6" TALL LETTERS 2"
WIDE (EXCEPT "I") WITH
3/4" STROKE AND 3/8"
SPACE BETWEEN
LETTERS.

CHEVRONS AS
REQUIRED TO INDICATE
EXIT DIRECTION- SEE
PLANS FOR CHEVRON
DIRECTIONS &
LOCATIONS.
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RM NO
RM NAME CALIFORNIA CONTRACTED

GRADE 2 BRAILLE

1" RAISED LETTERING- 1/32" TALL

1/2" RADIUS, TYP.

NOTES:

1. GRAPHICS AND TEXT TO BE WHITE IN
COLOR, FIELD TO BE DARK IN COLOR

2. SIGN SHALL COMPLY WITH CBC SECTION
1143A

3. ROOM SIGN WITHOUT ISA TO BE
LOCATED AT NON-ACCESSIBLE SPACES
OF THE BUILDING. (MECHANICAL,
ELECTRICAL, STORAGE, ETC.)

*4. REVIEW SIGN SIZES WITH ARCHITECT
PRIOR TO FABRICATION.

OMIT ROOM NAME AT APARTMENT
UNITS
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SEE DETAIL PLANS

REQUIRED KNEE/ TOE
CLEARANCE PROFILE
(11B-306)

REMOVABLE BASE
CABINET WITH FINISH
FLOORING UNDERNEATH
(1134A.8.5)

WATER SUPPLY AND DRAIN PIPES
UNDER LAVATORIES AND SINKS
SHALL BE INSULATED OR
OTHERWISE CONFIGURED TO
PROTECT AGAINST CONTACT.
ADDITIONALLY, THERE SHALL BE 
NO SHARP OR ABRASIVE 
SURFACES UNDER LAVATORIES 
AND SINKS
(2016 CBC 11B-606.5)

SURFACE OF MIRROR

BOTTOM OF THE REFLECTIVE

F.F.

FINISHED WALL

EXTEND FINISH
TO THE WALL

PROVIDE COUNTER
SUPPORT PANEL
WHEN BASE
CABINET IS TO BE
REMOVED
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(A) SIDE WALL VIEW

CONTROL AREA

CL

WALL SUPPLY ELBOW

SPRAYHEAD

SLIDE/GRAB BARS

59" MIN SHOWER
SPRAY HOSE. PROVIDE
HOSE LONG ENOUGH
TO BE USABLE WHILE
IN A SEATED POSITION.
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APPLIED FINISH WHERE
OCCURS OVER SCHEDULED
SUBSTRATE

(3) #12 WD SCREW-
MIN 1" EMBED INTO
FRAMING

1-1/2" OD 18 GA SOS
GRAB BAR (1012.7)

2x BLOCKING BETWEEN STUDS,
MIN (4) 8d TN EA END, EA SIDE

GRAB BAR SNAP-ON
ESCUTCHEON 22GA
SOS

WELDED BASEPLATE
13 GA SOS

PROVIDE 1-1/2" CLEAR
AT GRAB BAR

CL
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42" MIN.

24" MIN.

36"  MIN.
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3
3
"-

3
6
"

T
O

 T
O

P
 O

F
G

R
IP

P
IN

G
S

U
R

F
A

C
E

(2
0
1
6
 C

B
C

1
1
B

-6
0
9
.4

)

3
3
"-

3
6
"

T
O

 T
O

P
 O

F
G

R
IP

P
IN

G
S

U
R

F
A

C
E

(2
0
1
6
 C

B
C

1
1
B

-6
0
9
.4

)

(A) SIDE WALL VIEW (B)  BACK WALL VIEW
F.F. F.F.

GRAB BARS PER
2016 CBC 11B-604.5.1

GRAB BARS PER
2016 CBC 11B-604.5.2

GRAB BAR STRUCTURAL 
STRENGTH PER
2016 CBC 11B-609.8

1/4" MAX
VERTICAL 
STEP

1/2" MAX STEP
AT 1:2 SLOPE
(11B-303.3)

1/4" MAX
VERTICAL 
STEP

1/2" MAX
STEP AT 1:2 SLOPE
(11B-303.3)

1
2

1
2

1
20

THRESHOLD/
TRANSITION STRIP

ALIGN FINISH FLOOR LEVEL

COMPRESSED
CARPET MAX 1/4"
BELOW 
THRESHOLD

DOOR THRESHOLD

FLOOR FINISH TRANSITION

DOOR THRESHOLD

LEVEL CHANGES

= 5% SLOPE (11B-405.5.8)
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(2016 CBC
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25" MAX.
(2016 CBC 11B-306.2.2)

6" MAX.
(2016 CBC 11-B 306.2.4)
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54" MIN.
(2016 CBC 11B-604.5.1)

24" MIN.

(2016 CBC
11B-604.5.1)

24" MIN.
(2016 CBC 11B-604.5.2)
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11" MIN. - 19" MAX.
(2016 CBC 11-B 306.2.2 EX)

GRAB BAR

WALL MOUNTED LAVATORY

GRAB BAR

RECESSED TOILET
TISSUE DISPENSER

SURFACE 
MOUNTED
TOILET SEAT 
COVER
DISPENSER

REQUIRED KNEE / TOE 
CLEARANCE
PROFILE PER 2016 CBC 11B-306.2

WALL MOUNTED
SOAP 
DISPENSER
PER 2016 CBC
11B-603.5

PAPER 
TOWEL
DISPENSER

WALL 
MOUNTED
MIRROR

EXPOSED PIPES AND
SURFACES PER
2016 CBC 11B-606.5

SINK DEPTH PER
2016 CBC 11B-606.7

FAUCETS PER
2016 CBC 11B-606.4 WALL MOUNTED LAVATORY

F.F.

F.F. F.F. F.F.F.F.

F.F.

FLUSH CONTROL
(2016 CBC 
11B-309)

SANITARY 
NAPKIN
DISPOSAL

F.F.
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VAN
ACCESSIBLE

MINIMUM
FINE $250

UNAUTHORIZED VEHICLES PARKING

IN DESIGNATED ACCESSIBLE

SPACES NOT DISPLAYING

DISTINGUISHING PLACARDS OR

SPECIAL LICENCE PLATES ISSUED

FOR PERSON WITH DISABILITIES

WILL BE TOWED AWAY

AT THE OWNERS EXPENSE

TOWED VEHICLES

MAY BE RECLAIMED AT SIERRA TOW.
OR BY TELEPHONING 661−948−4521

_____

PARKING SIGNS:

1. THE INTERNATIONAL SYMBOL OF ACCESSIBILITY MUST BE THE STANDARD USED TO IDENTIFY FACILITIES
THAT ARE ACCESSIBLE TO AND USABLE BY PHYSICALLY DISABLED PERSONS.  THE SYMBOL CONSISTS OF
A WHILE FIGURE ON A BLUE BACKGROUND. THE BLUE MUST BE EQUAL TO COLOR NO. 15090 IN FEDERAL
STANDARD 595B.

2. EACH PARKING SPACE RESERVED FOR PERSONS WITH DISABILITIES MUST BE IDENTIFIED BY A
REFLECTORIZED SIGN PERMANENTLY POSTED ADJACENT TO AND VISIBLE FROM EACH STALL OR SPACE,
CONSISTING OF THE INTERNATIONAL SYMBOL OF ACCESSIBILITY.

3. THE SIGN MUST BE A MIN. OF 70 SQUARE INCHES IN AREA.

4. WHEN IN A PATH OF TRAVEL, THE SIGN MUST BE POSTED AT A MIN. HEIGHT OF 80" FROM THE BOTTOM OF
THE SIGN TO THE FINISHED GRADE.

5. AN ADDITIONAL SIGN BELOW THE SYMBOL OF ACCESSIBILITY MUST STATE "MINIMUM FINE $250."

6. VAN ACCESSIBLE SPACES MUST HAVE AN ADDITIONAL SIGN OR ADDITIONAL LANGUAGE STATING
"VAN-ACCESSIBLE" PLACED BELOW THE SYMBOL OF ACCESSIBILITY. STREET SURFACE SIGNAGE 

INTERNATIONAL
SYMBOL OF ACCESSIBILITY

BLUE PAINT
BACKGROUND

WHITE PAINT

SIGNS AT PARKING SPACES SIGNS AT ENTRANCE

7. SIGNS IDENTIFYING ACCESSIBLE PARKING SPACES MUST BE LOCATED SO THEY CANNOT BE OBSCURED BY A VEHICLE PARKING IN THE SPACE.

8. AN ADDITIONAL SIGN MUST BE POSTED IN A CONSPICUOUS PLACE AT ENTRANCES TO OFF-STREET PARKING FACILITIES, OR ADJACENT TO AND
VISIBLE FROM EACH SPACE.

9. THE SIGN NOT BE LESS THAN 17"X22" IN SIZE WITH LETTERING 1" MIN. IN HEIGHT, STATING:
"UNAUTHORIZED VEHICLES PARKING IN DESIGNATED ACCESSIBLE SPACES NOT DISPLAYING DISTINGUISHING PLACARD OR SPECIAL LICENSE PLATES

ISSUED FOR PERSONS WITH DISABILITIES WILL BE TOWED AWAY AT OWNER'S EXPENSE.  TOWED VEHICLES MAY BE RECLAIMED AT ______ OR BY
TELEPHONING _______." (BLANK SPACES ARE TO BE FILLED IN WITH APPROPRIATE INFORMATION AS A PERMANENT PART OF THE SIGN.)

10. STREET SURFACE SIGNAGE" THE SURFACE OF EACH ACCESSIBLE PARKING SPACE OR STALL MUST HAVE A SURFACE IDENTIFICATION DUPLICATING
EITHER OF THE FOLLOWING SCHEMES:
(A) BY OUTLINING OR PAINTING THE STALL OR SPACE IN BLUE AND OUTLINING ON THE GROUND IN THE STALL OR SPACE IN WHILE OR SUITABLE

CONTRASTING COLOR A PROFILE VIEW DEPICTING A WHIEELCHAIR WITH OCCUPANT; OR
(B) BY OUTLINING A PROFILE VIEW OF A WHEELCHAIR WITH OCCUPANT IN WHITE ON BLUE BACKGROUND.

THE PROFILE VIEW MUST BE LOCATED SO THAT IT IS VISIBLE TO A
TRAFFIC ENFORCEMENT OFFICER WHEN A VEHICLE IS PROPERLY
PARKING IN THE SPACE AND MUST BE 36"X36"

DIFFERENT WAYS SIGNS CAN BE INSTALLED
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WHEEL STOP
WHERE
WALKWAY
OCCURS AT
FRONT OF 
STALL.

ISA SYMBOL

OF

STRIPE

12" HIGH WHITE
LETTERS WITH 2"
STROKE PAINTED 
ON
PAVEMENT.

BLUE 
PAINTED
STRIPES, TYP

POLE MOUNTED
ACCESSIBLE PARKING 
SIGN

OF
STRIPE

WALL MTD
ACCESSIBLE
PARKING SIGN
WHERE WALL
OCCURS AT 
FRONT
OF STALL.

M
A

X

FRONT END OF
PARKING 
STALL

CL CLVAN STALL
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SIGNAGE AND
ACCESSIBILITY DETAILS
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3" = 1'-0"3ENTRY AND DIRECTIONAL SIGNAGE
3" = 1'-0"11ACCESSIBLE ROOM SIGNAGE

3" = 1'-0"15RESTROOM DOOR SIGNAGE

3" = 1'-0"14EXIT SIGNAGE

3" = 1'-0"7UNIT SIGNAGE

3/4" = 1'-0"6ACCESSIBLE LAVATORY
1/2" = 1'-0"2ACCESSIBLE SPRAY UNIT

3" = 1'-0"13GRAB BAR MOUNTING
1/4" = 1'-0"9GRAB BARS AT WATER CLOSET

6" = 1'-0"10LEVEL CHANGE REQUIREMENTS

1/4" = 1'-0"1PUBLIC RESTROOM MOUNTING HEIGHTS

REV # DESCRIPTION DATE

3" = 1'-0"4ACCESSIBLE PARKING SIGNAGE
1/4" = 1'-0"12ACCESSIBLE PARKING STALL
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1. ALL CONSTRUCTION REQUIRED TO COMPLETE THE PROJECT SHALL COMPLY WITH ALL 
PROVISIONS OF THE 2016 EDITION OF THE CALIFORNIA BUILDING CODE AND OTHER 
REGULATIONS OF LOCAL, COUNTY, STATE AND FEDERAL AGENCIES HAVING JURISDICTION OVER 
THE PROJECT SITE.  DISCREPANCIES BETWEEN THE BUILDING CODE AND THE DRAWINGS SHALL 
BE BROUGHT TO THE ATTENTION OF THE ARCHITECT.

2. SUBCONTRACTORS FOR EACH TRADE ARE ADVISED THAT INFORMATION PERTINENT TO THEIR 
WORK MAY OCCUR IN OTHER PORTIONS OF THE CONTRACT DOCUMENTS.  REFER TO CIVIL, 
STRUCTURAL, MECHANICAL, ELECTRICAL, AND PLUMBING DRAWINGS FOR ADDITIONAL 
GENERAL NOTES, ABBREVIATIONS, AND SYMBOLS.  ALL NOTES ARE TO BE REVIEWED AND 
APPLIED TO RELATED BUILDING COMPONENTS.  NOTES APPEAR ON VARIOUS SHEETS FOR 
DIFFERENT SYSTEMS AND MATERIALS.  SHEETS ARE TO BE REVIEWED AND NOTES ON ANY ONE 
SHEET ARE TO BE APPLIED ON RELATED DRAWINGS AND DETAILS.

3. THE STRUCTURAL, MECHANICAL, ELECTRICAL, PLUMBING, AND CIVIL DRAWINGS ARE 
COMPLEMENTARY WITH THE ARCHITECTURAL DRAWINGS IN DEFINING THE WORK OF THE 
CONTRACT DOCUMENTS.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO CHECK 
WITH THE ARCHITECTURAL DRAWINGS BEFORE THE INSTALLATION OF STRUCTURAL, 
MECHANICAL, AND ELECTRICAL WORK.  SHOULD THERE BE A DISCREPANCY BETWEEN THE 
ARCHITECTURAL DRAWINGS AND THE DRAWINGS OF THE ENGINEER OR OTHER CONSULTANTS 
THAT WOULD RESULT IN AN AWKWARD OR IMPROPER INSTALLATION, IT SHALL BE BROUGHT TO 
THE ARCHITECT'S ATTENTION PRIOR TO INSTALLATION OF THE WORK OR PROCUREMENT OF 
THE EQUIPMENT OR MATERIAL IN QUESTION.  ANY WORK INSTALLED IN CONFLICT WITH THE 
ARCHITECTURAL DRAWINGS WILL BE CORRECTED BY THE CONTRACTOR AT NO EXPENSE TO 
THE OWNER OR ARCHITECT.

4. THE CONTRACTOR SHALL VISIT THE SITE AND BE KNOWLEDGEABLE OF THE CONDITIONS 
THEREON.  HE SHALL VERIFY ALL DIMENSIONS AND CONDITIONS OF THE PROJECT SITE AND 
SHALL NOTIFY THE ARCHITECT OF ANY DISCREPANCIES BETWEEN FIELD CONDITIONS AND THE 
DRAWINGS BEFORE PROCEEDING WITH THE WORK.

5. WHERE MATERIALS ARE APPLIED TO, OR ARE IN DIRECT CONTACT WITH WORK INSTALLED BY 
ANOTHER  SUBCONTRACTOR, COMMENCEMENT OF WORK IMPLIES ACCEPTANCE OF THE 
SUBSTRATE AS SUITABLE FOR THE APPLICATION INTENDED.

6. ALL WORK SHALL CONFORM TO THE BEST PRACTICE PREVAILING IN THE VARIOUS TRADES 
COMPRISING THE WORK.

7. ANY DETAILS, SYSTEMS, OR MATERIALS THAT ARE PROPOSED TO BE SUBSTITUTED OR 
MODIFIED MUST FIRST BE REVIEWED BY THE OWNER, ARCHITECT, AND GENERAL CONTRACTOR 
PRIOR INSTALLATION OR PREPARATION OF SHOP DRAWINGS.

8. EVERY SPACE INTENDED FOR HUMAN OCCUPANCY SHALL BE PROVIDED WITH NATURAL LIGHT 
BY MEANS OF EXTERIOR GLAZED OPENINGS IN ACCORDANCE WITH SECTION 1205.2 OR SHALL 
BE PROVIDED WITH ARTIFICIAL LIGHT THAT IS ADEQUATE TO PROVIDE AN AVERAGE 
ILLUMINATION OF 10 FOOT-CANDLES OVER THE AREA OF THE ROOM AT A HEIGHT OF 30 INCHES 
ABOVE THE FLOOR AREA (1205.1 AND 1205.3)

9. EXTERIOR EXIT STAIRS, BALCONIES AND RAMPS SHALL BE LOCATED AT LEAST 10 FEET FROM 
ADJACENT LOT LINES AND FROM OTHER BUILDINGS ON THE SAME LOT (1026.5)

1. DO NOT SCALE THE DRAWINGS.  THE DRAWINGS ARE NOT NECESSARILY TO SCALE.  NOTED 
DIMENSIONS TAKE PRECEDENCE OVER SCALE.  CONTRACTOR TO VERIFY DIMENSIONS AND 
NOTIFY ARCHITECT FOR CLARIFICATION OF ANY DISCREPANCIES.

2. PARTITIONS LOCATED BY DIMENSION STRING ARE DIMENSIONED TO THE UNFINISHED FACE OF 
THE WALL UNLESS NOTED OTHERWISE.

3. PARTITIONS NOT DIMENSIONED ARE GENERALLY LOCATED BY ONE OF THE FOLLOWING 
CRITERIA:

4. CENTERLINE - CENTER OF PARTITION ALIGNS WITH THE CENTER OF GRIDLINE OR OBJECT  
CENTERLINE (SUCH AS A COLUMN OR WINDOW MULLION).  CENTER THE OVERALL PARTITION 
WIDTH, RATHER  THAN STUD WIDTH ON THE LINE.

5. ALIGN - LOCATE PARTITION FLUSH WITH FACE OF GYPSUM BOARD, OR OTHER SURFACE 
INDICATED.

6. MAINTAIN DIMENSIONS NOTED AS "MINIMUM" OR "CLEAR".
7. DOOR OPENINGS ARE DIMENSIONED TO CENTERLINE OF OPENING.  IF NOT DIMENSIONED, THE 

HINGE  SIDE OF DOOR JAMBS SHALL BE SPACED 4" FROM THE ADJACENT WALL.
8. DETAILS NOT SHOWN ARE SIMILAR IN CHARACTER TO THOSE SHOWN.  WHERE SPECIFIC 

DIMENSIONS, DETAILS, OR DESIGN INTENT CANNOT BE DETERMINED, CONSULT THE ARCHITECT 
BEFORE PROCEEDING WITH THE WORK.

9. REFER TO 1/4" SCALE DETAIL PLANS FOR STAIRWAY, BATHROOM, AND UNIT DIMENSIONS.  
DIMENSIONS OF DETAIL PLANS TAKE PRECEDENCE OVER OVERALL PLANS.

1. ALL DRAPES, HANGINGS, CURTAINS, DROPS AND ALL OTHER DECORATIVE MATERIAL SHALL 
COMPLY WITH FIRE CODE (CBC 2013)

2. IN DETERMINING MEANS OF EGRESS REQUIREMENTS, THE NUMBER OF OCCUPANTS FOR 
WHOM MEANS OF EGRESS FACILITIES SHALL BE PROVIDED SHALL BE DETERMINED IN 
ACCORDANCE WITH TABLE 1004.1.2. CBC 1004

3. PPROVED PANIC HARDWARE SHALL BE PROVIDED ON ALL REQUIRED EXIT DOORS. CBC 
1008.1.9

4. EVERY ROOM OR SPACE THAT IS AN ASSEMBLY OCCUPANCY SHALL HAVE THE OCCUPANT 
LOAD OF THE ROOM OR SPACE POSTED IN A CONSPICUOUS PLACE, NEAR THE MAIN EXIT OR 
EXIT ACCESS DOORWAY FROM THE ROOM OR SPACE. POSTED SIGNS SHALL BE OF AN 
APPROVED LEGIBLE PERMANENT DESIGN AND SHALL BE MAINTAINED BY THE OWNER OR 
AUTHORIZED AGENT. CBC 1004.3

5. FIRE DEPARTMENT VEHICULAR ACCESS ROADS SHALL BE INSTALLED AND MAINTAINED IN A 
SERVICEABLE MANNER PRIOR TO AND DURING THE TIME OF CONSTRUCTION 

6. ALL FIRE HYDRANTS SHALL MEASURE 6" X 4" X 2 1/2", BRASS OR BRONZE, CONFORMING TO 
AMERICAN WATER WORKS ASSOCIATION STANDARD (C503), OR APPROVED EQUAL; AND 
SHALL BE INSTALLED IN COMPLIANCE WITH LONG BEACH WATER DEPARTMENT 

7. AN APPROVED AUTOMATIC FIRE SPRINKLER SYSTEM SHALL BE PROVIDED. PLANS SHALL BE 
SUBMITTED TO THE SPRINKLER PLAN CHECK UNIT FOR REVIEW AND APPROVAL PRIOR TO 
INSTALLATION

8. THE WIDTH AND HEIGHT OF REQUIRED EXIT DOORWAYS SHALL BE NOT LESS THAN 3 FEET IN 
NOMINAL WIDTH BY 6 FEET 8 INCHES IN NOMINAL HEIGHT AND SHALL BE CAPABLE OF 
OPENING SUCH THAT THE CLEAR WIDTH IS NOT LESS THAN 32 INCHES.

9. THE MEANS OF EGRESS TRAVEL SHALL BE ILLUMINATED AT ANY TIME THE BUILDING IS 
OCCUPIED WITH A LIGHT INTENSITY OF NOT LESS THAN 1 FOOT-CANDLE AT THE FLOOR 
LEVEL. (CBC 1006.2) 

10. THE POWER SUPPLY FOR THE MEANS OF EGRESS ILLUMINATION SHALL BE SUPPLIED FROM 
SEPARATE SOURCES IN ACCORDANCE WITH THE BUILDING CODE 

11. PORTABLE FIRE EXTINGUISHER REQUIREMENTS SHALL BE DETERMINED BY A FIRE 
DEPARTMENT FIELD INSPECTOR IN ACCORDANCE WITH FIRE CODE 

12. DUMPSTERS AND CONTAINERS WITH AN INDIVIDUAL CAPACITY OF 1.5 CUBIC YARDS (40.5 CU 
FT.) OR MORE SHALL NOT BE STORED IN BUILDINGS OR PLACED WITHIN 5 FEET OF 
COMBUSTIBLE WALLS, OPENINGS OR COMBUSTIBLE ROOF EAVES, UNLESS AREAS 
CONTAINING DUMPSTERS OR CONTAINERS ARE PROTECTED BY AN APPROVED AUTOMATIC 
FIRE SPRINKLER SYSTEM 

13. BUILDING ADDRESS NUMBERS SHALL BE PROVIDED AND MAINTAINED SO AS TO BE PLAINLY 
VISIBLE AND LEGIBLE FROM THE STREET FRONTING PROPERTY. THE NUMBERS SHALL BE 
MINIMUM 4 INCHES HIGH, 1 INCH WIDE WITH A 1/2 INCH STROKE. FOR BUILDINGS SET BACK 
MORE THAN 150 FEET FROM THE STREET, THE NUMBERS SHALL BE A MINIMUM 5 INCHES 
HIGH, 2 INCHES WIDE WITH A 1/2 INCH STROKE 

14. A KEY BOX SHALL BE PROVIDED AT ALL GATE ENTRANCES, IN ACCORDANCE WITH FIRE CODE, 
AND AS SET FORTH IN FIRE DEPARTMENT REGULATION 5

15. PER 907.2.9 IN GROUP R-2 OCCUPANCIES REQUIRED BY SECTION 907 TO HAVE FIRE ALARM 
SYSTEM, ALL DWELLING UNITS AND ALL SLEEPING UNITS, SHALL BE PROVIDED WITH THE 
CAPABILITY TO SUPPORT VISIBLE ALARM NOTIFICATION APPLIANCES IN ACCORDANCE WITH 
NFPA 72. 

16. A MANUAL FIRE ALARM SYSTEM IS REQUIRED PER CFC
17. ELEVATORS SHALL COMPLY WITH CHAPTER 30 OF THE 2014 LOS ANGELES BUILDING CODE
18. JOINTS INSTALLED IN OR BETWEEN FIRE-RESISTANCE-RATED WALLS, FLOOR OR 

FLOOR/CEILING ASSEMBLIES AND ROOFS OR ROOF/CEILING ASSEMBLIES SHALL BE 
PROTECTED AN APPROVED FIRE-RESISTANT JOINT SYSTEM WITH A FIRE-RESISTANCE RATING 
NOT LESS THAN THAT OF THE ASSEMBLY IN WHICH IS INSTALLED.

19. BUILDING ADDRESS NUMBERS SHALL BE PROVIDED AND MAINTAINED SO AS TO BE PLAINLY 
VISIBLE AND LEGIBLE FROM THE STREET FRONTING THE PROPERTY. THE NUMBERS SHALL BE 
12 INCHES HIGH WITH A STROKE WIDTH OF 1-1/4 INCHES. IT SHALL BE ILLUMINATED AT NIGHT. 
FIRE CODE 505.1

20. THE MEANS OF EGRESS ILLUMINATION LEVEL SHALL NOT BE LESS         THAN 1 FOOT CANDLE 
AT THE WALKING SURFACE.

21. PROVIDE FIRE EXTINGUISHER AS REQUIRED BY FIRE DEPARTMENT FIELD INSPECTOR.
22. PROVIDE STAIR ILLUMINATION. MIN 1-FOOT-CANDLE AT TREAD RUNS (1205.4)
23. PROVIDE A PORTABLE FITE EXTINGUISHER WITH A RATING OF NOT LESS THEN 2-A OR 2-

A10BC WITH 75 FEET TRAVEL DISTANCE TO ALL PORTIONS OF THE BUILDING ON EACH FLOOR; 
ALSO DURING CONSTRUCTION. (L.A.M.C. 57.140)

24. PROVIDE PORTABLE FIRE EXTINGUISHER WITH A RATING NOT LESS THEN 10BC FOR KITCHEN, 
ELECTRICAL ROOM, MECHANICAL ROOM, OR PARKING GARAGE.

PROJECT NOTES

DRAWING NOTES

FIRE PREVENTION NOTES

1. BUILDING PERMITS BY OWNER OR CONTRACTOR.  SUB-CONTRACTORS FOR ELECTRICAL, 
PLUMBING, MECHANICAL, ANY OFF SITE WORK AND ALL OTHERS WHOSE WORK IS NOT 
NORMALLY COVERED BY BUILDING PERMIT AND REQUIRES SEPARATE PERMIT ACCORDING TO 
RULES AND REGULATION AND/OR ORDINANCES GOVERNING THE GEOGRAPHIC AREA WHERE 
THIS PROJECT IS LOCATED SHALL SUBMIT NECESSARY PLANS TO THE DEPARTMENT OF 
BUILDING AND SAFETY AND/OR OTHER MUNICIPAL DEPARTMENTS AND MAJOR UTILITY 
COMPANIES AS REQUIRED FOR APPROVAL.  THEY SHALL OBTAIN AND PAY FOR THEIR 
APPROPRIATE PERMIT PRIOR TO COMMENCEMENT OF WORK.

2. THE CONSTRUCTION SHALL NOT RESTRICT A FIVE-FOOT CLEAR AND UNOBSTRUCTED ACCESS 
TO ANY WATER OR POWER DISTRIBUTION FACILITIES (POWER POLES, PULL-BOXES, 
TRANSFORMERS, VAULTS, PUMPS, VALVES, METERS, APPURTENANCES, ETC.) OR TO THE 
LOCATION OF THE HOOK-UP. THE CONSTRUCTION SHALL NOT BE WITHIN TEN FEET OF ANY 
POWER LINES-WHETHER OR NOT THE LINES ARE LOCATED ON THE PROPERTY. FAILURE TO 
COMPLY MAY CAUSE CONSTRUCTION DELAYS AND/OR ADDITIONAL EXPENSES.

3. AN APPROVED SEISMIC GAS SHUTOFF VALVE WILL BE INSTALLED ON THE FUEL GAS LINE ON 
THE DOWN STREAM SIDE OF THE UTILITY METER AND BE RIGIDLY CONNECTED TO THE 
EXTERIOR OF THE BUILDING OR STRUCTURE CONTAINING THE FUEL GAS PIPING. (PER 
ORDINANCE 170,158) (INCLUDES COMMERCIAL ADDITIONS AND TI WORK OVER $10,000) 
SEPARATE PLUMBING PERMIT IS REQUIRED. 

4. LOCATE ACCESS PANELS AS INDICATED ON DRAWINGS.  FOR ACCESS PANELS NOT SHOWN 
BUT REQUIRED BY PROVISIONS OF THE CONTRACT DOCUMENTS, LOCATED IN ACCORDANCE 
WITH APPLICABLE CODES.  SUBMIT PROPOSED LOCATIONS TO THE ARCHITECT FOR REVIEW 
AND ACCEPTANCE PRIOR TO INSTALLATION.

5. PROVIDE STIFFENERS, BRACING, BACKING PLATES AND BLOCKING REQUIRED FOR SECURE  
INSTALLATION OF TOILET PARTITIONS, DOORS AND DOOR HARDWARE INCLUDING WALL-
MOUNTED DOOR  STOPS, HANDRAILS, WALL-MOUNTED SHELVES, OPERABLE PARTITIONS, 
MISCELLANEOUS EQUIPMENT, AND  SUSPENDED MECHANICAL AND ELECTRICAL EQUIPMENT.

6. ISOLATE DISSIMILAR METALS TO PREVENT GALVANIC CORROSION.
7. PROVIDE ALL REQUIRED BASE AND HOUSEKEEPING PADS FOR MECHANICAL, ELECTRICAL, 

AND PLUMBING EQUIPMENT. COORDINATE PADS SIZE AND LOCATION WITH MECHANICAL, 
PLUMBING AND ELECTRICAL  EQUIPMENT.

8. PROVIDE ULTRA LOW FLUSH WATER CLOSETS FOR ALL NEW CONSTRUCTION. EXISTING 
SHOWER HEADS AND TOILETS MUST BE ADAPTED FOR LOW WATER CONSUMPTION.

9. SHOWER COMPARTMENTS AND WALLS ABOVE BATHTUBS WITH INSTALLED SHOWER HEADS 
SHALL BE FINISHED WITH A SMOOTH, NONABSORBENT SURFACE TO HEIGHT NOT LESS THAN 
70 INCHES ABOVE THE DRAIN INLET. SECTION 1210.2.3 USE OF WATER-RESISTANT GYPSUM 
BACKING BOARD SHALL BE AS STATED IN SECTION 2509.3

10. WATER HEATERS MUST BE STRAPPED TO A WALL (CPC 507.2) 
11. INTERNALLY ILLUMINATED SIGNS SHALL BE LISTED AND LABELED AND SHALL BE INSTALLED IN 

ACCORDANCE WITH THE MANUFACTURER'S INSTRUCTIONS AND SECTION 2702.
12. EMERGENCY LIGHTING FACILITIES SHALL BE ARRANGED TO PROVIDE INITIAL ILLUMINATION 

THAT IS AT LEAST AN AVERAGE OF 1 FOOT-CANDLE (11 LUX) AND A MINIMUM AT ANY POINT OF 
0.1 FOOT-CANDLE (1 LUX) MEASURED ALONG THE PATH OF EGRESS AT FLOOR LEVEL. 
ILLUMINATION LEVELS SHALL BE PERMITTED TO DECLINE TO 0.6 FOOT-CANDLE (6 LUX) 
AVERAGE AND A MINIMUM AT ANY POINT OF 0.06 FOOT-CANDLE (0.6 LUX) AT THE END OF THE 
EMERGENCY LIGHTING TIME DURATION. A MAXIMUM-TO-MINIMUM ILLUMINATION UNIFORMITY 
RATIO OF 40 TO 1 SHALL NOT BE EXCEEDED. (1006.3)

13. THE EXIT SIGNS SHALL ALSO BE CONNECTED TO AN EMERGENCY ELECTRICAL SYSTEM 
PROVIDED FROM STORAGE BATTERIES UNIT EQUIPMENT OR AN ONSITE GENERATOR SET, AND 
THE SYSTEM SHALL BE INSTALLED IN ACCORDANCE WITH THE ELECTRICAL CODE. FOR HIGH 
RISE BUILDINGS, SEE SECTION 403, 1003.2.8.5.

14. THE POWER SUPPLY FOR MEANS OF EGRESS ILLUMINATION SHALL NORMALLY BE PROVIDED 
BY THE PREMISES' ELECTRICAL SUPPLY. IN THE EVENT OF POWER SUPPLY FAILURE, AN 
EMERGENCY ELECTRICAL SYSTEM SHALL AUTOMATICALLY ILLUMINATE THE FOLLOWING 
AREAS:
A. - AISLES AND UNENCLOSED EGRESS STAIRWAYS IN ROOMS AND SPACES THAT REQUIRE 

TWO OR MORE MEANS OF EGRESS;
B. - CORRIDORS, EXIT ENCLOSURES AND EXIT PASSAGEWAYS IN BUILDINGS REQUIRED TO 

HAVE TWO OR MORE EXITS,;
C. - EXTERIOR EGRESS COMPONENTS AT OTHER THAN THE LEVEL OF  EXIT DISCHARGE UNTIL 

EXIT DISCHARGE IS ACCOMPLISHED FOR BUILDINGS REQUIRED TO HAVE TWO OR MORE 
EXITS. 

D. - INTERIOR EXIT DISCHARGE ELEMENTS, AS PERMITTED IN SECTION 1027.1 IN BUILDINGS 
REQUIRED TO HAVE TWO OR MORE EXITS.

E. - EXTERIOR LANDINGS, AS REQUIRED BY SECTION 1008.1.6 FOR EXIT DISCHARGE 
DOORWAYS IN BUILDINGS REQUIRED TO HAVE TWO OR MORE EXITS.

15. EGRESS DOORS SHALL BE READILY OPENABLE FROM THE EGRESS SIDE WITHOUT THE USE 
OF A KEY OR SPECIAL KNOWLEDGE OR EFFORT.  SEE 1008.1.9 FOR EXCEPTIONS.

16. DOOR HANDLES, LOCK AND OTHER OPERATING DEVICES SHALL BE INSTALLED AT A MIN. 34" 
AND MAX 48" ABOVE THE FINISHED FLOOR (1008.1.9.2).

17. ALL EGRESS DOOR OPERATION SHALL ALSO COMPLY WITH SECTION 1008.1.9 - 1008.1.9.7.
18. THE MEANS OF EGRESS, INCLUDING THE EXIT DISCHARGE, SHALL BE ILLUMINATED AT ALL 

TIMES THE BUILDING SPACE SERVED BY THE MEANS OF EGRESS IS OCCUPIED.  THE MEANS 
OF EGRESS ILLUMINATION LEVEL SHALL NOT BE LESS THEN 1 FOOT-CANDLE AT THE WALKING 
SURFACE. (1006.1)

19. EXIT SIGNS SHALL BE INTERNALLY OR EXTERNALLY ILLUMINATED.
20. A COPY OF THE EVALUATION REPORT AND/OR CONDITIONS OF LISTING SHALL BE MADE 

AVAILABLE AT THE JOB SITE.
21. THIS BUILDING MUST BE EQUIPPED WITH AN AUTOMATIC FIRE EXTINGUISHING SYSTEM, 

COMPLYING WITH (NFPA-13/NAPA-13R); THE SPRINKLER SYSTEM SHALL BE APPROVED BY 
PLUMBING DIV. PRIOR TO INSTALLATION (903.2)

22. A MECHANICAL VENTILATION SYSTEM IN LIEU OF OPENABLE WINDOWS IN THE BATHROOM, 
TOILET ROOM AND LAUNDRY, WHICH FURNISHES FIVE AIR CHANGES PER HOUR DIRECT TO 
THE OUTSIDE, IS REQUIRED

GENERAL ADVISORY
1. IF THE PROJECT IS DEVELOPED IN PHASES, ALL THE DEVELOPMENT REQUIREMENTS SHALL BE 
MET FOR EACH PHASE INCLUDING PARKING, LANDSCAPING, TRASH ENCLOSURES, DRAINAGE, 
ETC.
2. THE APPLICANT SHALL CONTACT THE LOS ANGELES COUNTY FIRE DEPARTMENT TO 
DETERMINE IMPROVEMENTS THAT MAY BE REQUIRED TO PROTECT THE PROPERTY FROM THE 
FIRE HAZARD AND SHALL PROVIDE AND INSTALL AT HIS EXPENSE SUCH IMPROVEMENTS AS MAY 
BE DEEMED NECESSARY BY THE LOS ANGELES COUNTY FIRE DEPARTMENT. FIRE PROTECTION 
IMPROVEMENTS SHALL BE COMPLETED TO THE SATISFACTION OF THE DEVELOPMENT SERVICES 
DIRECTOR PRIOR TO CERTIFICATION OF COMPLETION AND OCCUPANCY OF THE SUBJECT 
BUILDINGS.
3. SUBMIT A SOILS REPORT ON THE PROPERTIES OF SOILS AS DETAILED IN CHAPTER 18 OF THE 
LATEST EDITION OF THE CALIFORNIA BUILDING CODE AND AS REQUIRED BY THE DEVELOPMENT 
SERVICES DEPARTMENT ON ALL BUILDING SITES.
4. ALL CONSTRUCTION AND/OR INSTALLATION OF IMPROVEMENTS SHALL BE UNDERTAKEN TO 
THE SPECIFICATIONS OF THE CITY OF LANCASTER MUNICIPAL CODE.
5. AN ENCROACHMENT PERMIT SHALL BE OBTAINED FROM THE DEVELOPMENT SERVICES 
DEPARTMENT PRIOR TO DOING ANY WORK WITHIN THE PUBLIC RIGHT-OF-WAY OR EASEMENTS.
GRADING/DRAINAGE
6. PRIOR TO ISSUANCE OF GRADING PERMIT, THE APPLICANT SHALL SUBMIT A GRADING PLAN 
CONSISTENT WITH THE APPROVED SITE PLAN AND CONDITIONS OF APPROVAL. THE GRADING 
PLAN SHALL BE BASED ON A DETAILED ENGINEERING SOILS REPORT SPECIFICALLY APPROVED 
BY THE GEOLOGIST AND/OR SOILS ENGINEER THAT ADDRESSES ALL SUBMITTED 
RECOMMENDATIONS.
7. PRIOR TO GRADING PERMIT ISSUANCE, WHICHEVER COMES FIRST, THE APPLICANT SHALL 
OBTAIN APPROVAL OF THE FINAL HYDROLOGY/HYDRAULIC STUDY. THE FINAL DRAINAGE 
FACILITIES SHALL BE BASED ON THE APPROVED HYDROLOGY/HYDRAULIC STUDY AND WILL BE 
DESIGNED BASED ON THE CITY OF LANCASTER ENGINEERING DESIGN GUIDELINES POLICIES AND 
PROCEDURES SECTIONS 2.7 AND 3, AND/OR TO THE SATISFACTION OF THE DEVELOPMENT 
SERVICES DIRECTOR. ANY ON-SITE AND/OR OFF-SITE MITIGATION MEASURES REQUIRED BY THE 
APPROVED HYDROLOGY/HYDRAULIC STUDY SHALL BE CONSTRUCTED PRIOR TO FIRST 
OCCUPANCY.
8. PRIOR TO THE ISSUANCE OF ANY CONSTRUCTED RELATED PERMITS (GRADING, BUILDING, 
ETC.) WITHIN THE CITY, A DUST CONTROL PLAN SHALL BE PREPARED AND SUBMITTED TO THE 
ANTELOPE VALLEY AIR QUALITY MANAGEMENT DISTRICT (AVAQMD) IN ACCORDANCE WITH RULE 
403 OF AVAQMD. AN APPROVED COPY OF THE DUST CONTROL PLAN SHALL BE SUBMITTED TO 
DEVELOPMENT SERVICES FOR RESIDENTIAL PROJECTS OF 10 ACRES AND LARGER AND FOR 
COMMERCIAL/INDUSTRIAL PROJECTS OF 5 ACRES AND LARGER. IN LIEU OF AN APPROVED PLAN, 
A LETTER WAIVING THIS REQUIREMENT SHALL BE SUBMITTED.
9. PRIOR TO GRADING, THE APPLICANT SHALL PROVIDE A CONTACT NAME AND VALID PHONE 
NUMBER WHERE SOMEONE IS AVAILABLE 24-HOURS, 7 DAYS A WEEK TO REPORT THE BLOWING 
OF DUST OR DEBRIS FROM THE SITE.
10.IF THE PROJECT IS DEVELOPED IN PHASES, UNDEVELOPED PORTIONS OF THE SITE SHALL NOT 
CONTRIBUTE TO BLOWING DEBRIS, DIRT OR DUST.
11.PORTIONS OF THE PROPERTY MAY BE SUBJECT TO SHEET OVERFLOW AND PONDING. INSTALL 
ANY LOCAL STORM DRAINS NECESSARY TO MITIGATE ON-SITE AND OFF-SITE DRAINAGE TO THE 
SATISFACTION OF THE DEVELOPMENT SERVICES DIRECTOR.
12.MITIGATE ON-SITE NUISANCE WATER AND DEVELOPMENTAL STORM WATER RUNOFF TO THE 
SATISFACTION OF THE DEVELOPMENT SERVICES DIRECTOR.
13.PROVIDE FOR CONTRIBUTORY DRAINAGE FROM ADJOINING PROPERTIES AND RETURN 
DRAINAGE TO ITS NATURAL CONDITIONS OR SECURE OFF-SITE DRAINAGE ACCEPTANCE LETTERS 
FROM AFFECTED PROPERTY OWNERS.
14.BOX CULVERTS OR OTHER STRUCTURES ACCEPTABLE TO THE DEVELOPMENT SERVICES 
DIRECTOR ARE REQUIRED AT ALL INTERSECTIONS WITH ARTERIAL STREETS TO ELIMINATE 
NUISANCE WATER FROM CROSSING THE STREET ABOVE GROUND. (NO CROSS GUTTERS 
ALLOWED.)
15.PRIOR TO BUILDING OCCUPANCY, ALL DRAINAGE FACILITIES ARE TO BE CONSTRUCTED AND 
APPROVED PRIOR TO OCCUPANCY OF ANY STRUCTURE WITHIN THE PROJECT TO THE 
SATISFACTION OF THE DEVELOPMENT SERVICES DIRECTOR. IF THE PROJECT IS PHASED, ALL 
DRAINAGE FACILITIES REQUIRED FOR EACH PHASE WILL BE CONSTRUCTED AND APPROVED 
PRIOR TO OCCUPANCY OF ANY STRUCTURE WITHIN THAT PHASE.
16.PRIOR TO BUILDING OCCUPANCY, STREETS SHALL BE DESIGNED TO AVOID CREATING SUMP 
CONDITIONS AS DIRECTED BY THE DEVELOPMENT SERVICES DIRECTOR. IF A SUMP CONDITION IS 
UNAVOIDABLE, A REDUNDANT CATCH BASIN SYSTEM SHALL BE INSTALLED.
17.THE PROJECT IS LOCATED IN FEMA FLOOD ZONE AH IN ACCORDANCE WITH THE FEDERAL 
FLOOD INSURANCE RATE MAPS (FIRMS), PER THE DIRECTION OF THE DIRECTOR OF 
DEVELOPMENT SERVICES:

· THE APPLICANT SHALL COMPLY WITH REQUIREMENTS FOR CONSTRUCTION OF 
STRUCTURES WITHIN A FLOOD PLAIN/HAZARD AREA. ALL STRUCTURES WITHIN THE 
FLOOD PLAIN/HAZARD AREA SHALL HAVE THE FINISH FLOOR OR NON-FLOOD
PROTECTED MATERIALS ELEVATED 1’-0” ABOVE THE BASE FLOOD ELEVATIONS (BFE).
· PRIOR TO ISSUANCE OF EITHER GRADING PERMITS OR BUILDING PERMITS 
(CONTINGENT UPON THE METHOD USED IN ITEM B ABOVE), THE APPLICANT SHALL 
SUBMIT A PRE-CONSTRUCTION ELEVATION CERTIFICATE AND OBTAIN APPROVAL 
FROM THE COMMUNITY DEVELOPMENT DIVISION FOR THE FINISH FLOOR ELEVATION 
OF THE PROPOSED STRUCTURES. THE APPLICANT SHALL PROVIDE A POST-
CONSTRUCTION ELEVATION (FLOOD PROOFING) CERTIFICATE PRIOR TO BUILDING 
FINAL.

18.THE PROJECT SHALL COMPLY WITH THE BEST MANAGEMENT PRACTICES (BMPS) OF THE 
NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) AND ALL NPDES PERMIT 
REQUIREMENTS.
19.PRIOR TO BUILDING OCCUPANCY, INSTALL BMPS INCLUDING BMPS TO TREAT FIRST FLUSH.
20.PRIOR TO OCCUPANCY, THE PROPERTY SHALL BE ANNEXED INTO THE LANCASTER DRAINAGE 
MAINTENANCE DISTRICT.
STREETS
21.PRIOR TO ISSUANCE OF BUILDING PERMIT, THE APPLICANT SHALL DEDICATE SIDEWALK 
EASEMENTS SUFFICIENT TO ENCOMPASS ADA REQUIREMENTS FOR SIDEWALKS INSTALLED WITH 
DRIVE APPROACHES.
22.PRIOR TO CERTIFICATE OF OCCUPANCY, THE APPLICANT SHALL DESIGN AND CONSTRUCT ADA 
“WALK AROUNDS” AT ALL DRIVEWAY LOCATIONS TO THE SPECIFICATIONS OF THE DEVELOPMENT 
SERVICES DIRECTOR. THE CURB RAMPS SHALL COMPLY WITH THE REQUIREMENTS OF TITLE II OF 
THE AMERICAN WITH DISABILITIES ACT (ADA) RELATED TO CURB RAMPS AND PEDESTRIAN 
CROSSINGS.
23.STREET GRADES SHALL MEET THE SPECIFICATIONS OF THE DEVELOPMENT SERVICES 
DIRECTOR.
24.PER DIRECTION OF THE DEVELOPMENT SERVICES DIRECTOR, COMPLY WITH CITY MUNICIPAL 
CODE, CHAPTER 13.20, ARTICLE II ENTITLED INSTALLATION/RELOCATION FOR NEW/EXPANDED 
DEVELOPMENT OF OVERHEAD UTILITIES (ORDINANCE NO. 361).
25.PRIOR TO OCCUPANCY, THE PROPERTY SHALL BE ANNEXED INTO THE LANCASTER LIGHTING 
MAINTENANCE DISTRICT.
SEWER
26.PRIOR TO SEWER PLAN/LATERAL CONNECTION APPROVAL AND SEWER PERMIT ISSUANCE, 
THE APPLICANT SHALL OBTAIN APPROVAL OF THE FINAL SEWER AREA STUDY. THE FINAL SEWER 
FACILITIES SHALL BE BASED ON THE APPROVED SEWER AREA STUDY AND WILL BE DESIGNED 
BASED ON THE CITY OF LANCASTER ENGINEERING DESIGN GUIDELINES POLICIES AND 
PROCEDURES SECTION 2.4, AND/OR TO THE SATISFACTION OF THE DEVELOPMENT SERVICES 
DIRECTOR. ANY ON-SITE AND/OR OFF-SITE MITIGATION MEASURES REQUIRED BY THE APPROVED 
SEWER AREA STUDY SHALL BE CONSTRUCTED PRIOR TO FIRST OCCUPANCY.
27.PRIOR TO CERTIFICATE OF OCCUPANCY, APPROVAL OF THIS SITE PLAN IS CONTINGENT UPON 
THE INSTALLATION AND DEDICATION OF LOCAL MAIN LINE SEWERS AND SEPARATE LATERALS TO 
SERVE EACH STRUCTURE AT SUCH TIME AS THE PERMANENT STRUCTURES ARE CONSTRUCTED 
ON THE SITE.
WATER
28.THE PROJECT SHALL BE SERVED BY ADEQUATELY SIZED WATER SYSTEM FACILITIES, 
INCLUDING FIRE HYDRANTS, OF SUFFICIENT SIZE TO ACCOMMODATE THE TOTAL DOMESTIC AND 
FIRE FLOWS REQUIRED FOR THE PROJECT. DOMESTIC FLOWS REQUIRED ARE TO BE 
DETERMINED BY THE DEVELOPMENT SERVICES DIRECTOR. FIRE FLOWS REQUIRED ARE TO BE 
DETERMINED BY THE FIRE CHIEF.
29.AT THE TIME OF PROJECT CONSTRUCTION, THE APPLICANT SHALL BE REQUIRED TO COMPLY 
WITH ALL ORDINANCES ADOPTED TO ADDRESS THE BALANCE OF WATER SUPPLY TO WATER 
DEMAND.
30.IN ORDER TO OBTAIN A CONDITIONAL WILL SERVE LETTER, THE PROJECT APPLICANT MUST 
SECURE PERMANENT WATER SUPPLY ENTITLEMENTS SUFFICIENT TO MEET THE PROJECT’S 
ANNUAL WATER DEMANDS AS DETERMINED BY THE LOS ANGELES COUNTY WATERWORKS 
DISTRICT 40 (DISTRICT). THIS ENTITLEMENT MAY BE SECURED THROUGH ENTERING AN 
AGREEMENT WITH THE DISTRICT TO PURCHASE NEW STATE WATER PROJECT TABLE A, OR 
OTHER PERMANENT WATER SUPPLY THROUGH THE ANTELOPE VALLEY-EAST KERN WATER 
AGENCY. IF THE PROJECT IS NOT LOCATED WITHIN THE BOUNDARIES OF THE DISTRICT IT MUST 
BE ANNEXED INTO THE DISTRICT IN ADDITION TO SECURING A WILL SERVE LETTER.
31.IN ADDITION TO THE CONDITION ABOVE, THE DISTRICT MAY REQUIRE THAT: (1) VARIOUS 
CHARGES/FEES BE PAID BY THE OWNER/DEVELOPER OF THE PROPERTY; (2) ON-SITE AND OFF-
SITE WATER SYSTEM FACILITIES BE INSTALLED BY A STATE LICENSED CONTRACTOR RETAINED 
BY THE OWNER/DEVELOPER AND INSPECTED AND ACCEPTED BY THE DISTRICT, USING PLANS 
PREPARED BY A LICENSED ENGINEER THAT ARE REVIEWED BY THE DISTRICT; OR (3) A 
COMBINATION OF (1) AND (2). ONCE CONSTRUCTED TO THE SATISFACTION OF THE DISTRICT, THE 
WATER SYSTEM FACILITIES ARE TO BE DEDICATED GRATIS TO THE DISTRICT FOR SUBSEQUENT 
OPERATION AND MAINTENANCE.
TRAFFIC
32.PRIOR TO ISSUANCE OF THE STREET IMPROVEMENT ENCROACHMENT PERMIT, THE 
APPLICANT SHALL SHOW ON THE STREET PLAN DRIVE APPROACHES USING A MODIFIED 
COMMERCIAL DRIVEWAY DESIGN (APWA 110-1, TYPE C OR EQUIVALENT) WITH A MINIMUM RADIUS 
OF 15 FEET AND THAT WILL PROVIDE A STREET/DRIVE APPROACH TRANSITION WITH A MAXIMUM 
ALGEBRAIC GRADE DIFFERENCE OF 10%. CONSTRUCTION DETAILS SHALL BE SHOWN ON THE 
STREET PLAN PROVIDING A TRANSITION NO GREATER THAN THIS MAXIMUM.
33.PRIOR TO ISSUANCE OF THE STREET IMPROVEMENT ENCROACHMENT PERMIT, THE 
APPLICANT SHALL OBTAIN APPROVAL OF A SIGNING AND STRIPING PLAN. THE SIGNING AND 
STRIPING PLAN SHALL BE COMPLETED IN ACCORDANCE WITH ALL CITY 9OF LANCASTER 
STANDARDS, AS DIRECTED BY THE CITY ENGINEER.
34.PRIOR TO ISSUANCE OF BUILDING PERMITS, THE APPLICANT SHALL RECORD AN IRREVOCABLE 
OFFER OF DEDICATION, IN ADDITION TO THE EXISTING STREET RIGHT-OF-WAY, FOR A TOTAL OF 
32 FEET FROM CENTERLINE ON 32ND STREET WEST FRONTING THE PROJECT SITE, AS DIRECTED 
BY THE CITY ENGINEER.
35.PRIOR TO BUILDING OCCUPANCY, THE APPLICANT SHALL INSTALL CONDUIT, PULL ROPE, AND 
PULL BOXES ALONG REGIONAL, PRIMARY AND SECONDARY ARTERIALS TO THE NEAREST 
ARTERIAL INTERSECTION TO BE USED FOR FUTURE TRAFFIC SIGNAL COMMUNICATION 
INTERCONNECT. THE INTERCONNECT SYSTEM SHALL BE INSTALLED IN ACCORDANCE WITH THE 
SPECIFICATIONS APPROVED BY THE TRAFFIC SECTION, TO THE SATISFACTION OF THE CITY 
ENGINEER.
36.THE FOLLOWING PRIVATE STREETS SHALL BE CONSTRUCTED TO PRIVATE STANDARDS:

· 32ND STREET WEST, EASTERN HALF FROM CENTERLINE TO CURB
37.PRIOR TO BUILDING OCCUPANCY, THE APPLICANT SHALL PROVIDE AND INSTALL STREET NAME 
SIGNS, AS DIRECTED BY THE CITY ENGINEER.
38.PRIOR TO ISSUANCE OF BUILDING PERMITS, THE APPLICANT SHALL DEDICATE THE RIGHT TO 
RESTRICT DIRECT VEHICULAR INGRESS AND EGRESS ON ALL STREETS HAVING A PROJECTED 
VOLUME OF 2,000 VEHICLE TRIPS EACH DAY AND WITHIN 100 FEET OF ANY SECONDARY OR 
PRIMARY ARTERIAL, ON THE TRACT MAP OR BY SEPARATE DOCUMENT.
LANDSCAPING
39.THE DEVELOPMENT SHALL COMPLY WITH ALL REQUIREMENTS OF ORDINANCE NO. 907 AND 
THE STATE OF CALIFORNIA MODEL WATER EFFICIENT LANDSCAPE ORDINANCE. THE 
REQUIREMENTS ARE SUBJECT TO REVISION, UPON ADOPTION OF THE CITY’S UPDATED WATER 
EFFICIENT LANDSCAPE ORDINANCE.
OTHER CONDITIONS
40.PRIOR TO OR CONCURRENT WITH THE APPROVAL OF A GRADING PERMIT, THE APPLICANT 
SHALL PAY A FEE TO THE CITY OF LANCASTER IN THE SUM OF $770.00 PER GROSS ACRE, TO BE 
HELD IN THE BIOLOGICAL MITIGATION FUND AS ESTABLISHED BY THE CITY COUNCIL. 
ADDITIONALLY, SHOULD THE APPLICANT BE REQUIRED TO PAY MITIGATION FEES UNDER THE 
CALIFORNIA DEPARTMENT OF FISH AND GAME, THESE FEES CAN BE DEDUCTED FROM THE 
AMOUNT COLLECTED BY THE CITY OF LANCASTER.

MITIGATION MEASURES
41.A NESTING BIRD AND BURROWING OWL PRECONSTRUCTION SURVEY SHALL BE CONDUCTED 
ON THE PROJECT SITE PRIOR TO THE START OF ANY CONSTRUCTION/GROUND DISTURBING 
ACTIVITIES. IF NESTING BIRDS OR BURROWING OWLS ARE ENCOUNTERED, ALL WORK IN THE 
AREA SHALL CEASE UNTIL EITHER THE YOUNG BIRDS HAVE FLEDGED OR THE APPROPRIATE 
PERMITS ARE OBTAINED FROM THE CALIFORNIA DEPARTMENT OF FISH AND WILDLIFE.
42.IN THE EVENT THAT PREVIOUSLY UNKNOWN CULTURAL RESOURCES ARE IDENTIFIED DURING 
CONSTRUCTION, THE FOLLOWING REQUIREMENTS SHALL APPLY:

· IF HUMAN REMAINS OR FUNERARY OBJECTS ARE ENCOUNTERED DURING ANY 
CONSTRUCTION ACTIVITIES ASSOCIATED WITH THE PROPOSED PROJECT, WORK 
WITHIN A 100-FOOT BUFFER SHALL CEASE AND THE COUNTY CORONER SHALL BE 
CONTACTED PURSUANT TO STATE HEALTH AND SAFETY CODE SECTION 7050.5.
· IN THE EVENT THAT NATIVE AMERICAN CULTURAL RESOURCES ARE DISCOVERED 
DURING ANY CONSTRUCTION ACTIVITIES, ALL WORK WITH A 60-FOOT BUFFER SHALL 
CEASE AND A QUALIFIED ARCHAEOLOGIST MEETING THE SECRETARY OF THE
INTERIOR STANDARDS SHALL BE HIRED TO ASSESS THE FIND. THE SAN MANUEL BAND 
OF MISSION INDIANS SHALL BE CONTACTED AND PROVIDED INFORMATION AND 
INVITED TO PERFORM A SITE VISIT IN CONJUNCTION WITH THE ARCHAEOLOGIST TO 
PROVIDE TRIBAL INPUT.
· IF SIGNIFICANT NATIVE AMERICAN RESOURCES ARE DISCOVERED AND AVOIDANCE 
CANNOT BE ENSURED, A SECRETARY OF THE INTERIOR QUALIFIED ARCHAEOLOGIST 
SHALL BE RETAINED TO DEVELOP A CULTURAL RESOURCES TREATMENT PLAN, AS 
WELL AS A DISCOVERY AND MONITORING PLAN. A COPY OF THE DRAFT DOCUMENT 
SHALL BE PROVIDED TO THE SAN MANUEL BAND OF MISSION INDIANS FOR REVIEW 
AND COMMENT. ALL IN FIELD INVESTIGATION, ASSESSMENT AND/OR DATA RECOVERY 
PURSUANT TO THE TREATMENT PLAN SHALL BE MONITORED BY A TRIBAL MONITOR.

43.PRIOR TO THE ISSUANCE OF ANY CONSTRUCTION RELATED PERMITS, THE APPLICANT SHALL 
PREPARE A LIQUEFACTION STUDY AND SUBMIT THE STUDY FOR REVIEW BY THE CITY ENGINEER. 
UPON APPROVAL OF THE STUDY BY THE CITY ENGINEER, THE DEVELOPER SHALL FOLLOW ALL 
THE RECOMMENDATIONS IDENTIFIED IN THE REPORT.
44.THE APPLICANT SHALL SUBMIT A DUST CONTROL PLAN TO THE ANTELOPE VALLEY AIR 
QUALITY MANAGEMENT DISTRICT (AVAQMD) FOR REVIEW AND APPROVAL IN ACCORDANCE WITH 
RULE 403, FUGITIVE DUST, PRIOR TO THE ISSUANCE OF ANY GRADING AND/OR CONSTRUCTION 
PERMITS. THIS PLAN SHALL DEMONSTRATE ADEQUATE WATER OR DUST SUPPRESSANT 
APPLICATION EQUIPMENT TO MITIGATE ALL DISTURBED AREAS.
45.WHEN WATER IS USED FOR DUST CONTROL, WATERING SHALL OCCUR THREE TIMES PER DAY 
AND SHALL BE INCREASED TO FOUR TIMES PER DAY WHEN THERE IS EVIDENCE OF VISIBLE WIND 
DRIVEN FUGITIVE DUST.
46.SIGNAGE SHALL BE DISPLAYED ON THE PROJECT SITE IN ACCORDANCE WITH AVAQMD RULE 
403 (APPENDIX A).
47.ALL DISTURBED SURFACES SHALL MEET THE DEFINITION OF A STABILIZED SURFACE UPON 
COMPLETION OF PROJECT CONSTRUCTION.
48.PRIOR TO THE ISSUANCE OF ANY CONSTRUCTION RELATED PERMITS (E.G., GRADING, 
BUILDING, ETC.), THE APPLICANT SHALL SUBMIT A DETAILED GEOTECHNICAL REPORT FOR THE 
PROJECT SITE FOR REVIEW AND APPROVAL. UPON APPROVAL OF THE GEOTECHNICAL REPORT, 
THE DEVELOPER SHALL FOLLOW ALL OF THE IDENTIFIED RECOMMENDATIONS.
49.CONSTRUCTION OPERATIONS SHALL NOT OCCUR BETWEEN 8 P.M. AND 7 A.M. ON WEEKDAYS 
OR SATURDAY OR AT ANY TIME ON SUNDAY. THE HOURS OF ANY CONSTRUCTION-RELATED 
ACTIVITIES SHALL BE RESTRICTED TO PERIODS AND DAYS PERMITTED BY LOCAL ORDINANCE.
50.THE ON-SITE CONSTRUCTION SUPERVISOR SHALL HAVE THE RESPONSIBILITY AND AUTHORITY 
TO RECEIVE AND RESOLVE NOISE COMPLAINTS. A CLEAR APPEAL PROCESS TO THE OWNER 
SHALL BE ESTABLISHED PRIOR TO CONSTRUCTION COMMENCEMENT THAT WILL ALLOW FOR 
RESOLUTION OF NOISE PROBLEMS THAT CANNOT BE IMMEDIATELY SOLVED BY THE SITE 
SUPERVISOR.
51.ELECTRICALLY POWERED EQUIPMENT SHALL BE USED INSTEAD OF PNEUMATIC OR INTERNAL 
COMBUSTION POWERED EQUIPMENT, WHERE FEASIBLE.
52.MATERIAL STOCKPILES AND MOBILE EQUIPMENT STAGING, PARKING AND MAINTENANCE 
AREAS SHALL BE LOCATED AS FAR AWAY AS PRACTICABLE FROM NOISE-SENSITIVE RECEPTORS.
53.THE USE OF NOISE PRODUCING SIGNALS, INCLUDING HORNS, WHISTLES, ALARMS, AND BELLS 
SHALL BE FOR SAFETY WARNING PURPOSES ONLY.
54.NO PROJECT-RELATED PUBLIC ADDRESS OF MUSIC SYSTEM SHALL BE AUDIBLE AT ANY 
ADJACENT RECEPTOR.
55.ALL NOISE PRODUCING CONSTRUCTION EQUIPMENT AND VEHICLES USING INTERNAL 
COMBUSTION ENGINES SHALL BE EQUIPPED WITH MUFFLERS, AIR-INLET SILENCERS WHERE 
APPROPRIATE, AND ANY OTHER SHROUDS, SHIELDS, OR OTHER NOISE-REDUCING FEATURES IN 
GOOD OPERATING CONDITION THAT MEET OR EXCEED ORIGINAL FACTORY SPECIFICATIONS. 
MOBILE OR FIXED “PACKAGE” EQUIPMENT (E.G., ARC-WELDERS, AIR COMPRESSORS, ETC.) SHALL 
BE EQUIPPED WITH SHROUDS AND NOISE CONTROL FEATURES THAT ARE READILY AVAILABLE 
FOR THE TYPE OF EQUIPMENT.

SITE PLAN REVIEW NO. 17-04 CONSTRUCTION NOTES

CALIFORNIA ADMINISTRATIVE CODE TITLE 25, SECTION 1092):

COUNTY OF LOS ANGELES CONSTRUCTION NOISE STANDARD:
THE NOISE ELEMENT HAS ESTABLISHED THAT LOCATIONS WITHIN 1,000 FEET OF THE RIGHT 
OF WAY OF A FREEWAY, MAJOR OR SECONDARY HIGHWAY OR WITHIN 420 FEET OF THE 
CENTER LINE OF A RAILROAD HAVE A CNEL GREATER THAN 60DB.

THIS PROJECT: OVER 4400 FEET AWAY FROM A FREEWAY. NO RAILROAD NEARBY. 

NOISE INSULATION STANDARD
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ITEM # CODE SECTION REQUIREMENT COMMENTS

1 4.106.2 STORM WATER DRAINAGE AND RETENTION 
DURING CONSTRUCTION

X

2 4.106.3 GRADING AND PAVING X

3 4.106.4 ELECTRIC VEHICLE (EV) CHARGING FOR NEW 
CONSTRUCTION

A0.01 - EV STATION LABELED EVSE 

4 4.201.1 ENERGY EFFICIENCY X

5 4.303.1 WATER CONSERVING PLUMBING FIXTURES 
AND FITTINGS

G0.71 - GENERAL NOTE #1

6 4.303.2 STANDARDS FOR PLUMBING FIXTUES AND 
FITTINGS

G0.71 - GENERAL NOTE #2

7 4.304.1 OUTDOOR POTABLE WATER USE IN 
LANDSCAPE AREAS

X

8 4.406.1 RODENT PROOFING G0.71 - GENERAL NOTE #3

9 4.408.1 CONSTRUCTION WASTE MANAGEMENT X

10 4.410.1 OPERATION AND MAINTENANCE MANUAL G0.71 - GENERAL NOTE #4

11 4.410.2 RECYCLING BY OCCUPANTS AF1.10 - RECYCLE BIN LABELED

12 4.503.1 GAS FIREPLACES G0.71 - GENERAL NOTE #15

13 4.504.1 COVERING OF DUCT OPENINGS AND 
PROTECTION OF MECHANICAL EQUIP DURING 
CONSTRUCTION

G0.71 - GENERAL NOTE #5

14 4.504.2.1 ADHESIVES, SEALANTS AND CAULKS G0.71 - GENERAL NOTE #6

15 4.504.2.2 PAINT AND COATINGS G0.71 - GENERAL NOTE #7

16 4.504.2.3 AEROSOL PAINTS AND COATINGS G0.71 - GENERAL NOTE #8

17 4.504.2.4 VERIFICATION G0.71 - GENERAL NOTE #9

18 4.504.3 CARPET SYSTEMS G0.71 - GENERAL NOTE #10

19 4.504.4 RESILIENT FLOORING SYSTEMS G0.71 - GENERAL NOTE #11

20 4.505.2 CONCRETE SLAB FOUNDATIONS - CAPILLARY 
BREAK

G0.71 - GENERAL NOTE #12

21 4.505.3 MOISTURE CONTENT OF BUILDING MATERIALS G0.71 - GENERAL NOTE #13

22 4.507.2 HEATING AND AIR-CONDITIONING SYSTEM 
DESIGN

G0.71 - GENERAL NOTE #14

23 702.1 HVAC SYSTEM INSTALLERS X

24 702.2 SPECIAL INSPECTORS X

25 703.1 VERIFICATION X

The design, drawings, and written material in these 
documents of service are the sole property of 
Lahmon Architects.  All design and related 
information contained herein are for use on the 
specified projects and shall not be duplicated, 
disclosed, or used without the prior written consent 
of Lahmon Architects.
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8. AEROSOL PAINTS AND COATINGS SHALL MEET THE PRODUCT-WEIGHTED MIR LIMITS FOR ROC IN SECTION 94522(A)(2) 
    AND OTHER REQUIREMENTS, INCLUDING PROHIBITIONS ON USE OF CERTAIN TOXIC COMPOUNDS AND OZONE 
    DEPLETING SUBSTANCES, IN SECTIONS 94522(E)(1) AND (F)(1) OF CALIFORNIA CODE OF REGULATIONS, TITLE 17, 
    COMMENCING WITH SECTION 94520; AND IN AREAS UNDER THE JURISDICTION OF THE BAY AREA AIR QUALITY 
    MANAGEMENT DISTRICT ADDITIONALLY COMPLY WITH THE PERCENT VOC BY WEIGHT OF PRODUCT LIMITS OF 
    REGULATION 8, RULE 49 (4.504.2.3).

9. VERIFICATION OF COMPLIANCE WITH THIS SECTION SHALL BE PROVIDED AT THE REQUEST OF THE ENFORCING AGENCY. 
   DOCUMENTATION MAY INCLUDE, BUT IS NOT LIMITED TO, THE FOLLOWING (4.504.2.4):

A.  MANUFACTURER’S PRODUCT SPECIFICATION.

B.  FIELD VERIFICATION OF ON-SITE PRODUCT CONTAINERS.

10. ALL CARPET INSTALLED IN THE BUILDING INTERIOR SHALL MEET THE TESTING AND PRODUCT REQUIREMENTS OF ONE 
     OF THE FOLLOWING (4.504.3):

A.  CARPET AND RUG INSTITUTE’S GREEN LABEL PLUS PROGRAM.

B.  CALIFORNIA DEPARTMENT OF PUBLIC HEALTH, “STANDARD METHOD FOR THE TESTING AND EVALUATION OF 
                VOLATILE ORGANIC CHEMICAL EMISSIONS FROM INDOOR SOURCES USING ENVIRONMENTAL CHAMBERS,” VERSION 
               1.1, FEBRUARY 2010 (ALSO KNOWN AS SPECIFICATION 01350.)

C.  NSF/ANSI 140 AT THE GOLD LEVEL.

D.  SCIENTIFIC CERTIFICATIONS SYSTEMS INDOOR ADVANTAGE™ GOLD.

E.  ALL CARPET CUSHION INSTALLED IN THE BUILDING INTERIOR SHALL MEET THE REQUIREMENTS OF THE CARPET 
                AND RUG INSTITUTE’S GREEN LABEL PROGRAM (4.504.3.1)

F. ALL CARPET ADHESIVE SHALL MEET THE REQUIREMENTS OF TABLE 4.504.1. (4.504.3.2)

11. WHERE RESILIENT FLOORING IS INSTALLED, AT LEAST 80 PERCENT OF FLOOR AREA RECEIVING RESILIENT FLOORING
      SHALL COMPLY WITH ONE OR MORE OF THE FOLLOWING (4.504.4):

A. PRODUCTS COMPLIANT WITH THE CALIFORNIA DEPARTMENT OF PUBLIC HEALTH, “STANDARD METHOD FOR THE 
              TESTING AND EVALUATION OF VOLATILE ORGANIC CHEMICAL EMISSIONS FROM INDOOR SOURCES USING 
              ENVIRONMENTAL CHAMBERS,” VERSION 1.1, FEBRUARY 2010 (ALSO KNOWN AS SPECIFICATION 01350), CERTIFIED 
              AS A CHPS LOW-EMITTING MATERIAL IN THE COLLABORATIVE FOR HIGH PERFORMANCE SCHOOLS (CHPS) 
              HIGH PERFORMANCE PRODUCTS DATABASE.

B. PRODUCTS CERTIFIED UNDER UL GREENGUARD GOLD (FORMERLY THE GREENGUARD CHILDREN & SCHOOLS 
               PROGRAM).

C. CERTIFICATION UNDER THE RESILIENT FLOOR COVERING INSTITUTE (RFCI) FLOORSCORE PROGRAM.

D. MEET THE CALIFORNIA DEPARTMENT OF PUBLIC HEALTH, “STANDARD METHOD FOR THE TESTING AND EVALUATION 
               OF VOLATILE ORGANIC CHEMICAL EMISSIONS FROM INDOOR SOURCES USING ENVIRONMENTAL CHAMBERS,”
               VERSION 1.1, FEBRUARY 2010 (ALSO KNOWN AS SPECIFICATION 01350).

12. CONCRETE SLAB FOUNDATIONS REQUIRED TO HAVE A VAPOR RETARDER BY THE CALIFORNIA BUILDING CODE, 

      CHAPTER 19 OR CONCRETE SLAB-ON-GROUND FLOORS REQUIRED TO HAVE A VAPOR RETARDER BY THE 
      CALIFORNIA RESIDENTIAL CODE, CHAPTER 5, SHALL ALSO COMPLY WITH THIS SECTION (4.505.2).

      A CAPILLARY BREAK SHALL BE INSTALLED IN COMPLIANCE WITH AT LEAST ONE OF THE FOLLOWING (4.505.2.1):

A. A 4-INCH-THICK (101.6 MM) BASE OF 1/2 INCH (12.7 MM) OR LARGER CLEAN AGGREGATE SHALL BE PROVIDED
               WITH A VAPOR RETARDER IN DIRECT CONTACT WITH CONCRETE AND A CONCRETE MIX DESIGN, WHICH WILL 
               ADDRESS BLEEDING, SHRINKAGE, AND CURLING, SHALL BE USED. FOR ADDITIONAL INFORMATION, SEE AMERICAN 
               CONCRETE INSTITUTE, ACI 302.2R-06.

B. OTHER EQUIVALENT METHODS APPROVED BY THE ENFORCING AGENCY.

C. A SLAB DESIGN

13. BUILDING MATERIALS WITH VISIBLE SIGNS OF WATER DAMAGE SHALL NOT BE INSTALLED. WALL AND FLOOR FRAMING
      SHALL NOT BE ENCLOSED WHEN THE FRAMING MEMBERS EXCEED 19-PERCENT MOISTURE CONTENT. MOISTURE 
      CONTENT SHALL BE VERIFIED IN COMPLIANCE WITH THE FOLLOWING (4.505.3):

A. MOISTURE CONTENT SHALL BE DETERMINED WITH EITHER A PROBE-TYPE OR CONTACT-TYPE MOISTURE METER. 
              EQUIVALENT MOISTURE VERIFICATION METHODS MAY BE APPROVED BY THE ENFORCING AGENCY AND SHALL 
              SATISFY REQUIREMENTS FOUND IN SECTION 101.8 OF THIS CODE.

B. MOISTURE READINGS SHALL BE TAKEN AT A POINT 2 FEET (610 MM) TO 4 FEET (1219 MM) FROM THE GRADE 
              STAMPED ENDOF EACH PIECE TO BE VERIFIED.

C. AT LEAST THREE RANDOM MOISTURE READINGS SHALL BE PERFORMED ON WALL AND FLOOR FRAMING WITH 
              DOCUMENTATION ACCEPTABLE TO THE ENFORCING AGENCY PROVIDED AT THE TIME OF APPROVAL TO ENCLOSE 
              THE WALL AND FLOOR FRAMING.

    INSULATION PRODUCTS WHICH ARE VISIBLY WET OR HAVE A HIGH MOISTURE CONTENT SHALL BE REPLACED OR 
    ALLOWED TO DRY PRIOR TO ENCLOSURE IN WALL OR FLOOR CAVITIES. WET-APPLIED INSULATION PRODUCTS 
    SHALL FOLLOW THE MANUFACTURERS’ DRYING RECOMMENDATIONS PRIOR TO ENCLOSURE.

14. HEATING AND AIR-CONDITIONING SYSTEMS SHALL BE SIZED, DESIGNED AND HAVE THEIR EQUIPMENT SELECTED 
     USING THE FOLLOWING METHODS (4.507.2):

A. THE HEAT LOSS AND HEAT GAIN IS ESTABLISHED ACCORDING TO ANSI/ACCA 2 MANUAL J—2011 (RESIDENTIAL LOAD

               CALCULATION), ASHRAE HANDBOOKS OR OTHER EQUIVALENT DESIGN SOFTWARE OR METHODS.

B.  DUCT SYSTEMS ARE SIZED ACCORDING TO ANSI/ACCA 1 MANUAL D—2014 (RESIDENTIAL DUCT SYSTEMS),
          ASHRAE HANDBOOKS OR OTHER EQUIVALENT DESIGN SOFTWARE OR METHODS.

C.  SELECT HEATING AND COOLING EQUIPMENT ACCORDING TO ANSI/ACCA 3 MANUAL S—2014 (RESIDENTIAL 

                EQUIPMENT SELECTION) OR OTHER EQUIVALENT DESIGN SOFTWARE OR METHODS.

                EXCEPTION: USE OF ALTERNATE DESIGN TEMPERATURES NECESSARY

15. ANY INSTALLED GAS FIREPLACE SHALL BE A DIRECT-VENT SEALED-COMBUSTION TYPE. ANY INSTALLED WOODSTOVE OR 
PELLET STOVE SHALL COMPLY WITH U.S. EPA NEW SOURCE PERFORMANCE STANDARDS (NSPS) EMISSION LIMITS AS 
APPLICABLE. AND SHALL HAVE A PERMANENT LABEL INDICATING THEY ARE CERTIFIED TO MEET THE EMISSION LIMITS. 
WOODSTOVES, PELLET STOVES AND FIREPLACES SHALL ALSO COMPLY WITH APPLICABLE LOCAL ORDINANCES.

CAL GREEN GENERAL NOTES

1. PLUMBING FIXTURES (WATER CLOSETS AND URINALS) AND FITTINGS (FAUCENTS AND SHOWERHEADS) SHALL COMPLY 
    WITH THE FOLLOWING (4.303.1):

A. WATER CLOSETS: THE EFECTIVE FLUSH VOLUME OF ALL WATER CLOSETS SHALL NOT EXCEED 
    1.28 GALLONS PER FLUSH.  TANK-TYPE WATER CLOSETS SHALL BE CERTIFIED TO THE PERFORMANCE 

               CRITERIA OF THE U.S. EPA WATERSENSE SPECIFICATION FOR TANK-TYPE TOILETS. 
               NOTE: THE EFFECTIVE FLUSH VOLUME OF DUAL FLUSH FOILERS IS DEFINED AS THE COMPOSITE AVERAGE FLUSH
               VOLUME OF TWO RECUCED FLUSHES AND ONE FULL FLUSH.

B. URINALS: THE EFFECTIVE FLUSH VOLUME OF WALL-MOUNTED URINGAL SHALL NOT EXCEED 0.125 GALLONS 
               PER FLUSH.  THE EFFECTIVE FLUSH VOLUME OF ALL OTHER URINALS SHALL NOT EXCEED 0.5 GALLONS
               PER FLUSH.

C. SINGLE SHOWERHEADS: SHOWERHEADS SHALL HAVE A MAXIMUMFLOW RATE OF NOT MORE THAN 2.0 GALLONS
               PER MINUTE AT 80 PSI.  SHOWERHEADS SHALL BE CERTIFIED TO THE PERFORMANCE CRITERIA OF THE U.S. EPA 
               WATERSENSE SPECIFICATION FOR SHOWERHEADS.

D. MULTIPLE SHOWERHEADS SERVING ONE SHOWER: WHEN A SHOWER IS SERVED BY MORE THAN ONE
               SHOWERHEAD, THE COMBINED FLOW RATE OF ALL SHOWERHEADS AND/OR OTHER SHOWER OUTLETS 
               CONTROLLED BY A SINGLE VALVE SHALL NOT EXCEED 2.0 GALLONS PER MINUTE AT 80 PSI, OR THE SHOWER 
               SHALL BE DESIGNED TO ALLOW ONLY ONE SHOWER OUTLET TO BE IN OPERATION AT A TIME.

  E. RESIDENTIAL LAVATORY FAUCETS: THE MAXIMUM FLOW RATE OF RESIDENTIAL LAVATORY FAUCENTS SHALL NOT 
               EXCEED 1.2 GALLONS PER MINUTE AT 60 PSI.  THE MINIMUM FLOW RATE OF RESIDENTIAL LAVATORY FAUCENTS 
               SHALL NOT BE LESS THAN 0.8 GALLONS PER MINUTE AT 20 PSI.

F. LAVATORY FAUCETS IN COMMON AND PUBLIC USE AREAS:  THE MAXIMUM FLOW RATE OF LAVATORY FAUCETS 
              INSTALLED IN COMMON AND PUBLIC USE AREAS (OUTSIDE OF DWELLINGS OR SLEEPING UNITS) IN RESIDENTIAL 
              BUILDINGS SHALL NOT EXCEED 0.5 GALLONS PER MINUTE AT 60 PSI

G. METERING FAUCETS: METERING FAUCENTS WHEN INSTALLED IN RESIDENTIAL BUILDINGS SHALL NOT DELIVER 
               MORE THAN 0.25 GALLONS PER CYCLE

  H. KITCHEN FAUCETS: THE MAXIMUM FLOW RATE OF KITCHEN FAUCETS SHALL NOT EXCEED 1.8 GALLONS 
               PER MINUTE AT 60 PSI.  KITCHEN FAUCETS MAY TEMPORARILY INCREASE THE FLOW ABOVE THE MAXIMUM RATE, 
               BUT NOT TO EXCEED 2.2 GALLONS PER MINUTE AT 60 PSI, AND MUST DEFAULT TO A MAXIMUM FLOW RATE 
               OF 1.8 GALLONS PER MINUTE AT 60 PSI

2. PLUMBING FIXTURES AND FITTINGS SHALL BE INSTALLED IN ACCORDANCE WITH THE CALIFORNIA PLUMBING CODE AND
    SHALL MEET THE APPLICABLE STANDARDS REFERENCED IN TABLE 1701 OF THE CALIFORNIA PLUMBING CODE. (4.303.2)

3. ANNULAR SPACES AROUND PIPES, ELECTRIC CABLES, CONDUITS OR OTHER OPENINGS IN SOLE/BOTTOM PLATES AT 
    EXTERIOR WALLS SHALL BE PROTECTED AGAINST. (4.406.1)

4. AT THE TIME OF FINAL INSPECTION, A MANUAL, COMPACT DISC, WEB-BASED REFERENCE OR OTHER MEDIA ACCEPTABLE
   TO THE ENFORCING AGENCY WHICH INCLUDES ALL OF THE FOLLOWING SHALL BE PLACED IN THE BUILDING (4.410.1):

A.  DIRECTION TO THE OWNER OR OCCUPANT THAT THE NAUMAL SHALL REMAIN WITH THE BUILDING THROUGHOUT 
               THE LIFE CYCLE OF THE STRUCTURE

B. OPERATION AND MAINTENANCE INSTRUCTIONS FOR THE FOLLOWING:
- EQUIPMENT AND APPLICNCES, INCLUDING WATER-SAVING DEVICES AND SYSTEMS, HVAC SYSTEMS, 

                  PHOTOVOLTAIC SYSTEMS, ELECTRIC VEHICLE CHARGERS, WATER-HEATING SYSTEMS AND OTHER MAJOR 
                  APPLIANCES AND EQUIPMENT

- ROOF AND YARD DRAINAGE, INCLUDING GUTTERS AND DOWNSPOUTS.
- SPACE CONDITIONING SYSTEMS, INCLUDING CONDENSERS AND AIR FILTERS
- LANDSCAPE IRRIGATION SYSTEMS
- WATER REUSE SYSTEMS

C. INFORMATION FROM LOCAL UTILITY, WATER AND WASTE RECOVERY PROVIDERS ON METHODS TO FURTHER 
               REDUCE RESOURCE CONSUMPTION, INCLUDING RECYCLE PROGRAMS AND LOCATIONS.

D. PUBLIC TRANSPORTATION AND/OR CARPOOL OPTIONS AVAILABLE IN THE AREA.

E. EDUCATIONAL METERIAL ON THE POSITIVE IMPACTS OF AN INTERIOR RELATIVE HUMIDITY BETWEEN 30-60 PERCENT 
              AND WHAT METHOD AN OCCUPANT MAY USE TO MAINTAIN THE RELATIVE HUMIDITY LEVEL IN THAT RANGE.

F. INFORMATION ABOUT WATER-CONSERVING LANDSCAPE AND IRRIGATION DESIGN AND CONTROLLERS WHICH 
               CONSERVE WATER.

G. INSTRUCTIONS FOR MAINTAINING GUTTERS AND DOWNSPOUTS AND THE IMPORTANCE OF DIVERTING WATER AT 
               LEAST 5 FEET AWAY FROM THE FOUNDATION

H. INFORMATION ON REQUIRED ROUTINE MAINTENANCE MEASURES, INCLUDING, BUT NOT LIMITED TO CAULKING,
               PAINTING, GRADING AROUND THE BUILDING

J. INFORMATION ABOUT STATE SOLAR ENERGY AND INCENTIVE PROGRAMS AVAILABLE

K.  A COPY OF ALL SPECIAL INSPECTION VERIFICATIONS REQUIRED BY THE ENFORCING AGENCY OR THIS CODE.

5. AT THE TIME OF ROUGH INSTALLATION, DURING STORAGE ON THE CONSTRUCTION SITE AND UNTIL FINAL STARTUP OF 
   THE HEATING, COOLING AND VENTILATING EQUIPMENT, ALL DUCT AND OTHER RELATED AIR DISTRIBUTION COMPONENT 
   OPENINGS SHALL BE COVERED WITH TAPE, PLASTIC, SHEETMETAL OR OTHER METHODS ACCEPTABLE TO 
   THE ENFORCING AGENCY TO REDUCE THAT AMOUNT OF WATER, DUST AND DEBRIS, SHICH MAY ENTER THE SYSTEM 
   (4.504.1).

6. ADHESIVES, SEALANTS AND CAULKS USED ON THE PROJECT SHALL MEET THE REQUIREMENTS OF THE FOLLOWING 
   STANDARDS UNLESS MORE STRINGENT LOCAL OR REGIONAL AIR POLLUTION OR AIR QUALITY MANAGEMENT DISTRICT 
   RULES APPLY (4.504.2.1):

A. ADHESIVES, ADHESIVE BONDING PRIMERS, ADHESIVE PRIMERS, SEALANTS, SEALANT PRIMERS, AND CAULKS SHALL 
              COMPLY WITH LOCAL OR REGIONAL AIR POLLUTION CONTROL OR AIR QUALITY MANAGEMENT DISTRICT RULES 
              WHERE APPLICABLE OR SCAQMD RULE 1168 VOC LIMITS, AS SHOWN IN TABLE 4.504.1 OR 4.504.2, AS APPLICABLE. 
              SUCH PRODUCTS ALSO SHALL COMPLY WITH THE RULE 1168 PROHIBITION ON THE USE OF CERTAIN TOXIC 
              COMPOUNDS (CHLOROFORM, ETHYLENE DICHLORIDE, METHYLENE CHLORIDE, PERCHLOROETHYLENE AND 
              TRICHLOROETHYLENE), EXCEPT FOR AEROSOL PRODUCTS, AS SPECIFIED IN SUBSECTION 2 BELOW.

B. AEROSOL ADHESIVES, AND SMALLER UNIT SIZES OF ADHESIVES, AND SEALANT OR CAULKING COMPOUNDS 
              (IN UNITS OF PRODUCT, LESS PACKAGING, WHICH DO NOT WEIGH MORE THAN 1 POUND AND DO NOT CONSIST OF 
              MORE THAN 16 FLUID OUNCES) SHALL COMPLY WITH STATEWIDE VOC STANDARDS AND OTHER REQUIREMENTS, 
              INCLUDING PROHIBITIONS ON USE OF CERTAIN TOXIC COMPOUNDS, OF CALIFORNIA CODE OF REGULATIONS, 
              TITLE 17, COMMENCING WITH SECTION 94507.

7. ARCHITECTURAL PAINTS AND COATINGS SHALL COMPLY WITH VOC LIMITS IN TABLE 1 OF THE ARB ARCHITECTURAL 
   SUGGESTED CONTROL MEASURE, AS SHOWN IN TABLE 4.504.3, UNLESS MORE STRINGENT LOCAL LIMITS APPLY. 
   THE VOC CONTENT LIMIT FOR COATINGS THAT DO NOT MEET THE DEFINITIONS FOR THE SPECIALTY COATINGS 
   CATEGORIES LISTED IN TABLE 4.504.3 SHALL BE DETERMINED BY CLASSIFYING THE COATING AS A FLAT, NONFLAT OR
   NONFLAT-HIGH GLOSS COATING, BASED ON ITS GLOSS, AS DEFINED IN SUBSECTIONS 4.21, 4.36, AND 4.37 OF THE 2007 
   CALIFORNIA AIR RESOURCES BOARD, SUGGESTED CONTROL MEASURE, AND THE CORRESPONDING FLAT, NONFLAT 
   OR NONFLAT- HIGH GLOSS VOC LIMIT IN TABLE 4.504.3 SHALL APPLY (4.504.2.2).
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12,000 SF

45324  32nd ST W
DINING HALL
4,000 SF

45338 32nd ST W
INTAKE AND
SUPPORTIVE
SERVICES

45336 32ND ST W
SHELTER

6400 SF 1 STORY

PROPERTY LINE

A
V

E
N

U
E

 I

32ND STREET WEST

PROPERTY LINE,
TYP.

PROPERTY LINE,
TYP.

LOT LINE

SITE FENCE

LOT LINE

LOT LINEPROPOSED
LOT LINE

PROPOSED
LOT LINE

SEWER EASEMENT
SHOWN DASHED

45348 32ND ST W
VILLA 3
25 APARTMENTS, 1 MANAGER'S UNIT
(26,636 SF, 2 LEVELS)

45350 32ND ST W
VILLA 4
26 APARTMENTS
(26,636 SF 2 LEVEL1)

47 STANDARD
4 ACCESSIBLE
2 FUTURE EV

64 STANDARD SPACES
4 ACCESSIBLE
2 EVCS (FUTURE)

AMPITHEATER

BERM

1
1

9
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3
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5
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24

2
5

5
1

6
0

6165

SITE OF FUTURE MINI HOMES
20 MINI HOMES @ 225 SF EACH
4,500 TOTAL SF EACH SITE

REFUSE
STRUCTURE

GUARD HOUSEFIRE HYDRANT,
TYP.

ROOF TOP SOLAR
PANELS
OVER PARKING
STALLS

GATE

LIGHT POLE,
TYP.

SOLAR PANEL
STANCHION, TYP

SOLAR PANEL
STANCHION

PET THERAPY AREA

FIRE GATE

4" CONCRETE
PAD FOR MAIN
SWITCHBOARD,
6' FROM
BUILDING SLAB

45328 32ND ST W
SHELTER

6400 SF 1 STORY

45320 32ND ST W
SHELTER

6400 SF 1 STORY

SITE OF FUTURE MINI HOMES
20 MINI HOMES @ 225 SF EACH
4,500 TOTAL SF EACH SITE

TRASH COMPACTOR

LIGHT POLE, TYP.

VISITOR ACCESS
INFORMATION
SIGNAGE

ROOF TOP SOLAR
PANELS
OVER PARKING
STALLS

45322 32nd ST W
NON-RESIDENTIAL
SUPPORTIVE
SERVICES SPACE
FOR PREDOMINANT
USE FOR PHASE 2
(4,700 SF)

NON-RESIDENTIAL
SUPPORTIVE
SERVICES SPACE
FOR PREDOMINANT
USE FOR PHASE 2
(4,700 SF)

RIGHT OF WAY

LOT 2
2.72 AC GROSS
2.34 AC NET

PEDESTRIAN
WALK

LOT 4
3.76 AC GROSS
3.44 AC NET

LOT 3
3.57 AC.GROSS
3.39 AC.NET

LOT 1
4.94 AC. GROSS
4.72 AC. NET

SOUTH
PARKING LOT

NORTH
PARKING LOT

PEDESTRIAN
WALKWAY

RPDA, REFER TO
CIVIL

RPDA, REFER TO
CIVIL

SITE FENCE

TRASH
ENCLOSURE

EXISTING
BLOCK WALL

RESTRICTED USE PER PM,
REFER TO LANDSCAPE DWGS

RESTRICTED USE PER PM,
REFER TO LANDSCAPE DWGS

PET THERAPY AREA
ENCLOSURE FENCE

PLANTING MUST
BE MIN. 18"
FROM BUILDING

SECURITY GATE

ACCESSIBLE STALLS

1
4
4
.0

1
4
4
.0

156.0

156.0

FIRE HYDRANT

280.0 283.6 FT.

FIRE HYDRANT
 280.0 FT.

FIRE HYDRANT

280.0 FT

FIRE HYDRANT
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BLDG TYPE 'B' BLDG TYPE 'C' BLDG TYPE 'A'

SITE FENCE

NO VEHICULAR ACCESS TO THIS 
AREA. SWITCHBOARD 
EQUIPMENT IS NOT LIKELY TO BE 
EXPOSED TO PHYSICAL DAMAGE 
AT THIS LOCATION.

2000 GPM PUBLIC FIRE HYDRANT

2000 GPM

2000 GPM PUBLIC FIRE HYDRANT 2000 GPM PUBLIC FIRE 
HYDRANT 2000 GPM PUBLIC 

FIRE HYDRANT

2000 GPM PRIVATE FIRE HYDRANT

LEGAL DESCRIPTION

THAT PORTION OF PARCEL 3 OF PARCEL MAP NO. 14651, AS SHOWN ON MAP RECORDED IN BOOK 158 PAGES 1 
THROUGH 4 OF PARCEL MAPS, IN THE SOUTHEAST QUARTER OF SECTION 7, TOWNSHIP 7 NORTH, RANGE 12 
WEST, SAN BERNARDINO MERIDIAN, IN THE CITY OF LANCASTER, COUNTY OF LOS ANGELES, STATE OF 
CALIFORNIA, LYING WESERTLY OF THE FOLLWING DESCRIBED LINE:

COMMENCING AT THE SOUTHEAST CORNER OF SAID SECTION 7:

THENCE RUNNING WESTERLY ALONG THE SOUTHERLY LINE OF SAID SOUTHEAST QUARTER OF SECTION 7, S 89 
DEGREE 57' 24" W, 824.38 FEET; THENCE N 00 DEGREE 02' 36" W, 68.94 FEET; THENCE CONTINUING NORTHERLY, 
N 00 DEGREE 02' 36" W, 1281.02 FEET TO THE NORTHERLY LINE OF SAID PARCEL 3.

APN: 3107-012-905

LOT 3 AREA: 3.57 ACRES (GROSS)
3.39 ACRES (NET)

SITE PLAN NOTES

1. STEEL PERIMETER FENCE TO MEET LA COUNTY CPTED REQUIREMENTS
2. BUILDING WILL BE WIRED FOR INSTALLATION OF CLOSED-CIRCUIT SURVEILLANCE CAMERAS IN PARKING 

AREAS, MAIN ENTRIES, EXTERIOR EXIT DOORS, AND COMMON AREAS NOT DIRECTLY ADJACENT TO 
REGULARLY-OCCUPIED ROOMS.

3. THE REQUIRED ACCESSIBLE PATH OF TRAVEL IS A MINIMUM OF 48" WIDE, 5% MAXIMUM SLOPE IN THE 
DIRECTION OF TRAVEL AND 2% MAXIMUM CROSS-SLOPE PER CBC SECTION 11B-403.3 & 11B-403.5.

The design, drawings, and written material in these 
documents of service are the sole property of 
Lahmon Architects.  All design and related 
information contained herein are for use on the 
specified projects and shall not be duplicated, 
disclosed, or used without the prior written consent 
of Lahmon Architects.
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ARCHITECTURAL SITE
PLAN

A0.01

KENSINGTON SHELTER

45320, 45328, and 45336 32ND STREET
WEST, LANCASTER, CA 93536

SHELTERS PLAN CHECK
SUBMITTAL
03.11.2019
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03.11.2019
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0 20' 40' 80' 120'
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REV # DESCRIPTION DATE

FAR / BUILDING AREA (PER SHELTER)

RM # ROOM NAME OCCUPANCY USE AREA

01 ENTRY B 121 SF

02 OFFICE 2 B 174 SF

03 BATHROOM B 69 SF

04 STORAGE 1 S-2 51 SF

05 OFFICE 3 B 193 SF

06 LOUNGE B 374 SF

07 OFFICE 1 B 195 SF

08 BEDS 1 R-2 1,949 SF

09 BEDS 2 R-2 2,083 SF

10 RESTROOM 1 R-2 503 SF

11 RESTROOM 2 R-2 505 SF

12 STORAGE 3 S-2 20 SF

13 STORAGE 2 S-2 20 SF

14 HALLWAY R-2 124 SF

6,382 SF



45338 32nd ST W
INTAKE AND
SUPPORTIVE
SERVICES

45336 32ND ST W
SHELTER

6400 SF 1 STORY

PEDESTRIAN
WALK

PROPERTY LINE,
TYP.

PROPOSED
LOT LINE

PROPOSED
LOT LINE

45348 32ND ST W
VILLA 3
25 APARTMENTS, 1 MANAGER'S UNIT
(26,636 SF, 2 LEVELS)

45350 32ND ST W
VILLA 4
26 APARTMENTS
(26,636 SF 2 LEVEL1)

64 STANDARD SPACES
4 ACCESSIBLE
2 EVCS (FUTURE)
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REFUSE
STRUCTURE

SOLAR PANEL
STANCHION

PET THERAPY AREA

TRASH COMPACTOR

ROOF TOP SOLAR
PANELS
OVER PARKING
STALLS

NON-RESIDENTIAL
SUPPORTIVE
SERVICES SPACE
FOR PREDOMINANT
USE FOR PHASE 2
(4,700 SF)

RIGHT OF WAY

LOT 4
3.76 AC GROSS
3.44 AC NET

LOT 3

NORTH
PARKING LOT

PEDESTRIAN
WALKWAY

RPDA, REFER TO
CIVIL

RESTRICTED USE PER PM,
REFER TO LANDSCAPE DWGS

PET THERAPY AREA
ENCLOSURE FENCE BLOCK WALL

EXISTING

3.39 AC.NET
3.57 AC.GROSS

(4,700 SF)
USE FOR PHASE 2
FOR PREDOMINANT
SERVICES SPACE
SUPPORTIVE
NON-RESIDENTIAL
45322 32nd ST W

LIGHT POLE, TYP.

6400 SF 1 STORY
SHELTER

45320 32ND ST W

6400 SF 1 STORY
SHELTER

45328 32ND ST W

BUILDING SLAB
6' FROM
SWITCHBOARD,
PAD FOR MAIN
4" CONCRETE

TYP.
LIGHT POLE,

TYP.
FIRE HYDRANT,

AMPITHEATER

LOT LINE

4,000 SF
DINING HALL
45324  32nd ST W

TYP.
FIRE HYDRANT,
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BLDG TYPE 'B' BLDG TYPE 'C' BLDG TYPE 'A'

PRIVATE FIRE HYDRANT (2000 GPM)

(2000 GPM)

(2000 GPM)

LEGEND:

VEHICULAR FIRE ACCESS

FIRE DEPARTMENT NOTES:

1. FIRE DEPARTMENT VEHICULAR ACCESS ROADS MUST BE INSTALLED AND MAINTAINED IN A 
SERVICEABLE MANNER PRIOR TO AND DURING THE TIME OF CONSTRUCTION.  FIRE CODE 501.4

2. WHEN SECURITY GATES ARE PROVIDED, MAINTAIN A MINIMUM ACCESS WIDTH OF 20 FEET. THE 
SECURITY GATE SHALL BE PROVIDED WITH AN APPROVED MEANS OF EMERGENCY OPERATION, AND 
SHALL BE MAINTAINED OPERATIONAL AT ALL TIMES AND REPLACED OR REPAIRED WHEN DEFECTIVE. 
ELECTRIC GATE OPERATORS, WHERE PROVIDED, SHALL BE LISTED IN ACCORDANCE WITH UL 325. 
GATES INTENDED FOR AUTOMATIC OPERATION SHALL BE DESIGNED, CONSTRUCTED AND INSTALLED 
TO COMPLY WITH THE REQUIREMENTS OF ASTM F220. GATES SHALL BE OF THE SWINGING OR 
SLIDING TYPE. CONSTRUCTION OF GATES SHALL BE OF MATERIALS THAT ALLOW MANUAL 
OPERATION BY ONE PERSON. FIRE CODE 503.6

3. APPROVED BUILDING ADDRESS NUMBERS, BUILDING NUMBERS OR APPROVED BUILDING 
IDENTIFICATION SHALL BE PROVIDED AND MAINTAINED SO AS TO BE PLAINLY VISIBLE AND LEGIBLE 
FROM THE STREET FRONTING THE PROPERTY. THE NUMBERS SHALL CONTRAST WITH THEIR 
BACKGROUND, BE ARABIC NUMERALS OR ALPHABET LETTERS, AND BE A MINIMUM OF 4 INCHES HIGH 
WITH A MINIMUM STROKE WIDTH OF 0.5 INCH. FIRE CODE 505.1

4. FIRE APPARATUS ACCESS ROADS SHALL BE IDENTIFIED WITH APPROVED SIGNS. TEMPORARY SIGNS 
SHALL BE INSTALLED AT EACH STREET INTERSECTION WHEN CONSTRUCTION OF NEW ROADWAYS 
ALLOWS PASSAGE BY VEHICLES. SIGNS SHALL BE OF AN APPROVED SIZE, WEATHER RESISTANT AND 
BE MAINTAINED UNTIL REPLACED BY PERMANENT SIGNS. FIRE CODE 505.2

5. AN APPROVED KEY BOX, LISTED IN ACCORDANCE WITH UL 1037 SHALL BE PROVIDED AS REQUIRED 
BY FIRE CODE

6. THE LOCATION OF EACH KEY BOX SHALL BE DETERMINED BY THE FIRE INSPECTOR.
7. 14.THE REQUIRED FIRE FLOW FOR FIRE HYDRANTS AT THIS LOCATION IS 2,000 GPM, AT 20 PSI 

RESIDUAL PRESSURE, FOR A DURATION OF 2 HOURS OVER AND ABOVE MAXIMUM DAILY DOMESTIC 
DEMAND. FIRE CODE 507.3 AND APPENDIX B.

8. THE REQUIRED FIRE FLOW FOR A SINGLE PRIVATE ON-SITE FIRE HYDRANT AT THIS LOCATION IS 1250 
GPM AT 20 PSI RESIDUAL PRESSURE. IF MORE THAN ONE ON-SITE FIRE HYDRANT IS REQUIRED, THE 
ON-SITE FIRE FLOW SHALL BE THE SAME AS REQUIRED FOR PUBLIC FIRE HYDRANTS IN 
ACCORDANCE WITH APPENDIX TABLE B105. 1. FIRE CODE C106

9. ALL FIRE HYDRANTS SHALL MEASURE 6" X 4" X 2-1/2", BRASS OR BRONZE, CONFORMING TO 
AMERICAN WATER WORKS ASSOCIATION STANDARD C503, OR APPROVED EQUAL, AND SHALL BE 
INSTALLED IN ACCORDANCE WITH THE COUNTY OF LOS ANGELES FIRE DEPARTMENT REGULATION 8.

10. ALL REQUIRED PUBLIC FIRE HYDRANTS SHALL BE INSTALLED, TESTED AND ACCEPTED PRIOR TO 
BEGINNING CONSTRUCTION.  FIRE CODE 501.4

11. ALL ON-SITE FIRE HYDRANTS SHALL BE INSTALLED, TESTED AND APPROVED PRIOR TO BUILDING 
OCCUPANCY. FIRE CODE 901.5.1

12. PLANS SHOWING UNDERGROUND PIPING FOR PRIVATE ON-SITE FIRE HYDRANTS SHALL BE 
SUBMITTED TO THE SPRINKLER PLAN CHECK UNIT FOR REVIEW AND APPROVAL PRIOR TO 
INSTALLATION. FIRE CODE 901.2, COUNTY OF LOS ANGELES FIRE DEPARTMENT REGULATION 7

13. PROVIDE AN APPROVED AUTOMATIC FIRE SPRINKLER SYSTEM AS SET FORTH BY BUILDING CODE 
903 AND FIRE CODE 903. PLANS SHALL BE SUBMITTED TO THE SPRINKLER PLAN CHECK UNIT FOR 
REVIEW AND APPROVAL PRIOR TO INSTALLATION, REASON: RESIDENTIAL OCCUPANCIES (R-2). TYPE 
OF FIRE SPRINKLER SYSTEM: CBC AND CFC 903 AND NFPA 13

14. THE MEANS OF EGRESS, AND EXIT DISCHARGE, SHALL BE ILLUMINATED AT ANY TIME THE BUILDING 
IS OCCUPIED WITH A LIGHT INTENSITY OF NOT LESS THAN 1 FOOT-CANDLE AT THE WALKING 
SURFACE LEVEL. BUILDING CODE 1006.2

15. EGRESS DOORS SHALL BE READILY OPENABLE FROM THE EGRESS SIDE WITHOUT THE USE OF A 
KEY OR ANY SPECIAL KNOWLEDGE OR EFFORT.  BUILDING CODE 1008.1.9

16. EACH DOOR IN A MEANS OF EGRESS HAVING AN OCCUPANT LOAD OF 50 OR MORE SHALL NOT BE 
PROVIDED WITH A LATCH OR LOCK UNLESS IT IS PANIC HARDWARE OR FIRE EXIT HARDWARE. 
BUILDING CODE 1008.1.10. FIRE CODE 1008.1.10

17. THE POWER SUPPLY FOR THE SITE PATH OF EGGRESS ILLUMINATION SHALL BE ON EMERGENCY 
POWER SYSTEM THAT PROVIDES NO LESS THAN 90 MIN. DURRATION. SEE ELECTRICAL DRAWINGS. 
BUILDING CODE 1006.3

18. FIRE ALARM TO COPLY WITH CBC AND CFC 907 AND NFPA 72.

ACCESSIBLE PATH OF TRAVEL

The design, drawings, and written material in these 
documents of service are the sole property of 
Lahmon Architects.  All design and related 
information contained herein are for use on the 
specified projects and shall not be duplicated, 
disclosed, or used without the prior written consent 
of Lahmon Architects.
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45240 32ND ST W
FUTURE  TRAINING
ENTERPRISE BUILDING
12,000 SF

PROPERTY LINE

45260 32ND ST W
VILLA 2
25 APARTMENTS, 1 MANAGER'S UNIT
(26,636 SF, 2 LEVELS)

A
V

E
N

U
E

 I

32ND STREET WEST

PROPERTY LINE,
TYP.

45244 32ND ST W
VILLA 1
26 APARTMENTS
(26,636 SF, 2 STORIES)

LOT LINE

SITE FENCELOT LINE

SEWER EASEMENT
SHOWN DASHED

47 STANDARD
4 ACCESSIBLE
2 FUTURE EV

SITE OF FUTURE MINI HOMES
20 MINI HOMES @ 225 SF EACH
4,500 TOTAL SF EACH SITE

SITE FENCE GUARD HOUSEFIRE HYDRANT,
TYP.

ROOF TOP SOLAR
PANELS
OVER PARKING
STALLS

GATE

SOLAR PANEL
STANCHION, TYP

FIRE GATE

SITE OF FUTURE MINI HOMES
20 MINI HOMES @ 225 SF EACH
4,500 TOTAL SF EACH SITE

VISITOR ACCESS
INFORMATION
SIGNAGE

LOT 2
2.72 AC GROSS
2.34 AC NET

LOT 1
4.94 AC. GROSS
4.72 AC. NET

SOUTH
PARKING LOT

RPDA, REFER TO
CIVIL

SITE FENCE

TRASH
ENCLOSURE

RESTRICTED USE PER PM,
REFER TO LANDSCAPE DWGS

PLANTING MUST
BE MIN. 18"
FROM BUILDING

SECURITY GATE

WALK
PEDESTRIAN
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LOT LINE FIRE HYDRANT,
TYP.
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TYP.

1
4
4
.0

156.0

FIRE HYDRANT

283.6

FIRE HYDRANT

280.0

156.0

1
4
4
.0

ROW

R
O

W

R
O

W

V
A

N
C

A
P

A
B

L
E

E
V

C
A

P
A

B
L
E

E
V

SCALE: 1/30"=1'-0"

0 15' 30' 45' 60' 90' NORTH

(2000 GPM) (2000 GPM)
(2000 GPM) LEGEND:

VEHICULAR FIRE ACCESS

FIRE DEPARTMENT NOTES:

1. FIRE DEPARTMENT VEHICULAR ACCESS ROADS MUST BE INSTALLED AND MAINTAINED IN A 
SERVICEABLE MANNER PRIOR TO AND DURING THE TIME OF CONSTRUCTION.  FIRE CODE 501.4

2. WHEN SECURITY GATES ARE PROVIDED, MAINTAIN A MINIMUM ACCESS WIDTH OF 20 FEET. THE 
SECURITY GATE SHALL BE PROVIDED WITH AN APPROVED MEANS OF EMERGENCY OPERATION, AND 
SHALL BE MAINTAINED OPERATIONAL AT ALL TIMES AND REPLACED OR REPAIRED WHEN DEFECTIVE. 
ELECTRIC GATE OPERATORS, WHERE PROVIDED, SHALL BE LISTED IN ACCORDANCE WITH UL 325. 
GATES INTENDED FOR AUTOMATIC OPERATION SHALL BE DESIGNED, CONSTRUCTED AND INSTALLED 
TO COMPLY WITH THE REQUIREMENTS OF ASTM F220. GATES SHALL BE OF THE SWINGING OR 
SLIDING TYPE. CONSTRUCTION OF GATES SHALL BE OF MATERIALS THAT ALLOW MANUAL 
OPERATION BY ONE PERSON. FIRE CODE 503.6

3. APPROVED BUILDING ADDRESS NUMBERS, BUILDING NUMBERS OR APPROVED BUILDING 
IDENTIFICATION SHALL BE PROVIDED AND MAINTAINED SO AS TO BE PLAINLY VISIBLE AND LEGIBLE 
FROM THE STREET FRONTING THE PROPERTY. THE NUMBERS SHALL CONTRAST WITH THEIR 
BACKGROUND, BE ARABIC NUMERALS OR ALPHABET LETTERS, AND BE A MINIMUM OF 4 INCHES HIGH 
WITH A MINIMUM STROKE WIDTH OF 0.5 INCH. FIRE CODE 505.1

4. FIRE APPARATUS ACCESS ROADS SHALL BE IDENTIFIED WITH APPROVED SIGNS. TEMPORARY SIGNS 
SHALL BE INSTALLED AT EACH STREET INTERSECTION WHEN CONSTRUCTION OF NEW ROADWAYS 
ALLOWS PASSAGE BY VEHICLES. SIGNS SHALL BE OF AN APPROVED SIZE, WEATHER RESISTANT AND 
BE MAINTAINED UNTIL REPLACED BY PERMANENT SIGNS. FIRE CODE 505.2

5. AN APPROVED KEY BOX, LISTED IN ACCORDANCE WITH UL 1037 SHALL BE PROVIDED AS REQUIRED 
BY FIRE CODE

6. THE LOCATION OF EACH KEY BOX SHALL BE DETERMINED BY THE FIRE INSPECTOR.
7. 14.THE REQUIRED FIRE FLOW FOR FIRE HYDRANTS AT THIS LOCATION IS 2,000 GPM, AT 20 PSI 

RESIDUAL PRESSURE, FOR A DURATION OF 2 HOURS OVER AND ABOVE MAXIMUM DAILY DOMESTIC 
DEMAND. FIRE CODE 507.3 AND APPENDIX B.

8. THE REQUIRED FIRE FLOW FOR A SINGLE PRIVATE ON-SITE FIRE HYDRANT AT THIS LOCATION IS 1250 
GPM AT 20 PSI RESIDUAL PRESSURE. IF MORE THAN ONE ON-SITE FIRE HYDRANT IS REQUIRED, THE 
ON-SITE FIRE FLOW SHALL BE THE SAME AS REQUIRED FOR PUBLIC FIRE HYDRANTS IN 
ACCORDANCE WITH APPENDIX TABLE B105. 1. FIRE CODE C106

9. ALL FIRE HYDRANTS SHALL MEASURE 6" X 4" X 2-1/2", BRASS OR BRONZE, CONFORMING TO 
AMERICAN WATER WORKS ASSOCIATION STANDARD C503, OR APPROVED EQUAL, AND SHALL BE 
INSTALLED IN ACCORDANCE WITH THE COUNTY OF LOS ANGELES FIRE DEPARTMENT REGULATION 8.

10. ALL REQUIRED PUBLIC FIRE HYDRANTS SHALL BE INSTALLED, TESTED AND ACCEPTED PRIOR TO 
BEGINNING CONSTRUCTION.  FIRE CODE 501.4

11. ALL ON-SITE FIRE HYDRANTS SHALL BE INSTALLED, TESTED AND APPROVED PRIOR TO BUILDING 
OCCUPANCY. FIRE CODE 901.5.1

12. PLANS SHOWING UNDERGROUND PIPING FOR PRIVATE ON-SITE FIRE HYDRANTS SHALL BE 
SUBMITTED TO THE SPRINKLER PLAN CHECK UNIT FOR REVIEW AND APPROVAL PRIOR TO 
INSTALLATION. FIRE CODE 901.2, COUNTY OF LOS ANGELES FIRE DEPARTMENT REGULATION 7

13. PROVIDE AN APPROVED AUTOMATIC FIRE SPRINKLER SYSTEM AS SET FORTH BY BUILDING CODE 
903 AND FIRE CODE 903. PLANS SHALL BE SUBMITTED TO THE SPRINKLER PLAN CHECK UNIT FOR 
REVIEW AND APPROVAL PRIOR TO INSTALLATION, REASON: RESIDENTIAL OCCUPANCIES (R-2). TYPE 
OF FIRE SPRINKLER SYSTEM: CBC AND CFC 903 AND NFPA 13

14. THE MEANS OF EGRESS, AND EXIT DISCHARGE, SHALL BE ILLUMINATED AT ANY TIME THE BUILDING 
IS OCCUPIED WITH A LIGHT INTENSITY OF NOT LESS THAN 1 FOOT-CANDLE AT THE WALKING 
SURFACE LEVEL. BUILDING CODE 1006.2

15. EGRESS DOORS SHALL BE READILY OPENABLE FROM THE EGRESS SIDE WITHOUT THE USE OF A 
KEY OR ANY SPECIAL KNOWLEDGE OR EFFORT.  BUILDING CODE 1008.1.9

16. EACH DOOR IN A MEANS OF EGRESS HAVING AN OCCUPANT LOAD OF 50 OR MORE SHALL NOT BE 
PROVIDED WITH A LATCH OR LOCK UNLESS IT IS PANIC HARDWARE OR FIRE EXIT HARDWARE. 
BUILDING CODE 1008.1.10. FIRE CODE 1008.1.10

17. THE POWER SUPPLY FOR THE SITE PATH OF EGGRESS ILLUMINATION SHALL BE ON EMERGENCY 
POWER SYSTEM THAT PROVIDES NO LESS THAN 90 MIN. DURRATION. SEE ELECTRICAL DRAWINGS. 
BUILDING CODE 1006.3

18. FIRE ALARM TO COPLY WITH CBC AND CFC 907 AND NFPA 72.

The design, drawings, and written material in these 
documents of service are the sole property of 
Lahmon Architects.  All design and related 
information contained herein are for use on the 
specified projects and shall not be duplicated, 
disclosed, or used without the prior written consent 
of Lahmon Architects.
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LEGEND:
VEHICULAR FIRE ACCESS

NOTES:
1. FIRE DEPARTMENT VEHICULAR ACCESS ROADS MUST BE INSTALLED AND 
MAINTAINED IN A SERVICEABLE MANNER PRIOR TO AND DURING THE TIME 
OF CONSTRUCTION PER FIRE CODE 501.4.

2. PROVIDE APPROVED SIGNS OR OTHER APPROVED NOTICES OR 
MARKINGS THAT INCLUDE THE WORDS, NO PARKING - FIRE LANE. SIGNS 
SHALL HAVE A MINIMUM DIMENSION OF 12 INCHES WIDE BY 18 INCHES HIGH 
AND HAVE RED LETTERS ON A WHITE REFLECTIVE BACKGROUND. SIGNS 
SHALL BE PROVIDED FOR FIRE APPARATUS ACCESS ROADS, TO CLEARLY 
INDICATE THE ENTRANCE TO SUCH ROAD, OR PROHIBIT THE OBSTRUCTION 
THEREOF AND AT INTERVALS, AS REQUIRED BY THE FIRE INSPECTOR. FIRE 
CODE 503.3.

3. APPROVED BUILDING ADDRESS NUMBERS, BUILDING NUMBERS OR 
APPROVED BUILDING IDENTIFICATION SHALL BE PROVIDED AND MAINTAINED 
SO AS TO BE PLAINLY VISIBLE AND LEGIBLE FROM THE STREET FRONTING 
THE PROPERTY. THE NUMBERS SHALL CONTRAST WTIH THEIR 
BACKGROUND, BE ARABIC NUMERALS OR ALPHABET LETTERS, AND BE A 
MINIMUM OF 4 INCHES HIGH WITH A MINIMUM STROKE WIDTH OF 0.5 INCH, 
FIRE CODE 505.1.

4. THE REQUIRED FIRE FLOW FOR FIRE HYDRANTS AT THIS LOCATION IS 
2000 GPM, AT 20 PSI RESIDUAL PRESSURE, FOR A DURATION OF 2 HOURS 
OVER AND ABOVE MAXIMUM DAILY DOMESTIC DEMAND. FIRE CODE 507.3 
AND APPENDIX B. THE REQUIRED FIRE FLOW IS BASED ON THE FOLLOWING 
CALCULATION:
TYPE OF OCNSTRUCTION PER THE BUILDING CODE: TYPE VB
FIRE-FLOW CALCULATION AREA: 6,428 SQ.FT.
FIRE FLOW BASED ON THE FIRE-FLOW CALCULATION AREA: 2,250 GPM
REDUCTION FOR FIRE SPRINKLERS (MAXIMUM 50%): 750 GPM
TOTAL FIRE FLOW REQUIRED: 1,500 GPM

5. ALL FIRE HYDRANTS SHALL MEASURE 6" X 4" X 2-1/2", BRASS OR BRONZE, 
CONFORMING TO AMERICAN WATER WORKS ASSOCIATION STANDARD C503, 
OR APPROVED EQUAL, AND SHALL BE INSTALLED IN ACCORDANCE WITH 
THE COUNTY OF LOS ANGELES FIRE DEPARTMENT.

6. ALL REQUIRED PUBLIC FIRE HYDRANTS SHALL BE INSTALLED, TESTED 
AND ACCEPTED PRIOR TO BEGINNING CONSTRUCTION. FIRE CODE 501.4.

7. ALL ON-SITE FIRE HYDRANTS SHALL BE INSTALLED, TESTED AND 
APPROVED PRIOR TO OCCUPANCY. FIRE CODE 901.5.1.

8. EGRESS DOORS SHALL BE READILY OPENABLE FROM THE EGRESS SIDE 
WITHOUT THE USE OF A KEY OR ANY SPECIAL KNOWLEDGE OR EFFORT. 
BUILDING CODE 1008.1.9.

9. PORTABLE FIRE EXTINGUISHERS SHALL BE INSTALLED IN LOCATIONS AS 
REQUIRED BY FIRE CODE 906.

10. SIZE FIRE HYDRANTS ARE 6"X4"X2-1/2" WITH STATIC PSI 71 AND RESIDUAL 
PSI 61, FIRE FLOW AT 20 PSI IS 2000 GPM FOR A DURATION OF 2 HOURS.

11. A MANUAL FIRE ALARM SYSTEM THAT ACTIVATES THE OCCUPANT 
NOTIFICATION SYSTEM IN ACCORDANCE WITH SECTION 907.5 SHALL BE 
INSTALLED IN GROUP R-2 OCCUPANCIES WHERE: CONGREGATE 
RESIDENCES WITH MORE THAN 16 OCCUPANTS. CFC SECTION 907.2.9.1
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The design, drawings, and written material in these 
documents of service are the sole property of 
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X

FINISH FLOOR ELEVATION

WALL TYPE DESIGNATION. REFER TO SHEET A8.02.

EXIT SIGN. 

DRAINAGE SLOPE

ACCESSIBLE PATH OF TRAVEL

FIRE EXTINGUISHER RATING OF NO LESS THAN 2-A OR 
2-A10BC WITHIN 75 FEET TRAVEL DISTANCE TO ALL 
PORTIONS OF THE BUILDING. FIRE EXTINGUISHER 
WITH A RATING NOT LESS THAN 10BC FOR KITCHEN, 
ELECTIRCAL ROOM, MECHANICAL ROOM AND PARKING 
GARAGE.

FE

.

LEGEND

KEYNOTES

A. REFER TO ENLARGED PLANS FOR ADDITIONAL WALL TYPE 
CALL OUTS, DIMENSIONS, DOOR TAGS, AND DETAIL

B. TYPICAL DIMENSIONS ARE TO FACE OF STRUCTURE WHICH 
IS FACE OF CONCRETE, FACE OF STUD, OR FACE OF 
SHEATHING AS OCCURS, DIMENSIONS TO THE CL 
(CENTERLINE) ARE TO THE CENTERLINE OF STUD 
REGARDLESS OF SHEATHING

C. WHERE EXTRA LAYER OF GYPSUM BOARD IS REQUIRED 
FOR FIRE RATING ADD EXTRA LAYER TO THE ENTIRE 
LENGHT OF WALL, SO THERE IS NO JOG IN FINISHED 
SURFACE

D. REFER TO MECHANICAL, ELECTRICAL, 
PLUMBING, LOW VOLTAGE, FIRE SPRINLKER,  AND 
LANDSCAPE IRRIGATION DRAWINGS FOR ALL 
PENETRATIONS

E. INTERIOR FINISH MATERIALS APPLIED TO WALL AND 
CEILINGS SHALL BE TESTED AS SPECIFIED IN SECTION 803 
AND SHALL BE CLASS C PER TABLE 803.11

F. (3) SHELTER UNITS ARE PART OF KENSINGTON CAPMUS 
PHASE 2. ACCESSIBLE PARKING AND ACCESSIBLE PATHS 
OF TRAVEL WILL BE INSTALLED PRIOR TO PCCUPANCY OF 
THE SHELTER UNTS.

GENERAL NOTES

1t

101

STOREFRONT TAG - REFER TO A7.01

DOOR TAG - REFER TO A7.01

? KEYNOTE TAG - REFER TO KEYNOTES IN LEGEND

The design, drawings, and written material in these 
documents of service are the sole property of 
Lahmon Architects.  All design and related 
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of Lahmon Architects.
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1/8" = 1'-0"1FLOOR PLAN BLDG TYPES 'A' & 'C'

1/8" = 1'-0"2SLAB PLAN  BLDG TYPES 'A' & 'C'

NO. DESCRIPTION

081 WALLS SHOWN DASHED.

082 LINE OF ROOF ABOVE.

103 CONC CURB.  REFER TO STRUCT DWGS.

123 STUB UP, REFER TO ELECTRICAL DRAWINGS FOR DIMENSION
OF SLAB OPENING.

139 FLR DRAIN.  REFER TO PLUMB DWGS.

153 TACTILE EXIT SIGN

154 TACTILE EXIT ROUTE SIGN

176 BASE PLATE, REFER TO STRUCTURAL DRAWINGS.

193 CONCRETE SLAB ON GRADE.

199 STEEL COLUMN.

476 FLOOR MOP SINK REFER TO PLUMBING DRAWINGS.

497 DIRECT VENT 3-SIDED GAS FIREPLACE, FLARE RD-45-H.

498 TELEVISION.

0' 4' 8'2'

0' 4' 8'2'

REV # DESCRIPTION DATE
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F- 01 LIGHT FIXTURE. LINEAR 
PENDANT

F-05 LIGHT FIXTURE. RECESSED, 
WET LOCATION

F-03 LIGHT FIXTURE. PENDANT

F-04 LIGHT FIXTURE. WALL 
MOUNTED

EXIT SIGN

CARBON MONOXIDE / SMOKE 
ALARM COMBO

SMOKE ALARM

LEGEND

KEYNOTES

ROOF SLOPE

F-02 CELING FAN

F-07 LIGHT FIXTURE. LINEAR 
CEILING MOUNTED

F-08 LIGHT FIXTURE. PENDANT

F-09 EXTERIOR LIGHT FIXTURE. 
WALL MOUNTED

F-10 EXTERIOR LIGHT FIXTURE. 
WALL MOUNTED

TOTAL ATTIC AREA = 989.5 SF. PER CBC 1203.2, 1/150 TOTAL AREA 
REQUIRED FOR VENTILATION. 1/150 (989.5) = 6.6 SF

F-11 INTERIOR LIGHT FIXTURE. 
WALL MOUNTED

The design, drawings, and written material in these 
documents of service are the sole property of 
Lahmon Architects.  All design and related 
information contained herein are for use on the 
specified projects and shall not be duplicated, 
disclosed, or used without the prior written consent 
of Lahmon Architects.
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REFLECTED CEILING PLAN
AND ROOF PLAN BLDG
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1/8" = 1'-0"2ROOF PLAN BLDG TYPES 'A' & 'C'

1/8" = 1'-0"1REFLECTED CEILING PLAN BLDG TYPES 'A' & 'C'

NO. DESCRIPTION

159 20" X 30" ATTIC ACCESS PANEL.

164 DROP CEILING.  5/8" GYP BD FIN ON MTL FRAMING.

252 SHEET MTL GUTTER.  22 GA MIN.  PAINT TO FIN.

253 STANDING SEAM METAL ROOFING.  REFER TO DET 22/A8.01.

258 ATTIC VENTILATION PER CBC SECTION 1203.2.

0' 4' 8'2'

0' 4' 8'2'

REV # DESCRIPTION DATE
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FINISH FLOOR ELEVATION

WALL TYPE DESIGNATION. REFER TO SHEET A8.02.

EXIT SIGN. 

DRAINAGE SLOPE

ACCESSIBLE PATH OF TRAVEL

FIRE EXTINGUISHER RATING OF NO LESS THAN 2-A OR 
2-A10BC WITHIN 75 FEET TRAVEL DISTANCE TO ALL 
PORTIONS OF THE BUILDING. FIRE EXTINGUISHER 
WITH A RATING NOT LESS THAN 10BC FOR KITCHEN, 
ELECTIRCAL ROOM, MECHANICAL ROOM AND PARKING 
GARAGE.

FE

.

LEGEND

KEYNOTES

A. REFER TO ENLARGED PLANS FOR ADDITIONAL WALL TYPE 
CALL OUTS, DIMENSIONS, DOOR TAGS, AND DETAIL

B. TYPICAL DIMENSIONS ARE TO FACE OF STRUCTURE WHICH 
IS FACE OF CONCRETE, FACE OF STUD, OR FACE OF 
SHEATHING AS OCCURS, DIMENSIONS TO THE CL 
(CENTERLINE) ARE TO THE CENTERLINE OF STUD 
REGARDLESS OF SHEATHING

C. WHERE EXTRA LAYER OF GYPSUM BOARD IS REQUIRED 
FOR FIRE RATING ADD EXTRA LAYER TO THE ENTIRE 
LENGHT OF WALL, SO THERE IS NO JOG IN FINISHED 
SURFACE

D. REFER TO MECHANICAL, ELECTRICAL, 
PLUMBING, LOW VOLTAGE, FIRE SPRINLKER,  AND 
LANDSCAPE IRRIGATION DRAWINGS FOR ALL 
PENETRATIONS

E. INTERIOR FINISH MATERIALS APPLIED TO WALL AND 
CEILINGS SHALL BE TESTED AS SPECIFIED IN SECTION 803 
AND SHALL BE CLASS C PER TABLE 803.11

F. (3) SHELTER UNITS ARE PART OF KENSINGTON CAPMUS 
PHASE 2. ACCESSIBLE PARKING AND ACCESSIBLE PATHS 
OF TRAVEL WILL BE INSTALLED PRIOR TO PCCUPANCY OF 
THE SHELTER UNTS.

GENERAL NOTES

1t

101

STOREFRONT TAG - REFER TO A7.01

DOOR TAG - REFER TO A7.01

? KEYNOTE TAG - REFER TO KEYNOTES IN LEGEND
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REV # DESCRIPTION DATE

1 Revision 1 Date 1

1/8" = 1'-0"1BLDG TYPE 'B' FLOOR PLAN

REFER TO SHEET A1.10 FOR KEYNOTE DESCRIPTION

1/8" = 1'-0"2BLDG TYPE 'B' SLAB PLAN
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F- 01 LIGHT FIXTURE. LINEAR 
PENDANT

F-05 LIGHT FIXTURE. RECESSED, 
WET LOCATION

F-03 LIGHT FIXTURE. PENDANT

F-04 LIGHT FIXTURE. WALL 
MOUNTED

EXIT SIGN

CARBON MONOXIDE / SMOKE 
ALARM COMBO

SMOKE ALARM

LEGEND

KEYNOTES

ROOF SLOPE

F-02 CELING FAN

F-07 LIGHT FIXTURE. LINEAR 
CEILING MOUNTED

F-08 LIGHT FIXTURE. PENDANT

F-09 EXTERIOR LIGHT FIXTURE. 
WALL MOUNTED

F-10 EXTERIOR LIGHT FIXTURE. 
WALL MOUNTED

TOTAL ATTIC AREA = 989.5 SF. PER CBC 1203.2, 1/150 TOTAL AREA 
REQUIRED FOR VENTILATION. 1/150 (989.5) = 6.6 SF

F-11 INTERIOR LIGHT FIXTURE. 
WALL MOUNTED

FUTURE SOLAR PV 
AREA (15% TOTAL 
ROOF AREA)
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REV # DESCRIPTION DATE

1/8" = 1'-0"2BLDG TYPE 'B' ROOF PLAN

1/8" = 1'-0"1BLDG TYPE 'B' RCP

REFER TO SHEET A1.11 FOR KEYNOTE DESCRIPTION
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A. BUILDING ADDRESS NUMBERS SHALL BE PROVIDED AND
    MAINTAINED SO AS TO BE PLAINLY VISIBLE AND LEGIBLE 
    FROM THE STREET FRONTING THE PROPERTY. THEY SHALL
    BE ILLUMINATED AT NIGHT. FIRE CODE 505.1.

B. PROVIDE GRAFFITI-RESISTANT FINISH (MONOCHEM
     SHIELD BY MONOPOLE, INC. LARR #25080-T)

KEYNOTES

GENERAL NOTES

The design, drawings, and written material in these 
documents of service are the sole property of 
Lahmon Architects.  All design and related 
information contained herein are for use on the 
specified projects and shall not be duplicated, 
disclosed, or used without the prior written consent 
of Lahmon Architects.

STAMP:

OWNER:

CONSULTANT:

PHASE:

PROJECT:

ARCHITECT:

SHEET TITLE

PROJECT NO.

PLOT DATE

SCALE

SHEET NO.

FILE REF.

KEY PLAN

AS SHOWN

3834 WILLAT AVENUE, CULVER CITY, CA 90232
(T) 424.299.4666                           (F) 424.299.4698

AHMON RCHITECTS

N
O

T
 F

O
R

 C
O

N
S

T
R

U
C

T
IO

N

3/11/2019 5:34:49 PM

BUILDING  ELEVATIONS
BLDG TYPES 'A' & 'C'
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1/8" = 1'-0"3WEST ELEVATION  BLDG TYPES 'A' & 'C'

1/8" = 1'-0"2SOUTH ELEVATION  BLDG TYPES 'A' & 'C'

1/8" = 1'-0"1EAST ELEVATION BLDG TYPES 'A' & 'C'

1/8" = 1'-0"4NORTH ELEVATION BLDG TYPES 'A' & 'C'

REV # DESCRIPTION DATE

NO. DESCRIPTION

084 FINISH GRADE.

252 SHEET MTL GUTTER.  22 GA MIN.  PAINT TO FIN.

253 STANDING SEAM METAL ROOFING.  REFER TO DET 22/A8.01.

314 ALUM STOREFRONT SYSTEM. CLR ANODIZED ALUM.
EXTERIOR GLAZED. REFER TO STOREFRONT SCHED.

315 DOOR. REFER TO DOOR SCHEDULE SHEET A7.01.

341 STANDING SEAM METAL AT WALL.

0' 4' 8'2'

0' 4' 8'2'

0' 4' 8'2'

0' 4' 8'2'
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A. BUILDING ADDRESS NUMBERS SHALL BE PROVIDED AND
    MAINTAINED SO AS TO BE PLAINLY VISIBLE AND LEGIBLE 
    FROM THE STREET FRONTING THE PROPERTY. THEY SHALL
    BE ILLUMINATED AT NIGHT. FIRE CODE 505.1.

B. PROVIDE GRAFFITI-RESISTANT FINISH (MONOCHEM
     SHIELD BY MONOPOLE, INC. LARR #25080-T)

KEYNOTES

GENERAL NOTES
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REV # DESCRIPTION DATE

REFER TO SHEET A2.01 FOR KEYNOTE DESCRIPTION

1/8" = 1'-0"4NORTH ELEVATION BLDG TYPE 'B'

1/8" = 1'-0"2SOUTH ELEVATION BLDG TYPE 'B'

1/8" = 1'-0"3WEST ELEVATION BLDG TYPE 'B'

1/8" = 1'-0"1EAST ELEVATION BLDG TYPE 'B'
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1/8" = 1'-0"2BUILDING SECTION

1/8" = 1'-0"1BUILDING SECTION

REV # DESCRIPTION DATE

1/8" = 1'-0"3BUILDING SECTION

0' 4' 8'2'

0' 4' 8'2'

0' 4' 8'2'

NO. DESCRIPTION

084 FINISH GRADE.

252 SHEET MTL GUTTER.  22 GA MIN.  PAINT TO FIN.

257 RIGID INSULATION

526 3/4" PLYWOOD SURFACE ON 18 GA. METAL FRAMING.
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FINISH FLOOR ELEVATION

WALL TYPE DESIGNATION. REFER TO SHEET A8.02.

EXIT SIGN. 

DRAINAGE SLOPE

ACCESSIBLE PATH OF TRAVEL

FIRE EXTINGUISHER RATING OF NO LESS THAN 2-A OR 
2-A10BC WITHIN 75 FEET TRAVEL DISTANCE TO ALL 
PORTIONS OF THE BUILDING. FIRE EXTINGUISHER 
WITH A RATING NOT LESS THAN 10BC FOR KITCHEN, 
ELECTIRCAL ROOM, MECHANICAL ROOM AND PARKING 
GARAGE.

FE

.

LEGEND

KEYNOTES

A. REFER TO ENLARGED PLANS FOR ADDITIONAL WALL TYPE 
CALL OUTS, DIMENSIONS, DOOR TAGS, AND DETAIL

B. TYPICAL DIMENSIONS ARE TO FACE OF STRUCTURE WHICH 
IS FACE OF CONCRETE, FACE OF STUD, OR FACE OF 
SHEATHING AS OCCURS, DIMENSIONS TO THE CL 
(CENTERLINE) ARE TO THE CENTERLINE OF STUD 
REGARDLESS OF SHEATHING

C. WHERE EXTRA LAYER OF GYPSUM BOARD IS REQUIRED 
FOR FIRE RATING ADD EXTRA LAYER TO THE ENTIRE 
LENGHT OF WALL, SO THERE IS NO JOG IN FINISHED 
SURFACE

D. REFER TO MECHANICAL, ELECTRICAL, 
PLUMBING, LOW VOLTAGE, FIRE SPRINLKER,  AND 
LANDSCAPE IRRIGATION DRAWINGS FOR ALL 
PENETRATIONS

E. INTERIOR FINISH MATERIALS APPLIED TO WALL AND 
CEILINGS SHALL BE TESTED AS SPECIFIED IN SECTION 803 
AND SHALL BE CLASS C PER TABLE 803.11

F. (3) SHELTER UNITS ARE PART OF KENSINGTON CAPMUS 
PHASE 2. ACCESSIBLE PARKING AND ACCESSIBLE PATHS 
OF TRAVEL WILL BE INSTALLED PRIOR TO PCCUPANCY OF 
THE SHELTER UNTS.

GENERAL NOTES

1t

101

STOREFRONT TAG - REFER TO A7.01

DOOR TAG - REFER TO A7.01

? KEYNOTE TAG - REFER TO KEYNOTES IN LEGEND

12" MAX

1' - 0"
54" MIN

4' - 8"

42" MIN

3' - 8"

24" MIN

2' - 5 3/8"

3
5

" 
- 

3
7

"

2
' -

 1
1

 1
/4

"

60" MIN

5' - 0"

The design, drawings, and written material in these 
documents of service are the sole property of 
Lahmon Architects.  All design and related 
information contained herein are for use on the 
specified projects and shall not be duplicated, 
disclosed, or used without the prior written consent 
of Lahmon Architects.
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1/4" = 1'-0"1ENLARGED RESTROOM PLAN

1/4" = 1'-0"2ENLARGED RESTRM REFLECTED CEILING PLAN

1/4" = 1'-0"9RESTROOM ELEVATION

1/4" = 1'-0"6ACCESSIBLE SHOWER ELEVATION
1/4" = 1'-0"3SINGLE RESTROOM PLAN

1/4" = 1'-0"4SINGLE RESTRM REFLECTED CEILING PLAN

1/4" = 1'-0"8SINGLE RESTROOM ELEVATION

1/4" = 1'-0"7ADA STALL ELEVATION

MARK DESCRIPTION MANUFACTURER MODEL FINISH

COORDINATION

COMMENTSPOWER DATA

AC-01 BOBRICK B-36903 TRIMLINE SERIES RECESSED COMBINATION TOWEL AND WASTE
UNIT

BOBRICK WASHROOM
EQUIPMENT

B-36903 No No

AC-03 BOBRICK B-3574 RECESSED SEAT-COVER DISPENSER, SANITARY NAPKIN DISPOSAL
AND TOILET TISSUE DISPENSER

BOBRICK WASHROOM
EQUIPMENT

B-3574 No No

AC-04 CIRCULAR WASTE CHUTE FOR MOUNTING IN COUNTERTOPS BOBRICK WASHROOM
EQUIPMENT

B-529 No No

AC-05 BOBRICK B-828 COUNTER MOUNTED AUTOMATIC FOAM SOAP DISPENSER BOBRICK WASHROOM
EQUIPMENT

B-828 No No

TOILET ACCESSORY SCHEDULE

ELEVATION 8A
ELEVATION 8B

ELEVATION 8CELEVATION 8D

ELEVATION 5AELEVATION 5BELEVATION 5CELEVATION 5D

ELEVATION 6AELEVATION 6BELEVATION 6CELEVATION 6D

ELEVATION 7AELEVATION 7BELEVATION 7CELEVATION 7D

TAG
SPEC

SECTION MANUFACTURER STYLE COLOR/FINISH SIZE COMMENTS CONTACT

03 00 00 CONCRETE

CONCRETE

CON-01 03 35 43 POLISHED

06 00 00 WOOD, PLASTICS, AND COMPOSITES

PLASTIC LAMINATE

PL-02 06 41 16

FRP

FP-01 06 83 16 48" H

PLASTIC LAMINATE

PL-01 09 78 23

09 00 00 FINISHES

TILE

TL-01 09 30 13 12" x 24" WALL

TL-02 09 30 13 6" x 6" SANITARY COVE BASE

PAINT

PG-01 09 91 23 SEMI-GLOSS

12 30 00 CASEWORK

STONE

ST-01 12 36 61.16 ENGINEERED STONE

REV # DESCRIPTION DATE

NO. DESCRIPTION

444 SHOWER HEAD.

449 GRAB BARS WALL HUNG, THE SPACE BETWEEN THE
GRAB BAR AND PROJECTING OBJECT BELOW AND AT
THE END SHALL BE 1-1/2" MINIMUM, 2016 CBC
11B-609.3, REFER TO DETAIL 15/G0.33.

467 GRAB BARS AT SHOWERS, GRAB BARS SHALL COMPLY
WITH SECTION 11B-609 AND SHALL BE PROVIDED IN
ACCORDANCE WITH SECTION 11B-608.3. WHERE
MULTIPLE GRAB BARS ARE USED, REQUIRED
HORIZONTAL GRAB BARS SHALL BE INSTALLED AT THE
SAME HEIGHT ABOVE THE FINISH FLOOR. WHERE
SEPARATE GRAB BARS ARE REQUIRED ON ADJACENT
WALLS AT A COMMON MOUNTING HEIGHT, AN
L-SHAPED OR U-SHAPED GRAB BAR MEETING THE
DIMENSIONAL REQUIREMENTS OF SECTION 11B-608.3.2
OR 11B-608.3.3 SHALL BE PERMITTED. GRAB BARS
SHALL BE PROVIDED ON THE BACK WALL AND THE
SIDE WALL OPPOSITE THE SEAT. GRAB BARS SHALL
NOT BE PROVIDED ABOVE THE SEAT. GRAB BARS
SHALL BE INSTALLED 6 INCHES (152 MM) MAXIMUM
FROM ADJACENT WALLS.

468 SHOWER SEATS, A FOLDING SEAT SHALL BE
PROVIDED IN ROLL-IN TYPE SHOWERS. SEATS SHALL
COMPLY WITH SECTION 11B-610.

478 MIRROR, BOTTOM AT 40" AFF.

479 SHOWER CONTROLS.

482 FLOOR MOUNTED URNINAL.

483 TOP-MOUNTED STAINLESS 16 GA. STEEL SINK, INSTALL
WITH FRONT OF THE HIGHER OF THE RIM OR COUNTER
SURFACE 34" MAX. ABOVE THE FINISH FLOOR.

484 ADA COMPLIANT FAUCET, REFER TO PLUMBING
DRAWINGS.

0' 2' 4'1'

0' 2' 4'1'

0' 2' 4'1'

0' 2' 4'1'

0' 2' 4'1'

A

A

A

A

0' 2' 4'1' 1/4" = 1'-0"5ENLARGED AMBULATORY STALL

*SEE ELEVATION 8D FOR MOUNTING 
HEIGHT OF GRAB BARS



DOOR TYPES

DOOR SCHEDULE

TYPE "FD" TYPE "F"

H
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WIDTH

H
E
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H

T

WIDTH

EQ EQ

INTERIOR STOREFRONT ELEVATIONS

EXTERIOR STOREFRONT ELEVATIONS

1. NON-REMOVABLE HINGE PINS REQUIRED ON ALL OUT SWING 
DOORS.

2. STOREFRONT GLASS LOCATED AT HAZARDOUS LOCATIONS 
PER CBC SECTION 2406.3 SHALL BE SAFETY GLAZING 
MATERIAL COMPLYING WITH  CBC SECTION 2406.4.

3. THE BOTTOM 10 INCHES OF ALL DOORS AND/OR GATES 
SHALL HAVE A SMOOTH, UNINTERRUPTED SURFACE TO 
ALLOW THE DOOR OR GATE TO BE OPENED BY  WHEELCHAIR 
FOOTREST WITHOUT CREATING A TRAP OR HAZARDOUS 
CONDITION ( CBC SECTION 1126A.7)

4. EGRESS DOORS SHALL BE READILY OPENABLE FROM THE 
EGRESS SIDE WITHOUT THE USE OF A KEY OR SPECIAL 
KNOWLEDGE OR EFFORT. SEE  CBC SECTION 1008.1.9. SEE  
CBC SECTION 1008.1.9.3 FOR EXCEPTIONS.

5. DOOR HANDLES, LOCK AND OTHER OPERATING DEVICES 
SHALL BE INSTALLED AT A MIN. 34" AND A MAX. 48" ABOVE 
THE FINISH FLOOR ( CBC SECTION 1008.1.9.2).

6. ALL EGRESS DOOR OPERATION SHALL ALSO COMPLY WITH 
CBC SECTION 1008.1.9 - 1008.1.9.7.

7. 10. MAX EFFORT TO OPERATE DOORS SHALL NOT EXCEED 
5LBFRATED DOORS MAYBE INCREASED TO 15LBF WHEN 
REQ'D BY THE AUTHORITY HAVING JURISDICTION

8. 13. DOOR CLOSERS AND GATE CLOSERS SHALL BE 
ADJUSTED SO THAT FROM AN OPEN POSITION OF 90 
DEGREES, THE TIME REQUIRED TO MOVE THE DOORS TO A 
POSITION OF 12 DEGREES FROM THE LATCH IS 5 SECONDS 
MINIMUM ( CBC 11B404.2.8.1)

9. 14. DOOR AND GATE OPENING FORCES TO COMPLY WITH
CBC 11B-404.2.9.

10. ALL EXIT DOORS SHALL BE CAPABLE OF OPENING 90      
DEGREES.  THE MAXIMUM WIDTH OF A SWINGING DOOR       
LEAF SHALL BE 48" NOMINAL. EXIT DOOR SHALL BE 
SIDEHINGED SWINGING TYPE ( CBC 1008.1.2)

11. HANDLES, PULLS, LATCHES, AND OTHER OPERABLE PARTS 
ON DOORS AND GATES SHALL COMPLY WITH SEC 11B-309.4.  
OPERABLE PARTS OF SUCH HARDWARE SHALL BE 34"       
MINIMUM AND 44" MAX ABOVE THE FINISH FLOOR OR       
GROUND.  11B-404.2.7 (INCLUDING OPERATED WITH ONE       
HAND; DOES NOT REQUIRE IGHT GRASPING, PINCHING OR       
TWISTING OF THE WRIST, DOES NOT REQUIRE MORE THAN       
5 POUNDS OF FORCE TO OPERATE)

12. ALL ELEVATIONS AS VIEWED FROM EXTERIOR OF BUILDING 
AND/ OR ROOM

13.ALL WINDOWS & DOORS W/ GLAZING TO BE NFRC RATED

14. SAFETY GLAZING SHALL BE IDENTIFIED BY A 
MANUFACTURER'S DESIGNATION SPECIFYING WHO APPLIED 
THE DESIGNATION, THE MANUFACTURER OR INSTALLER AND 
THE SAFETY GLAZING STANDARD. SEE STOREFRONT 
ELEVATIONS FOR LOCATIONS OF SAFETY GLASS, INDICATED 
WITH 'T' FOR TEMPERED.

FINISH
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TYPE "WG"
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ALUMINUM
ANODIZED
BUMPER JAMB (1X4 MDF)
DUAL GLAZING
FIRE RATED
FIRELITE
GALVANIZED (HOT-DIPPED)
HARD BOARD
HOLLOW CORE
HOLLOW CORE HARD BOARD
HOLLOW METAL
HOLLOW OPEN MAGNET
LOW "E" DUAL GLAZING
NOT RATED
PRE-FINISHED
PAINTED
SOLID CORE
SINGLE GLAZING
STEEL
TEMPERED
TEMPERED
WIRED GLASS
WOOD

DOOR SCHEDULE ABBREVIATIONS

2"

2
"

2
"

2"

STORE FRONT SPECIFICATIONS
EXTERIOR SYSTEM

ARCADIA AFG-451
SHGC .25 (MAX)
U-FACTOR .32 (MAX)
DUAL GLAZING

ELEVATIONS SHOWN ARE FOR BUILDING TYPES 'A' AND 'C'
REVERSE ELEVATION FOR BUILDING TYPE 'B'

STORE FRONT SPECIFICATIONS
INTERIOR SYSTEM

ARCADIA AFG-451
SINGLE GLAZING

ELEVATIONS SHOWN ARE FOR BUILDING TYPES 'A' AND 'C'
REVERSE ELEVATION FOR BUILDING TYPE 'B'

A. IN B.F.M AND S OCCUPANCIES, PANES OF GLAZING WITH AT 
LEAST ONE DIMENSION GREATER THAN 5" BUT LESS THAN 
48" SHALL BE CONSTRUCTED OF TEMPERED OR APPROVED 
BURGLARY-RESISTANT MATERIAL OR PROTECTED WITH 
METAL BARS OR GRILLES.

B. LOUVERED WINDOWS SHALL BE PROTECTED BY METAL 
BARS OR GRILLS WITH OPENINGS THAT HAVE AT LEAST ONE 
DIMENSION OF 6" OR LESS, WHICH ARE CONSTRUCTED TO 
PRECLUDE HUMAN ENTRY.

C. OTHER OPENABLE WINDOWS SHALL BE PROVIDED WITH 
SUBSTANTIAL LOCKING DEVICES, IN B,F,M AND S 
OCCUPANCIES, SUCH DEVICES SHALL BE GLIDE BARS, 
BOLTS, CROSS-BARS, AND/OR PADLOCKS WITH MINIMUM 
9/32" HARDENED STEEL SHACKLES AND BOLTED, HARDENED 
STEEL HASPS.

D. SLIDING WINDOW SHALL BE PROVIDED WITH LOCKING 
DEVICES.  A DEVICE SHALL BE INSTALLED  IN THE UPPER 
CHANNEL OF THE MOVING PANEL TO PROHIBIT RAISING AND 
REMOVING OF THE MOVING PANEL IN THE CLOSED OR 
PARTIALLY OPEN POSITION.

E. SLIDING GLASS WINDOWS SASH SHALL BE CLOSED AND 
LOCKED WHEN SUBJECTED TO TESTING

F. ANY RELEASE FOR METAL BARS, GRILLS, GRATES OR 
SIMILAR DEVICES CONSTRUCTED TO PRECLUDE HUMAN 
ENTRY THAT ARE INSTALLED SHALL BE LOCATED ON THE 
INSIDE OF THE ADJACENT ROOM AND AT LEAST 24" FROM 
THE CLOSEST OPENING THROUGH SUCH METAL BARS, 
GRILLS, GRATES OR SIMILAR DEVICES THAT EXCEEDS TWO 
INCHES IN ANY DIMENSION.

G. ALL OTHER OPENINGS MUST BE PROTECTED BT METAL BARS 
OR GRILLES WITH OPENINGS OF NOT MORE THAN 6" IN ONE 
DIMENSION.  

SECURITY NOTES

DOOR GENERAL NOTES

KEYNOTES
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DOOR
NO.

ROOM NAME ROOM
NUMBER

WIDTH HEIGHT TYPE DOOR PANEL DOOR FRAME DETAIL
THRESHOLD

DETAIL
HEAD

DETAIL
JAMB

EXTERIOR
DOOR

FIRE
RATIN

G

HARDWARE DOOR SCHEDULE NOTES

PANEL
MATERIAL

PANEL
FINISH

GLAZING
TYPE

FRAME
FINISH

FRAME
MATERIAL

CLOSER PANIC
PUSH BAR

 KICK
PLATE

PUSH
PLATE

PULL
HANDLE

CARD
READER

FIRST FLOOR

01A ENTRY 01 3' - 2" 7' - 4" WG ALUM ANO INSU ALUM ALUM Y - Y Y Y - - Y STOREFRONT DOOR

01B BEDS 2 04 3' - 2" 7' - 0" F HM PT - ALUM ALUM - - Y - Y Y Y - -

02 BEDS 1 03 3' - 2" 7' - 6" F HM PT - ALUM ALUM Y - Y Y Y - - Y -

03 BEDS 2 04 3' - 2" 7' - 6" F HM PT - ALUM ALUM Y - Y Y Y - - Y -

04 RESTROOM 1 05 3' - 2" 7' - 0" F HM PT - ALUM ALUM - - Y - Y Y Y - -

05 RESTROOM 2 06 3' - 2" 7' - 0" F HM PT - ALUM ALUM - - Y - Y Y Y - -

06 RESTROOM 1 05 3' - 2" 7' - 0" F HM PT - ALUM ALUM - - Y - Y Y Y - -

07 LOUNGE 02 3' - 0" 7' - 4" WG ALUM ANO 1/4" T Y STOREFRONT DOOR

08 BEDS 1 03 3' - 0" 7' - 4" WG ALUM ANO 1/4" T Y STOREFRONT DOOR

09 OFFICE 1 07 3' - 0" 7' - 4" WG ALUM ANO 1/4" T Y STOREFRONT DOOR

10 BEDS 2 04 3' - 0" 7' - 4" WG ALUM ANO 1/4" T Y STOREFRONT DOOR

11 BATHROOM 10 3' - 2" 7' - 0" F HM PT - ALUM ALUM - - - - Y - - - -

12 STORAGE 1 11 3' - 2" 7' - 0" F HM PT - ALUM ALUM - - - - Y - - - -

13 OFFICE 3 09 3' - 1" 7' - 4" WG ALUM ANO 1/4" T Y Y STOREFRONT DOOR

14 STORAGE 3 13 3' - 2" 7' - 0" F HM PT - ALUM ALUM - - - - Y - - - -

15 STORAGE 2 12 5' - 0" 7' - 0" FD HM PT - ALUM ALUM - - - - Y - - - -

16 LOUNGE 02 8' - 0" 7' - 0" E HCHB PT PT WD SLIDING CLOSET DOOR

1/4" = 1'-0"12INTERIOR TYPE S14 - OFFICE 2

1/4" = 1'-0"8INTERIOR TYPE S10 - OFFICE 1

REV # DESCRIPTION DATE

1/4" = 1'-0"1EXTERIOR TYPE S20
1/4" = 1'-0"4EXTERIOR  TYPE S21

1/4" = 1'-0"6EXTERIOR TYPE S22

1/4" = 1'-0"2EXTERIOR TYPE S23
1/4" = 1'-0"5EXTERIOR TYPE S24

1/4" = 1'-0"7EXTERIOR TYPE S25

1/4" = 1'-0"3EXTERIOR TYPE S26

1/4" = 1'-0"13INTERIOR TYPE S15 - OFFICE 3

NO. DESCRIPTION

1/4" = 1'-0"9INTERIOR TYPE S11 - OFFICE 1

1/4" = 1'-0"10INTERIOR TYPE S12 - LOUNGE

1/4" = 1'-0"11INTERIOR TYPE S13 - LOUNGE
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REV # DESCRIPTION DATE

ROOM NO. ROOM NAME
AREA

(SQ.FT.)
BASE FINISH

FLOOR
FINISH

WALL FINISH CEILING
FINISH

ROOM SCHEDULE NOTES
NORTH EAST SOUTH WEST

Not Placed

09 CONF. ROOM Not
Placed

14 OFFICE 2 Not
Placed

15 OFFICE 2 Not
Placed

16 OFFICE 2 Not
Placed

FIRST FLOOR

01 ENTRY 111

02 LOUNGE 324

03 BEDS 1 1,990

04 BEDS 2 1,846

05 RESTROOM 1 476

06 RESTROOM 2 474

07 OFFICE 1 190

08 OFFICE 2 166

09 OFFICE 3 188

10 BATHROOM 62

11 STORAGE 1 45

12 STORAGE 2 17

13 STORAGE 3 17

TAG
SPEC

SECTION MANUFACTURER STYLE COLOR/FINISH SIZE COMMENTS CONTACT

03 00 00 CONCRETE

CONCRETE

CON-01 03 35 43 POLISHED

06 00 00 WOOD, PLASTICS, AND COMPOSITES

PLASTIC LAMINATE

PL-02 06 41 16

FRP

FP-01 06 83 16 48" H

PLASTIC LAMINATE

PL-01 09 78 23

09 00 00 FINISHES

TILE

TL-01 09 30 13 12" x 24" WALL

TL-02 09 30 13 6" x 6" SANITARY COVE BASE

PAINT

PG-01 09 91 23 SEMI-GLOSS

12 30 00 CASEWORK

STONE

ST-01 12 36 61.16 ENGINEERED STONE

MATERIAL SCHEDULE

ROOM FINISH MATRIX



5/8" TYPE X GYPSUM BOARD

3 5/8" 20 GA STEEL STUD @ 16" O.C. 

3 1/2" BATT INSULATION

6" 16 GA STEEL STUD @ 16" O.C. 

5 1/2" BATT INSULATION

INTERIOR INTERIOR

TYPE A1

TYPE A

5/8" TYPE X GYPSUM BOARD

INTERIOR INTERIOR

TYPE B1

TYPE B

5/8" GLASS MAT GYPSUM BACKER BOARD

3 5/8" 20 GA STEEL STUD @ 16" O.C. 

6" 16 GA STEEL STUD @ 16" O.C. 

3/8" THICK THINSET CERAMIC TILE

5/8" GLASS MAT GYPSUM BACKER BOARD

3/8" THICK THINSET CERAMIC TILE

INTERIOR INTERIOR

TYPE C

5/8" GLASS MAT GYPSUM BACKER BOARD

3 5/8" 20 GA STEEL STUD @ 16" O.C. 

3/8" THICK THINSET CERAMIC TILE

5/8" TYPE X GYPSUM BOARD

5/8" TYPE X GYPSUM BOARD

6" 16 GA STEEL STUD @ 16" O.C. 

INTERIOR INACCESSIBLE 
SPACE

TYPE D

TYPE D1

3 5/8" 20 GA STEEL STUD @ 16" O.C. 

FRP UP TO 48" ADJACENT TO WC 

FRP UP TO 48" ADJACENT TO WC 

5/8" TYPE X GYPSUM BOARD

EXTERIOR EXTERIOR

TYPE E1

TYPE E

5/8" TYPE X 
GYPSUM BOARD

3 5/8" 20 GA STEEL STUD INFILL 

INSULATED PANEL. FINISH 
MATERIAL TBD

8" HORIZONTAL METAL 
GIRDER @ 4'-0" O.C.

EXTERIOR INTERIOR

BY ECOSTEEL

BY ECOSTEEL

8" HORIZONTAL METAL 
GIRDER @ 4'-0" O.C.

INSULATED PANEL. FINISH 
MATERIAL TBD

5/8" TYPE X GYPSUM BOARD

6" 16 GASTEEL STUD @ 16" O.C. 

EXTERIOR INTERIOR

TYPE F

5 1/2" BATT INSULATION

EXTERIOR FINISH TBD

5/8" TYPE X 
GYPSUM BOARD

8" 18 GA STEEL STUD 
@ 16" O.C. 

INT / EXT

TYPE G

5 1/2" R-25 BATT 
INSULATION

INT / EXT

TYPE G1

EXTERIOR INTERIOR

5/8" EXT GYPSUM SHEATHING

WATERPROOF MEMBRANE

3/4" FIBER CEMENT BATTEN

5/16" X 12" FIBER CEMENT 
BOARD. PAINT TO FINISH

CONTINUOUS BEAD OF SEALANT

COUNTER SINK ZINC 
COATED FASTENER

1
/2

"

8" 18 GA STEEL STUD 
@ 16" O.C. 

5 1/2" R-25 BATT 
INSULATION

5/8" EXT GYPSUM SHEATHING

WATERPROOF MEMBRANE

3/4" FIBER CEMENT BATTEN

5/16" X 12" FIBER CEMENT 
BOARD. PAINT TO FINISH

CONTINUOUS BEAD OF SEALANT

COUNTER SINK ZINC 
COATED FASTENER

1
/2

"

INTERIOR

TYPE H

5/8" GLASS MAT GYPSUM BACKER BOARD

7/8" HAT CHANNEL 

REFER TO FLOOR PLAN FOR 
WALL SUBSTRATE

3/8" THICK THINSET CERAMIC TILE

INTERIOR

TYPE J

5/8" TYPE X GYPSUM BOARD

REFER TO FLOOR PLAN FOR 
WALL SUBSTRATE

10" 20 GA STEEL STUD @ 16" O.C.

8" THICK CONCRETE. REFER 
TO STRUCTURAL DWGS

2" SAND LAYER

WATERPROOF MEMBRANE

WIDE FLANGE BEAM. REFER 
TO ECOSTEEL DWGS

FLANGE BRACE. REFER TO 
STRUCTURAL DWGS

INSULATED PANEL WITH 
STANDING METAL SEAM FINISH

B
Y

 E
C

O
S

T
E

E
L

5/8" GYPSUM BOARD CEILING

3/4" PLYWOOD SHEATHING

MC10X6.5 STEEL JOIST @ 16" O.C. 
(12" O,C, AT SUSPENDED TOILET 
PARTITION CONNECTIONS. 
FRAMING IS TO SPAN SHORTEST 
WIDTH OF RESTROOMS
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1 1/2" = 1'-0"AWALL TYPE A, A1

REV # DESCRIPTION DATE

1 1/2" = 1'-0"BWALL TYPE B, B1

1 1/2" = 1'-0"CWALL TYPE C

1 1/2" = 1'-0"DWALL TYPE D

1 1/2" = 1'-0"EWALL TYPE E, E1

1 1/2" = 1'-0"FWALL TYPE F

1 1/2" = 1'-0"GWALL TYPE G, G1

1 1/2" = 1'-0"HWALL TYPE H

1 1/2" = 1'-0"JWALL TYPE J
1 1/2" = 1'-0"1CONCRETE SLAB ON GRADE

1 1/2" = 1'-0"3ROOF ASSEMBLY

1 1/2" = 1'-0"2CEILING / FLOOR ASSEMBLY



3-5/8" MTL STUD, TYP

5/8" GWB

DIAGONAL BRACING TO 
STRUCTURE ABOVE AS 
NEEDED FOR SUPPORT

5" R-40 RIGID INSULATION 
BELOW METAL PANEL, (BY 
OTHERS)

3/4" PLYWOOD - SEE RCP

3-5/8" 18 GA.  MTL STUD, TYP

5/8" GWB PER WALL TYPE

BATT INSULATION

5
"

3-5/8" MTL STUD, TYP

5/8" GWB

3-5/8" MTL SILL PLATE

WALL FINISH PER INTERIOR 
ELEVATIONS

CONCRETE SLAB, PER 
STRUCTURAL

0"

CURB

8"

C
U

R
B

5
 1

/2
"

CONCRETE SLAB ON GRADE

J METAL

FLUID APPLIED 
WATERPROOFING

MEMBRANE

25 GA SS
FLASHING 

5/8" GWB.

8" STL TOP GIRT (BY OTHERS)

#10 SMS @ 16" 0.C.

3 5/8" 20GA MTL TOP TRACK

3 5/8" 20GA MTL STUDS

#10 SMS @ 16" 0.C.

3 5/8" 20GA MTL BOTTOM TRACK

20GA Z MTL

8" STL GIRT (BY OTHERS)

3 5/8" 20GA MTL TOP TRACK

#8 SMS EACH SIDE @ EACH STUD
TO TRACK, TYP.

J METAL

3 5/8" 20GA MTL BOTTOM TRACK

3 5/8" 20GA MTL STUDS

#10 SMS @ 16" 0.C.

2
"

2
"

SAND

SAND

VAPOR BARRIER, 15 MIL MIN.

2 1/2"MIN. EDGE 

4
"

STEEL ANGLE 
(BY OTHERS)

2
"M

IN
.

FLOOR
LEVEL

2 1/2" R-20 RIGID INSULATION 
EXTERIOR WALL PANEL (BY 
OTHERS)

2
"

MTL TRACK FASTENED W/ 
0.157 DIA X 3/4" MIN EMBED 
SHOT PINS @ 16" O.C.

COLUMN (BY OTHERS, 
WHERE OCCURS)

STL PLATE (BY OTHERS, 
WHERE OCCURS)

1' - 4 3/4" G
R

ID
 L

IN
E

 A
 O

R
 B

CURB

8"

C
U

R
B

5
 1

/2
"

CONCRETE SLAB ON GRADE

J METAL
2 1/2" R-20 RIGID 

INSULATION 
EXTERIOR WALL 

PANEL (BY OTHERS)

FLUID APPLIED 
WATERPROOFING

MEMBRANE

25 GA SS
FLASHING 

5/8" GWB.

8" STL TOP GIRT (BY OTHERS)

#8 SMS @ 12" 0.C., STAGGERED

8" 18GA MTL TOP TRACK

8" 18GA MTL STUDS

J METAL

8" 18GA MTL BOTTOM TRACK

8" 18GA MTL STUDS

2
"

2
"

SAND

SAND

VAPOR BARRIER, 15 MIL MIN.

2 1/2"MIN. EDGE 

4
"

2
"M

IN
.

#8 SMS EACH SIDE @ EACH STUD
TO TRACK, TYP.

ALIGN W/ ADJACENT GIRT

CONTINUOUS 16GA 
X 6" WIDE MTL 

STRAP, (4) #10 SMS 
@ EACH FLANGE

4
"

FLOOR
LEVEL

2
"

MTL TRACK FASTENED W/ 0.157 
DIA X 3/4" MIN EMBED SHOT 
PINS @ 12" O.C. STAGGERED

4
"

1
 1

/2
"

FLASHING W/
HEMMED EDGEPRESSURE TREATED 

WOOD SILL

1
"

1
/2

"

2
"

FLASHING FASTENED 
W/ CLEATS @ 16" O.C.

5
 1

/2
"

CONTINOUS 
CLEAT

22GA GALV MTL 
FLASHING WITH DAM 

& HEMMED EDGE, 
FINISH TO MATCH 
OTHER EXPOSED 

EXT MTL

22GA GALV MTL 
FLASHING W/ DRIP, 

FINISH TO MATCH 
OTHER EXPOSED 

EXT MTL

ALUMINUM MULLION 
& GLAZING, ON 
SHIM, FASTENED TO 
MTL HEADER

ALUMINUM MULLION 
& GLAZING, ON SHIM, 
FASTENED TO SILL

  7
' 

- 
5

 1
/4

"

8" 20GA BOX HEADER 
(STUD AND TRACK)

8" 20GA MTL TRACK

8" 20GA MTL STUD 
@ 16" O.C.

ANCHOR BOLT

7'-6"

2 1/2" R-20 
INSULATED 

EXTERIOR WALL 
PANEL (BY OTHERS)

2 1/2" R-20 RIGID INSULATION EXTERIOR WALL PANEL (BY 
OTHERS)
BUTYL SEALANT (BY OTHERS)

8" STL STUD (BY OTHERS)

5/8" GWB.

J METAL

3/8" GAP, SEALANT & 
BACKER ROD, EACH SIDE

ALUMINUM MULLION & 
GLAZING, ON SHIM, 
FASTENED TO STL STUD

ALIGN

22GA GALV MTL 
FLASHING WITH DAM, 

FINISH TO MATCH OTHER 
EXPOSED EXT MTL

2 1/2" R-20 RIGID INSULATION EXTERIOR WALL PANEL (BY 
OTHERS)

8" STL GIRT (BY OTHERS)

5/8" GWB.

J METAL

3/8" GAP, SEALANT & 
BACKER ROD, EACH SIDE

STEEL COLUMN (BY OTHERS)
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REV # DESCRIPTION DATE

1 1/2" = 1'-0"6GWB TO PLYWOOD CEILING TRANSITION

1 1/2" = 1'-0"7GWB TO FLOOR TRANSITION
1 1/2" = 1'-0"1TYPICAL EXTERIOR WALL SECTION

1 1/2" = 1'-0"2EXTERIOR INFILL FRAMING SECTION

3" = 1'-0"4TYPICAL HEAD & SILL DETAIL

3" = 1'-0"5TYPICAL JAMB DETAIL

3" = 1'-0"3PLAN DETAIL COLUMN AT WALL



FIRST FLOOR
0.00'

9
" 

M
IN

1
' -

 0
"

4
"

3
4
" 

M
A

X

2
' -

 1
0

"

2
9
" 

M
IN

2
' -

 5
"

4
0
" 

M
A

X

3
' -
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"

17" MIN

1' - 7 1/8"

8" MIN

8 3/4"

6" MAX

6"
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1/2" = 1'-0"1ACCESSIBLE LAVATORY
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