
BID SCHEDULE FORM 
Interior consultants are making cosmetic changes, which will be subjected to open book change orders of cost + 
15%. Specs are design elements only. It is the responsibility of the contractor to include in their bid, everything 
necessary to accomplish specified designs. Where specified, contractor may not substitute with different 
product or “like” products. 

 
 

 

 

 

ITEM 
NO 

 
DESCRIPTION OF PHW IMPROVEMENTS 

 
ROOM 

NUMBER 

 
QTY 

 
NOTES 

 
APPROVAL 

INITIAL 
1 Armstrong Striations BBT, T3601 Atmoshpere, 12 in x 

24 in. with high gloss floor wax finish applied after 
install. (Refer to product specs for appropriate wax). 
Must bid product specified No substitutions by 
contractors without written approval from design team. 

All Rooms 
on 3rd Floor 

and 3rd 
Floor 

Vestibule  

 Direction 
of Layout 

TBD 

 

2 Baseboard: Mannington Commercial, Cetera 4 1/2”, 
Cameo White 935 Must bid product specified No 
substitutions by contractors without written approval 
from design team. 

All Rooms 
on 3rd Floor 
/Vestibule 

and 1st 
Floor and 
Vestibule 

   

3 Waiting room lobby ceiling Arktura, Atmosphera- Surf, 
white. With backlighting. Must bid product specified 
No substitutions by contractors without written 
approval from design team.   

305    

 
 

4 

Sinks for 3rd floor bathroom off main waiting are and 
private offices will be Trueform Concrete SKU: FLO-
20V-ADA, White Linen, no holes, support brackets. 
(see attached spec sheet) Must bid product specified 
No substitutions by contractors without written 
approval from design team. 

341 
342 
340 
344 

4   

 
5. 

Tile for shower for 3rd floor bathroom private offices, 
Arizona Tile, 3D Blade White Matte, 12 x 22 for 
walls, floor mosaic tile. Must bid product specified No 
substitutions by contractors without written approval 
from design team. 

340 
344 

   

6 Green living wall on entire east lobby wall. Door to 
surgery center to be painted to blend into living wall. 
Door color and plant species TBD. Living wall 
provided by 3rd party, GC must include in bid, a 
water source and lighting (full spectrum grow 
lights) in soffit above.  

105  Plumbing
/lighting 
supplied 
by GC 

 

 
7 

Doors from lobby to surgery center be flush mounted 
paint grade. (1st Floor) 

105       2   

 
8 

Sinks for 3rd floor bathroom (excluding restrooms 
specified in line item #4) DECORUM® 
WALL-HUNG LAVATORY WITH EVERCLEAN, no 
hole, color white. Must bid product specified No 
substitutions by contractors without written approval 
from design team. 

325 
326 
329 
330 
310 

5   

 
9 

Wall mounted Purist, K-T11838,, with sensor for all 
exam room or SERIN® SENSOR-OPERATED 
PROXIMITY LAVATORY FAUCET WALL-MOUNT 
Must bid product specified No substitutions by 
contractors without written approval from design team. 

325 
326 
329 
330 
310 

5   

10 Wall mounted Memoirs K-T11838-CP, vibrant 
stainless, with sensor for bathrooms. Must bid product 
specified No substitutions by contractors without 

341 
342 
340 

4   
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written approval from design team. 344 

 
11 

3rd Floor reception desk design and finishes TBD     

 
12 

Exam room counters Corian Solid Surface, 
Gray Onyx with seamless integrated white 
sinks, square. Cabinet color to be Wilsonart 
Atlantis D25-60. Must bid product specified No 
substitutions by contractors without written 
approval from design team. 

316 
317 
318 
319 
320 
321 
334 
335 
336 
338 

   

13 Doors from elevator vestibule to be glass if 
possible (1st and 3rd Floor) 

    

14 Lobby design approved by principals. Inset LED 
lighting (white and multicolored) soffit ceiling and 
walls (see attached concept drawing, detailed drawing 
to come).  

105    

15 All hardware finishes to be polished chrome.     

16 1st Floor Lobby and elevator vestibule to be NeoLith 
Blanco Carrara BC01 Endmatch, 6mm, Silk with anti-
slip treatment with inset Perla, Satin (See attached 
design). Must bid product specified No substitutions 
by contractors without written approval from design 
team. 

105    

 
18 

     

19      

20      

21     
 

 
 
 

22 

     

 
  

     

      

  







R Recessed 
F Standard Depth
G Glass (Supplied by 3rd party)
LG LED Grow Lights
L LED Strip Lights 
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ALL FLOORING IS FLUSH
Material change creates the shape.







Features
• Brass construction

• TouchlessTM wall-mounted faucet

• 0.5 gal/min (1.9 l/min) flow rate

• Insight adaptive infrared technology

Codes/Standards Applicable
Specified model meets or exceeds the following:

• ADA

• ICC/ANSI A117.1

• CSA B651

• OBC

• ASME A112.18.1/CSA B125.1

• Energy Policy Act of 1992

• CE

FAUCET TRIM
K-T11838

OBCADA CSA B651

Colors/Finishes
• CP: Polished Chrome

• VS: Stainless Steel

Accessories

• NA: None applicable

Specified Model

Model Description Colors/Finishes
K-T11838 Faucet trim ❑ CP ❑ VS

Required Accessories
K-11830-NA Wall-mount valve ❑ NA

Optional Accessories
1160593 Small Spray 0.38 gal/min (1.44 l/min)– Insert only ❑ NA
_____ Additional flow options are available (refer to the Price Book) ❑ NA

Product Specification
The TouchlessTM wall-mounted faucet trim shall be made of brass construction. Faucet trim shall have a 0.5 gal/min (1.9 l/min)
flow rate. The valve shall feature insight adaptive infrared technology. Faucet trim shall be Kohler Model K-T11838-_____.

MEMIORS®

Page 1 of 2
1085970-4-E

USA/Canada: 1-800-4KOHLER
(1-800-456-4537)
www.kohler.com



Installation Notes
Install this product according to the installation guide.

ADA, CSA B651, OBC compliant when installed to the
specific requirements of these regulations.

The sensor roughing-in allows for installation to a back splash
or thicker finished wall than the spout roughing-in.

13/16"
(21 mm)

8-3/16" (208 mm)

1-7/8" (48 mm) Min
2-9/16" (65 mm) Max

Finished Wall

1-5/8" (41 mm) Min
3-1/8" (79 mm) Max

Spout Roughing-in

Sensor Roughing-in

Product Diagram

MEMIORS®

MEMIORS® FAUCET TRIM
Page 2 of 2
1085970-4-E



PRODUCT SPECIFICATIONS

All Designs © TRUEFORM CONCRETE, LLC. All Rights Reserved. Not for Publication.                     TRUEFORMCONCRETE.COM                      1.888.474.7977

CONCRETE COLORS

White Linen

Pewter

Concrete

Graphite

Limestone

Dusk

Taupe

Charcoal

20” ADA FLOATING CONCRETE RAMP SINK

FLOATING CONCRETE SINKS
SKU:  FLO-20V-ADA

• Size: 20” x 17” x 5” / R-1410 Sink ID: 14” x 10” x 5”
• This sink meets ADA Accessibility Guidelines
• 8 concrete color options
• 6” drain tailpiece included in Polished Chrome  - available in 2 other finishes
• Standard Faucet Hole Configurations (customizable): 

• 0 Holes: wall-mount faucet
• 1 single faucet hole or triple-hole set: centered on sink basin
• Triple-hole set = 8” spread
• Hole diameter = 1 3/8” 
• Hole(s) centered 2 1/4 off back of sink basin

• Sink does not have overflow hole
• Mounts to wall studs with 2 brackets (SKU: FSB-L-S, sold separately).   
 Refer to Bracket Mounting Instructions sheet for more details.
• Handmade in the USA

20" ADA FLOATING CONCRETE RAMP SINK

SKU: FLO-20V-ADA

SCALE:  1" = 12"

PAGE:    1 OF 1

DATE:    04-16-18

DRAWN BY:    DA

All Designs © TRUEFORM CONCRETE, LLC
All Rights Reserved. Not for Publication.

RECOMMENDED
ADA INSTALLATION

PLAN VIEW RIGHT SECTION

REAR ELEVATION

STEEL L BRACKET

DRAIN TAILPIECE:
11

4" DIAM x 6" LENGTH
(3 FINISHES)

R-1410

SINK BASIN:
- SINK MODEL #:  R-1410 = 14" x 10" x 5"
- COMPLIANCE & CERTIFICATIONS:

STANDARD FAUCET HOLE CONFIGURATION (CUSTOMIZABLE):
- 0 HOLES - WALL-MOUNT FAUCET
- 1 SINGLE FAUCET HOLE OR TRIPLE HOLE SET CENTERED ON SINK BASIN
- TRIPLE HOLE SET = 8" SPREAD
- HOLE DIAMETER = 1 3/8"
- HOLE(S) CENTERED 2 1/4" OFF OF BACK OF SINK BASIN

SPECIFICATIONS

CSA B45.8/IAPMO Z403
ASME A112.18.2/CSA B125.2 ICC A117.1

L BRACKET LOCATION (SEE BRACKET MOUNTING INSTRUCTIONS)

20"
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Compliances & Certifications ICC A117.1
CSA B45/IAPMO Z403
ASME A112.18.2/CSA B125.2



Features
• 0.5 gal/min (1.9 l/min) flow rate.
• This is trim set only. It requires valve kit to complete the faucet.
• Vandal-resistant aerator.
• 9" (229 mm) spout reach.
• Less drain.
• Safe Drinking Water Act (SDWA- Low Lead) compliant.
• On demand on and off. Valve kit is factory set to 30 second

max. continual run cycle if it turned on continuously.

Material
• Brass construction.

Technology
CSA B651 OBC• Valve kit has electronic Insight™ Sensor Technology for accurate

and consistent activation.
Codes/Standards• This trim set can be used with 11830-NA (Hybrid power) wall

mount valve or 11843-NA (AC Power) wall mount valve. ASME A112.18.1/CSA B125.1
NSF/ANSI 372

Installation All applicable US Federal and State material
regulations• Single-hole spout mounting. Please consider appropriate

distance between spout and sensor. DOE - Energy Policy Act 1992
• Below the counter valve for easy installation and maintenance. California Energy Commission (CEC)

ADARequired Products/Accessories
K-11830 Wall-mount Valve for Touchless Faucets

ICC/ANSI A117.1
CSA B651

 or
K-11843 Wall-mount Valve for Touchless Faucets

OBC

Optional Products/Accessories
1160593 .35 gpm Aerator, Small

KOHLER® One-Year Limited Warranty
See website for detailed warranty information.

Available Colors/Finishes
Color tiles intended for reference only.

DescriptionCodeColor

Polished ChromeCP

Vibrant® StainlessVS

1-800-4KOHLER (1-800-456-4537)
Kohler Co. reserves the right to make revisions without notice to product specifications.
For the most current Specification Sheet, go to www.kohler.com.
1-31-2019 19:24 - US/CA

Purist®

Wall-Mount Bathroom Faucet Trim
K-T11839

http://www.kohler.com


3-3/8" 

NotesTechnical Information
Install this product according to the installation
guide.

All product dimensions are nominal.

Faucet:
The sensor roughing-in allows for installation to
a back splash or thicker finished wall than the
spout roughing-in.

0.5 gal/min (1.9 l/min)Flow rate:
60 psi (4.1 bar)Pressure:

ADA, OBC, CSA B651 compliant when installed
to the specific requirements of these regulations.

1-800-4KOHLER (1-800-456-4537)
Kohler Co. reserves the right to make revisions without notice to product specifications.
For the most current Specification Sheet, go to www.kohler.com.
1-31-2019 19:24 - US/CA

Purist®

Wall-Mount Bathroom Faucet Trim
K-T11839

http://www.kohler.com
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3/8" COMP.

*ELECTRICAL BOX 
  FOR HARD-WIRED
  AC INSTALLATION 
  ONLY
(supplied by others)

102 - 203 mm Recommended
(4" - 8" Recommended)

70 mm (2-3/4") DIA.

FINISHED FLOOR

81mm
(3-3/16)

150 mm - 225 mm
MIN. (5-7/8") - MAX. (8-7/8")

FINISHED WALL

29-1/2" MAX.
(750 mm)
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 *Flow rates shown are for mixed hot and cold.
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0.35 gpm/1.3 L/min0.�

80604020

48 mm (1-7/8")

SERIN®

SENSOR-OPERATED PROXIMITY LAVATORY FAUCET
WALL-MOUNT, BATTERY POWERED

MODEL NUMBER:

Rough Valve
■  R350 — Required for installation of all Serin   

wall-mount faucets.

Trim Kits
■  PWRX™ 10 YEAR BATTERY POWERED
 ❑   T064.346  0.35 gpm/1.3 L/min pressure  

compensating, vandal-resistant multi-laminar spray.
 ❑   T064.345  0.5 gpm/1.9 L/min pressure  

compensating, vandal-resistant multi-laminar spray.
 ❑   T064.342  1.5 gpm/5.7 L/min pressure  

compensating, vandal-resistant laminar flow outlet.

■  DC (CR-P2 LITHIUM BATTERY) POWERED
 ❑   T064.356  0.35 gpm/1.3 L/min pressure  

compensating, vandal-resistant multi-laminar spray.
 ❑   T064.355  0.5 gpm/1.9 L/min pressure  

compensating, vandal-resistant multi-laminar spray.
 ❑   T064.353  1.5 gpm/5.7 L/min pressure  

compensating, vandal-resistant laminar flow outlet.

■  OPTIONAL Thermostatic Mixing Valve

 ❑  605XTMV1070 Thermostatic mixing valve, 20" long 
flexible inlet hoses with 3/8" compression fitting. 
ASSE 1070 certified down  to 0.35 gpm/1.3 L/min.

■  OPTIONAL Remote Control
 ❑  605XRCT Adjusts setup parameters and allows for  

customization of functions. Can be used to program  
all Selectronic faucets and flush valves.

POWER OPTIONS:

 •  PWRX 10 Year Battery System: Battery Life -  
480,000 cycles (10 years @ 4,000 cycles per month).  
Advanced battery & electronics reduce the downtime 
 and maintenance costs associated with changing  
batteries. Safety Circuitry prevents overheating in 
case of short circuit and protects the electronics  
from damage.

 •  DC: CR-P2 lithium battery. Battery Life - 192,000 
cycles (4 years @ 4,000 cycles per month).

RECOMMENDED SPECIFICATION:
Electronic, sensor-operated proximity lavatory faucet shall feature vandal-resistant brass body with wall-mount design. Single inlet. 
Adjustable spout reach from 6" – 9". Shall also feature a low energy use electronically operated, self cleaning solenoid valve with an  
in-line strainer, and microprocessor controlled proximity sensors. Shall meet ANSI A112.18.1 and ANSI 117.1 codes. Model shall be  
American Sandard # R350 & T064.3__.___ 

PRODUCT FEATURES:

•  Self-Adjusting Sensor: Sensor automatically sets the 
activation range on start-up by evaluating sink size and other 
factors. Will adjust range to adapt to  changes in the bathroom 
environment.

•  Sensor in Spout Tip: Clean, streamlined style.  
Hidden sensor reduces vandalism.

•  Hygienic, touch-free operation

•  Adjustable Spout Reach: Easily adjustable from 6" - 9"  
(from the wall to the outlet).

•  Self-Cleaning Solenoid Reduces Maintenance:  
Integral wiper spring prevents clogging and run-on.

•  Easy to Service Integrated Strainer: Patented in-line 
strainer protects the solenoid from debris. Strainer is 
enclosed in removable debris cup for easy service.

•  Safety Timer: Helps prevent vandalism by turning off 
the faucet if the sensor is blocked for 55 seconds. 

•  Fail-Safe: Faucet automatically shuts off upon loss of power 
or dead battery.  Prevents costly excess water usage and 
potential flooding

•  Lead-Free: Faucet contains ≤ 0.25% total lead 
content by weighted average.

GENERAL DESCRIPTION:
Wall-mount electronic faucet with proximity operation.  Vandal-
resistant brass construction. Operates on DC (battery) or AC 
permanent power. Water pressure range from 20 - 120 psi.  
Single inlet.  Includes flexible hose  and exposed elbow for  
connection from the spout to the control box.

PWRX® ADA COMPLIANT LEAD FREE WATER  
EFFICIENT

ENVIRONMENTAL 
PRODUCT 

DECLARATION
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SERIN®

SENSOR-OPERATED PROXIMITY LAVATORY FAUCET
WALL-MOUNT, BATTERY POWERED

3/8" COMP.

*ELECTRICAL BOX 
  FOR HARD-WIRED
  AC INSTALLATION 
  ONLY
(supplied by others)

102 - 203 mm Recommended
(4" - 8" Recommended)

70 mm (2-3/4") DIA.

FINISHED FLOOR

81mm
(3-3/16)

150 mm - 225 mm
MIN. (5-7/8") - MAX. (8-7/8")

FINISHED WALL

29-1/2" MAX.
(750 mm)
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 *Flow rates shown are for mixed hot and cold.
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80604020

48 mm (1-7/8")

CODES AND STANDARDS
These products meet or exceed the following  
codes and standards:

ANSI A117.1
ASME A112.18.1
CSA B 125
NSF 372

Finishes
Polish Chrome          .002

Brushed Nickel         .295

Meets the American Disabilities Act Guidelines  
and ANSI A117.1 Requirements for accessible and  
usable building facilities - check local codes
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DECORUM®

WALL-HUNG LAVATORY WITH EVERCLEAN®

VITREOUS CHINA

DECORUM® WALL-HUNG LAVATORY
WITH EVERCLEAN®

 
•	 20"	x	18"	vitreous	china	lavatory	with	EverClean	included
•	 Available	with	rear	overflow	or	less	overflow
•	 Recessed	self-draining	deck	with	minimal	backsplash
•	 For	concealed	arm	or	wall	support	(wall	hanger	included)
•	 ADA	and	TAS	compliant
•	 Shown	with	Serin	faucets	(sold	separately)
•	 Shown	with	drain	grid	(sold	separately)

❏ 9024.000EC	No	faucet	holes
❏ 9024.001EC	Center	hole	only	(CHO)
❏ 9024.021EC	CHO	with	left	hand	soap	dispenser
❏ 9024.011EC	CHO	with	right	hand	soap	dispenser
❏ 9024.901EC	CHO	less	overflow
❏ 9024.921EC	CHO	with	left	hand	soap	dispenser	
	 	 less	overflow
❏ 9024.911EC	CHO	with	right	hand	soap	dispenser	
	 	 less	overflow
❏ 9024.004EC	4"	centers
❏ 9024.024EC	4"	centers	with	left	hand	soap	dispenser	
❏ 9024.014EC	4"	centers	with	right	hand	soap	dispenser
❏ 9024.904EC	4"	centers	less	overflow
❏ 9024.924EC	4"	centers	with	left	hand	soap	dispenser
	 	 less	overflow
❏ 9024.914EC	4"	centers	with	right	hand	soap	dispenser
	 	 less	overflow
❏ 9024.008EC	8"	centers
❏ 9024.908EC	8"	centers	less	overflow

Nominal Dimensions:  
464mm	(18-1/4")	deep,	508mm	(20")	wide

Bowl sizes:
354mm	(13-15/16")	wide,	325mm	(12-13/16")	front	to	back,	
127mm	(5")	deep

BARRIER FREE

9024.001EC	shown	with	2064	Series	Serin	Faucet

9024.000EC	shown	with	R350	&	T064	Series	Serin	Faucet

Compliance Certifications -
Meets or Exceeds the Following Specifications:
•	ASME	A112.19.2	for	Vitreous	China	Fixtures

To Be Specified:
❏	 Color:   ❏		White			 	
❏	 Faucet*:
❏	 Faucet	Finish:	
❏	Supplies:
❏	 1-1/4"	Trap:
❏	 Suggested	carriers	include	Jay	R.	Smith
	 models	0801	and	0700	

*	See	faucet	section	for	additional	models	available

MEETS THE AMERICANS WITH DISABILITIES ACT GUIDE-
LINES AND ANSI A117.1 ACCESSIBLE AND USABLE
BUILDINGS AND FACILITIES - CHECK LOCAL CODES.
Top of front rim mounted 864mm (34") from finished floor.

SEE	NEXT	PAGE	FOR	ROUGHING-IN	DIMENSIONS
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DECORUM®

WALL-HUNG LAVATORY WITH EVERCLEAN®

VITREOUS CHINA
BARRIER FREE

FITTING
CENTERSET

SPREAD

A
4" (102 mm)
8" (203 mm)

*NOT AVAILABLE ON 8" 
FAUCET SPREAD MODELS 

2-1/4"
(57 mm)

18-1/4"
(464 mm)

7-1/16"
(180 mm)

12-13/16"
(325 mm)

A

*4-5/8"
(117 mm)

Ø 1-3/8"
(Ø 35 mm)

Ø 1-3/8"
(Ø 35 mm)

Ø 1"
(Ø 25 mm)

16-1/2"
(419 mm)

3-1/8"
(80 mm)

9-1/16"
(230 mm)

15"
(380 mm)

13-15/16"
(354 mm)

18-1/4"
(464 mm)

9"
(229 mm)

8" MIN
(203 mm)

27" MIN
(686 mm)

11" MIN
(280 mm)

17" MIN
(432 mm)

34" MAX
(864 mm)

6" MAX
(152 mm)

BARRIER FREE
CLEARANCE

Ø 1/2"
(Ø 13 mm)

Ø 1/2"
(Ø 13 mm)

Ø 2-1/8"
(Ø 54 mm)

■16-1/2"
(419 mm)

 ■6"
(152 mm)

■1-9/16"
(40 mm)

■1-13/16"
(46 mm)

■16-11/16"
(424 mm)

5"
(127 mm)

■4-3/16"
(106 mm)

SUPPLIES AS
REQUIRED

SUPPLIES AS
REQUIRED

1-1/4" O.D. WASTE OUTLET 
FOR POP-UP DRAIN

1-1/4" O.D. WASTE
OUTLET FOR

POP-UP DRAIN

8"
(203 mm)

11-1/4"
(286 mm)

11-3/4"
(298 mm)

13-7/8"
(352 mm)

20"
(508 mm)

NOTES:
●	LOOSE	KEY	ANGLE	STOPS,	LESS	WALL	ESCUTCHEONS.	SUPPLIES	REQUIRED.
DIMENSIONS	SHOWN	FOR	LOCATION	OF	SUPPLIES	AND	“P"	TRAP	ARE	SUGGESTED.
■	SUITABLE	FOR	REINFORCEMENT	ONLY,	ACTUAL	DIMENSIONS	MUST	BE	TAKEN	FROM	FIXTURE.
FITTINGS	NOT	INCLUDED	AND	MUST	BE	ORDERED	SEPARATELY.
PROVIDE	SUITABLE	REINFORCEMENT	FOR	ALL	WALL	SUPPORTS.
INSTALLATION	INSTRUCTIONS	SUPPLIED	WITH	LAVATORY.
IMPORTANT:		Dimensions	of	fixtures	are	nominal	and	may	vary	within	the	range	of	tolerances	established	by	ANSI	Standard	A112.19.2.
These	measurements	are	subject	to	change	or	cancellation.	No	responsibility	is	assumed	for	use	of	superseded	or	voided	pages.
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DECORUM®

WALL-HUNG LAVATORY WITH EVERCLEAN®

VITREOUS CHINA
BARRIER FREE

Model 9024.000EC
No	Faucet	Holes

Model 9024.014EC
4"	Centers	With	Right	Hand	Soap	Dispenser

Model 9024.008EC
8"	Centers

Model 9024.024EC
4"	Centers	With	Left	Hand	Soap	Dispenser

Model 9024.904EC
4"	Centers	Less	Overflow

Model 9024.001EC
Center	Hole	Only	(CHO)

Model 9024.004EC
4"	Centers

Model 9024.021EC
CHO	With	Left	Hand	Soap	Dispenser

Model 9024.011EC
CHO	With	Right	Hand	Soap	Dispenser

Model 9024.901EC
CHO	Less	Overflow

Model 9024.908EC
8"	Centers	Less	Overflow

Model 9024.911EC
CHO	With	Right	Hand	Soap	Dispenser	

Less	Overflow

Model 9024.914EC
4"	Centers	With	Right	Hand	Soap	Dispenser	

Less	Overflow

Model 9024.921EC
CHO	With	Left	Hand	Soap	Dispenser	

Less	Overflow

Model 9024.924EC
4"	Centers	With	Left	Hand	Soap	Dispenser	

Less	Overflow
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