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TITLE SHEET

PROJECT SUMMARY

TENANT IMPROVEMENTS

1.00 GENERAL CONDITIONS

1.01 OMIT

2.00 CONSTRUCTION / INSTALLATION SCHEDULING

2.02 THIS SECTION PERTAINS TO THE PROVISIONS FOR CONSTRUCTION SCHEDULING REQUIRED FOR THE
COMPLETE DURATION OF THE PROJECT.

2.03 THE CONTRACTOR SHALL PERFORM ACTUAL CONSTRUCTION/COORDINATION WORK REQUIRED BY THIS
CONTRACT IN ACCORDANCE WITH A CONSTRUCTION SCHEDULE IN SUCH A MANNER SO AS NOT TO
INTERFERE WITH NOR DELAY THE WORK REQUIRED WITHIN TWO (2) CALENDAR DAYS AFTER NOTICE TO
PROCEED.

2.04 OMIT
2.05 OMIT
2.06 OMIT

3.00 GENERAL NOTES

3.01 ALL WORK PERFORMED BY THE CONTRACTOR/SUBCONTRACTORS SHALL CONFORM TO THE
REQUIREMENTS OF MUNICIPAL LOCAL OR STATE AND FEDERAL LAWS, AS WELL AS ANY OTHER GOVERNING
REQUIREMENTS, WHETHER OR NOT SPECIFIED ON THE DRAWINGS.  THE CONTRACTOR SHALL COORDINATE
THE WORK WITH ALL PUBLIC UTILITY COMPANIES HAVING JURISDICTION

3.02 WHERE THE CONTRACT, NOTES OR DRAWINGS CALL FOR ANY WORK OF A MORE STRINGENT NATURE THAN
THAT REQUIRED BY THE BUILDING CODE OR ANY OTHER DEPARTMENT HAVING JURISDICTION OVER THE
WORK, THE WORK OF THE MORE STRINGENT NATURE CALLED FOR BY THE CONTRACT, CONSTRUCTION
NOTES OR DRAWINGS SHALL BE FURNISHED AN ALL CASES.

3.03 THE GENERAL CONTRACTOR SHALL BE FULLY AND SOLELY RESPONSIBLE FOR THE REMOVAL,
REPLACEMENT AND RECTIFICATION OF ALL DAMAGED AND DEFECTIVE MATERIAL AND WORKMANSHIP IN
CONNECTION WITH THE CONTRACT WORK,  THE GENERAL CONTRACTOR SHALL REPLACE OR REPAIR, AS
DIRECTED BY THE OWNER'S AUTHORIZED REPRESENTATIVE. ALL SUCH DAMAGED OR DEFECTIVE
MATERIALS WHICH SHALL APPEAR WITHIN A PERIOD OF ONE YEAR FROM THE DATE OF SUBSTANTIAL
COMPLETION.

3.04 THE CONTRACTOR/SUBCONTRACTOR SHALL OBTAIN AND PAY FOR ALL LEGALLY REQUIRED APPROVALS
AND PERMITS NECESSARY FOR THE EXECUTION AND COMPLETION OF THIS WORK,  FORWARD COPIES TO
BOTH ALAN BERNSTEIN ARCHITECTS AND THE OWNER (CLIENT).

3.05 ALL ARCHITECTS DRAWINGS AND ALL CONSTRUCTION NOTES ARE COMPLEMENTARY, AND WHAT IS CALLED
FOR BY EITHER WILL BE BINDING AS IF CALLED FOR BY ALL.  ANY WORK SHOWN ON OR REFERRED TO ON
ANY ONE SET OF DRAWINGS SHALL BE PROVIDED AS THOUGH SHOWN ON ALL RELATED DRAWINGS.

3.06 ALL WORK LISTED ON THE CONSTRUCTION NOTE SHEETS AND SHOWN OR IMPLIED ON ALL DRAWINGS
SHALL BE SUPPLIED AND INSTALLED BY THE CONTRACTOR UNLESS OTHERWISE NOTED.  IT IS EXPECTED
THAT THE CONTRACTOR SHALL CLOSELY COORDINATE THIS WORK WITH THAT OF ITS SUBCONTRACTORS
AND ANY OWNER'S CONTRACTS TO ASSURE THAT ALL SCHEDULES ARE MET.

3.07 THE CONTRACTOR SHALL NOTIFY ALAN BERNSTEIN ARCHITECTS IMMEDIATELY IF IT CANNOT COMPLY WITH
ALL WORK CALLED FOR ON THESE DRAWINGS.

3.08 THE CONTRACTOR SHALL NOTIFY ALAN BERNSTEIN ARCHITECTS OF ANY DISCREPANCIES IN THE
DRAWINGS, NOTES OR FIELD CONDITIONS AND SHALL REQUEST CLARIFICATION BEFORE COMMENCING
WITH ANY WORK.

3.09 BEFORE SUBMITTING A PROPOSAL, ALL CONTRACTORS SHALL VISIT THE PREMISES, FAMILIARIZE
THEMSELVES WITH EXISTING CONDITIONS, AND SATISFY THEMSELVES AS TO THE NATURE AND SCOPE OF
THE WORK AND THE DIFFICULTIES THAT ATTEND TO ITS EXECUTION.  EACH CONTRACTOR SHALL CHECK
AND VERIFY ALL DIMENSIONS AND CONDITIONS AT THE JOB SITE.

3.10 THE SUBMISSION OF A PROPOSAL SHALL BE CONSTRUED AS EVIDENCE THAT SUCH AN EXAMINATION HAS
BEEN MADE AND LATER CLAIMS FOR LABOR, EQUIPMENT AND MATERIAL REQUIRED OR DIFFICULTIES
ENCOUNTERED, WHICH COULD HAVE BEEN FORESEEN HAD SUCH AN EXAMINATION BEEN MADE, WILL NOT
BE RECOGNIZED.

3.12 OMIT
3.13 EACH CONTRACTOR SHALL MAKE ALL REQUIRED ARRANGEMENTS FOR DELIVERY OF EQUIPMENT AND/OR

MATERIALS.  IT SHALL BE THE RESPONSIBILITY OF EACH CONTRACTOR TO CHECK THE RULES AND
REGULATIONS GOVERNING WORK ON THE PREMISES. INCLUDING THE FOLLOWING:
   A. DATE AND TIME OF DELIVERY SHALL BE ESTABLISHED IN CONJUNCTION WITH THE
      PERSON HAVING JURISDICTION OVER THE PREMISES (OVERTIME CHARGES AND/OR
      ANY NECESSARY EXPENSE HALL BE PAID BY CONTRACTOR REQUIRING SERVICE)
   B. BUILDING CONDITIONS SIZE OF DOORWAYS, CORRIDORS, WINDOW OPENINGS, STAIRS,
      ELEVATORS, ETC.
   C.  INSTALLATION AND/OR OPERATION OF A HOIST SYSTEM IF REQUIRED.  ALL CHARGES
      INVOLVED IN THIS WORK INCLUDING THE TEMPORARY REMOVAL AND RE-
      INSTALLATION OF WINDOW SASH AND/OR FIXED PANELS REQUIRED FOR
     DELIVERY SHALL BE BORNE BY THE CONTRACTOR.

3.14 THE CONTRACTOR SHALL REMOVE ALL RUBBISH AND WASTE MATERIALS, BOTH FROM ITS OWN AND ITS
SUBCONTRACTORS EMPLOYEES, INCLUDING THE RUBBISH WHICH IS A BYPRODUCT OF CARPET AND
CABINET INSTALLATION, CERAMIC TILE WORK, TELEPHONE COMPANIES' INSTALLATION, CATV WORK, HVAC
DEMOLITION AND INSTALLATION, ETC.

3.15 THE USE OF THE WORDS "PROVIDE" OR "PROVIDED" IN CONNECTION WITH ANY ITEM SPECIFIED, IS
INTENDED TO MEAN UNLESS OTHERWISE NOTED, THAT SUCH SHALL BE FURNISHED AND INSTALLED, AND
WHERE SO REQUIRED, CONNECTED.

3.16 OMIT
3.17 OMIT
3.18 OMIT
3.19 ALL CUTS OF FIXTURES AND EQUIPMENT AND/OR SHOP DRAWINGS SIGNED "APPROVED" SHALL

SUPERSEDE ORIGINATING DRAWINGS IN DESIGN APPEARANCES ONLY.  CONTRACTORS SHALL ASSUME
RESPONSIBILITY FOR ERRORS IN THEIR DRAWINGS.

3.20 THE CONTRACTOR SHALL EXERCISE STRICT CONTROL OVER JOB CLEANING TO PREVENT ANY DIRT OF
DUST FROM LEAVING THE JOB SITE.

3.21 THE CONTRACTOR SHALL PROPERLY PROTECT THE BUILDING AND ANY ADJOINING PROPERTY OR WORK.
ANY DAMAGE TO SAME CAUSED BY THE WORK OR WORKERS MUST BE MADE GOOD WITHOUT DELAY.
PATCHING AND REPLACING DAMAGED WORK SHALL BE DONE BY THE CONTRACTOR RESPONSIBLE FOR THE
DAMAGE.

3.22 THE CONTRACTOR SHALL PROVIDE ALL NECESSARY PROTECTION FOR ALL WORK UNTIL TURNED OVER TO
THE OWNER.

3.23 THE CONTRACTOR SHALL INCLUDE IN ITS ESTIMATE ALL COSTS (INCLUDING OVERTIME WORK) FOR
REMOVAL, NEW INSTALLATION AND REINSTALLATION WORK FOR ANY PLUMBING, CEILING ( TAKE-DOWN
AND REINSTALLATION), ELECTRICAL, TELECOMMUNICATIONS EQUIPMENT, CATV WORK, HVAC WORK, ETC.
INCLUDING WORK IN CEILING PLENUM OF THE FLOOR BELOW, IF REQUIRED.

3.24 THESE CONSTRUCTION NOTES AND/OR DRAWINGS ARE SUPPLIED TO ILLUSTRATE THE DESIGN INTENT AND
GENERAL TYPE OF CONSTRUCTION DESIRED AND ARE INTENDED TO IMPLY THE FINEST QUALITY OF
CONSTRUCTION, MATERIAL, AND WORKMANSHIP THROUGHOUT.

3.25 THE CONTRACTOR SHALL MAINTAIN A CURRENT AND COMPLETED SET OF CONSTRUCTION DRAWINGS AND
NOTES ON THE JOB SITE DURING ALL PHASES OF CONSTRUCTION FOR USE BY ALL TRADES.  UPON
SUBSEQUENT ISSUANCE OF REVISED DRAWINGS AND NOTES, THE CONTRACTOR SHALL REMOVE, FROM
THE JOB SITE ALL OUTDATED DRAWINGS AND NOTES.

3.26 THE CONTRACTOR, UPON ACCEPTANCE AND APPROVAL OF THE DRAWINGS ASSUMES FULL
RESPONSIBILITY FOR THE CONSTRUCTION MATERIALS AND WORKMANSHIP OF THE WORK DESCRIBED IN
THESE NOTES AND DRAWINGS, AND WILL BE EXPECTED TO COMPLY WITH THE SPIRIT AS WELL AS THE
LETTER IN WHICH THE ARE WRITTEN.

3.27 ALL REQUIRED EXITS, WAYS OF APPROACH THERETO, AND WAYS OF TRAVEL FROM THE EXIT INTO THE
STREET SHALL CONTINUOUSLY BE MAINTAINED FREE FROM ALL OBSTRUCTIONS AND IMPEDIMENTS FOR
UNOBSTRUCTED EGRESS IN THE CASE OF FIRE OR OTHER EMERGENCY.

3.28 DURING THE ENTIRE PERIOD OF DEMOLITION AND CONSTRUCTION, ALL EXISTING EXITS, EXIT LIGHTING,
FIRE PROTECTIVE DEVICES AND ALARMS SHALL BE CONTINUOUSLY MAINTAINED.

3.29 DURING THE ENTIRE PERIOD OF CONSTRUCTION, THE TELEPHONE NUMBERS OF THE CLOSEST AVAILABLE
PHYSICIANS, HOSPITALS, AND AMBULANCES SHALL BE CONSPICUOUSLY POSTED.

3.30 THE CONTRACTOR SHALL CLOSE AND/OR PATCH AS REQUIRED ALL OPENINGS OCCURRING IN EXISTING
FIRE-RATED AREAS OR PARTITIONS DUE TO EXISTING OR NEW CONDUIT RUNS, DUCTWORK, CABLES,
PIPING, ETC. AND/OR WHERE EXISTING FIREPROOFING HAS BEEN REMOVED AS A RESULT OF EXISTING OR
NEW CONSTRUCTION WORK,  ALL PATCHING SHALL MATCH IMMEDIATELY ADJACENT AREAS IN MATERIAL,
FINISH, AND FIRE RATING.

3.31 THE CONTRACTOR SHALL PROVIDE AND INSTALL FIRE EXTINGUISHERS AND/OR CABINETS AS REQUIRED BY
THE FEDERAL OCCUPATIONAL SAFETY AND HEALTH ACT (OSHA) AND BY FIRE DEPARTMENT REGULATIONS
AS WELL AS INDICATED ON THE DRAWINGS.

3.32 PRIOR TO BEGINNING ANY WORK THE CONTRACTOR SHALL FURNISH A LIST OF ALL SUBCONTRACTORS
INCLUDING ADDRESSES TELEPHONE AND TELEFAX NUMBERS AND TRADE.

3.33 ALL CORRESPONDENCE TO CLIENT (REFERRED TO AS THE "OWNER" THROUGHOUT THESE NOTES) OR TO
THE ARCHITECT SHALL BE FORWARDED IN COPY TO THE OTHER PARTY.

3.34 THE CONTRACTOR SHALL PROVIDE THE OWNER WITH RECEIPTS REFLECTING WORK DONE BY EACH
SUBCONTRACTOR

3.35 OMIT
3.36 CONTRACTOR SHALL NOT SCALE THE DRAWINGS. ALL DIMENSIONS ARE TO FACE OF STUD, CENTER OF

STUD OR CENTER WALL UNLESS OTHERWISE NOTED.

8.11 THE MILLWORK CONTRACTOR SHALL FURNISH ALL LABOR AND MATERIAL AS REQUIRED, TO PROPERLY
INSTALL AND CONNECT ITS WORK ROUGHING PROVIDED BY THE CONTRACTOR.

8.12 THE MILLWORK CONTRACTOR SHALL THOROUGHLY CLEAN OUT ALL DEBRIS AND VACUUM CLEAN THE
PREMISES DAILY.

9.00 DOORS, JAMBS AND HARDWARE:

9.01 THE CONTRACTOR SHALL PROVIDE REUSED DOORS, HOLLOW METAL OR SOLID CORE WOOD DOORS AS
SHOWN ON ARCHITECTS DRAWINGS AND DETAILS.

9.02 ALL UNUSED DOORS, JAMBS AND HARDWARE TO BE TURNED OVER TO THE OWNER OR AS OTHERWISE
DIRECTED.

9.03 ALL LOCK SETS SHALL BE CODED AND/OR KEYED IN ACCORDANCE WITH THE OWNERS REQUEST.  CODE
AND/OR KEYS ARE TO BE DELIVERED TO THE OWNER PROPERLY TESTED AND/OR TAGGED.  PROVIDE THREE
(3) KEYS FOR EACH LOCK.

9.04 OMIT

10.00 PAINTING AND WALL COVERING:

10.01 UNLESS OTHERWISE NOTED OR SPECIFIED, ALL AREAS TO BE PAINTED IN ACCORDANCE WITH FINISH PLAN
AND SCHEDULES.

10.02 WALLS SHALL INCLUDE SURFACES FROM FLOOR TO CEILING, INCLUDING PILASTERS, FASCIAS, JAMBS,
BUCKS, REVEALS, RETURNS, AND ALL VERTICAL SURFACES NOT INCLUDED IN CEILING OF SOFFIT.

10.03 ALL EXISTING LOOSE PAINT SHALL BE REMOVED AND SPACKLED OR PLASTER PATCHED.
10.04 ALL EXISTING UNEVENNESS IN ALL WALLS SHALL BE SANDED OR CHIPPED AWAY AND SURFACES

PLASTER-PATCHED OR SPACKLED TO INSURE A PERFECTLY EVEN SURFACE.  ARCHITECT SHALL APPROVE
CONDITION OF SURFACES PRIOR TO THE APPLYING OF PRIM AND FINISH PINT COATS.

10.05 ALL NEW WALLS AND EXISTING WALLS TO BE PAINTED CEILINGS SHALL BE PROPERLY PREPARED,
SPACKLED, SANDED, ETC., TO PROVIDE A PERFECTLY SMOOTH FINISH AND SURFACE.

10.06 ALL NEW PLASTER SHALL BE THOROUGHLY DRY BEFORE PAINTING.
10.07 PRIOR TO PAINTING, THE CONTRACTOR SHALL REMOVE AND PROTECT ALL FINISHED SURFACES,

HARDWARE, SWITCH AND OUTLET PLATES, ETC., REPLACING THE SAME WHEN PAINT HAS BEEN
COMPLETED.

10.08 ALL WOODWORK SHALL BE SANDED TO REMOVE ROUGHNESS, LOOSE EDGES, WAIVERS OR SPLINTERS AND
THEN BRUSHED TO REMOVE DUST PRIOR TO RECEIVING AND PAINT.

10.09 THE PAINTING CONTRACTOR SHALL NOT ONLY PROTECT HIS WORK AT ALL TIMES BUT SHALL ALSO
PROTECT ADJACENT WORK AND MATERIALS BY SUITABLE COVERING OR OTHER MEANS DURING PROGRESS
OF ITS WORK INCLUDING, BUT NOT LIMITED TO, FINISHED WORK, FLOORING AND FLOOR COVERING

10.10 PAINTS SPECIFIED HEREIN ARE IN ADDITION TO SHOP COSTS OR PRIME COSTS AND TO PAINTING SPECIFIED
IN THE OTHER TRADE SECTIONS.

10.11 NO PAINTING OR FINISH SHALL BE DONE WHEN AIR IS DUST LADEN NOR WHEN WEATHER CONDITIONS, I.E.,
TEMPERATURE AND HUMIDITY ARE UNSUITABLE.  TEMPERATURES WITHIN THE STRUCTURE SHALL BE
MAINTAINED AT A MINIMUM OF 60°F/15°C OR AS PER MANUFACTURER'S RECOMMENDATIONS DURING
PAINTING AND DRYING PERIODS.

10.12 ALL MATERIALS SHALL BE MIXED SO THAT THEY FLOW FREELY AND MIXTURES ARE OF UNIFORM COLOR
AND CONSISTENCY. AFTER MIXING, MATERIALS SHALL BE STRAINED THROUGH CHEESECLOTH, IF
NECESSARY.  READY MIXED PAINT SHALL BE FACTORY MIXED AND UTILIZED IN STRICT ACCORDANCE WITH
THE MANUFACTURER'S DIRECTIONS AND USE OF ADULTERANTS WILL NOT BE PERMITTED.

10.13 OMIT
10.14 THE WORK SHALL BE OF THE HIGHEST QUALITY AND MATERIALS AND APPLIED IN THE BEST MANNER KNOWN

TO THE TRADE. MATERIALS SHALL BE SPREAD WITH CARE TO A UNIFORM AND PROPER FILM THICKNESS,
SHOWING NO RUNS, SAGS, CRAWLS, HOLIDAYS OR OTHER DEFECTS.  PAINTS SHALL BE APPLIED IN A
MANNER SHOWING A MINIMUM OF BRUSH OR ROLLER MARKS.  UNDERCOATS SHALL BE TINTED TO
APPROXIMATE THE FINAL FINISH COAT COLOR.  THE RATE OF APPLICATIONS SHALL NOT EXCEED THE
AVERAGE RATE OF COVERAGE RECOMMENDED BY THE MANUFACTURER FOR THE TYPE OF SURFACE
INVOLVED.

10.15 COST SHALL BE THOROUGHLY DRY BEFORE SUCCEEDING COATS ARE APPLIED.  A MINIMUM OF 24 HOURS
SHALL BE ALLOWED BETWEEN APPLICATIONS ON ANY SURFACE, UNLESS OTHERWISE SPECIFIED BY THE
MANUFACTURER.

10.16 OMIT
10.17 ALL INTERIOR GYPSUM BOARD AND PLASTER SURFACES ARE TO RECEIVE ONE (1) COAT OF QUICK-DRYING

PRIMER/SEALER AND TWO (2) COATS OF LATEX LOW-SHEEN EGGSHELL FINISH ENAMEL UNLESS OTHERWISE
NOTED.

10.18 OMIT
10.19 ALL ACOUSTIC TILE CEILINGS SHOWN AS PAINTED ON THE FINISH SCHEDULE SHALL BE OF A NON-BRIDGING

PAINT.
10.20 THE PAINTING CONTRACTOR SHALL INCLUDE SATIN FINISH IN ALL SHOP-PRIMED WOODWORK IN ITS WORK,

AS INDICATED ON DETAILS CONCERNED.
10.21 THE PAINTING CONTRACTOR SHALL INSTALL WALL COVERINGS INDICATED AS PER MANUFACTURER'S

SPECIFICATIONS AND SHALL ASSUME TOTAL RESPONSIBILITY FOR SATISFACTORY INSTALLATION.  ALL
WALLCOVERING SHALL BE SMOOTH, SHOWING NO WRINKLES, BUBBLES OR LOOSE EDGES.  ALL PASTE AND
BRUSH MARKS SHALL BE THOROUGHLY REMOVED.  WALL COVERING ADJOINING WOOD OR METAL TRIM
SHALL BE CUT STRAIGHT AND SQUARE.  ALL WORKMANSHIP WHICH IS NOT JUDGED TO BE FIST QUALITY BY
ARCHITECT WILL NOT BE ACCEPTED.

10.22 WALL COVERING PANELS SHALL BE OF EQUAL WIDTH ACROSS EACH WALL SURFACE UNLESS OTHERWISE
NOTED.

10.23 THE CONTRACTOR SHALL EXAMINE ALL AREAS OF CONSTRUCTION AFTER COMPLETION OF WORK BY ALL
TRADES (INCLUDING TELECOM. INSTALLATION, CATV, FLOORING, ETC.) AND APPROVE ALL NECESSARY
TOUGH-UP PAINTING AND/OR PATCHING.

10.24 IT SHALL BE DISTINCTLY UNDERSTOOD THAT BY USING MATERIALS SPECIFIED AND GOING OVER SURFACES
THE NUMBER OF TIMES SPECIFIED, ACCEPTANCE WILL NOT BE ASSURED.  ACCEPTANCE AT FINAL
INSPECTION WILL BE GOVERNED BY BODY FINISH AND EFFECT PRODUCED.  ADDITIONAL COSTS SHALL BE
APPLIED AS REQUIRED TO PRODUCE A PROPER FINISH AND COVERAGE. IF REQUIRED, AT NO ADDITIONAL
COST TO THE OWNER.

10.25 THE PAINTING CONTRACTOR SHALL, UPON COMPLETION, REMOVE ALL PAINT FROM WHERE IT HAS SPILT,
SPLASHED OR SPLATTERED ON SURFACES, INCLUDING LIGHT FIXTURES, DIFFUSERS AND REGISTERS,
HARDWARE, GLASS AND OTHER SURFACES AND LEAVE PAINTED SURFACES IN A CLEAN AND SATISFACTORY
CONDITION.  THE PAINTING CONTRACTOR SHALL, WHEN SO DIRECTED BY ARCHITECT, GO OVER PORTIONS
OF THE STRUCTURE WHERE IT HAS WORKED AND RETOUCH WHERE DAMAGED OR DEFACED AND CLEAN
OFF PAINT SPOTS FROM ANY SURFACE.

10.26 UPON COMPLETION OF THE WORK, SURPLUS MATERIALS, EMPTY PACKAGES AND/OR CONTAINERS AND ALL
DEBRIS SHALL BE REMOVED FROM THE SITE, LEAVING ONE CAN OF PAINT IN EACH FINISH AND COLOR FOR
THE OWNERS USE.

11.00 FLOORING AND BASE:

11.01 THE CONTRACTOR SHALL FLASH PATCH ALL CRACKS, HOLES OR OTHER IMPERFECTIONS (PROJECTIONS
SHALL BE REMOVED AND PATCHED) TO PROVIDE A CONTINUOUS SMOOTH FLOOR SURFACE.

11.02 THE CONTRACTOR SHALL NOTIFY ARCHITECT AFTER ALL FLOOR PATCHING IS DONE AND RECEIVE THEIR
APPROVAL PRIOR TO INSTALLATION OF FINISHED FLOORING.

11.03 SPACES BEING SURFACED SHALL BE CLOSED TO TRAFFIC AND OTHER WORK DURING THE LAYING OF
FLOORING.

11.04 ALL NEW TILE FLOORING SHALL BE INSTALLED BY THE CONTRACTOR.
11.05 MORTAR AND GROUT MATERIALS AND INSTALLATION STANDARDS OF THE AMERICAN NATIONAL STANDARDS

INSTITUTE (ANSI) AND STANDARD SPECIFICATION FOR CERAMIC TILE ANSI A137.1 APPLY TO THE WORK,
EXCEPT AS OTHERWISE NOTED.

11.06 MORTAR AND GROUT MATERIALS AND INSTALLATION SPECIFICATIONS & STANDARDS OF "THE TILE COUNCIL
OF AMERICA, INC."  APPLY TO THE WORK, EXCEPT AS OTHERWISE NOTED.

11.07 THE CONTRACTOR SHALL PROVIDE "STANDARD GRADE" MATERIALS, UNLESS OTHERWISE NOTED.
11.08 THE CONTRACTOR SHALL PROVIDE ALL MATERIALS AS SPECIFIED ON ARCHITECTS DRAWINGS.
11.09 PROVIDE MOVEMENT JOINTS-VERTICAL & HORIZONTAL AS SPECIFIED BY THE TILE COUNCIL OF AMERICA,

INC.
11.10 THE CONTRACTOR SHALL COMPLY WITH ANSI A108.1 AND A108.4 THROUGH A108.10, AS APPLICABLE FOR

TYPE OF TILE, SETTING MATERIALS GROUT AND METHODS OF INSTALLATION INDICATED.  COMPLY WITH
MANUFACTURE'S INSTRUCTIONS FOR APPLICATION OF PROPRIETARY MATERIALS.

11.11 ALL WORKMANSHIP SHALL BE OF THE BEST QUALITY AND WHEN THE WORK IS COMPLETE. IT SHALL BE FREE
FROM CHIPS, CRACKS, SCARS, BLEMISHES OR OTHER IMPERFECTIONS.  JOINTS SHALL BE KEPT IN
ACCURATE ALIGNMENT ALONG BOTH COORDINATES.  TILE HAVING CHIPPED OR ROUNDED CORNERS WILL
BE REJECTED AND, IF LAID, SHALL BE REMOVED AND REPLACED WITH ACCEPTABLE TILE.

11.12 TILE SHALL BE LAID IN A SQUARE PATTERN WITH CORNERS PARALLEL TO WALLS., UNLESS OTHERWISE
NOTED ON THE DRAWINGS.  THE TILE SHALL BE SECURELY CEMENTED AN SHALL BE LAID IN A GRID WITH
1/16" WIDE JOINTS, UNLESS OTHERWISE NOTED.  THE ADHESIVE USED FOR CEMENTING TILE SHALL BE
APPLIED FAR ENOUGH IN ADVANCE OF THE TILE SETTING TO PREVENT THE ADHESIVE TO REACH ITS INITIAL
SET BUT NOT ITS FINAL SET.

11.13 THE CONTRACTOR SHALL CLEAN TILE IN ACCORDANCE WITH APPLICABLE ANSI STANDARDS FOR
STANDARDS FOR TYPE OF TILE AND METHOD OF INSTALLATION USED AND MANUFACTURER'S
INSTRUCTIONS.  APPLY HEAVY KRAFT PAPER OR OTHER HEAVY PROTECTIVE COVERING TO PREVENT
SURFACE DAMAGE AFTER INSTALLATION.  REMOVAL SHALL BE AT THE DIRECTION OF ALAN BERNSTEIN
ARCHITECTS.

11.14 ALL WOOD AND OR RUBBER BASE, AND CERAMIC TILE, SHALL BE INSTALLED PER MANUFACTURER'S
INSTRUCTIONS.

11.15 ALL BASE SHALL BE LEVEL ON TOP, AND ALIGN WITH ADJACENT BASE.
11.16 BASE SHALL NOT BE INSTALLED UNTIL INDICATED WALL COVERING HAS BEEN APPLIED AND PAINTING IS

COMPLETED
11.17 SADDLES, IF REQUIRED SHALL BE FURNISHED AND INSTALLED BY THE CONTRACTOR.
11.18 UPON COMPLETION, ALL WORK SHALL BE CLEANED BY THE CONTRACTOR, REMOVING ALL SPOTS OF

ADHESIVE AND SURFACE STAINS AND ALL SCARPS.  CARTONS AND CONTAINERS SHALL BE REMOVED FROM
THE BUILDING.

11.19 WHEN DIRECTED, AFTER CLEANING, THE GENERAL CONTRACTOR SHALL GIVE ANY RESILIENT TILE FLOOR
TWO (2) APPLICATIONS OF AN APPROVED AND MANUFACTURE'S RECOMMENDED, NON-SLIP WAX WHICH IS
TO BE THOROUGHLY MACHINE BUFFED AND LEFT IN A CONDITION ENTIRELY SATISFACTORY TO ARCHITECT.

11.20 THE CONTRACTOR SHALL PROVIDE AND MAINTAIN ADEQUATE PROTECTION FOR ALL FLOOR COVERINGS
FOR DURATION OF THE CONTRACT, AND REMOVE ALL PROTECTION WHEN DIRECTED BY ARCHITECT.

11.21 OMIT
11.22 OMIT
11.23 GENERAL CONTRACTOR TO PROVIDE SUITABLE PROTECTION TO PREVENT CARPET FROM BECOMING

DAMAGED, STAINED OR OTHERWISE RENDERED IMPERFECT, UNTIL SUCH TIME AS THE OWNER IS READY TO
OCCUPY THE PREMISES  GENERAL CONTRACTOR TO REMOVE AND DISPOSE SUCH PROTECTION AND
VACUUM CLEAN CARPET IMMEDIATELY PRIOR TO THE OWNER'S OCCUPANCY OR AS DIRECTED BY
ARCHITECT.

12.00 CLEANING:

12.01 ALL "EXISTING TO REMAIN", EXISTING RELOCATED OR NEW ITEMS INSTALLED BY THE CONTRACTOR IN
ADDITION TO BEING AMPLY PROTECTED THROUGHOUT THE PERIOD OF CONSTRUCTION SHALL BE
THOROUGHLY CLEANED TO THE SATISFACTION OF ARCHITECT PRIOR TO BEING TURNED OVER TO THE
OWNER.

12.02 THE CONTRACTOR SHALL THOROUGHLY CLEAN OUT ALL DEBRIS AND VACUUM CLEAN WITHIN THE
RADIATOR ENCLOSURE BEFORE THESE UNITS ARE PAINTED OR A FINISH FLOOR INSTALLED.

12.03 THE CONTRACTOR SHALL THOROUGHLY CLEAN ALL TILE AND BASE, ALL WALL COVERING INSTALLED, ALL
DOORS AND WINDOWS ETC., PRIOR TO LEAVING THE JOB.

12.04 ALL CARPET SHALL BE THOROUGHLY VACUUMED CLEAN AND LEFT, FREE OF SPOTS, STAINS AND
DISCOLORATION'S BEFORE BEING TURNED OVER TO THE OWNER.

6.00 CEILINGS:

6.01 THE GENERAL CONTRACTOR SHALL PROVIDE AND INSTALL NEW AND/OR GYPSUM WALL BOARD HUNG OR
DROPPED CEILINGS IN AREAS DESIGNATED ON ARCHITECTS DRAWINGS.

6.03 FASCIAS OR ANY BREAK IN THE CEILING HEIGHTS CREATED BY THE INSTALLATION OF HEATING, VENTING,
AIR-CONDITIONING OR MECHANICAL DUCTS, PIPING OR OTHER EQUIPMENT SHALL BE FORMED OF GYPSUM
WALLBOARD AS REQUIRED BY THE BUILDING CODE.

6.04 HUNG OR DROPPED CEILING HEIGHTS SHALL BE AS SHOWN ON ARCHITECT'S DRAWINGS AND DETAILS.
ANY DEVIATION FROM HEIGHTS SHOWN SHALL BE SUBMITTED TO ARCHITECT FOR APPROVAL.

6.05 THE CONTRACTOR'S CEILING CONTRACTOR SHALL CLOSELY COORDINATE ITS WORK WITH THAT OF
PLUMBING. HVAC AND ELECTRICAL CONTRACTORS WHEREVER THEIR RESPECTIVE WORK IS CONTIGUOUS.

6.06 THE CONTRACTOR SHALL PROVIDE AND INSTALL ALL CEILING ACCESS PANELS REQUIRED IN GYPSUM
WALLBOARD OR PLASTER CEILINGS.  SIZE & TYPE OF ACCESS DOOR SHALL BE APPROVED BY ARCHITECT
PRIOR TO FURNISHING AND INSTALLATION.

6.07 PRIOR TO CLOSING THE CEILING, ALL PLENUM SYSTEMS (HAVOC), PLUMBING & ELECTRICAL) SHALL BE
INSPECTED AND WHERE REQUIRED, TESTED BY CONTRACTOR'S ENGINEERS, AND BY THE AUTHORITIES
HAVING JURISDICTIONS TO INSURE THEIR PROPER INSTALLATION AND FUNCTION.

6.08 ANY CEILING TILE JOINTS SHALL BE ALIGNED PERFECTLY WITH RECESSED LIGHTING FIXTURES.
6.09 ALL JOINTS IN THE CEILING FIELD TILES OR GYPSUM WALLBOARD CEILING SHALL BE SQUARE, LEVEL AND

PERFECTLY ALIGNED WITH EACH OTHER AND WITH THE RECESSED LIGHTING FIXTURES.
6.10 CEILINGS IN CLOSETS SHALL BE OF SAME HEIGHT AND CONSTRUCTION AS THAT OF ADJOINING SPACE,

EXCEPT AS OTHERWISE NOTED.
6.11 THE CONTRACTOR SHALL PROVIDE CUTOUTS AND OTHER SPECIAL PROVISIONS IN CEILING WORK AS

REQUIRED FOR LIGHTING FIXTURES REGISTERS, DIFFUSERS AND OTHER INSERTED ITEMS.
6.12 THE CONTRACTOR WILL NOT BE ENTITLED T EXTRAS FOR OPENING ANY WALLS, FLOORS OR CEILINGS

BECAUSE OF TELECOM. CATV AND/OR SECURITY SYSTEM INSTALLATIONS.
6.13 THE CONTRACTOR SHALL PROVIDE THE NECESSARY FRAMING OR BRIDGING FOR RELOCATED AND NEW

LIGHT FIXTURES, DIFFUSERS, REGISTERS AND GRILLES.
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2100 Solar, Suite 102
Oxnard, CA 93036
T. 818.917.8300
E. alangroudi@gmail.com

250 S MILLS RD., VENTURA, CA 93003

EXISTING LOWER LEVEL
EXISTING UPPER LEVEL
EXTERIOR LOWER LEVEL (DETACHED) SUITE 1
EXTERIOR LOWER LEVEL (DETACHED) SUITE 2

6,749 SF
6,749 SF
1,419 SF

815 SF

A0.0

FLOOR AREA AT STRUCTURE:

AREA CALCULATIONS

TOTAL EXISTING AREA*
15,732 SF

#
Ø
@

NUMBER
DIAMETER
AT

LAMINATED

LOCATION

POUNDS
LAM.

LOC.
LEV.
LBS.

LEVEL

QTY. QUANTITY

EXISTING(E)

UNDERWRITERS LABORATORIES INC.

H.B. HOSE BIB

INTER.
INT.
INSUL.

JT.
JST.

I.F.

HOR.

HDWD.

I.D.
HT.
HR.

H.M.

H.C.

INTERMEDIATE

INSIDE FACE

INTERIOR
INSULATION

JOINT
JOIST

HORIZONTAL

INSIDE DIAMETER

HOLLOW METAL

HOLLOW CORE
HARDWOOD

HEIGHT
HOUR

VERTICAL

WATER RESISTANT

WALL COVERING

VINYL WALL COVERING
VERIFY IN FIELD

VINYL COMPOSITION TILE

WATERPROOF

VESTIBULE

VENEER

WOOD SCREW

UNLESS OTHERWISE NOTED

V.W.C.

W.R.
W.P.

WD.
W.C.

W.S.

W/

WOOD

WITH

U.O.N.

VERT.
V.I.F.

VEST.
VER.
VEN.
V.C.T.

VERIFY

FUT.

GYP. BD.

G.D.
G.B.
GALV.
GA.

G.W.B.

F.O.W.

FURR.
F.S.

FLUOR.

F.O.S.
F.O.

FL.
FIN.

FUTURE

GYPSUM WALLBOARD

GARBAGE DISPOSAL

GALVANIZED

GYPSUM WALLBOARD

GRAB BAR

GAUGE

FACE OF WALL
FACE OF STUD

FLUORESCENT

FURRING
FULL SIZE

FACE OF

FLOOR
FINISH

EXIST.
EXP.

F.D.

EXT.
EXP. JT.

EQUIP.
EQ.
ELEC.
EL.
E.J.
EA.

EXISTING

FLOOR DRAIN

EXPANSION JOINT
EXPANSION

EXTERIOR

EXPANSION JOINT

ELECTRICAL

EQUIPMENT
EQUAL

ELEVATION

EACH

SIMILAR

SEE STRUCTURAL DRAWINGS
STAINLESS STEEL

TOP OF

TYPICAL

SUSPENDED
STRUCTURAL

STANDARD

TOP OF SLAB
TOP OF CONCRETE

STRL.

T.O.C.
T.O.S.

SUSP.

U.L.
TYP.

T.O.
THK. THICK

S.S.D.

STL.
STD.

S.S.
SIM.

STEEL

SQUARE FOOT

ROOF DRAIN

ROUGH OPENING

SECTION
SCHEDULE
SOLID CORE

RESILIENT
RESILIENT
REQUIRED
REFER TO

RADIUS
RADIUS

ROUND HEADR.H.

SCHED.

S.F.

S.C.
R.O.
RM.

SECT.

SHT.

ROOM

SHEET

RESIL.

REQD.
RES.

RE:
R.D.
RAD.
R.BOTTOM OFB.O.

CONCRETE MASONRY UNIT

COORDINATECOORD.

DIA.

DIR.

DR.

DWG.
DTL.

DN.
DISP.

DIM.

DBL.
CTSK.
C.T.

DIAMETER

DIRECTORY

DOOR

DRAWING
DETAIL

DOWN
DISPENSER

DIMENSION

COUNTERSINK
CERAMIC TILE

DOUBLE

CL.

CONST.
CONT.

C.M.U.

CONC.
COL.

CLR.
CLG.

BOT.

C.J.
CER.
CAB.
BTWN.

CL
CLOSET

CONSTRUCTION
CONTINUOUS

CONCRETE
COLUMN

CLEAR
CEILING

CENTER LINE
CONTROL JOINT

BOTTOM

CERAMIC
CABINET
BETWEEN

PERPENDICULAR
PARALLEL
PROPERTY LINE

QUARRY TILE

PLYWOOD

PARTITION
PAINTED

PLYWOOD

OWNER FURNISHED/
OWNER INSTALLED

VENDOR INSTALLED

PLASTIC LAMINATE
OVAL HEAD

PERP.

PLYWD.

Q.T.
PTN.
PTD.
PT.

PLY.
PL.

PAINT

PLATE

O.F.V.I.

P. LAM.

PARA
LP

O.H.

OVERALL DIMENSION

CONTRACTOR INSTALLED
OWNER FURNISHED/

OUTSIDE DIAMETER
OPENING
OPPOSITE

ON CENTER

NOT TO SCALE

NOT IN CONTRACT

NOMINAL
NUMBER

MOUNTED

OWNER FURNISHED

MACHINE SCREW

O.F.C.I.

OPNG.

O.A.D.

O.F.O.I.

OPP.

O.D.
O.C.

N.T.S.
NOM.
NO.
N.I.C.
(N)
MTL.
MTD.
M.S.

NEW
METAL

ADJ.
A.F.F.

BM.
BLKG.
BETW.
BD.

AF.G.

A.D.
ADJACENT, ADJUSTABLE
ABOVE FINISHED FLOOR

BEAM
BLOCKING
BETWEEN
BOARD

ABOVE FINISHED GRADE

AREA DRAIN

MINIMUM

MASONRY OPENING
MISCELLANEOUS

MODULE

MANUFACTURER

MEDIUM DENSITY FIBERBOARD

MEMBRANE
MEZZANINE

MECHANICAL

MAXIMUM
M.D.F.

MEZZ.
MEMB.
MECH.

MIN.

MOD.
M.O.
MISC.

MFR.

MAX.

DS DOWN SPOUT

RL RAIN LEADER

L.P. LOW POINT

T.B.R. TO BE REMOVED

FIELD WELDF.W.

W.O. WITHOUT

ALUMINUMAL.

TOP OF RIDGE
TOP OF PLATET.O.P.

T.O.R.

STRUCTURAL ENGINEER

LEGAL DESCRIPTION

LOT AREA (CALCULATED)

APN NUMBER

87,120 SF (2 ACRES)

079-0-101-300
-

ZONING
C-1A (27.30%), C-1 (72.70%)

AREA PLANNING
CITY OF VENTURA

CONSTRUCTION TYPE
TYPE III-B

BUILDING HEIGHT/STORIES
43.5 FT. / 2-STORY

OCCUPANCY B (MEDICAL CLINIC)

1. REMOVE CONCRETE AT UNDERGROUND PARKING RAMP FOR NEW
ACCESSIBLE RAMP

2. REMOVE ENTRY STAIRS AT SIDEWALK FOR NEW ACCESSIBLE RAMP
3. NEW PAINTED PARKING LINES AT PARKING SPACES, INCLUDING

ACCESSIBLE PARKING STALLS
4. NEW RELOCATED TRASH ENCLOSURE WITH NEW WALLS & DOORS.

APPROVED BY ARRIANA RABAGO, CITY OF VENTURA 02-08-19
5. NEW WROUGHT IRON FENCE & GATES AT PARKING GARAGE

FIRE HAZARD SEVERITY ZONE
URBAN UNZONED

SPRINKLERS
YES

A0.0 COVER SHEET - PROJECT SUMMARY

AS-BUILT/DEMO FLOOR PLANS

A1.0 AS-BUILT SITE PARKING LEVEL PLAN

AS-BUILT/DEMO ROOF PLAN

A4.0

A2.0

A2.1

A4.1

A0.1

A0.2

A0.3

GENERAL NOTES - RADIATION SHIELDING REPORT

GREEN BUILDING NOTES

A0.4

A2.2 AS-BUILT/DEMO REFLECTED CEILING PLANS

187

LOWER LEVEL
UPPER LEVEL
LOWER LEVEL DETACHED SUITE 1
LOWER LEVEL DETACHED SUITE 2

111
58
14

4

OCCUPANT

LOAD

COUNT

15/100/300 SF
100/300 SF

100 SF
15/100/300 SF

OCCUPANT

LOAD

FACTOR*

  SEE SHEETS A0.4/A0.5 FOR OCCUPANCY & LOAD BREAKDOWN

* PER CALIFORNIA BUILDING CODE 2016, SECTION 1004

* FLOOR AREA IN SQUARE FEET PER OCCUPANT

OCCUPANCY LOAD ANALYSIS:

11,639 SF

4,027 SF
5,840 SF
1,419 SF

353 SF

AREA

TOTAL:

EXTERIOR:

1. NEW INTERIOR PARTITIONS, DOORS, FINISHES, FLOORING, CEILING
PANELS & FINISHES, CABINETRY, FIXTURES & EQUIPMENT THROUGHOUT

2. NEW GLASS WALLS & ALUMINUM FRAMING AROUND EXISTING
STAIRWELL

3. NEW HVAC SYSTEM, EQUIPMENT & DUCTWORK THROUGHOUT
4. NEW LIGHTING SYSTEM & FIXTURES
5. NEW MEZZANINE FLOOR WITH NEW COLUMNS
6. NEW STAIRCASES (2) UP TO MEZZANINE LEVEL
7. NEW THREE-LEVEL GLASS ELEVATOR WITH MECHANICAL EQUIPMENT

ROOM
8. REPAIR EXISTING DOORS & WINDOWS
9. NEW GLASS DOORS TO MATCH EXISTING
10. NEW ROOF HATCH & LADDER TO EXISTING ROOF
11. NEW RESTROOMS WITH NEW  PLUMBING,  FIXTURES & ACCESSORIES

INTERIOR:

AS-BUILT ELEVATIONS & SECTIONS

BLOCK

COASTAL ZONE
NO

1. GRADING WORK (NO NEW GRADING)
2. BUILDING SIGNAGE
3. FIRE ALARM SYSTEM
4. FIRE SPRINKLER SYSTEM
5. STOREFRONT SYSTEM

ITEMS UNDER SEPARATE SUBMITTAL:

CODES IN EFFECT FOR THIS PROJECT INCLUDE THE 2016 EDITIONS:
  CALIFORNIA BUILDING CODE (CBC),
  CALIFORNIA PLUMBING CODE (CPC),
  CALIFORNIA MECHANICAL CODE (CMC),
  CALIFORNIA ENERGY CODE (CENC),
  CALIFORNIA GREEN BUILDING CODE (CGBC),
  CALIFORNIA ELECTRICAL CODE (CEC),

CITY OF SAN BUENAVENTURA MUNICIPAL CODE. 

THE CBC IS BASED ON THE 2015 EDITIONS OF:
THE INTERNATIONAL BUILDING CODE WHICH WAS PUBLISHED BY THE
INTERNATIONAL CODE COUNCIL.

THE CPC AND CMC ARE BASED ON THE 2016 EDITION OF THE:
UNIFORM PLUMBING AND MECHANICAL CODES, RESPECTIVELY, WHICH WERE
PUBLISHED BY IAPMO.

THE CEC IS BASED ON THE 2015 EDITION OF:
THE NATIONAL ELECTRICAL CODE PUBLISHED BY THE NATIONAL FIRE
PROTECTION ASSOCIATION (NFPA).

1. Address Numbers: Approved address numbers, building numbers or approved
building identification shall be placed in a position that is plainly legible and visible
from the street, road, alley, and walkways giving access to and within the property.
These numbers shall contrast with their background.  Address numbers shall be
Arabic numerals or alphabet letters.  Numbers shall be a minimum of 4 inches (102
mm) high with a minimum stroke width of 0.5 inch (12.7 mm) and shall be
illuminated in an approved manner (if numbers are on the exterior).  Number height
and stroked width shall be increased as needed for legibility based on visibility
distance.

2. Fire Extinguishers: Provide fire extinguishers within specified travel distance from all
points in the occupancy; the extinguisher shall be mounted (elevated off cabinet
floor); the top of the extinguisher shall be no higher than 48 inches (1219 mm)
above the floor; have a sign located above the extinguisher; extinguisher shall be
placed in a easily accessible locations where they will be readily accessible and
immediately availebl for use.

3. Knox Box: Mounting height for the Knox Box and/or Key Switch shall not to exceed
6' above the ground level / finished floor.  Provide (3) sets of keys (with permanent
engraved identification) for all exterior doors, gates, fire alarm panel, and others as
directed by the fire inspector.

4. All mechanical and electrical rooms and rooms containing fire suppression / alarm
equipment shall be signed to identify the equipment contained inside.

5. Fire Sprinklers: Existing System: For tenant improvement projects, extend/modify
the existing building's automatic fire sprinkler system to provide complete sprinkler
protection throughout the addition or remodeled area of work.  Alterations to the fire
sprinlker system shall be approved under separate permit.  Plans and permit
application shall be submitted within 30 days of issuance of the building permit.

6. Fire Alarm: Existing Systems: Extend/modify the existing building's fire alarm
system to provide complete protection throughout the addition or remodeled area of
work.  Alterations to the fire alarm system shall be approved under separate permit.
Fire alarm plans shall be submitted within 30 days of issuance of the building
permit.

7. Fire Alarm: Sprinkler systems with more than 20 heads must be supervised for
water flow and control valve tamper by an approved central station proprietary or
remote station service.  Fire Alarm plans shall be submitted within 30 days of
issuance of the building permit.

8. Hazardous Materials: California Health and Safety Code Section 25508.1.  Within
30 days of any one of the following events, a business subject to this article shall
electronically update the information submitted to the statewide information
management system (CERS): (a) A 100 percent or more increase in the quantity of
a previously disclosed material. (b) Any handling of a previously undisclosed
hazardous material subject to the inventory requirements of this article. (c) Change
of business address. (d) Change of business ownership. (e) Change of business
name. (f) (1) A substantial change in the handler's operations occurs that requires
modificaiton to any portion of the business plan. (2) For the purposes of this
subdivision, "substantial change" means any change in a regulated facility that
would inhibit immediate response during an emergency by either site personnel or
emergency rescue personnel, or that could inhibit the handler's ability to comply
with Section 25507, change the operational knowledge of the facility, or impede
implementation of the business plan.

9. Required Ventura City FD Inspections: For all inspections, call 805-339-4333.  Fire
Department inspections for this project are:

9.1. Overhead fire sprinkler rough
9.2. Fire Sprinkler final
9.3. Fire Alarm Rough
9.4. Fire Alarm Final

A1.1 AS-BUILT SITE GROUND LEVEL PLAN

A3.0

LOCATION

EXIT WIDTH CALCULATIONS:

MAXIMUM FLOOR AREA ALLOWANCES PER OCCUPANT

EXIT WIDTH REQUIRED

(187 OCCUPANTS x 0.2 INCH PER OCCUPANT) / 12 INCHES PER FOOT

NUMBER OF EXITS REQUIRED

1 TO 500 OCCUPANT LOAD

3'-0"

6 EXITS

TOTAL:

7.00 LIGHTING AND ELECTRICAL:

7.01 THE CONTRACTOR SHALL FURNISH AND INSTALL ALL LIGHTING FIXTURES AND ELECTRICAL WORK AS
SHOWN OR IMPLIED ON ALL DRAWING AND NOTES.

7.02 THE ELECTRICAL CONTRACTOR SHALL COORDINATE ITS WORK WITH MANUFACTURE'S SPECIFICATIONS.
7.03 THE WORK SHALL BE INSTALLED IN STRICT ACCORDANCE WITH THE REQUIREMENTS OF THE NATIONAL

BOARD OF FIRE UNDERWRITERS, PUBLIC UTILITY COMPANY, TELEPHONE COMPANY, AND ALL OTHER
AUTHORITIES, HAVING JURISDICTION.

7.04 ALL NEW MATERIALS REQUIRED SHALL CONFORM WITH THE STANDARDS OF THE UNDERWRITERS
LABORATORIES, INC. IN EVERY CASE WHERE SUCH A STANDARD HAS BEEN ESTABLISHED FOR THE
PARTICULAR TYPE OF MATERIAL UNLESS OTHERWISE NOTED.

7.05 PROPOSALS SHALL BE BASED UPON FURNISHING AND INSTALLING NEW LIGHTING FIXTURES OF TYPES
AND MANUFACTURES AS INDICATED ON OPUS REFLECTED CEILING DRAWINGS.

7.06 ALL NEW FLUORESCENT LAMPS AND INCANDESCENT FIXTURES SHALL BE FURNISHED BY THE
CONTRACTOR, UNLESS OTHERWISE NOTED.  INCANDESCENT LAMP TYPES SHALL BE AS RECOMMENDED
BY THE MANUFACTURE, UNLESS OTHERWISE NOTED.

7.07 NEW FLUORESCENT FIXTURES SHALL BE LAMPED WITH DELUXE WARM WHITE LAMPS UNLESS OTHERWISE
NOTED.

7.08 THE GENERAL AND ELECTRICAL CONTRACTORS SHALL CHECK ALL CEILING PLENUM CONDITIONS FOR
CLEARANCE OF DUCTWORK, LIGHTING AND OTHER OBSTRUCTIONS TO ASSURE THE FINISHED CEILING
HEIGHT SHOWN ON ARCHITECTS DRAWINGS.  ANY DISCREPANCIES SHALL BE BROUGHT TO ARCHITECTS
ATTENTION IMMEDIATELY.

7.09 ALL RECESSED FIXTURES SHALL BE SET FLUSH INTO CEILINGS.
7.10 THE ELECTRICAL CONTRACTOR SHALL COORDINATE ANY ELECTRICAL OR LIGHTING INSTALLATION INTO

MILLWORK WITH MILLWORK CONTRACTORS AS REQUIRED.
7.11 OMIT
7.12 THE ELECTRICAL CONTRACTOR SHALL COORDINATE ANY ELECTRICAL OR LIGHTING INSTALLATION INTO

MILLWORK WITH MILLWORK CONTRACTOR AS REQUIRED.
7.13 THE ELECTRICAL CONTRACTOR SHALL PROVIDE ALL TEMPORARY LIGHTING FOR ALL TRADES AS

REQUIRED.
7.14 ALL ELECTRICAL, TELECOM AND CATV WIRING CONDUIT SHALL BE CONCEALED IN DRYWALL, MASONRY

PARTITION, AND/OR CEILING, OR IN MILLWORK AS PER ARCHITECTS DETAILS, UNLESS OTHERWISE NOTED.
7.15 THE ELECTRICAL AND/OR GENERAL CONTRACTOR SHALL PROVIDE ALL CUTTING AND PATCHING OF ALL

CHASED IN FLOORS, WALLS, AND CEILINGS AS REQUIRED.
7.16 PROVIDE NEW BLANK COVER PLATES FOR EXISTING RECEPTACLES NOT BEING REUSED. UNLESS

OTHERWISE NOTED.

8.00 MILLWORK:

8.01 ALL MILLWORK SHALL BE EXECUTED IN ACCORDANCE WITH THE ARCHITECTURAL WOODWORK INSTITUTE'S
CURRENT EDITION OF ARCHITECTURAL WOODWORK QUALITY STANDARDS FOR CUSTOM GRADE
WOODWORK, UNLESS OTHERWISE NOTED.

8.02 ALL FINISHES SHALL BE AS NOTED ON DETAIL DRAWINGS CONCERNED.
8.03 THE MILLWORK CONTRACTOR SHALL FINISH ALL ITEMS CONCERNED UNLESS OTHERWISE NOTED.
8.04 ALL FINISHED WORK SHALL AS FAR AS IS PRACTICABLE, BE ASSEMBLED AND FINISHED IN THE SHOP AND

DELIVERED TO THE BUILDING READY TO ERECT IN PLACE.
8.05 ALL BLOCKING REQUIRED SHALL BE SCRIBED TO WALLS, FLOORS OR CEILINGS.  THE MILLWORK

CONTRACTOR SHALL PERIODICALLY CHECK JOB PROGRESS AT THE SITE TO COORDINATE WITH OTHER
TRADES INVOLVED.

8.06 ALL OF THE WORK SHALL BE FABRICATED ASSEMBLED FINISHED AND ERECTED ON THE BEST METHOD
KNOWN TO THE TRADE.

8.07 SURFACES AND AREAS SHALL BE TRUE, STRAIGHT AND FREE FROM ALL MACHINE AND TOOL MARKINGS,
BRUISES, INDENTATIONS, CHIPS OR ABRASIONS.

8.08 WHERE MEMBERS ARE MITERED OR BUTTED, THEY SHALL BE JOINED AND SECURED IN SUCH A MANNER
AS TO INSURE AGAINST THE JOINT OPENING.

8.09 OMIT
8.10 THE MILLWORK CONTRACTOR SHALL SUBMIT SAMPLES TO ARCHITECT FOR REVIEW PRIOR TO

COMMENCING ANY WORK.

EGRESS PLAN - LOWER LEVEL

Orion Structural Group
223 E. Thousand Oaks Blvd., Suite 304
Thousand Oaks, CA  91360
T. 805.750.8136
F. 805.494.0418
E. doug@orionstructural.com

MECHANICAL/ELECTRICAL/PLUMBING

13.00 CHANGES IN THE WORK:

13.01 THE OWNER, WITHOUT INVALIDATING THE CONTRACT, MAY ORDER EXTRA WORK OF THE CONTRACTOR OR
SUBCONTRACTORS TO MAKE CHANGES BY ALTERING, ADDING TO OR DEDUCTING FROM THEIR WORK, THE
CONTRACT SUM BEING ADJUSTED ACCORDINGLY.  ALL SUCH WORK SHALL BE EXECUTED UNDER THE
CONDITIONS OF THE ORIGINAL CONTRACT, EXCEPT THAT ANY CLAIM FOR EXTENSIONS OF TIME CAUSED
THEREBY BE ADJUSTED AT THE TIME OF ORDERING SUCH CHANGE.

14.00 CLAIMS FOR EXTRA COSTS:

14.01 IF THE CONTRACTOR CLAIMS THAT ANY REVISION TO DRAWINGS INVOLVES EXTRA COST UNDER ITS
CONTRACT, WRITTEN NOTICE THEREOF, SHALL BE GIVEN TO THE OWNER WITHIN A REASONABLE TIME
AFTER RECEIPT OF SUCH INSTRUCTIONS, BEFORE PROCEEDING TO EXECUTE THE WORK.  THE
PROCEDURE SHALL THEN BE AS PROVIDED FOR IN THE CHANGES IN THE WORK.  NO SUCH CLAIM SHALL BE
VALID UNLESS SO MADE.  UNLESS OTHERWISE AGREED, NO PAYMENT ON SUCH BILLS WILL BE MADE UNTIL
FINAL SETTLEMENT.

14.02 ALL CLAIMS FOR ADDITIONAL WORK WILL BE SUBMITTED IN WRITING FOR APPROVAL OF THE OWNER AND
SHOULD INCLUDE A COMPLETE DESCRIPTION OF THE WORK BEING PERFORMED, MATERIALS BEING USED,
THE CONSTRUCTION SPACE NUMBER OF THE AREA BEING WORKED IN, AND THE AUTHORIZATION UNDER
WHICH THE WORK IS BEING PERFORMED.

15.00 CLIENT RIGHTS:

15.01 IT IS UNDERSTOOD THAT ANY AND/OR ALL BIDS SUBMITTED FOR THIS PROJECT ARE FURNISHED WITHOUT
OBLIGATION AND THAT THE OWNER RESERVES THE RIGHT TO ACCEPT OR REJECT ANY PROPOSAL OR
PART OF ANY BID SUBMITTED.

15.02 OMIT

16.00 TRANSPORTATION:

16.01 THE CONTRACTOR AGREES TO PAY ALL TRANSPORTATION CHARGES ON ALL ITS MATERIAL AND
EQUIPMENT TO THE POINT OF USE, AND SHALL BE RESPONSIBLE FOR ALL UNLOADING, CHECKING AND
STORING OF SAME IN CONNECTION WITH THIS CONTRACT.

17.00 INSURANCE:

17.01 AFTER AWARDING OF THE CONTRACTS, THE CONTRACTOR AND/OR CONTRACTORS SHALL SUBMIT TO THIS
OFFICE PROOF OF WORKERS COMPENSATION AND PERSONAL AND PROPERTY LIABILITY ON THE AMOUNT
OF $1,000,000.00 - $3,000,000.00 AND OR AS SPECIFIED BY BUILDING DEPARTMENT.  OWNER AND
ARCHITECT TO BE NAMED AS DIRECT BENEFICIARIES ON THE CERTIFICATES OF INSURANCE

17.02 ALL SUBCONTRACTORS ARE REQUIRED TO OBTAIN SEPARATE CERTIFICATES OF INSURANCE WITH THE
OWNER NAMED AS DIRECT BENEFICIARY.  THESE CERTIFICATES ARE TO BE FILED WITH THE OWNER
BEFORE CONSTRUCTION WORK BEGINS.

18.00 MISCELLANEOUS:

18.01 THE CONTRACTORS SHALL COORDINATE THEIR WORK WITH EACH OTHER AND THAT OF THE OWNER'S
CONTRACTORS.

19.00 DISCLAIMER:

19.01 THE STRUCTURAL & ARCHITECTURAL DESIGN WAS BASED UPON AS MUCH OBSERVATIONS,
MEASUREMENTS ETC., AS CIRCUMSTANCES PERMITTED.  HOWEVER, THERE WERE ASSUMPTIONS MADE
ABOUT UNKNOWN CONDITIONS.  SHOULD THE OWNER DECIDE NOT TO UTILIZE ALAN BERNSTEIN, TO
VERIFY AND INSPECT THESE CONDITIONS IN THE FIELD DURING THE CONSTRUCTION PHASE, ALAN
BERNSTEIN AND ITS EMPLOYEES AND CONSULTANTS, WILL NOT BE RESPONSIBLE FOR ANY FAILURE,
DAMAGE, INJURY, DELAY, LOSS OF INCOME, EXTRA COST, OR ANY OTHER LOSS DUE TO EXISTING
CONDITIONS ENCOUNTERED IN THE FIELD, SHOULD SUCH CONDITIONS BE DIFFERENT FROM WHAT WAS
ASSUMED IN THE DESIGN.

YEAR BUILT
1965

LAND USE DESIGNATION
GP = COMMERCE

GENERAL PLAN PLANNING COMMUNITY
COLLEGE

FEMA FLOOD ZONE
X

-

* BUILDING WALLS & FOOTPRINT TO REMAIN AS IS EXISTING. STRUCTURE NOT TO BE TOUCHED.

1

EXIT WIDTH PROVIDED

Lower Level

EXIT DOOR 1
EXIT DOOR 2
EXIT DOOR 3
EXIT DOOR 4
EXIT DOOR 5

6'-0"
6'-0"
6'-0"
6'-0"
6'-0"

5 EXITS

Upper Level

EXIT DOOR 1
EXIT DOOR 2
EXIT DOOR 3
EXIT DOOR 4
EXIT DOOR 5

3'-0"
6'-0"
6'-0"
5'-0"
5'-0"

5 EXITS

NUMBER OF EXITS PROVIDED 10 EXITS (COMPLIES)

A0.5

ACCESSIBILITY DETAILS

AS-BUILT SCHEDULES

EGRESS PLAN - UPPER LEVEL

A0.6

A0.7

PROPOSED SITE PARKING LEVEL PLAN

PROPOSED SITE GROUND LEVEL PLAN

PROPOSED LOWER & UPPER FLOOR PLANS

PROPOSED PARAPET DECK PLAN

A5.0

A5.1

A5.2 PROPOSED REFLECTED CEILING PLANS

PROPOSED ELEVATIONS & SECTIONSA6.0

A6.2

ACCESSIBILITY DETAILS

A0.8

GENERAL NOTES - INTERIOR WALL/CEILING DETAILS

A6.1

A6.3

PROPOSED INTERIOR ELEVATIONS

PROPOSED BUILDING SECTIONS & DETAILS

PROPOSED INTERIOR ELEVATIONS

A5.3 PROPOSED DIMENSION PLANS

L1.0 PLANTING PLAN

A5.4 PROPOSED FINISH PLAN

A&N Design Group, Inc.
21550 Oxnard St., Suite 300
Woodland Hills, CA  91367
T. 818.288.4361
F. 818.758.0087
E. arash@an-dg.com

EXIT TRAVEL DISTANCE CALCULATIONS:

FROM REMOTE POINT 1 TO EXIT DOOR 4
FROM REMOTE POINT 2 TO EXIT DOOR 5
FROM REMOTE POINT 3 TO EXIT DOOR 4
FROM REMOTE POINT 4 TO EXIT DOOR 3
FROM REMOTE POINT 5 TO EXIT DOOR 1
FROM REMOTE POINT 6 TO EXIT DOOR 2
FROM REMOTE POINT 7 TO EXIT DOOR 5

85'-5" < 300'-0"
50'-7" < 300'-0"
25'-9" < 300'-0"
31'-8" < 300'-0"
18'-1" < 300'-0"
75'-2" < 300'-0"
70'-9" < 300'-0"

MAXIMUM TRAVEL DISTANCE FOR SPRINKLERED BUILDINGS = 300'-0"

PER CALIFORNIA BUILDING CODE 2016, TABLE 1017.2

LOWER LEVEL

FROM REMOTE POINT 1 TO EXIT DOOR 1
FROM REMOTE POINT 1 TO EXIT DOOR 2
FROM REMOTE POINT 1 TO EXIT DOOR 3
FROM REMOTE POINT 2 TO EXIT DOOR 4
FROM REMOTE POINT 1 TO EXIT DOOR 5

50'-9" < 300'-0"
51'-5" < 300'-0"
65'-7" < 300'-0"
64'-0" < 300'-0"
51'-9" < 300'-0"

UPPER LEVEL

1

1

1

PARKING CALCULATIONS:

7

UNDERGROUND LEVEL
PLAZA LEVEL

4
3

PROPOSED

ACCESSIBLE

97
49

PROPOSED

  1 CAR PER 500 SF REQUIRED = 6,749 SF / 500 = 14 SPACES REQUIRED (COMPLIES)

  1 CAR PER 300 SF REQUIRED = 6,749 SF / 300 = 23 SPACES REQUIRED (COMPLIES)

                                                 

4

0
4

ACCESSIBLE

TOTAL:

LOCATION

1

1

2

2

155

117
38

EXISTING

146

BICYCLE PARKING 6

PROPOSED

6

REQUIRED

* 10% OF REQUIRED PARKING SPACES (60) = 6

1. THE BUILDING IS TO BE DIVIDED INTO 3 PARTS FOR 3 TENANTS.  ON THE
LOWER FLOOR LEVEL, THERE SHALL BE 2 MEDICAL OFFICE TENANTS.
ON THE UPPER FLOOR AND MEZZANINE LEVELS, THERE SHALL BE ONE
OFFICE OR RETAIL TENANT

NOTES

L2.1 IRRIGATION PLAN

L2.2 IRRIGATION DETAILS

L2.3 IRRIGATION WATER BUDGET

S0.0 GENERAL NOTES

E0.0 SYMBOLS & FIXTURE SCHEDULE

E0.1 NOTES & SINGLE LINE DIAGRAM

E0.2 PANEL SCHEDULES

E0.3 TITLE 24 - INDOOR LIGHTING

E3.1 LOWER LEVEL LIGHTING PLAN

E3.2 UPPER LEVEL LIGHTING PLAN

E2.2 UPPER LEVEL POWER PLAN

M1.0 NOTES & SCHEDULES

M1.1 NOTES

M2.1 LOWER LEVEL MECHANICAL PLAN

M2.2 UPPER LEVEL MECHANICAL PLAN

M3.1 DETAILS

M4.0 CONTROLS

M5.0 TITLE 24

M5.1 TITLE 24

P1.1 GENERAL NOTES & SCHEDULES

S0.1

S0.2 SCHEDULES

S0.3

S0.4 DETAILS

S1.0 EXISTING/PROPOSED FOUNDATION PLAN

S2.0 SUB-PLAZA LEVEL FRAMING PLAN

P1.2

P2.1 PROPOSED LOWER LEVEL WASTE & VENT PLUMBING PLAN

P2.2 PROPOSED UPPER LEVEL WASTE & VENT PLUMBING PLAN

P3.1 PROPOSED LOWER LEVEL WATER PLUMBING PLAN

P3.2 PROPOSED UPPER LEVEL WATER PLUMBING PLAN

GENERAL NOTES

S3.0 CELING LEVEL FRAMING PLAN

S4.0 ROOF LEVEL FRAMING PLAN

S5.0 SECTIONS

S6.0 DETAILS

S7.0

NOTE:  THIS MEDICAL CLINIC DOES NOT REQUIRE AN OSHPD REVIEW
1

1

1

1

ACCESSIBILITY DETAILSA0.6B

PROPOSED SCHEDULESA0.9

4
2

REQUIRED

ACCESSIBLE

5

1

1

SCHEDULES

DETAILS

M3.0 DETAILSE0.4 TITLE 24 - OUTDOOR LIGHTING

E2.1 LOWER LEVEL POWER PLAN

PLUMBING SPECIFICATIONS

P4.1 ISOMETRIC DIAGRAMS

P4.2 ISOMETRIC DIAGRAMS

P5.1 PLUMBING DETAILS
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CONTINUOUS METAL TRACK. GAUGE TO
MATCH VERTICAL STUDS, U.N.O., WITH

MIN. (2) #8 SCREWS AT EACH STUD

SCHEDULED BASE

5
8" GYPSUM BOARD, EACH

SIDE OF METAL STUD (TYP.).

HOLD GYPSUM BOARD AT 14" MAX. AFF (TYP.)

HILTI POWER DRIVEN FASTENER
PER STRUCTURAL DRAWINGS

(LARR 25095)

CONCRETE SLAB ON GRADE PER PLAN

METAL STUDS AT 16" O.C. (TYP.)
(LARR 26019; ESR-1166P)

FINISH WALL SURFACE, WHERE OCCURS

FULL-HEIGHT SOUND BATT
INSULATION, WHERE OCCURS

SUSPENDED ACOUSTICAL CEILING

DIAGONAL BRACING TO STRUCTURE
ABOVE, ALTERNATE AT 4'-0" O.C. AND AT

STRIKE SIDE OF EACH DOOR FRAME.
ATTACH BRACING TO STRUCTURE ABOVE

WITH HILTI POWER DRIVEN FASTENERS
(LARR 25095)

TOP RUNNER CHANNEL SECURED TO
DIAGONAL BRACING WITH MIN. #8 S.M. SCREWS
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NOTE:
SEE STRUCTURAL DRAWINGS
FOR STUD SCHEDULE

CONTINUOUS METAL TRACK. GAUGE TO
MATCH VERTICAL STUDS, U.N.O., WITH

MIN. (2) #8 SCREWS AT EACH STUD

SCHEDULED BASE

5
8" GYPSUM BOARD, EACH

SIDE OF METAL STUD (TYP.).

HOLD GYPSUM BOARD AT 14" MAX. AFF (TYP.)

HILTI POWER DRIVEN FASTENER
PER STRUCTURAL DRAWINGS

(LARR 25095)

CONCRETE SLAB ON GRADE PER PLAN

METAL STUDS PER
STRUCTURAL DRAWINGS (TYP.)

(LARR 26019; ESR-1166P)

FULL-HEIGHT SOUND BATT
INSULATION, WHERE OCCURS

SUSPENDED ACOUSTICAL CEILING

UNDERSIDE OF EXISTING STRUCTURE

CONTINUOUS METAL TRACK. GAUGE TO
MATCH VERTICAL STUDS, U.N.O., WITH

MIN. (2) #8 S.M. SCREWS AT EACH STUD
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GENERAL NOTES

(INTERIOR WALL &

CEILING DETAILS)

A0.2

1

2

INTERIOR WALL DETAILS (TYP.)

DRYWALL CEILING DETAILS (TYP.)

PARTITION WALL WITH DIAGONAL BRACING

PARTITION WALL TO CEILING

1

3ACCESSIBLE PARKING SIGNS

1

4PROPOSED GLAZING
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GREEN BUILDING

NOTES

A0.3

1UNIVERSAL WASTE FACT SHEET

2MANDATORY REQUIREMENTS CHECKLIST STORM WATER POLLUTION CONTROL

5VOC AND FORMALDEHYDE LIMITS

34NOT IN USE

WATER CONSERVATION ORDINANCE NOTES 6GREEN BUILDING PLAN CHECK NOTES 7PLUMBING FIXTURE FLOW RATES 8
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NOTES & DETAILS

PLAN LEGEND

OCCUPANCY TYPE - LOAD

EGRESS PATH OF TRAVEL

EXIT SIGN

LANDING AT DOOR

X-1

FUNCTION OF FLOOR SPACE
UNCONCENTRATED (ASSEMBLY)
OFFICE / BUSINESS
OUTPATIENT (INSTITUTIONAL)
LAB

OCCUPANCY LOAD
1:15

1:100
1:100
1:100

LOWER LEVEL
DETACHED SUITE 1
DETACHED SUITE 2

111
14
4

LOAD

COUNT

15/100/300 SF
100 SF

100/300 SF

LOAD

FACTOR*

  SEE 'OCCUPANCY LOAD BREAKDOWN' ABOVE

* PER CALIFORNIA BUILDING CODE 2016, SECTION 1004

* FLOOR AREA IN SQUARE FEET PER OCCUPANT

OCCUPANCY LOAD ANALYSIS:

4,027 SF
1,419 SF

353 SF

AREALOCATION

MAXIMUM FLOOR AREA ALLOWANCES PER OCCUPANT

2
1
1

LOAD

PER EXIT

ACCESS

5
1
2

EXITS

PROVIDED

FROM REMOTE POINT 1 TO EXIT DOOR 4
FROM REMOTE POINT 2 TO EXIT DOOR 5
FROM REMOTE POINT 3 TO EXIT DOOR 4
FROM REMOTE POINT 4 TO EXIT DOOR 3
FROM REMOTE POINT 5 TO EXIT DOOR 1
FROM REMOTE POINT 6 TO EXIT DOOR 2
FROM REMOTE POINT 7 TO EXIT DOOR 5

EXIT TRAVEL DISTANCE CALCULATIONS:

LOWER LEVEL

MAXIMUM TRAVEL DISTANCE FOR SPRINKLERED BUILDINGS = 300'-0"

PER CALIFORNIA BUILDING CODE 2016, TABLE 1017.2

85'-5" < 300'-0"
50'-7" < 300'-0"
25'-9" < 300'-0"
31'-8" < 300'-0"
18'-1" < 300'-0"
75'-2" < 300'-0"
70'-9" < 300'-0"

1

1

STORAGE AREAS / MECHANICAL EQUIPMENT ROOM 1:300

1

A
B
C
D
E

TYPE

101 - WAITING ROOM
102 - EXAM 1
103 - EXAM 2
104 - EXAM 3
105 - RECEPTION
106 - NURSE STATION
107 - EQUIPMENT CLOSET
108 - STORAGE CLOSET
109 - STORAGE CLOSET
110 - RESTROOM
111 - XRAY ROOM
112 - RESTROOM
113 - OFFICE
114 - STAFF LOUNGE
115 - OFFICE
116 - STERILIZING
117 - I.T.
118 - EXAM 4
119 - EXAM 5
120 - LAB
121 - CASTING
122 - NURSE STATION
123 - STORAGE CLOSET
124 - RESTROOM
125 - OFFICE
126 - CORRIDOR
127 - EXAM 7
128 - EXAM 8
129 - EXAM 9
130 - EXAM 10
131 - CHECKOUT STATION
132 - STORAGE CLOSET
133 - MECHANICAL
134 - RECEPTION
135 - WAITING ROOM
136 - OFFICE SUITE 2 (SUITE 2)
137 - JANITOR'S CLOSET (SUITE 2)
138 - WOMEN'S RESTROOM (SUITE 2)
139 - MEN'S RESTROOM (SUITE 2)
140 - OFFICE SUITE 1 (SUITE 1)
142 - ELEVATOR
143 - JANITOR'S CLOSET
144 - STAIRWELL
145 - RESTROOM
146 - MECHANICAL
147 - STORAGE NICHE
148 - EXAM 6

15
100
100
100
100
100
300
300
300

-
100

-
100
15

100
100
100
100
100
100
100
100
300

-
15

-
100
100
100
100
100
300
300
100
15

100
300

-
-

100
-

300
-
-

300
300
100

LOAD

FACTOR

A
C
C
C
B
B
E
E
E
-
D
-
B
A
B
D
B
C
C
D
D
B
E
-
B
-
C
C
C
C
B
E
E
B
A
B
E
-
-
B
-
E
-
-
E
E
C

LOAD

TYPE*

OCCUPANCY LOAD BREAKDOWN:

322 SF
94 SF

102 SF
102 SF
76 SF

105 SF
31 SF
45 SF
91 SF

-
306 SF

-
99 SF

430 SF
105 SF
60 SF
54 SF
66 SF
73 SF

110 SF
132 SF
115 SF
24 SF

-
196 SF

-
81 SF
81 SF
81 SF
81 SF

124 SF
91 SF
63 SF

121 SF
376 SF
289 SF
64 SF

-
-

1,419 SF
-

73 SF
-
-

29 SF
7 SF

81 SF

AREAROOM

MAXIMUM FLOOR AREA ALLOWANCES PER OCCUPANT

22
1
1
1
1
1
1
1
1
-
3
-
1

29
1
1
1
1
1
1
1
1
1
-
2
-
1
1
1
1
1
1
1
1

25
3
1
-
-

14
-
1
-
-
1
1
1

LOAD

COUNT

* REFER TO PLAN LEGEND CHART ABOVE FOR LOAD TYPE DESCRIPTIONS

5,799 SF - - 129
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EGRESS PLAN

A0.4
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PLAN LEGEND

OCCUPANCY LOAD

EGRESS PATH OF TRAVEL

EXIT SIGN

LANDING AT DOOR

#

OCCUPANCY LOAD

1:300

UPPER LEVEL 58

LOAD

COUNT

100/300 SF

LOAD

FACTOR*

  SEE 'FUNCTION OF FLOOR SPACE' CHART ABOVE

* PER CALIFORNIA BUILDING CODE 2016, SECTION 1004

* FLOOR AREA IN SQUARE FEET PER OCCUPANT

OCCUPANCY LOAD ANALYSIS:

5,840 SF

AREALOCATION

MAXIMUM FLOOR AREA ALLOWANCES PER OCCUPANT

2

LOAD

PER EXIT

ACCESS

5

EXITS

PROVIDED

FROM REMOTE POINT 1 TO EXIT DOOR 1
FROM REMOTE POINT 1 TO EXIT DOOR 2
FROM REMOTE POINT 1 TO EXIT DOOR 3
FROM REMOTE POINT 2 TO EXIT DOOR 4
FROM REMOTE POINT 1 TO EXIT DOOR 5

EXIT TRAVEL DISTANCE CALCULATIONS:

UPPER LEVEL

MAXIMUM TRAVEL DISTANCE FOR SPRINKLERED BUILDINGS = 300'-0"

PER CALIFORNIA BUILDING CODE 2016, TABLE 1017.2

50'-9" < 300'-0"
51'-5" < 300'-0"
65'-7" < 300'-0"
64'-0" < 300'-0"
51'-9" < 300'-0"

1:100

1

1

OFFICE / BUSINESS
STORAGE AREAS / MECHANICAL EQUIPMENT ROOM

B
E

TYPE FUNCTION OF FLOOR SPACE

202 - UPPER FLOOR
207 - CLOSET

B
E

LOAD

TYPE*

OCCUPANCY LOAD BREAKDOWN:

5,779 SF
61 SF

AREAROOM

MAXIMUM FLOOR AREA ALLOWANCES PER OCCUPANT

* REFER TO PLAN LEGEND CHART ABOVE FOR LOAD TYPE DESCRIPTIONS
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A0.6B

1

3
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1

2

" = 1'-0"

NEW MEN'S RESTROOM (139) AT DETACHED SUITE (LOWER FLOOR) SCALE:  

1

2

" = 1'-0"

2

NEW WOMEN'S RESTROOM (138) AT DETACHED SUITE (LOWER FLOOR) SCALE:  

1

2

" = 1'-0"

NEW RESTROOMS (110 & 112) AT LOWER FLOOR
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HEIGHT

001 4' - 11" T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM -D-1 AS-STL

EXISTING EXTERIOR DOOR SCHEDULE

TYPE
SIZE

WIDTH
MATL FINISH GLAZING

HW
TYPE

THK

DOOR

MATL FINISH

FRAME

DETAIL

HEAD JAMB SILL
HW SET NOTES

#
D

LOWER LEVEL

9' - 5 3 4" - --
002

-

FIRE
RATING

003
004
005
006
007
008
009
010
011
012

018
019
020

GLS,T T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -

5' - 10" GLS,T T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -
GLS,T T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -

GLS,T T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -D-1

D-1
D-1

D-1
4' - 11" 9' - 5 3 4"

GLS,T

9' - 5 3 4"

5' - 10" 9' - 5 3 4"
GLS,T T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -D-1 5' - 10" 9' - 5 3 4"

5' - 10" 9' - 5 3 4"

3' - 0" HM - - SOLID SWING DOORPG AS-STL7' - 0" 1 12" 1 12"1 3 4" ALUM - -
3' - 0" HM - - SOLID SWING DOORPG AS-STL7' - 0" 1 12" 1 12"1 3 4" ALUM - -
3' - 0" HM - - SOLID SWING DOORPG AS-STL7' - 0" 1 12" 1 12"1 3 4" ALUM - -
3' - 0" HM - - SOLID SWING DOORPG AS-STL7' - 0" 1 12" 1 12"1 3 4" ALUM - -
6' - 0" ALUM -- AS-STL7' - 0" -

GLS,T T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -
5' - 9 3 4" GLS,T T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -

GLS,T T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -D-1

D-1
D-1

D-2
D-2
D-2
D-2

HM -PG 1 12" 1 12" SOLID SWING DOUBLE DOORS

UPPER LEVEL

1 3 4"D-3

9' - 0"
5' - 9 3 4" 9' - 0"
5' - 9 3 4" 9' - 0"

FINISH FLOOR LINE

TYPE [ D-1 ]

GLASS PANEL

THRESHOLD

TYPE [ D-2]

ALUM. CASING

STEEL PULLS

SEE SCHEDULE

S
E

E
 S

C
H

E
D

U
LE

SEE SCHEDULE

S
E

E
 S

C
H

E
D

U
LE

SOLID
PANEL

ALUMINUM
FRAME

NOTES

1. ALL EXISTING STOREFRONT DOORS & FRAMES TO BE REMOVED & REPLACED

TYPE [ D-3]

SEE SCHEDULE

S
E

E
 S

C
H

E
D

U
LE

SOLID
PANEL

ALUMINUM
FRAME

ALUMINUM
GLASS
HALLOW METAL
PAINT GRADE
STEEL
STAINLESS STEEL
VENEER
WOOD

DOOR LEGEND
FINISH ABBREVIATION

ALUM
GLS
HM
PG
STL
S-STL
VR
WD

GLAZING ABBREVIATION

DUAL GLAZING
TEMPERED

DG
T

HARWARE TYPE

LEVER HANDLE - LOCKSET
LEVER HANDLE - PRIVACY
LEVER HANDLE - PASSAGE
NON-LATCHING POCKET DOOR
PULL WITH STOPS & H/C
COMPLIANT HARDWARE

A
B
C
D

GLS,T T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -5' - 10" 9' - 5 3 4"D-1

21
4"

21
4"21

4"

013
014
015
016
017

D-3
D-3

5' - 0" ALUM -- AS-STL7' - 0" -HM -PG 1 12" 1 12" SOLID SWING DOUBLE DOORS1 3 4"
5' - 0" ALUM -- AS-STL7' - 0" -HM -PG 1 12" 1 12" SOLID SWING DOUBLE DOORS1 3 4"
3' - 0" HM - - SOLID SWING DOORPG AS-STL7' - 0" 1 12" 1 12"1 3 4" ALUM - -
3' - 0" HM - - SOLID SWING DOORPG AS-STL7' - 0" 1 12" 1 12"1 3 4" ALUM - -D-2

D-2

D-3 9' - 0" ALUM -- AS-STL7' - 0" -HM -PG 1 12" 1 12" SOLID SWING DOUBLE DOORS1 3 4"

HEIGHT

40 6' - 0" ALUM --ID-2 AS-STL

EXISTING INTERIOR DOOR SCHEDULE

TYPE
SIZE

WIDTH
MATL FINISH GLAZING

HW
TYPE

THK

DOOR

MATL FINISH

FRAME

DETAIL

HEAD JAMB SILL
HW SET NOTES

LOWER LEVEL

41
-

FIRE
RATING

42 ALUM -- AS-STL -
ALUM -- AS-STL -

FINISH FLOOR LINE

TYPE [ ID-1 ] TYPE [ ID-2]

3'

7'

SOLID
PANEL

ALUMINUM
FRAME

6'

7'

SOLID
PANEL

ALUMINUM
FRAME

ALUMINUM
GLASS
HALLOW METAL
PAINT GRADE
STEEL
STAINLESS STEEL
VENEER
WOOD

DOOR LEGEND
FINISH ABBREVIATION

ALUM
GLS
HM
PG
STL
S-STL
VR
WD

GLAZING ABBREVIATION

DUAL GLAZING
TEMPERED

DG
T

HARWARE TYPE

LEVER HANDLE - LOCKSET
LEVER HANDLE - PRIVACY
LEVER HANDLE - PASSAGE
NON-LATCHING POCKET DOOR
PULL WITH STOPS & H/C
COMPLIANT HARDWARE

A
B
C
D

#
ID

1 3 4"
1 3 4"
1 3 4"

HM PG

HM PG
HM PG

-

-
- 1 12" 1 12"

1 12" 1 12"

1 12" 1 12"
SOLID SWING DOOR
SOLID SWING DOOR

SOLID SWING DOOR
ID-1
ID-1

7' - 0"
3' - 0" 7' - 0"
3' - 0" 7' - 0"

046 ALUM -- AS-STL7' - 0" -HM -PG 1 12" 1 12"1 3 4"D-2 3' - 0" SOLID SWING DOOR

W

A

EXISTING WINDOW SCHEDULE

TYPE
SIZE FRAME

WIDTH HEIGHT MATL FINISH
GLAZING NOTES

ALUMINUM
CLEAR ANODIZED
STEEL
WOOD

WINDOW LEGEND

FINISH ABBREVIATION

ALUM
CL-ANOD
STL
WD

GLAZING ABBREVIATION

DUAL GLAZING
TEMPERED

DG
T

1A
1B / 1C

ALUM ALUM STOREFRONT SYSTEMW-1 6' - 8" -

SCREENS

1D

LOWER LEVEL

-
-
-

ALUM ALUM5' - 10"
ALUM ALUM2' - 10"

1E -ALUM ALUM7' - 11 12"
1F -ALUM ALUM
1G -ALUM ALUM
1H -ALUM ALUM

1I / 1J -ALUM ALUM
1K / 1L -ALUM ALUM
1M / 1N -ALUM ALUM
1O / 1P -ALUM ALUM

2A W-3 -ALUM ALUM11"

STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM

W-1
W-1
W-1
W-1
W-1
W-1
W-1
W-1
W-1
W-1

STOREFRONT SYSTEM
UPPER LEVEL

8' - 10 14"

1Q / 1R
1S / 1T
1U / 1V
1W / 1X
1Y - 1BB

1CC / 1DDD
1EE / 1FF
1GG / 1HH

1II / 1JJ
1KK / 1LL

1MM / 1NN
1OO

W-1
W-1
W-1
W-1
W-1
W-1
W-1
W-1
W-1
W-1
W-1
W-1

8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"
8' - 10 14"

-
-

ALUM ALUM
ALUM ALUM

-ALUM ALUM
-ALUM ALUM
-ALUM ALUM
-ALUM ALUM

ALUM ALUM -
-ALUM ALUM
-ALUM ALUM
-ALUM ALUM
-ALUM ALUM
-ALUM ALUM

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM
STOREFRONT SYSTEM

5' - 10"
7' - 11 12"
2' - 10"
5' - 10"
6' - 8"

5' - 10"
7' - 11 12"
2' - 10"

7' - 11 12"
5' - 10"
6' - 8"

7' - 11 12"
6' - 8"

5' - 10"
7' - 11 12"

7' - 11 12"
2' - 10"

5' - 10"
6' - 8"

FINISH FLOOR LINE

TYPE [ W-1 ]

TEMPERED
GLASS

PANELS

CONCRETE
COVE BASE

ALUMINUM
MULLIONS

71
2"

ALUMINUM FRAME

ALUMINUM FRAME

FIXED

TYPE [ W-2 ]

FIXED

FIXED

8'
-1

01
4"

SEE SCHEDULE

21
4"

21
4"

21
4"21

4"

71
2"

8'
-4

1 2"

21
4"

21
4"

5'
-6

3
4"

21
4"

14
'-1

1 2"

SEE SCHEDULE

2B - 2M -ALUM ALUM STOREFRONT SYSTEMW-2 5' - 9 3 4" 14' - 1 12"
14' - 1 12"

2N / 2O W-3 -ALUM ALUM11" STOREFRONT SYSTEM14' - 1 12"
2P - 2AA -ALUM ALUM STOREFRONT SYSTEMW-2 14' - 1 12"

2BB / 2CC W-3 -ALUM ALUM11" STOREFRONT SYSTEM14' - 1 12"
5' - 9 3 4"

2DD - 2PP -ALUM ALUM STOREFRONT SYSTEMW-2 14' - 1 12"
2QQ / 2RR W-3 -ALUM ALUM11" STOREFRONT SYSTEM14' - 1 12"

5' - 9 3 4"

2SS - 2DDD -ALUM ALUM STOREFRONT SYSTEMW-2 14' - 1 12"
2EEE W-3 -ALUM ALUM11" STOREFRONT SYSTEM14' - 1 12"

5' - 9 3 4"

-
-
-
-
-
-
-
-
-

NOTES

1. ALL EXISTING STOREFRONT WINDOWS & FRAMES TO BE REMOVED & REPLACED

FIXED

TYPE [ W-3 ]

(CORNER
COLUMN)

71
2"

14
'-1

1 2"

21
4"

21
4"

11"

2'-1"
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1AS-BUILT WINDOW SCHEDULE2AS-BUILT DOOR SCHEDULE



HEIGHT

001 4' - 11" DG,T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM -D-1 AS-STL

PROPOSED EXTERIOR DOOR SCHEDULE

TYPE
SIZE

WIDTH
MATL FINISH GLAZING

HW
TYPE

THK

DOOR

MATL FINISH

FRAME

DETAIL

HEAD JAMB SILL
HW SET NOTES

#
D

LOWER LEVEL

9' - 5 3 4" - --
002

-

FIRE
RATING

003
004
005
006
007

018
019
020

GLS,T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -

5' - 10" GLS,T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -

GLS,T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -D-1

D-1

D-1
4' - 11" 9' - 5 3 4"

GLS,T

9' - 5 3 4"

5' - 10" 9' - 5 3 4"
D-5

GLS,T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -
5' - 9 3 4" GLS,T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -

GLS,T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -D-1

D-1
D-1

UPPER LEVEL

9' - 0"
5' - 9 3 4" 9' - 0"
5' - 9 3 4" 9' - 0"

FINISH FLOOR LINE

TYPE [ D-1 ]

GLASS PANEL

THRESHOLD

TYPE [ D-2]

ALUM. CASING

STEEL PULLS

SEE SCHEDULE

S
E

E
 S

C
H

E
D

U
LE

SEE SCHEDULE

S
E

E
 S

C
H

E
D

U
LE

SOLID
PANEL

ALUMINUM
FRAME

TYPE [ D-3]

SEE SCHEDULE

S
E

E
 S

C
H

E
D

U
LE

SOLID
PANEL

ALUMINUM
FRAME

ALUMINUM
GLASS
HALLOW METAL
PAINT GRADE
STEEL
STAINLESS STEEL
VENEER
WOOD

DOOR LEGEND
FINISH ABBREVIATION

ALUM
GLS
HM
PG
STL
S-STL
VR
WD

GLAZING ABBREVIATION

DUAL GLAZING
TEMPERED

DG
T

HARWARE TYPE

LEVER HANDLE - LOCKSET
LEVER HANDLE - PRIVACY
LEVER HANDLE - PASSAGE
NON-LATCHING POCKET DOOR
PULL WITH STOPS & H/C
COMPLIANT HARDWARE

A
B
C
D

GLS,T ALUM - TEMPERED GLASS STOREFRONT DOORSALUM - AS-STL- -- -2' - 11" 9' - 5 3 4"D-4

NOTES

1. ALL STOREFRONT DOORS & FRAMES TO MEET CALIFORNIA TITLE 24 REQUIREMENTS

2. ALL EXTERIOR DOORS TO BE SELF-CLOSING & RODENT PROOF. PROVIDE CLOSER, DOOR SEALS & THRESHOLDS, WHERE NECESSARY

3. CONTRACTOR TO VERIFY OPENINGS PRIOR TO ORDERING/INSTALLING DOORS

D-6

SEE SCHEDULE

S
E

E
 S

C
H

E
D

U
LE

TYPE [ D-4]

DG,T
DG,T

DG,T

DG,T

DG,T
DG,T
DG,T

21
4"

21
4"21

4"

21
4"

21
4"21

4"

GLASS PANEL

THRESHOLD

ALUM. CASING

STEEL PULLS

HEIGHT

4

6' - 0"ID-1

PROPOSED INTERIOR DOOR SCHEDULE

TYPE
SIZE

WIDTH
MATL FINISH GLAZING

HW
TYPE

THK

DOOR

MATL FINISH

FRAME

DETAIL

HEAD JAMB SILL
HW SET NOTES

LOWER LEVEL

5

FIRE
RATING

6
7
8
9

10
11
12
13
14
15

44

46

ALUM -- S-STL -

ALUM -- S-STL -

HM - - SOLID POCKET DOORPG DS-STL1 12" 1 12"1 3 4" ALUM - -
HM - - SOLID SWING DOORPG S-STL1 12" 1 12"1 3 4" ALUM - -
HM - - SOLID SWING DOORPG S-STL1 12" 1 12"1 3 4" ALUM - -
HM - - SOLID SWING DOORPG S-STL1 12" 1 12"1 3 4" ALUM - -

ALUM -- S-STL -

GLS,T ALUM - TEMPERED GLASS DOORSALUM - AS-STL- -- -
ALUM -- S-STL -ID-2

NOT IN USE
ID-1

HM -PG 1 12" 1 12"

UPPER LEVEL

1 3 4"

9' - 0"

ALUMINUM
GLASS
HALLOW METAL
PAINT GRADE
STEEL
STAINLESS STEEL
VENEER
WOOD

DOOR LEGEND
FINISH ABBREVIATION

ALUM
GLS
HM
PG
STL
S-STL
VR
WD

GLAZING ABBREVIATION

DUAL GLAZING
TEMPERED

DG
T

HARWARE TYPE

LEVER HANDLE - LOCKSET
LEVER HANDLE - PRIVACY
LEVER HANDLE - PASSAGE
NON-LATCHING POCKET DOOR
PULL WITH STOPS & H/C
COMPLIANT HARDWARE

A
B
C
D

ALUM -- S-STL -

NOTES

1. CONTRACTOR TO VERIFY OPENINGS PRIOR TO ORDERING/INSTALLING DOORS

2. INTERIOR TEMPERED GLASS DOORS TO MATCH STOREFRONT SYSTEM

3. SINGLE-OCCUPANCY TOILET ROOM DOORS TO HAVE PRIVACY LATCHES

DG,T

#
ID

1 3 4"
1 3 4"
1 3 4"
1 3 4"
1 3 4" HM PG

HM PG
HM PG
HM PG
HM PG

-
-
-
-
-

ALUM

ALUM

--

-- 1 12" 1 12"
1 12" 1 12"

1 12" 1 12"
1 12" 1 12"

1 12" 1 12"
S-STL

S-STL

-

-

SOLID SWING DOOR
SOLID SWING DOOR
SOLID SWING DOOR
SOLID SWING DOOR

SOLID SWING DOOR

SOLID SWING DOOR

16

ALUM -- S-STL

17

-

18
19
20
21
22
23
24
25
26
27

ALUM -- S-STL -

ALUM -- DS-STL -

ALUM -- S-STL -

HM - - SOLID SWING DOORPG S-STL1 12" 1 12"1 3 4" ALUM - -
HM - - SOLID SWING DOORPG S-STL1 12" 1 12"1 3 4" ALUM - -
HM - - SOLID SWING DOORPG S-STL1 12" 1 12"1 3 4" ALUM - -

ALUM -- S-STL -HM -PG 1 12" 1 12"1 3 4"

ALUM -- S-STL -1 3 4"
1 3 4"
1 3 4"
1 3 4"
1 3 4"
1 3 4"
1 3 4"

HM PG
HM PG
HM PG
HM PG
HM PG

HM PG
HM PG

-
-
-
-
-

-
-

ALUM

ALUM

--

-- 1 12" 1 12"
1 12" 1 12"

1 12" 1 12"
1 12" 1 12"

1 12" 1 12"
1 12" 1 12"

1 12" 1 12"

S-STL

S-STL

-

-

SOLID SWING DOOR

SOLID SWING DOOR
SOLID SWING DOOR

SOLID SWING DOOR
SOLID SWING DOOR

SOLID SWING DOOR

SOLID SWING DOOR

28
29
30
31
32
33
34
35
36
37
38
39

9' - 5 3 4" DG,T ALUM - TEMPERED GLASS DOORSALUM - AS-STL- -- -
GLS,T ALUM - TEMPERED GLASS DOORSALUM - AS-STL- -- -
GLS,T

DG,T6' - 0"ID-1 9' - 5 3 4"
3
2
1

ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-3 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"

ID-3 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"

SOLID POCKET DOOR
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"

ID-2 4' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-2 3' - 0" 7' - 0"
ID-4 5' - 4" 7' - 0"

ALUM -- S-STL -HM -PG 1 12" 1 12"1 3 4" SOLID SWING DOOR
ALUM -- S-STL -HM -PG 1 12" 1 12"1 3 4" SOLID SWING DOOR
ALUM -- S-STL -HM -PG 1 12" 1 12"1 3 4" SOLID SWING DOOR
ALUM -- S-STL -HM -PG 1 12" 1 12"1 3 4" SOLID SWING DOOR
ALUM -- S-STL -HM -PG 1 12" 1 12"1 3 4" SOLID SWING DOOR
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NOTES

1. ALL STOREFRONT WINDOWS & FRAMES TO MEET CALIFORNIA TITLE 24 REQUIREMENTS

2. CONTRACTOR TO VERIFY OPENINGS PRIOR TO ORDERING/INSTALLING WINDOWS

3. INTERIOR WINDOWS TO MATCH STOREFRONT SYSTEM
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4B W-1
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-ALUM ALUM STOREFRONT SYSTEMDG,T14' - 1 12"5' - 1 12"

6' - 0" 5' - 6 3 4"

5' - 0"
4D NOT IN USE

5' - 8 12"

ALUMINUM
STOREFRONT
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DOOR BY MANUF.

21
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4"SEE SCHEDULE

1 4"

DOOR
(SEE DOOR
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ALUMINUM
THRESHOLD IN
BRONZE COLOR FINISH

FULL SEALANT BED

CAULK - CONT. (TYP.),
BOTH SIDES

DOUBLE STUD
AT JAMBS

2"

1 2"
1 2"

WALL

DOOR
(SEE DOOR SCHEDULE)

STANDARD HOLLOW
METAL FRAME

1. ALL DOORS SHALL BE 1 3 4" THICK, UNLESS NOTED OTHERWISE.

2. ALL DOORS SHALL BE TRIMMED AT THRESHOLD TO PROVIDE 12" MINIMUM CLEARANCE
ABOVE FLOOR FINISH MATERIAL TO PERMIT FULL DOOR SWING.

3. CONTRACTOR SHALL VERIFY ACTUAL HEIGHT REQUIRED FOR DOOR FRAME SYSTEM.

4. PROVIDE DOOR AND FRAME ASSEMBLY WITH APPROPRIATE LABELS FOR USE IN WALLS
WITH REQUIRED FIRE RATING AS NOTED ON SCHEDULE.

5. DIMENSIONS FOR UNDERCUT DOORS, IF ANY, SHALL BE MEASURED FROM TOP OF FINISH
FLOORING MATERIAL.

6. DOOR IN THE FULLY OPEN POSITION SHALL NOT REDUCE THE REQUIRED EXIT WIDTH BY
MORE THAN 4 INCHES.

7. EXIT DOORWAYS SHALL BE NO LESS THAN 36" WIDTH AND NO LESS THAN 6'-8" IN HEIGHT.
PROJECTIONS, INCLUDING PANIC HARDWARE, SHALL NOT REDUCE THE OPENING TO LESS
THAN 32" CLEAR WIDTH.

8. HANDLES, PULLS, LATCHES, LOCKS, AND OTHER OPERABLE PARTS ON DOORS AND
GATES THAT ARE IN A PATH OF TRAVEL SHALL BE OPERABLE WITH ONE HAND AND SHALL
NOT REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST. OPERABLE
PARTS OF SUCH HARDWARE SHALL BE 34" MINIMUM AND 44" MAXIMUM ABOVE THE FINISH
FLOOR OR GROUND.

9. HAND-ACTIVATED DOOR OPENING HARDWARE SHALL BE CENTERED BETWEEN 34" AND
44" ABOVE THE FLOOR.

10. THERE SHALL BE A LEVEL AND CLEAR FLOOR OR LANDING ON EACH SIDE OF A DOOR. THE
LEVEL AREA SHALL HAVE A LENGTH IN THE DIRECTION OF DOOR SWING OF AT LEAST 60"
AND THE LENGTH OPPOSITE THE DIRECTION OF THE DOOR SWING OF 48" AS MEASURED
AT RIGHT ANGLES TO THE PLANE OF THE DOOR IN THE CLOSED POSITION. THE FLOOR OR
LANDING SHALL BE LESS THAN OR EQUAL TO 12" LOWER THAN THE THRESHOLD.

11. THE WIDTH OF THE LEVEL AREA ON THE SIDE TO WHICH THE DOOR SWINGS SHALL
EXTEND A MINIMUM OF 18" PAST THE STRIKE EDGE FOR INTERIOR DOORS.

12. MAXIMUM EFFORT TO OPERATE DOORS SHALL NOT EXCEED 5 POUNDS FOR EXTERIOR
DOORS, 5 POUNDS FOR INTERIOR DOORS, AND 15 POUNDS FOR FIRE-RATED DOORS.
SUCH PULL OR PUSH EFFORT BEING APPLIED AT RIGHT ANGLES TO HINGED DOORS AND
AT THE CENTER OF PLANE OF SLIDING OR FOLDING DOORS.

13. SWINGING DOOR AND GATE SURFACES WITHIN 10 INCHES OF THE FINISH FLOOR OR
GROUND MEASURED VERTICALLY SHALL HAVE A CMOOTH SURFACE ON THE PUSH SIDE
EXTENDING THE FULL WIDTH OF THE DOOR OR GATE. PARTS CREATING HORIZONTAL OR
VERTICAL JOINTS IN THESE SURFACES SHALL BE WITHIN 116 INCH OF THE SAME PLANE AS
THE OTHER AND BE FREE OF SHARP OR ABRASIVE EDGES. CAVITIES CREATED BY ADDED
KICK PLATES SHALL BE CAPPED. EXCEPTIONS:

13.1. SLIDING DOORS
13.2. TEMPERED GLASS DOORS WITHOUT STILES AND HAVING A BOTTOM RAIL OR SHOE

WITH THE TOP LEADING EDGE TAPERED AT 60 DEGREES MINIMUM FROM THE
HORIZONTAL

13.3. DOORS AND GATES THAT DO NOT EXTEND TO WITHIN 10 INCHES OF THE FINISH
FLOOR OR GROUND

14. ALL EXIT DOOR MUST OPEN FROM THE INSIDE WITHOUT THE USE OF A KEY, SPECIAL
KNOWLEDGE OR EFFORT.

15. THE MAXIMUM FORCE TO OPERATE ANY DOOR SHALL NOT EXCEED 5 LBS.

16. ALL EXTERIOR DOORS ARE TO BE TIGHT-FITTING, SELF-CLOSING, AND RODENT-PROOF.
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CEILING / LIGHTING FINISH & FIXTURE SCHEDULE

TYPE

A

SYMBOL MANUFACTURER MODEL NO.

- -

DESCRIPTION

EXHAUST FAN

MOUNTING HEIGHT SIZE

- -

LOCATION NOTES

RESTROOM -

WATTS

-

NOTES

1. ALL LIGHTING TEMPERATURE TO BE 3000K, UNLESS OTHERWISE NOTED

B USAI LIGHTING BLSD5 BEVELED BLOCK DOWNLIGHT SEE CEILING PLAN 5 316" x 6 11
16" WAITING ROOMS24W LED

C

E
D

G
F

USAI LIGHTING BLSD5 PENDANT
SURFACE-MOUNTED DOWNLIGHT WITH CONDUIT CUT-OUT CANOPY

BEVELED BLOCK DOWNLIGHT SEE CEILING PLAN 5 316" x 6 11
16" BENEATH MEZZANINE SURFACE-MOUNTED PENDANT WITH CONDUIT CUT-OUT CANOPY

ELEMENT BY TECH LIGHTING 3" LED ENTRA ADJUSTABLE DOWNLIGHT SEE CEILING PLAN 3" SQUARE OFFICES | RESTROOMS RECESSED IN CEILING PANELS OR DRYWALL WITH SQUARE TRIM12W
ELEMENT BY TECH LIGHTING MERGE 1.5 FLUSH-MOUNT LINEAR LED SEE CEILING PLAN 48" x 4" x 4" 28W (7W/ft.) CLOSETS SURFACE-MOUNTED LINEAR LED
(EXISTING) - SURFACE-MOUNT DOWNLIGHT 27'-8" AFF - -

24W LED

UPPER FLOOR SURFACE-MOUNTED ROUND DOWNLIGHT
(EXISTING) - SURFACE-MOUNT HALOGEN 27'-8" AFF - - UPPER FLOOR SURFACE-MOUNTED ROUND HALOGEN DOWNLIGHT

ROOM NUMBER - ROOM NAME
CEILING MATERIAL/FINISH

CEILING HEIGHT

CEILING KEY

D

FIXTURE SYMBOL FIXTURE TYPE

LIGHTING FIXTURE KEY

1. REFER TO ELECTRICAL AND MECHANICAL DRAWINGS FOR ADDITIONAL INFORMATION.
2. ALL ELEVATIONS SHOWN ARE FROM TOP OF FINISH FLOOR TO THE BOTTOM OF

CEILING/FIXTURE SPECIFIED, U.O.N.
3. VERIFY IN FIELD ALL EQUIPMENT ABOVE CEILING THAT REQUIRES ACCESS AND

COORDINATE LOCATION OF ALL ACCESS PANELS WITH ARCHITECT PRIOR TO INSTALLATION.
4. LIGHTING FIXTURES IN CEILING TO BE CENTERED, U.O.N.
5. REFER TO FINISH SCHEDULE FOR CEILING FINISHES.

CEILING/LIGHTING PLAN NOTES

H NOT IN USE - - - - - - -
-J - - RECESSED LED STRIP LIGHT 3'-0" AFF - WAITING ROOMS RECESSED INTO TOP OF LOW-WALL CAP

K K LUMEGEN LG-PL50W-24DUS-50K-V2 10'-0" AFF 24x48" - BACK ROOMS CEILING PANEL LED ON T-BARFLAT PANEL LED

CEILING

LIGHTING

-

- SEE FINISH PLAN

-

-

GYPSUM BOARD

ACOUSTIC CEILING TILES 10'-0" AFF

10'-0" AFF -

-

-

-

RESTROOMS AT SUITES

BACK ROOMS

-

15
16" PRELUDE T-BAR

- - PLASTER - - - EXTERIOR HALLWAY AT SUITES -
SEE FINISH PLAN
SEE FINISH PLAN
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FINISH SCHEDULE

DESCRIPTION

B1
B2

CODE MANUFACTURER

BASE

CL1
CL2

CEILING

MATERIAL COLOR SIZE LOCATION NOTESFINISH

CL3

PAINT

PT1
PT2

TILE

T1
T2

T4
WOOD

WD1

NOTES

1. PROVIDE SAMPLES FOR OWNER APPROVAL, WHERE NECESSARY

2. ALL INTERIOR LEVELS TO FINISH FLUSH WITH EACH OTHER, UNLESS NOTED OTHERWISE

3. WALL & CEILING MATERIALS SHALL NOT EXCEED THE FLAME SPREAD CLASSIFICATION IN CBC TABLE 803.5

B3

SF1
SF2
SF3

B4

WOOD VENEER WALNUT- WOOD VENEER - STAIRWELL ROOMS -

SPECIAL FINISH

WD3

CONCRETE

SC1
SC2

FRP

FRP1
FRP2

GLAZING

GL1
GL2

METAL

MT1
MT2

DOOR & WINDOW FRAMES MEDIUM BRONZE- ALUMINUM 2" - -

GLASS CLEAR- TEMPERED -1
2" STAIRWELL ROOMS -

PAINT NAVAJO WHITE - OC95BENJAMIN MOORE - LOW GLOSS ENAMEL- THROUGHOUT

COUNTERTOP BLACK- STONE - WAITING ROOMS -

-
-- -- - - -

-

-
-
-

REGISTERS MEDIUM BRONZE- ALUMINUM POWDER COATED- SEE MECHANICAL PLANS -

WALL TILE DAL TILE - POLISHED RESTROOMS TO 48" ABOVE FINISH FLOOR12" x 24"
FLOOR TILE -DAL TILE - HONED RESTROOMS -

SCHLUTER PROFILE STAINLESS STEELSCHLUTER SYSTEMS STAINLESS STEEL - RESTROOMS/JANITOR'S END TRIM OF TILE/FRP-

ALUMINUM BASE MEDIUM BRONZE- ALUMINUM POWDER COATED - -7 12"

COVE BASE
WALNUT

SCHLUTER SYSTEMS
WOOD VENEER 1

2" x 7 12" -

POWDER COATED

WOOD BASE -
STAINLESS STEELSTAINLESS STEEL - RESTROOMS- -

SEE PLAN FOR LOCATIONSTHROUGHOUT

-
12" x 24"

PAINT -BENJAMIN MOORE - -- - -

MT3 ELEVATOR DOOR MEDIUM BRONZE- ALUMINUM POWDER COATED- - WITH ETCHED PATTERN

MEZZANINE FLOOR/STAIR TREADSWALNUTLUXURY VINYLWOOD VENEER FLOORING -WD2

ACOUSTICAL CEILING TILE WHITEARMSTRONG MINERAL FIBER - MEDICAL ROOMS24" x 24" x 5 8"

QUARRY COVE BASE TILE DALTILE -- 6" x 6" x 12" JANITOR'S CLOSET- -

FRP PANELS -MARLITE FIBERGLASS PLASTIC 48" x 120" - JANITOR'S CLOSET TO 48" ABOVE FINISH FLOOR

B5 VINYL BASE - VINYL WALNUT 6" -

GYPSUM BOARD - -- 5
8" - RESTROOMS PAINT SAME AS WALLS

FLOOR TILE - WHITE- -- THROUGHOUT

FROSTED GLASS - TEMPERED - FROSTED1
2" JANITOR'S CLOSETS -

15
16" PRELUDE T-BAR

THROUGHOUT SEE PLAN FOR LOCATIONS

T3 FLOOR TILE - WHITE- -- UPPER STAIR ROOM WHITE TO MATCH EXISTING TERRAZZO BANDS
SEE PLAN FOR LOCATIONS

SEE PLAN FOR LOCATIONS
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