D. MATERALS
L TLE TYPES AS SCHEDULED ON THE DRANNGS.
2  SETTNG MATERALS:

2 THNSET MORTAR: LATEX-PORTLAND CEMENT N ACCORDANCE
WTH ANSl AlB4; 100 % ACRYLIC LATEX ADDITIVE AT ALL
LOCATIONS. "KERABOND' WITH "NIVERSAL KERALASTIC' BY MAPH
CORP, DEERFELD. FL (600/462-2134), OR "2 CRETE FALLER
PONWDER' WTH 4237 LATEX THN-SET ADDITIVE BY LATICRETE
NTERNATIONAL, BETHANY CT (800/243-4188); PROPORTIONS AS
RECOMMENDED BY THE MANUFACTURER; OR APFPROVED.

22 RAPID-SET THN BED MORTAR: LATEX MODIFED; MNMWM 400 P4
26 DAY SHEAR STRENGTH TO PORCELAN (MPERVIOUS) TILES;
'GRAN/RAFPID' WTH "KER 38" FLEXBLE ADMXTURE' BY MAPH
CORP; OR "2 CRETE ALLER POWDER' WTH "4237 LATEX THN-SET
MORTAR ADDITIVE' AND 0l RAPID SET LATEX{PROPORTIONS AS
RECOMMENDED BY THE MANUFACTURER FOR THE SETTING TME
REQURED)!' BY LATICRETE INTERNATIONAL, INC.

23 ORGANC ADHESIVES: ANS AZ6), TYFE || PROVIDE
PRIMER/SEALER AS RECOMMENDED BY THE ADHESIVE
MANUFACTURER.

3l 45 RAVEN"- SPECTRALOCK BPOXY GROUT OR 20006 (INDUSTRIAL
GROUT) BY LATICRETE INTERNATIONAL.

32 FAST SETTING GROUT: 'FLOOR JONT AND GROUT ALLER' WTH
310 LATEX MORTAR ADMXTURE' AND 'l RAPID SET LATEX!, BY
LATICRETE INTERNATIONAL, INC. (PROPORTIONS AS
RECOMMENDED BY THE MANUFACTURER FOR THE SETTING TME
REQURED); SANDED, EXCEPT UNSANDED AT JONTS SCHEDULED
AT N6 NCH NDE.

4. METAL SCREED: AS MANUFACTURED BY SCHLUTER SYSTEMS, INC.
(800/225-6402); CLEAR ANODIZED ALUMNM TILE EDENG TRM; SIZES AS
REQURED FOR INSTALLATION OF TOP OF SCREED HUsH WTH TOP OF TLE,
OR AS OTHERWEE DETAILLED.

5  CRACKISOLATION MEMBRANE ONE OF THE FOLLOWNG.
5L LATICRETE '"BLLE 92 ANTHRACTURE MEMBRANE.
52 'PRP 35' BY MAPH CORP.

6. RENFORCED WATERPROOF MEMBRANE

6l LATICRETE INTERNATIONAL, INC. "LATICRETE 4235 GENERAL
PURPOSE WATERPROCF MEMBRANE.

62 'NOBLESEAL TS' BY THE NOBLE COMPANY, OR "DAL-SEAL TS!' BY
DAL-TLE CORP; CFE SHEET WTH NON-WOVEN POLYESTER FABRIC
LAMNATED TO BOTH SIDES; NOBLEBOND 2 ADHESIVE BOND COAT.

7. SLOXANE TYPE TLE SEALER:
i CERAMASEAL "MAGIC SEAL" BY BOSTIK/CERAMASEAL (800/523-6530).

12 MRACLE SEALANTS "S-H20" BY MRACLE SEALANTS AND
ABRASIVES COMPANY (800/25090).

& CEMENTITIOUS BACKER BOARD:

&l V2 INCH NOMNAL THCKNESS AGGREGATED PORTLAND CEMENT
PANEL, RENFORCED WTH GLASS FBER MESH; "WONDERBOARD!
BY CUSTOM BULDING PRODUCTS (800/212-87196), "DUROCK
NTERIOR OR EXTERIOR' BY US6, OR GEORGA PACIAC
'DENS-SHELD,' OR APPROVED.

&2 TAPE FOR BACKER BOARD: OFPEN WEAVE GLASS MESH JONT TAFPE,
SELF-ADHESIVE; 2-/2 INCHES WDE.

&3, FASTENERS: AS RECOMMENDED BY THE BACKER BOARD
MANFACTURER; THREAD FORMNG SELF-DRILLING WAFER HEAD
SCRENS; POLYMER COATED OR ZNC PLATED; USG "DUROCK
SCRENS,' ROCK-ON,' OR APPROVED.

E PREPARATION CLEAN SUBSTRATE SURFACES FREE OF GREASE, DIRT, DUST,
ORGANC MPURITIES, CURING AGENTS, AND OTHER MATERIALS THAT WOULD
MPAIR BOND. CLEAN FLOORS WTH 'BLAST-TRACK" INT IF NECESSARY.

F.  SLAB LEVELING (COORDNATE WTH LANDLORD REQUREMENTS)

L PRIOR TO NSTALLATION OF THNSET FLOOR TILE, WHERE LOCAL
RREGUARITIES N THE SUBSTRATE SURFACE WOULD PREVENT LEVH.
INSTALLATION OF THE TILE, THE SUBSTRATE SHALL BE BROUGHT TO PLANE
SURFACE WTH VARIATIONS NOT TO EXCEED I/& NCH N 4 FEET (CUMULATIVE)
AND /4 NCH N |0 FEET (NON-CUMULATIVE). SMOOTH ALL ABRUPT CHANGES
IN PLANE,

2 USE THNSET MORTAR OR OTHER ALLER FOR SLAB LEVEING. OTHER
ALLERS ARE SUBIECT TO ENDORSEMENT BY THE SETTING MORTAR
MANUFACTURER. SUBMT MANUFACTURERS LETTER OF APPROVAL TO THE
ONNER / REPRESENTATIVE, AND THE ONNERS REPRESENTATIVE

3.  SCREED OR ALOAT TO APPROPRIATE THCKNESS AND SPECIFED SURFACE
TOLERANCE. ALLOW TO SET PRIOR TO PROCEEDING NTH NSTALLATION. DO
NOT EXCEED THE MAXMUM THCKNESSES FOR THN BED MORTAR AS
RECOMMENDED BY THE MANUFACTURER

G. CRACK BOLATION:

L INSTALL CRACK I50LATION MEMBRANE ON A UNT PRICE BASIS N
ACCORDANCE WTH THE MANUFACTURER'S NSTRUCTIONS, INLESS
NDICATED OR SPECIFED OTHERNSE.

2 CRACK ISOLATION MEMBRANE MAY BE REGURED AT THE FOLLONNG
LOCATIONS:

2 AT CONTROL AND CONSTRUCTION JONTS IN CONCRETE FLOORS.
22 AT CHANGES IN SUBSTRATE MATERIALS,
23 SHRINKAGE CRACKS 116 INCH OR LARGER IN EXSTING SLABS.
3. EXTEND A MNMUM OF 24 INCHES EACH SIDE OF CRACK OR JONT.
4.  SUBSTRATE EXAMNATION:
4l SUBSTRATES ARE SUBUECT TO EXAMNATION BY THE ONNER AND
THE ONNER / REPRESENTATIVE PRIOR TO INSTALLATION OF TILE
OR SLAB LEVELNG MATERIALS. FURNSH A MNMUM OF T DAYS

NOTICE.

42 THE EXAMNATION WLL DETERMNE THE NEED FOR CRACK
ISOLATION MEMBRANE AT LOCATIONS SCHEDU ED ABOVE

L INSTALL WATERPROCOF MEMBRANE INTO CLAMPING RING OF FLOOR DRAINS.

2 PROTECT NATERFROOF MEMBRANE FROM DAMAGE INTIL AFTER TILLE
INSTALLATION IS COMPLETE.

3.  MEMBRANE LOCATIONS ARE SCHEDU ED AT THE END OF THS SECTION

4. FLOOD TESTNG OF MEMBRANE

ol NWATER TEST NATERPROOF MEMBRANE NSTALLATIONS AT ABOVE
GRADE FLOORS PRIOR TO INSTALLATION OF TILE.

o2 NOTIFY THE OWNER / REPRESENTATIVE A MNMUM OF 12 HOURS
PROR TO TESTING.

o3 VERIFY THAT ELEMENTS NSTALLED BY OTHER TRADES WHCH
PENETRATE THE MEMBRANE ARE SEALED AND READY TO RECHVE
TESTNG.

O4. PLUG DRAINS AND PROVIDE WATER DAMS TO CONTAIN THE NATER

O5. ALL TEST AREA NTH WATER TO A DEPTH OF | NCH AT THE
SHALLOWEST PONT, AND LEAVE FOR A MNMM OF 24 HOURS.

Ob. REPAR LEAKS OBSERVYED FROM TEST; RETEST AS NECESSARY TO
ACHEVE A | EAKFREE INSTALLATION

H WATERPROOF MEMBRANE INSTALLATION:

L INSTALL WATERPROOF MEMBRANES IN STRICT ACCORDANCE WTH

MANUFACTURER'S INSTALLATION INSTRUCTIONS.

2 EXCEPT WHERE NDICATED OTHERWISE, EXTEND WATERPROOF MEMBRANE
UP THE WALL TO 4 INCH MNMUM HEGHT. DO NOT EXPOSE THE
WATERPROOF MEMBRANE TO VIEN

L SCREED INSTALLATION:

L INSTALL SCREEDS AT TLE FELD EDGES AT THE LOCATIONS INDICATED.

2  ACORATELY CQUT TO LENGTH FOR FLUSH TIGHTLY BUTTED JONTS. PROVIDE
MTER CUT ANGLE JONTS. REMOVE BURRS AT AB D CUTS.

3. INSTALL N LONGEST POSSIBLE LENGTHS, EXCEFPT THAT NO SCREED SECTION
SHALL BE LONGER THAN [2 FEET OR SHORTER THAN 4 FEET IN LENGTH FOR
CONTNUOUS RINS GREATER THAN 16 FEET.

4. INSTALL SCREEDS FREE FROM WAVES AND VARIATIONS IN HEGHT, FLUSH
WTH TOP OF ADJACENT TILE SURFACES.

5. SET SCREEDS DIRECTLY IN SETTING BED AS THE TILE INSTALLATION
PROCEEDS. COMPLY WTH SCREED MANUFACTURER / NSTRUCTIONS TO
ACHEVE MORTAR TIGHTLY COMPACTED BETWEN SCREED AND TILE EDGE

6. GRIND SCREED JONTS AS NECESSARY TO CORRECT MNOR MSALIGNMENT
AND TO EASE SHARP QUTSDE CORNERS.

D. CEMENTITIOUS BACKER BOARD INSTALLATION

L INSTALL N ACCORDANCE NTH THE MANUFACTURERS INSTALLATION

INSTRUCTIONS.

2 INSTALL UNTS WTH EDGES FARMLY SUPPORTED.

3. SCREN-ATTACH UNTS WTH | INCH LONG DRYWALL SCRENS SPACED 6
INCHES ON CENTER ALONG FRAMNG.

4. INSTALL FBERGLASS RENFORCING TAPE AT JONTS BETWEEN PANELS.
COMPLETELY BEMBED IN A THN SET MORTAR BED. TROWEL. MORTAR SMOOTH
WTH ADJACENT SURFACES.

5. CEMENT BACKER BOARD SHALL BE USED AT ALL VERTICAL MORTAR-SET
STONE LOCATIONS.

K INSTALLATON OF NTEROR TLE

L INTERIOR FLOOR APPLICATION - THNSET OVER CONCRETE SUBSTRATE OR

CRACK ISOLATION MEMBRANE.

L TCA SYSTEM SMLAR TO FB.

2 INSTALLATION STANDARD: ANSI AIOB5.
3 SETTNG MATERIALS:  THNSET MORTAR; 3/32-NCH MNMUM
THCKNESS.

2 NALL AFPLICATION - GYPSUM BOARD SUBSTRATE

2 TCA SYSTEM SMLAR TO 243, OR N223.

22 INSTALLATION STANDARD: ANSl AlOS5 OR AOB4

23 SETTING MATERIALS: THNSET MORTAR OR ORGANC ADHESIVE

24. JONT PATTERN:

241 LAY OUT TILE PATTERN PRIOR TO COMMENCING TILE
INSTALLATION
242 ACARATELY LOCATE GROUT JONTS ON LINES INDICATED;

WHERE NOT INDICATED, ADST GROUT JONTS INTHN
SPECHAED TOLERANCES TO MNMZE USE OF QUT TLES AT
FELD TLES.

243. WHERE CUT TILES ARE NECESSARY, POSITION FLOOR TILE
SUCH THAT QUT TILE AT EACH EDGE OF EACH RECTILINEAR
FAELD 15 NOT LESS THAN HALF OF A FULL SIZE UNT.

3. HWALL APPLICATION - THNSET OVER CEMENTITIOUS BACKING BOARD
SUBSTRATE

3l TCA SYSTEM SMLAR TO 244,

32 INSTALLATION STANDARD: ANSl AlOB5 OR AOB4

33 SETTING MATERIALS: THNSET MORTAR

34. JONT PATTERN:

34l LAY QUT TILE PATTERN PRIOR TO COMMENCING TILE
NSTALLATION
342 ACARATELY LOCATE GROUT JONTS ON LINES INDICATED;

WHERE NOT INDICATED, ADWST GROUT JONTS INTHN
SPECIAED TOLERANCES TO MNMZE USE OF CUT TLES AT

343. WHERE CUT TILES ARE NECESSARY, POITION FLOOR TILE
SUCH THAT QUT TILE AT EACH EDGE OF EACH RECTILINEAR
FAB D 15 NOT LESS THAN HALF OF A FULL SIZE UNT.
4. JONT PATTERN:
4l LAY OQUT TILE PATTERN PROR TO COMMENCING TILE INSTALLATION,
42, ACCURATELY LOCATE GROUT JONTS ON LINES NDICATED; WHERE
NOT INDCATED, ADIST GROUT JONTS WTHN SPECIRED
TOLERANCES TO MNMZE USE OF QUT TILES AT ABLD EDGES.
43, WHERE CUT TILES ARE NECESSARY, POSITION FLOOR TILE SUCH
THAT CUT TILE AT EACH EDGE OF EACH RECTILINEAR FELD 15 NOT
LESS THAN HALF OF A FULL SIZE UNT.
44. UNLESS OTHERWESE INDICATED, TLE JONTS SHALL BE /8" WDE

5. CLEAN JONTS OF MORTAR TO MNMUM DEPTH OF I/4 INCH TO ALLONW
SUBSEQUENT GROUT INSTALLATION

6.

el

o2

63.

64.

T

L
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14.
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T6.

TOLERANCES:

JONT WDTH VARIATON PLUS OR MNUS 25% OF THE PROPOSED
JONT NDTH

TAPER: PLUS OR MNUS 25% FROM ONE END TO THE OTHER

NO PORTION OF A TLE SURFACE SHALL VARY MORE THAN I/l6 NCH
ABOVE OR BELOW AN ADJACENT TILE SURFACE.

NSTALL TILE FELDS LEVEL TO WTHN TOLERANCE SPECIFED FOR
FNSHED SUBSTRATE

SPECIAL FLOOR TILE NSTALLATION REQUREMENTS:

WASH BACKS OF EACH TILE TO REMOVE ALL DUST AND SO THAT
WOULD COMPROMISE ADHESION,

DAMPEN SUBSTRATE AS NECESSARY TO PREVENT EXCESSIVE
SUCTION. TROWEL. MORTAR ONTO SURFACES TO RECHVE TLE

APPLY MORTAR BOND COAT WTH NOTCHED TROWEL AS REQURED
FOR PROPER LEVEL

SET TILE WTHN TME SPAN RECOMMENDED BY MORTAR
MANUJFACTURER.

BACK BUTTER TLES PRIOR TO SETTNG TO ACHEVE MAXIMM
MORTAR COVERAGE OVER BACK OF TILE AND SUBSTRATE

SET TILES N ACCURATE ALIGNMENT. BEAT IN WTH A WOOD BLOCK,
RUBBER HAMMER, OR THIST AS NECESSARY TO LEVH. TILES.

GROUTING:

MX GROUTS IN ACCORDANCE WTH MANUFACTURER'S INSTRUCTIONS.

GROUT ALL JONTS, EXCEPT EXPANSION JONTS, N ACCORDANCE WTH
THE MANUFACTURER'S RECOMMENDATIONS. FLOAT JONTS TO A
SLIGHTLY CONCAVE PROALE

REMOVE EXCESS GROUT FROM TILE SURFACES N ACCORDANCE NTH
THE GRAUT AND TILE MANUFACTURER'S RECOMMENDATIONS. DO NOT
USE EXCESS AMOUNTS OF WATER

PROTECT ADJACENT SURFACES FROM DAMAGE IF ACID CLEANERS ARE
USED.

DO NOT GROUT JONTS INDICATED TO RECHVE SEALANTS, NCLUDNG
INSIDE RIGHT ANGLE CORNER JOINTS BETWEEN FLOORS AND WALLS OF
COLMN BASES., GROUT JONTS PERPENDICULAR TO EXPANSION JONTS
SHALL BE FNSHED FLUSH WTH TILE EDGES.

CURED GROUT JONTS SHALL BE MADE FREE OF EFFLORESCENCE,
PROR TO SEALING.

CURE NSTALLATION IN ACCORDANCE WTH THE GROUT
MANUFACTURER'S RECOMMENDATIONS. PROTECT TILE AND GROUT
DURING CURING OFPERATIONS,

EXPANSION JONT

PLACE EXPANSION JONTS AS INDICATED ON THE DRANWNGS, BUT N NO
CASE MORE THAN 30-FOOT INTERYALS FOR INTERIOR INSTALLATIONS.

PLACE EXPANSION JOINTS AT CONTROL AND EXPANSION JONTS IN
CONCRETE SLABS, AND AT INTERSECTIONS WTH WALLS AND COLUMNS,

JONT SZES: SET TO MATCH WDTH OF TYFICAL GROUTED JOINT.

LEAVE EXPANSION JONTS FREE OF MORTAR

SEALANT MATERIALS AND INSTALLATION ARE SPECIRED IN SECTION
o1a20.

CLEANNG: WASH AND THOROUGHLY RINSE ALL TLE LEAVE ALL TILE
SURFACES CLEAN

TILE SEALING:

APPLY SEALER IN ACCORDANCE WTH THE MANUFACTURER'S
RECOMMENDATIONS TO ACHEVE MAXIMUM PENETRATION NTO GRAUTS

WFE TILE SURFACES AFTER APFPLICATION AS NECESSARY TO REMOVE
ALL VISBLE SEALER RESIDUE

SPECIAL PROTECTION REGUREMENTS FOR TILE SURFACES:

AREAS SUBECT ONLY TO FOOT TRAFFC: LAY DOWN NON-STAINNG
CURING PAPER LAPFPED AND SEALED AT JONTS AND EDGES WTH
NASHUA BRAND DUCT TAPE. DO NOT USE POLYETHYLENE OR
PRODUCTS CONTAINNG BITUMNOUS MATERIALS.

AREAS SUBECT TO ROLLING TRUCKS, DOLLIES AND OTHER EGUPMENT:
N ADDITION TO THE ABOVE, SUCH AREAS SHALL BE FURTHER
PROTECTED BY CONTINUOUS PLYWOOD OR HARDBOARD RUNNATS.
COORDINATE DESIGNATION OF SUCH AREAS,

SECTION - O350 - ACOUSTICAL CBLINGS

A REERENCES:

L AMERICAN SOCETY FOR TESTING AND MATERIALS (ASTM}

I C635 - METAL SUSFENSION SYSTEMS FOR ACOUSTICAL TILE AND
LAY-N PANEL CHLINGS.

12 C636 - RECOMMENDED PRACTICE FOR THE NSTALLATION OF
METAL CHLING SUSPENSION SYSTEMS FOR ACOUSTICAL TILE
AND LAYAN PANELS.

B. PRODUICTS

L CHLNG TLE PER ANSH LEGEND

2  SUSPENSION SYSTEM:

2 MANJFACTURERS: SUBIECT TO COMPLIANCE NTH PROECT
REQUREMENTS, PROVIDE SUSPENSION SYSTEM FROM ONE OF
THE FOLLONNG:
2l 'PROTECTONE' ALLMNUM CAPPED, BY BPB CH .OTEX
200 ZXA, BY UsG.
22 MATERIALS:
221 GRID: ASTM CE35, NTERMEDIATE DUTY, STEEL EXPOSED T;

NOMNAL | INCH WDTH; STAB-N CONNECTIONS.
222 ACCESSORIES: STABILIZER BARS, CLIPS, AND SPLICES.
223 GRD FNsH WHTE
224 SUPPORT SYSTEM: HOT OR COLD ROLLED STEEL
CHANNELS; GALYANZED HANGER WRE, MNMWM 2 gauge.
225 EDGE MOLDINGS: METAL CHANNEL NTH EXPOSED FLANGE
TO MATCH SUSPENSION STSTEM,

C. NSTALLATION:

L INSTALL STYSTEM N ACCORDANCE WTH ASTM C636 AND THE
REGQUREMENTS OF THE JURISDICTIONAL CODE AUTHORITIES.

2  INSTALL GRID TO PRODUCE ANSHED CHLING TRUE TO LINES AND
LEVELS NDICATED, WTHN THE SPECIFED TOLERANCES.

3. INSTALL SUSPENSION STYSTEMS N A MANNER TO SUPPORT AlLL
SUPERMPOSED LOADS, WTH MAXIMM PERMSSIBLE DEFLECTION OF
VZT10 OF SPAN

4. HANG SYSTEM NDEPENDENT OF WALLS, COLUMNS, DUCTS, FIPES AND
CONDUT. WHERE DUCTS OR OTHER EQUPMENT PREVENT THE
REGULAR SPACING OF HANGERS, PROVIDE SECONDARY CARRYING
MEMBERS FOR INDIRECT SUPPORT OF THE SUSPENSIONS SYSTEM, OR
RENFORCE THE NEAREST ADJACENT HANGERS AND RELATED
CARRYING CHANNELS AS REQURED TO SPAN THE REQURED
DISTANCE.

5. CENTER SYSTEM ON ROOM AXS ACCORDING TO REFLECTED CHLING
PLANS.

L PROVIDE ALL ANCHORS REQURED FOR THE INSTALLATION OF THE
CHLING SYSTEM. DO NOT ANCHOR SYSTEM IN ANY MANNER THAT MGHT
CASE DAMAGE TO THE STRUCTURAL SYSTEM,

2 INSTALL BEDGE MOLDING AT NTERSECTION OF CHLING AND VERTICAL
SURFACES, USING LONGEST PRACTICAL LENGTHS. MTER CORNERS.
PROVIDE EDGE MOLDINGS AT JINCTIONS WTH OTHER INTERRUPTIONS.
FABRICATE EDGE MOLDINGS TO AT THE SURFACES ENCOUNTERED.

3. AT ACOUSTIC LAY-N PANELS IN PLACE, FREE FROM DAMAGED EDGES
OR OTHER DEFECTS DETRIMENTAL TO APFPEARANCE AND FUNCTION. AT
BORDER UNTS NEATLY AGAINST ABUTTING SURFACES. SCRIBE AND
MLL RECESSED TEGULAR EDGE NTO PARTIAL BORDER INTS
SUPPORTED AT EDGE BY WALL MOLDING.

4. HOLD-DOAN CLIPS: INSTALL HOLD-DOWN CLIPS AT PANELS WTHN 20
FEET OF AN EXTERIOR DOOR.

5  TOLERANCES:
= YARIATION FORM FLAT AND LEVEL SURFACE I/& NCH N IO FEET
52 YARIATION FROM PLUMB OF GRID MEMBERS CAUSED BY
ECCENTRIC LOADS: TWO DEGREES MAXMUM
SECTION - 09650 - RESILENT FLOORING
A MATERALS:
L RESLIENT FLOORING:
L TLE (T} AS SCHEDULED ON THE DRAWNGS.

2 LATEX INDERLAYMENT: WHTE PREMX LATEX ALLER, MXED WTH
NATER TO PRODUCE A CEMENTITIOUS PASTE.

3. PRMERS AND ADHESIVES: TYPES AS RECOMMENDED BY RESLENT
FLOORING AND BASE MANUFACTURERS FOR SPECIAC APPLICATION

4. TRANITION STRIPS:
41 COLORS TO BE STANLESS

B RESEERATICROMSTNSTABATRIR ALLER TO FLL LOW SPOTS, CRACKS,
CONSTRUCTION JONTS, HOLES AND OTHER DEFECTS, AND AS REQURED TO
IAD UBSTANVERAZ) FRE T ABARRENHE FEpEA FAOCPRPANCE OPE
OF V&NNBHINES FRIEFACDRERS BEICOTHIIAGTEINGD SURFACE. PROHBIT
TRAFFC OVER ALLER
2 UNLESS NDICATED OTHERWSE, NSTALL RESLIENT FLOORNG WTH
JONTS AND SEAMS PARALLEL TO BULDING LINES.

B ENSHEGHTEAAITH

i

3.  TERMNATE RESLENT FLOORING AT CENTERLINE OF DOOR AT DOOR
OPENNGS WHERE ADJACENT FLOOR FNSH 1S DISSMLAR, AND WHERE
NO THRESHOLD 15 INDICATED.

4. INSTALL EDGE STRIPS AT UNPROTECTED OR EXPOSED EDGES WHERE
FLOORING TERMNATES.

5. SCRIBE FLOORNG TO WALLS, COLUMNS, CABINETS, FLOOR OUTLETS
AND OTHER APPURTENANCES TO PRODUCE TIGHT JONTS.

6. CLEAN SUBSTRATE SPREAD CEMENT EVENLY IN QUANTITY
RECOMMENDED BY MANUFACTURER TO ENSURE ADHESION OVER
ENTIRE AREA OF INSTALLATION. SPREAD ONLY ENOUGH ADHESIVE TO
PERMT INSTALLATION OF FLOORING BEFORE INTIAL SET.

1. SET FLOORNG N PLACE; PRESS WTH HEAYY ROLLER TO ENSURE FULL
ADHESION.

D. SPECAL REQUREMENTS FOR RESILIENT TLE

L OPEN FLOOR TILE CARTONS, ENOUGH TO COVER EACH AREA, AND MX
TLE TO ENSURE SHADE VARIATIONS DO NOT OCCUR WTHN ANY ONE
AREA

2 INSTALL TLES AS NDICATED ON THE DRANNGS.

3. INSTALL WTH MNMW TILE NDTH /2 FULL. SIZE AT ROOM OR AREA
PERMETER, UNLESS NDICATED OTHERWSE.

4.  ARRANGE TO SQUARE GRID PATTERN WTH ALL JOINTS ALIGNED, WTH
PATTERN GRAIN ALTERNATING WTH ADJACENT UNT TO PRODUCE
BASKET WEAVE PATTERN NTH PATTERN GRAIN PARALLEL FOR ALL
UNTS AND PARALLEL. TO THE LENGTH OF THE ROOM,

E  SEAL JONT BETWEEN FLOORING AND ADJACENT MATERIALS AT RESTROOMS,
BATHROOMS, BREAKROOMS, AND OTHER MOIST AREAS WTH CLEAR SILICONE
SEALANT.

F SPECAL PROTECTION REQUREMENTS FOR INTERIOR RESILIENT TILE
SURFACES

L AREAS SUBUIECT ONLY TO FOOT TRAFHC: LAY DONN NON-STANNG
CRING PAPER LAPPED AND SEALED AT JONTS AND EDGES WTH
NASHUA BRAND DUCT TAPE. DO NOT USE POLYETHYLENE OR
PRODUCTS CONTANNG BITUMNOUS MATERIALS.

2 AREAS ABECT TO ROLLING TRUCKS, DOLLIES AND OTHER EQUPMENT:
N ADDITION TO THE ABOVE, SUCH AREAS SHALL BE FURTHER
PROTECTED BY CONTINUOUS PLYWOOD OR HARDBOARD RUNNATS.
COORDINATE DESIGNATION OF SUCH AREAS.

SECTION 0468l - SELF - LEVELING UNDERLAYMENT (F REQD)
A UTRFPLANI

HGH PERFORMANCE, QUCK-SETTING - LEVELING UNDERLAYMENT
CONTACT MAPH

NORTH AMERICAN HEADQUARTERS

44 EAST NEWPORT CENTER DRIVE

DEERFHELD BEACH, FLORIDA 33442

PHONE (d54) 246 8868

FAX: (d54) 246 8600

WANmapelcom

SECTION - 047120 - WALLCOVERINGS

A

MATERALS:

L WALL COVERINGS: AS SCHEDULED ON THE DRANNGS.

2 ADHESIVES: AS RECOMMENDED BY THE WALL COVERNG
MANUFACTURER

3 ALL WALL COVERINGS SHALL HAVE A MAXMM FLAME SPREAD OF 15 OR
LESS WHEN TESTED IN ACCORDANCE WTH ASTM E84. FRE
RETARDANT TREAT AlLL NONCONFORMNG WALL COVERING.
TREATMENT SHALL NOT ALTER THE AFPEARANCE OF THE FABRIC.

PREPARATION:

L REMOVE H ECTRICAL QUTLET AND SINITCH PLATES, MECHANCAL
DIFFUSERS, ESCUTCHEONS, REGISTERS, SURFACE HARDNARE,
ATTINGS, AND FASTENNGS PRIOR TO STARTING WORK; STORE DURNG
AND REPLACE AFTER WORK.

2 AT EXSTNG PANTED SURFACES, EVENLY ROUGHEN WTH A MEDIM
GRIT GARNET PAPER, WASH NTH TSP, WPE CLEAR WATER, ALLOW
TO DRY, AND SIZE WTH WALL COVERING ADHESIVE

INSTALLATION - WALL COVERING ON GTYPSUM WALL BOARD:

L MX AND APPLY ADHESIVES IN STRICT ACCORDANCE WTH THE ADHESIVE
MANUFACTURER'S DIRECTIONS FOR THE TYPE OF MATERIAL BEING
APPLEED.

2  INSTALL WALL COVERNG SECURE, SMOOTH, CLEAN, AND WTHOUT
NRINKLES, GAPS OR OVERLAPS,.

3. EXTEND WALL COVERNG CONTINUOUSLY BEHIND SUCH ITEMS AS
MRRORS, AND OTHER ITEMS WHCH ARE CLOSE TO BUT NOT TOUCHNG
WALLS,

4. INSTALL WALL COVERING WHERE SCHEDULED IN STRICT ACCORDANCE
WTH THE WALL COVERING MANFACTIRERS RECOMMENDATIONS.

5. PROVIDE DOUBLE-CUT SEAMS ON NONMATCH PATTERNS; BUTT SEAMS
ON MATCH PATTERNS.

6. HORIZONTAL SEAMS ARE NOT PERMTTED.

T CORNER SEAMS: MAKE NO SEAMS INTHN 6 INCHES OF AN INSIDE OR
OUTSIDE CORNER, EXCEPT WHERE A COLOR OR PATTERN CHANGE 5
INDCATED. LAP WALL COVERINGS AT INSIDE CORNER SEAMS TO
PREVENT SUBSTRATE SHONW THROUGH.

& FABRICS

el USE FABRIC ROLLS IN CONSECUTIVE NUMERICAL SEQUENCE OF
MANUFACTURE.

&2 PLACE FABRIC SECTIONS CONSECUTIVELY IN EXACT ORDER N
WHCH THEY ARE CUT FROM THE ROLL INCLUDNG FALLING ALL
SPACES ABOVE OR BE.ON NWNDONWS, DOORS, RELIGHTS, OR
SMLAR PENETRATIONS.

&3. TRIM PATTERNED FABRICS WHCH ARE NOT FACTORY PRETRMMED
ON A WORK TABLE WITH A STRAIGHT EDGE AND AN NDUSTRIAL
RAZOR BLADE FOR EXACT PATTERN MATCH.

qa INSTALL WALL COVERING SECURE, SMOOTH AND FREE OF WRINKLES,
GAPS AND OVERLAFPS.

CLEANUP

L REFPLACE ALL REMOVED WALL PLATES AND OTHER ACCESSORIES.

2 REPAR TO LIKE-NEW CONDITION, OR REPLACE AS DIRECTED BY THE
ONNER'S REPRESENTATIVE, ALL SURFACES DAMAGED BY WORK OF THS
SECTION.

EXCESS YARDAGE

L NOTIFY DESIGNATED ONNER'S REPRESENTATIVE AT THE SITE PRIOR TO
REMOVING EXCESS YARDAGE FROM THE 1OB. THE OWNERS
REPRESENTATIVE WLL SH ECT THE MATERALS WHCH ARE TO BE
RETAINED BY THE ONNER

2 CAREAULLY NRAF THE EXCESS YARDAGE SH ECTED TO BE RETANED.
DELIVER TO A LOCATION ON SITE AS DRECTED BY THE ONNER. REMOVE
REMAINDER FROM THE STE AND DISPOSE OF LEGALLY.

SECTION - 041715 - ABERGLASS RENFORCED PLASTIC (FRP) PANEL WALL COVERING

A

B.

SUMMARY: FBERGLASS RENFORCED PLASTIC PANEL (FRP) WALL COVERNG.

REFERENCES: AMERICAN SOCIEETY FOR TESTNG AND MATERIALS (ASTM): EB4
- TEST METHOD FOR SURFACE BURNNG CHARACTERISTICS OF BULDING
MATERALS

DELIVERY, STORAGE AND HANDLING: COMPLY ITH REQUREMENTS OF
SECTION Oe00.

ENVIRONMENTAL CONDITIONS

L MAINTAN A MNMUM TEMPERATURE OF 60 DEGREES F AND RELATIVE
HUMDITY AS PRESCRIBED BY THE ADHESIVE MANUFACTURER, DURING
INSTALLATION, AND UNTIL NSTALLED ADHESIVE IS FULLY CURED.

2 ALLON NO CONTAINERS OF ADHESIVE TO BE OPENED UINTIL ALL
POTENTIAL SOURCES OF FLAME OR SPARK HAVE BEEN SHUT DOWN OR
EXTNGUSHED AND INTIL WARNNGS AGAINST THER IGNTION DURING
ADHESIVE APPLICATION HAVE BEEN POSTED.

3. PROVIDE VENTILATON TO DISPERSE FUMES DURING APPLICATION OF
SOLVENT-BASED ADHESIVE

E

PANEL SYSTEM COMPONENTS:

14.

15.

2

3

3l

32

PANEL MATERAL:

PANEL TYPE FBERGLASS RENFORCED POLYESTER PANELS, WTH
EMBOSSED TEXTURED FACE.

THCKNESS: 3/32 NCH

SZE 48 INCHES X LENGTH REQURED FOR CONDITIONS INDICATED.

FRE RATING: MAXMM 25/450 FLAME SPREAD / SMOKE
DEVELOFPED N ACCORDANCE NTH ASTM E&4.

MANUFACTURER/TYFE SEE FNSH LEGEND
MOLDINGS: MANJFACTURER'S STANDARD PVC CAP, CORNER, AND
DIVISION MOLDINGS; COLOR TO MATCH PANE.S. OMT BOTTOM TRM
WHERE PANEL ABUTS FLASH COVED BASE.
PANEL AND MOLDING INSTALLATION ADHESIVE

MARLITE BRAND C-55 CONSTRUCTION ADHESIVE.

FURNSH ADHESIVE SPREADERS TH 3/b INCH V-NOTCHES, 5/6
INCH APART FOR APPLICATION OF ADHESIVE TO PANELS.

SEALANT: ALEXBLE WATERPROOF SEALANT FOR BEDDING PANEL
EDGES, MARLITE BRAND SLICONE SEALANT MS 25| BY MARLITE, OR
SILICONE SEALANT S255C BY KEMUTE COMPANY.

CONDITION OF SURFACES

SBSTRATE VERFY THAT DRYWALL SUBSTRATE 1S CLEAN, DRY, SOLID,
STRAIGHT, AND FREE FROM PROIECTIONS.

NWHERE CONDITIONS REQURE INSTALLATION OF PANELING PRIOR TO
NSTALLATION OF FLOORING, COORDINATE NTH OTHER TRADES TO
ESTABLISH ACCURATE LOCATION OF TOP OF BASE.

DO NOT START WORK UINTL OTHER NWORK REQURING PENETRATION OF
WALL COVERING HAS BEEN COMPLETED, OR ACCURATELY LOCATED.

COMMENCEMENT OF PLASTIC PANELING WALL COVERING WORK
CONSTITUTES INSTALLERS ACCEPTANCE OF THE SUBSTRATE

CUTTNG AND HATTING

CUT PANELS ACOURATELY TO SIZE WTH PROFPER ALLONANCE FOR
EXPANSON AND MOLDINGS,

SAND OR FLE ALL EDEES SMOOTH WTHOUT CHPPING.

CUT OPENNGS FOR PENETRATIONS N ACCURATE LOCATION WITH
APPROXMATE I/8-INCH CLEARANCE AROUND PENETRATIONS.

INSTALLATION

ESTABLISH CENTERLINE OF EACH DISTNCT FLAT AREA TO BE COVERED.
TRM DIVISON MOLDINGS TO MATE WITH BASE MOLDINGS; INSTALL N
SOLID BED OF ADHESIVE, HTHER ON CENTERLINE, OR OFFSET 24 NCHES
FROM CENTER, AS NECESSARY TO MAXMIZE PANEL WDTHS AT
CORNERS. MOLDING SHALL BE NSTALLED STRAIGHT AND PLUMB.

CUT TOP CAP AND DIVISION OR CORNER MOLDINGS TO SHAFE, WTH
EDGES TRMMED TO AT TO ADJACENT MOLDINGS.

APPLY SEALANT INTO NSTALLED MOLDINGS IN SEQUENCE WTH PANEL
INSTALLATION.

APPLY ADHESIVE TO BACKS OF PANELS N ACCORDANCE WTH THE
MANUFACTURER'S RECOMMENDATIONS.

MAINTAIN LINES AND LEVELS OF PANEL EDGES AND MOLDINGS.

INSTALL PANELS TIGHT TO ALASH-COVED BASE TRM.

ALLON I/6ANCH GAP BETWEEN TOP CAP, CORNER, OR DIVISON MOLDING
POSTS, AND PANEL EDGE; ALL EDGES SHALL BE ARMLY BEDDED TO THE
MOLDINGS IN SEALANT.,

PROMPTLY REMOVE SEALANT SQUEEZE QUT NTH A DAMP CLOTH, AS
NORK PROGRESSES; REMOVE ADHESIVE WTH APPROPRATE SOLVENT.

INSTALL SEALANT BEHND FLANGES AND AT PENETRATIONS THROUGH
PANELING, AND BETEEN TOP CAP OF PANEL AND SUBSTRATE

CLEANNG

INSPECT SURFACES OF PANELING AND REMOVE EXCESS ADHESIVE
FROM FACE OF LAMNATE USING SOLVENT RECOMMENDED BY
MANUFACTURER.

PROMPTLY REMOVE UNUSED CUT PIECES FROM THE SITE

PROR TO SUBSTANTIAL COMPLETION OF EACH AREA WHERE
RENFORCED PLASTIC PANEL WALL COVERNG 15 NSTALLED, CLEAN ALL
SURFACES OF PLASTIC PANELS, USING PROCEDURES RECOMMENDED
BY THE MANUFACTURER
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