SECTION - 04820 - ACOUSTICAL INSULATION AND SEALANTS

A

MATERALS:

ACOUSTIC INSULATION:  ASTM G665, TYFE | UNFACED MNERAL FBER
BATTS, BLANKETS, OR ROLLS; MNMUM FARE HAZARD CLASSIFCATION
RATING OF 25/50 PER ASTM E84; MNMUM 3-NCH THICK, INLESS
REQURED OTHERSE TO MEET THE STC REQUREMENTS NDICATED OR
SPECIAED; WDTHS TO FRICTION-HT BETWEEN STUDS, WHERE

INDICATED FOR INSTALLATION N STUD WALLS.

ACOUSTICAL SEALANT: NON-HARDENNG, NON-SKINNNG, FOR USE N
CONINCTION NTH GYPSUM BOARD; SMLAR TO USG "ACOUSTICAL
SEALANT!

SPRATED FOAM: DOW CORNNG "FIRE STOP 200 ALICON FOAM' OR
APPROVED.

PREFORMED FOAM ALLER: FOAM ASSEMBLIES AVAILABLE FROM THE

METAL DECK MANUFACTURER THAT ARE PREFORMED TO AT THE ALUTES

N THE METAL DECK.

ACCESSORIEES: FURNSH OTHER ACCESSORIES SUCH AS FASTENERS
AND RETAINERS, NOT SPECIACALLY DESCRIBED, BUT REQURED FOR A
COMPLETE NSTALLATION.

INSTALLATION:
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INSTALL INSULATION IN ACCORDANCE WTH MANUFACTURER'S
INSTRUCTIONS, AND AS INDICATED.

NSTALL NSULATION WTHOUT GAPS OR VADS.

TRIM INSULATION NEATLY TO AT SPACES. USE INSULATION MATERALS
FREE OF DAMAGE

ACOUSTICAL NSULATION AT CHLINGS:

LAY ACOUSTICAL INSULATION OVER EACH ACOUSTICALLY
INSULATED PARTITION THAT TERMNATES AT THE CHLING.
INSULATION SHALL EXTEND A MNMUM OF 24" EACH SIDE OF THE
CENTERLINE OF THE ACOUSTICAL PARTITION

ACOUSTICAL INSULATION BATTS SHALL BE TIGHTLY BUTTED.

CUT AND AT NEATLY AROUIND MECHANICAL AND SPRINKLER
DROPS.

ALL SPACES BETWEEN WALL BATTS (AT TOP PLATE LINE) AND
CHLING BATTS TO ENSURE COMPLETE SOUND CLOSURE

OMT INSULATION OVER TOPS OF RECESSED FLUORESCENT LIGHT
FAXTURES; AND WTHN 2 INCHES OF RECESSED NCANDESCENT
AXTURES.

SEALANT:

INSTALL ACOUSTICAL SEALANT AROUND PERIMETER OF ALL
ACOUSTICALLY INSULATED PARTITIONS; ONE CONTINUOUS BEAD AT
EACH SIDE OF fRAMNG MEMBER INTERFACE NTH SUBSTRATE.

SEAL ALL PENETRATIONS THROUGH ACOUSTICAL ASSEMBLIES,
EXCEPT FOR PENETRATIONS IN ARE RATED CONSTRUCTION TO
RECBVE FARESTOPPNG.

PROVIDE PREFORMED FOAM ALLERS OR SPRAYED FOAM TO SEAL THE ALUTE
OPENNGS WHERE ACOUSTICAL PARTITIONS ARE INSTALLED TIGHT TO METAL

DECK ASSEMBLES.

SECTION 094900 - PANTING

A

DESCRIPTION OF NORK:

PREFPARATION OF NEN AND EXISTING SURFACES. PERFORMANCE AND
COMPLETION OF FPAINTING AND FANSHING NEN AND EXSTING  INTERIOR
SURFACES, NCLUDING MECHANCAL AND ELECTRICAL WORK N
FNSHED SPACES. FINSH FOR FACTORY-PRIMED ITEMS.

EXCEPT AS OTHERWSE INDICATED, ALL NEN AND EXSTNG SURFACES
SHALL HAVE ANSH APPLIED TO THEM.

COLORS: SEE FANSH SCHEDULE FOR COLOR AND MANUFACTURER
GL. SHALL DO ALL TOUCHUP AT COMPLETION OF THE J0B NWHERE

OTHER TRADES HAVE MARRED THE PAINTED SURFACES. CLEAN PAINT
DROPPNG FROM HARDWARE, FLOOR, ETC.

MAINTENANCE MATERIALS:

LEAVE ONE UNOPENED GALLON OF EACH TYFPE AND COLOR FOR
MAINTENANCE PURPOSES. LABEL FOR POSITIVE IDENTIHCATION, INCLUDE
DESIGNATION INDICATED ON COLOR SCHEDULE, DATE OF MXING, AND CROS5
REFERENCE MANUFACTURER USED.

PRODUCT DELIVERY, STORAGE, AND HANDLING:

L
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DELVERY OF MATERIAL: DHIVER IN SEALED CONTAINERS INTH
MANUFACTURER'S ORIGINAL LABH S | EGBLE AND INTACT.

STORAGE OF MATERIALS: STORE IN MANNER RECOMMENDED BY THE
MANJFACTURER AND AS REQURED BY BULDING CODE AND COMPLY
WTH LOCAL HEALTH REGULATIONS.

HANDLING: TAKE ALL NECESSARY PRECAUTIONARY MEASURES TO
PREVENT ARE HAZARDS AND SPONTANEOUS COMBUSTION: PLACE
COTTON WASH CLOTHS, AND OTHER HAZARDOUS MATERIALS N
CONTAINERS, AND REMOVE FROM SITE DALY,

D ENVIRONMENTAL CONDITIONS:

COMPLY WTH MANUFACTURER'S RECOMMENDATIONS AS TO
ENVIRONMENTAL CONDITIONS INDER WHCH COATING AND COATING
SYSTEMS CAN BE APPLIED.

E PROTECTION

L ADEQUATELY PROTECT OTHER SURFACES FROM DAMAGE. MAKE GOOD
ANY DAMAGE CAUSED BY FAILURE TO PROVIDE SUTABLE PROTECTION.

2 REMOVAL OF HARDNARE AND MSCELLANEOUS MEMS: REMOVE
ELECTRICAL QUTLET AND SINTCH PLATES, MECHANCAL DIFFUSERS,
ESCUTCHEONS, REGISTERS, SURFACE HARDWARE, ATTINGS,
FASTENNGS, AND THE LIKE PRIOR TO STARTING NWORK.

3. DROP CLOTHS: PROVIDE DROP CLOTHS, SHELDS, AND PROTECTIVE
EQUPMENT. EXTEND PROTECTION TO SURFACES WTHN PREFARATION
AREAS.

F GUARANTEE

FURNSH TWO-TEAR WARRANTY FOR FULL VALUE OR WORK INCLUDED IN THS
SECTION.

D MATERALS:

L PAINT, VARNSH, STAN AND RELATED PRODUCTS FOR PRIME,
INTERMEDIATE AND ANSHED COATS, TOP LINE PRODUCTION PRODUCTS
OF THE FOLLONNG APPROVED MANFACTURERS:

PER MANUJFACTURERS
LIST ON FANSH SCHEDULE

2 MATERALS NOT SPECACALLY INDICATED, BUT REQURED, SUCH AS
LINSEED Ol SHELLAC, THNNERS, AND THE LIKE TO BE OF QUALITY NOT
LESS THAN REQURED BY AFPFLICABLE FEDERAL OR STATE
SPECIACATION STANDARDS

3. ALL NWORK'PREMM GRADE
H  INSPECTION

L VERIFY SUBSTRATE SATISFACTORY FOR WORK OF THS SECTION. DO
NOT PROCEED UINTL DEFECTS HAVE BEEN CORRECTED.

2 BY STARTNG PANTNG; THE CONTRACTOR MPLIES THAT HE HAS
ACCEPTED THE SURFACES AS BENG FREE OF DEFECTS.

L PREPARATION NEW WORK

L MSCELLANEOUS STEEL. AND RON, TO INCLUDE METAL DOORS AND
FRAMES:

IL SURFACES SHOP-PRMED: REMOVE ALL SURFACE CONTAMNATION
FROM ALL SURFACES. AT FELD-WELDED OR ABRADED SPOTS,
APPLY A PHOSPHORIC ACID ETCH SOLUTION AND LET SET FOR THE
TIME RECOMMENDED BY ACID ETCH MANUFACTURER, RINSE WTH
WATER WHEN THOROUGHLY DRY, MMEDIATELY APPLY PRME
COAT.

12 SURFACES NOT SHOP PRIMED: REMOVE RUST AND SCALE BY WRE
BRUSHNG OR OTHER METHODS. REMOVE DUST, DIRT, AL,
GREASE; CLEAN SURFACE BY SOLVENT WASH; APPLY PHOSPHORIC
ACID SOLUTION AND LET SET FOR TME RECOM- MENDED BY ACID
ETCH MANUFACTURER, RINSE WTH WATER WHEN THOROUGHLY
DRY, MMEDIATELY APPLY PRIME COAT.

2  NOOD PRODUCTS TO BE PANTED: REMOVE SURFACE CONTAMNATION,
DUST AND GRIT. SPOT COAT KNOTS, FITCH STREAKS AND SAPPY
SECTIONS NTH SEALER. FALL N NAIL HOLES AND ANE CRACKS AFTER
PRMER HAS DRED AND SAND SMOOTH, LEVE. WTH SURFACE READY
FOR FANSH COAT.

3. WOOD PRODUCTS TO BE STANED: REMOVE SURFACE CONTAMNATION,
DUST AND GRIT. AFTER STAIN COAT, ALL NAL HOLES WTH MATCHNG
COLOR ALLER

4. GYPSUM WALLBOARD:

41 REMOVE ANY MNOR SUBSEQUENT CONTAMNATION, DUST, AND
DIRT.

42, IF SURFACE DEECTS AFFEAR AFTER PRIME COATNG, NOTIFY JOB
SUPERINTENDENT AND ARCHTECT.

REQURE DEFECTS TO BE REPARED BY AND AT EXPENSE OF
DRYWALL TRADE AFTER DEFECTS ARE CORRECTED, PROCEED
WTH FNSH PAINTING, AGAIN USING PRIMER OVER REPARED
AREAS.

D. PAINTING, AGAN USING PRIMER OVER REPAIRED AREAS.

L MECHANCAL AND H ECTRICAL WORK: PREFPARE METAL SURFACES AS
SPECIHFED HERE-N ABOVE FOR MSCELLANEOUS STEEL AND RON AS
APPLICABLE TO TYPE OF MATERIAL SCHEDUL ED TO BE PAINTED.
REMOVE DRT, GREASE, AND O FROM CANVAS AND COTTON
INSULATION COVERING.

4 PREPARATION EXSTNG WORK WHEN APPLICABLE
L CLEAN TO EXTENT REQURED, AND OR REMOVE EXISTING COATNGS.
2 KNWOoOD PRODUCTS TO BE PANTED: THCK AND SHARP EDGES OF PAINT
BULD-UPS, RINS, AND SAGS SHALL BE SANDED SMOOTH (FEATHERED
EDGE). REPAR AND SAND SMOOTH ALL SURFACE DEFECTS, INCLUDING
UNSET/RESET NALS, CRACKS AND GOUGES.
3. GYPSM NWALLBOARD: ALL, SAND SMOOTH ALL SURFACE DEFECTS.
K APPLICATION

L APPLY PANT OR ANSH BY METHODS GENERALLY ACCEPTED BY THE
TRADE TO ACHEVE APPROVED FNGSHES.

2 COMPLY WTH RECOMMENDATIONS OF PRODUCT MANUFACTURER FOR
DRYNG TIME BETWEEN SUCCEEDING COATS.

3. VARY COLOR OF UCCESSVE INDERCOATS.

4. SAND AND DUST BETWEEN EACH COAT TO REMOVE DEECTS VISIBLE
FROM A DISTANCE OF 5 FEET.

5 60 SHALL PANT NALL SURFACES INDICATED ON PLANS USING A
MNMUM OF TWO COATS OF PANT AND PRIME WHERE RECOMMENDED.
BY PANT MANUFACTURER

6. ALL PANT WORK SHALL BE ARST QUALITY WTH NO DEFECTS
T DRYWALL PANT SHOULD BE APPLIED BY ROLLER PAINT APPLIED TO

WOOD SHALL BE BRUSHED ON. EXPOSED CEHLING COMPONENTS TO BE
SPRAYED.

L FNSH SCHEDULE

SECTION -

INTERIOR FINSH SYSTEM k GYPSUIM WALLBOARD CHLNG
() COAT LATEX PRMER
(2) COATS INTERIOR LATEX, FLAT FINSH

INTERIOR FINGH SYSTEM 2: GYPSUM WALLBOARD WALLS
() COAT LATEX PRMER
(2) COATS INTERIOR LATEX, SATIN ANSH

INTERIOR FINSH SYSTEM 3 DOORS AND TRM
() COAT LATEX PRMER
(2) COATS INTERIOR LATEX, SEM-GLOSS FINSH

DAMAGED FANSHES INCLUDING PREFNSHED ONNER FURNSHED
NHERE A TRANSPARENT CLASS B FANSH 15 REQURED, USE

ALBERT '"DS CLEAR' FRE RETARDANT COATING AND OVERCOATER '66-H'

MATTE OR SEM-GLOSS FNSH. (SEE SECTION 1250 ARE RETARDANT
COATNGS)

NWHERE A TRANSPARENT CLASS A FNSH 15 REQURED, UsSE

ALBERT '"DS CLEAR' FRE RETARDANT COATING AND OVERCOATER '66-H'

MATTE OR SEM-GLOSS FINSH. (SEE SECTION 1250 FIRE RETARDANT
COATINGS)

TEMS

PREPARE AND REFNSH AS SPECIFED AND SCHEDULED FOR WORK. ALL

THE ABOVE SURFACES MAY NOT BE ENCOUNTERED DURING THE
COURSE OF THS PROIECT.

0400 - SIeNAGE

A SECTION INCLUDES

2

PLASTIC SIGNAGE

VINTL SIGNAGE

B REFERENCES

AMERICAN WTH DISABILITEES ACT ACCESSBILITY GUDELINES (ADAAG) -
LATEST EDITION

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI) Alltl, LATEST
EDITION.

C. PLASTIC SIGNAGE:

L

3l

32

MATERIALS:

PLASTIC SHEET: I/86 NCH THCK ACRYLIC SHEET; BLUE; LOW GLOSS
FNSH.

ADHESIVE MONTNG TAPE 3M "SCOTCH BRAND #665"
DOUBLE-STICK, DOUBLE-COATED TAFE, /4" WDE

RAISED LETTERING: HELVETICA MEDIM TYPE-ACE; WHTE COLOR; |
INCH HBGHT; /32 NCH RELIFF; SH F-ADHESIVE.

BRAILLLE ANSl GRADE I, SH F-ADHESIVE; COLOR TO MATCH
ACRYLIC SHEET.

PICTOGRAMS: ANSl COMPLIANT; SELF-ADHESIVE,
DIMENSIONS: 4-/2 INCHES HIGH, NTH WDTH DETERMNED BY SPECIFED
TEXT; MNMUM 3/4 INCH BORDER UNLESS INDICATED OTHERINSE; /2
INCH RADUS CORNERS.

e

FOR EACH TOLET ROOM DOOR: "MEN' OR '"WOMEN' AS
APPROPRIATE; BLUE WTH WHTE LETTERS; ACCOMPANED NTH

GRADE 2 BRALLE SYMBOL; OVERALL SIGN TO BE 24/2 INCH HGH BY

LENGTH REQURED.

FOR EACH TOLET ROOM DOOR: INTERNATIONAL SYMBOL OF
ACCESSBILITY: NOMNAL 3 INCHES BY 3 INCHES; STANDARD BLUE
AND WHTE

D. VINYL SIENS:

2

3.

2
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TYPE PRESSURE SENITIVE ADHESVE BACK; MACHNE BLADE CUT;
CUSTOM COLORS AS SCHEDULED.

TEXT: AS SCHEDULED BELOW.

STYLE/SIZE HELVETICA MEDIM; I' HGH, INLESS OTHERINISE
INDICATED.

SUBMT SGN FOR APPROVAL
SCHEDULE
SUTE NMBERS: 3" HEH INDIMDUAL LETTERS; TEXT AND COLOR

AS DRECTED BY ONNER'S REPRESENTATIVE AND LANDLORD
REGUREMENTS.

Ol AT ENTRY DOORS N IBC JRISDICTONS: "THS DOOR TO REMANN
UINLOCKED DURING BUEINESS HOURS!" SINGLE SiGN AT EACH
ENTRY; SIZE AS REQURED; PROVIDE LETTERS N COLOR WHCH
CONTRAST DISTNCTLY FROM BACKGROUND (FRAME) COLOR

o2 AT ENTRY DOORS N OTHER JURISDICTIONS: WORDING AS
NDICATED, OR VERIFY WTH LOCAL CODE AUTHORITY FOR
CORRECT WORDING OF SN IF WORDING NOT INDICATED: PROVIDE
LETTERS N COLOR WHICH CONTRAST DISTINCTLY FROM
BACKGROWND (FRAME) COLOR.

o3 '"EMERGENCY EXT ONLY" ON REAR EXTERIOR DOOR (WHERE
APPLES), BLUE WTH WHTE LETTERS; MOUNT AT +6¢" AFF.

FABRICATION:

L SIeNS SHALL BE FREE OF ROUGH EDGES, IRREGULAR SURFACES,
NON-UNFORM FNSHES, AND OTHER DEFECTS.

2 PROVIDE FICTOGRAMS WTH ACCURATE COLOR MATCH WTH RAISED
LETTERING.

3.  APPLY ADHESIVE PICTOGRAMS AND RAISED LETTERING CAREFULLY, N
ACCURATE ALIGNMENT.

INSTALLATION OF PLASTIC SIGNAGE
L CLEAN SURFACES TO RECHVE SIGNAGE.

2 INSTALL SIGNAGE AS REFERENCED N THE GRAPHCS SCHEDULE AND
OTHER TEMS AS SPECIFED BELONW

3.  GRAPHCS SHALL BE MOUNTED LEVH, AND PLUMB.

4. APPLY SIGNAGE WTH TOP EDGE LOCATED 60 INCHES ABOVE THE FINSH
FLOOR SURFACE UNLESS NDICATED OTHERWSE USE SPECIFED
ADHESIVE MONTING TAFE; THE TAFE SHALL NOT BE VIGBLEIN THE
INSTALLED POSITION

INSTALLATION OF VINYL SIGNS

L ADHERE BY REMOVING PROTECTIVE BACKING SHEET AND PRESSING
FARMLY TO SURFACE, FOLLONNG ACCURATE SPACING.

2 RBEMOVE ALL RESDUE AROWIND LETTERS, WFE CLEAN

CLEANUP:

—

TAKE PRECAUTIONS TO ASEURE ADIACENT SURFACES REMAN FREE
FROM DUST, AND ADHESIVE.

2 MMEDATELY CLEAN SURFACES THAT BECOME SOILED DURNG
INSTALLATION OF THE LETTERS.

3. UPONINSTALLATION, CLEAN THE LETTERS AND FIN MOWNTS OF DUST
WTH A DAMP CLOTH, TAKING CARE NOT TO DAMAGE UNDERLYING
SURFACES.

4. LEAVE THE NSTALLATION CLEAN, AND COMPLETELY FREE OF FORBEGN
MATERIAL THAT NOULD DETRACT FROM VISUAL APPEARANCE OF THE
LETTERS.

SECTION - 10810 TOLET ACCESSORIES

A

DELIVERY, STORAGE AND HANDLING

L DO NOT DHIVER ACCESSORIES TO 9TE UNTIL ROOMS IN WHCH THEY
ARE TO BE INSTALLED ARE READY TO RECHVE THEM

2 PACK ACCESSOREES INDVIDUALLY IN A MANNER TO PROTECT
ACCESSORY AND TS FANSH

GENERAL:

L PROVIDE ACCESSORES AS MANUFACTURED BY BOBRICK WASHROOM
EQUPMENT COMPANY UNLESS OTHERWSE INDICATED, IN QUANTITES
INDICATED ON THE DRANWNGS.

2  ALL PRODUCTS SHALL BE SATN STANLESS STEEL, INLESS OTHERINSE
INDICATED.

PRODUCTS N RESTROOMS AS SPECIFED N DRANNGS

PREPARATION

L DELIVER NSERTS AND ROUGHHN FRAMES TO OB SITE AT APPROPRIATE

2 FURNSH TEMPLATES AND ROUGHHN MEASUREMENTS AS REQURED.

3. BEORE STARTING WORK NOTIFY OWNER'S REPRESENTATIVE N
NRITING OF CONFLICTS DETRMENTAL TO INSTALLATION OR OPERATION
OF UNTS.

4. PROTECT ADJACENT OR ADJONNG FINSHED SURFACES FROM DAMAGE
DURING INSTALLATION OF WORK OF THS SECTION.

5  VERFY EXACT LOCATION OF ACCESSORIEES.

INSTALLATION

L INSTALL FAXTURES, ACCESSORIES AND ITEMS IN ACCORDANCE WTH
MANUFACTURER'S INSTRUCTIONS AND ADAAG/ANSI STANDARDS.

2  INSTALL TRUE PLUMB, AND LEVEL, SECURELY AND RIGIDLY ANCHORED
TO SUBSTRATE

3. UsE TAMPER-PROOF FASTENERS.

SECTION - 10999 - MSCHELLANEOUS

A

CORNER GUARDS:

L CLEAR POLYCARBONATE ANGLE, I/8)' THCK X 24/2' X 2/2' X 4-0"' LONG.
TRFGUARDS, INC. T6422, OR APPROVED; FURNSH WITH PREDRILLED
COWNTERSUNK MOWNTING HOLES AND CHROME FPLATED OVAL HEAD
MOUNTING SCRENS.

2  INSTALLATION: AS INDICATED ON THE DRANWNGS; SET BOTTOM OF
CORNER GUARD FLUSH WITH TOP OF NALL BASE.

FRE EXTNGUSHER DRY CHEMCAL TYFE - ABC MULTIPURPOSE TYFPE

L TYFE STANDARD FARE-NEST MODEL ABC-5, POTTER-ROEMER MODEL NO.

3005, LARSENS MANUFACTURING COMPANY MODE. MPS, L. NDUSTRIES
COSMC 5E, OR APPROVED.

2 51B CAPACTY, UL RATED 2A-H0BC, APPROXMATELY 4-/2 INCH
DIAMETER X K INCHES HGH, BAKED ENAMEL STEEL SHELL.

3. AGENT: AMMONUM PHOSPHATE BASE

4. LOCATION PROVIDE AT ALL FRE EXTINGUSHER AND FRE
EXTINGUSHER CABINET LOCATIONS, NLESS NOTED OTHERWSE

FRE EXTINGUSHER CABINETS (FEC) POTTER-ROEMER, INC. #1023-DV,
LARSENS MANFACTURING COMPANY #2404-R3-VD, UL NDUSTRES
HRIT-V-HO; SEM-RECESSED; WHTE BAKED ENAMEL INTERIOR AND DOOR.
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