SPECIAL CONDITIONS

TENANT GENERAL CONTRACTOR (GC.) SHALL VST THE JOB SITE PRIOR TO
SUBMTTING BD. THE BID SHALL BE BASED UPON THE WORK NDICATED IN
THE CONSTRUCTION DOCUMENTS AND UPON THE CONTRACTORS
KNONWLEDGE OF AND FAMLIARITY WTH ONNER'S PROIECT DESIGN
REQUREMENTS AND PROUECT JTE EXISTING CONDITIONS.  ANY
DISCREPANCIES BETWEEN NFORMATION NDICATED IN THESE DRANINGS

AND CONTRACTOR'S INDERSTANDING OF THE ONWNER'S REQUREMENTS
SHALL BE BROUGHT TO THE ATTENTION OF THE ONNER AND THE ARCHTECT
FOR RESOLUTION, OR 6C. SHALL BE RESPONSIBLE FOR ANY ADDITIONAL
COST INCURRED.

DISCREPANCIES OR UNFORESEEN CIRCUMSTANCES FOUND DURING
CONSTRUCTION ARE TO BE MMEDIATELY BROUGHT TO THE ATTENTION OF
THE ONNER AND ARCHTECT N WRITING. &C. 15 RESPONSIBLE FOR ALL
PROBLEMS NOT ACCARATELY REFLECTED. DISCREPANCES DURNG
CONSTRIUCTION NILL BE HANDLED BY CHANGE ORDERS. 6C. TO SUBMT TO
THE ARCHTECT SKETCHES WTH NOTES AND DIMENSIONS OR NOTATED
COFES OF THE CONSTRUCTION DRANNG IN PART OR IN WHOLE TO ASSIST IN
CLARIFYING I55UES TO BE RESOLVED.

GLC. NLL BE RESPONSBLE FOR ALL COSTS INCURRED FOR NONCOMPLIANCE
WTH THESE CONTRACT DOCGUMENTS. GC. WLL NOT BE  ALLONED CHANGE
ORDERS FOR PROBLEMS ARBING FROM 6C'S NEGLECT OF THE PROVISIONS
INCLUDED N THESE CONDITIONS.

6LC. SHALL ACCOMPLISH ALL WORK N ACCORDANCE WTH LOCAL CODES AND
ORDINANCES, AUTHORITES HAYING JURISDICTION.

GC. SHALL REMOVE ALL CONSTRUCTION RUBEISH, SCAFFOLDING,
EQUPMENT, TEMPORARY PROTECTION, TEMPORARY FELD STRUCTURES,
AND ANYTHNG ELSE THAT NWAS REGURED IN CONNECTION NTH THE
CONSTRIUCTION, BUT NOT A PERMANENT PART THERECF.

GLC. SHALL MAINTAIN ORDERLY HOUSEKEEFING DURNG THE PROCESS OF
CONSTRUCTION, AND UPON COMPLETION SHALL THOROUGHLY CLEAN ALL
AREAS. FANAL CLEANUP SHALL INCLUDE THE FOLLONNG: SWEERP, DAMP MOP,
AND WAX RESLIENT FLOORING (SEE SPEC); DUST, DIRT, PANT DRIPFINGS,

OL, GREASE, AND OTHER BLEMSHES SHALL BE CLEANED. REMOVED FROM
ALL SURFACES, NCLUDING PIPING AND EQUPMENT; WNDONWS, GLASS UINTS,
GLASS DOORS AND MRRORS SHALL BE PAINT OVERRINS AND PUTTY SMEARS
SHALL BE REMOVED; HARDNARE SHALL BE RUBBED CLEAN WTH A FLANNEL
CLOTH AS APPLICABLE AND SHALL BE PERFORMED PER MANUFACTURERS
RECOMMENDATIONS.

MANUFACTURES ON SPECIFED ITEMS ARE NOTED FOR QUALITY AND DESIGN,
6GC. MAY SUBSTITUTE "BEQUAL" PRODUCTS SUBIECT TO APPROVAL BY THE
ONNER AND ARCHTECT N WRITING UINLESS NOTED AS "NO SUBSTITUTIONS
ALLONED' GC. 15 ENCOURAGED TO SUBMT ALTERNATIVE 'EQUAL"
PRODUCTS FOR CONSIDERATION OF THE ARCHTECT IN AN BFFORT TO
REDUCE THE CONSTRUCTION COSTS. ALL REASONABLE REQUESTS WILL BE
REVENED BY THE ARCHTECT FOR COMPLIANCE WTH THE INTENT OF THE
PRODUCTS ORIGINALLY SPECIHED.

ALL PRODUCT AND MATERIALS SHALL BE NSTALLED N STRICT
CONFORMANCE TH THE MANUFACTURER'S PUBLIBHED
RECOMMENDATIONS. GC. SHALL PROVIDE A COPY OF MANUFACTURER'S
INSTALLATION RECOMMENDATIONS TO THE ONNER

AFPPLICABLE STANDARDS OF THE CONSTRUCTION INDUSTRY HAVE SOME
FORCE AND EFFECT ON PERFORMANCE OF THE WORK AS IF COPED DIRECTLY
INTO CONTRACT DOCUMENTS OR BOUND AND PUBLISHED THERENTH.

COMPLY NTH STANDARDS N BFFECT AS OF THE DATE OF CONTRACT
DOCUMENTS, UNLESS OTHERWIEE INDICATED.

ALL SCAFFOLDING SHALL BE BULT IN ACCORDANCE WTH REGUREMENTS OF
AlLL FEDERAL, STATE, AND LOCAL LANS. ALL TEMPORARY SHORING
REQURED FOR THE REMOVAL OF EXSTNG WORK FOR THE INSTALLATION OF
NEN WORK SHALL BE INCLUDED N THE CONTRACT. CONTRACTOR SHALL BE
RESPONSIBLE FOR THS NWORK AND SHALL MAKE GOOD ANY DAMAGE CAUSED
BY MPROPER SUPPORT OR FAILURE OF SHORING IN ANY RESPECT.

6L. SHALL PROVIDE AND MAINTAIN FULL INSURANCE AS REGURED BY THE
GENERAL CONDITIONS.  EVIDENCE OF INSURANCE SHALL BE PROVIDED TO
THE ONNER BEFORE PATYMENTS SHALL COMMENCE TO THE CONTRACTOR.

UPON COMPLETION OF THE WORK, GC. SHALL COMPLE AND DELIVER TO THE
ONNER A COMPLETE SET OF RECORD DOCUMENTS. THIS SET OF
DOCOMENTS SHALL CONSIST OF RECORD SPECIHCATIONS AND RECORD
DRANINGS SHONNG THE REPORTED LOCATION OF THE WORK, INCLUDING,
BUT NOT LIMTED TO NAME, ADDRESS ¢ PHONE NOS OF ALL CONTRACTORS
AND ALL BALANCE REPORTS, CO.

DURNG PERFORMANCE OF NWORK, GC. 15 RESPONSIBLE FOR PROVISION AND
MAINTENANCE OF WARNNG SIGNS, LIGHT SGNAL DEVICES, GQUARD LIGHTS,
BARRICADES, GUARD RAILS, FENCES AND OTHER DEVICES AS
APPROPRATELY LOCATED ON AND AROUIND THE JOB STE WHCH WILL GIVE
PROPER AND INDERSTANDABLE WARNNG TO ALL PERSONS WTH REGARD
TO HAZARDOUS CONDITIONS, EGQUPMENT AND OFPERATION BEING
PERFORMED IN CONUNCTION NTH THE GC!S WORK. ALL WARNNG DEVICES
SHALL COMPLY WTH OSHA. AND OTHER AFPPLICABLE GOVERNMENTAL
REGULATIONS AS REQURED FOR THE CONSTRUCTION PROCEDURES AND
CONDITIONS ENCOUNTERED.

N SO FAR AS I0B 9TE SAFETY 15 CONCERNED, THE ARCHTECT 15
RESPONSBLE SOLH Y FOR HS OWN AND HS EMPLOYEES' ACTMTES ON THE
JOB 9ITE, BUT THS SHALL NOT BE CONSTRUED TO RELIEVE THE OWNER OR
ANY CONSTRUCTION CONTRACTORS FROM THER RESPONSEILITIES FOR
MAINTANNG A SAFE 0B SITE. NETHER THE PROFESSIONAL ACTMTIES OF
THE ARCHITECT, NOR THE PRESENCE OF THE ARCHTECT OR HIS EMPLOYEES
AND SUBCONTRACTORS, SHALL BE CONSTRUED TO IMPLY THE ARCHTECT
HAS ANY RESPONSIBLITY FOR METHODS OF NWORK PERFORMANCE,
SUPERINTENDENT, SEQUENCING OF CONSTRUCTION, OR SAFETY N, ON, OR
ABOUT THE 0B SITE THE ONNER AGREES THAT THE GC. IS SOLELY
RESPONSIBLE FOR J0B SITE SAFETY AND WARRANTS THAT THE ARCHTECT
SHALL BE MADE AN ADDITIONAL INSURED UNDER THE GC!S GENERAL
LABLITY INSURANCE POLICY.

THE ONNER'S REPRESENTATIVE SHALL REVIBN SHOP DRANWNGS

SUBMISSIONS SOLELY FOR THER CONFORMANCE WTH THE ARCHTECTS
DESIGN INTENT AND CONFORMANCE NTH NFORMATION GIVEN N THE
CONSTRUCTION DOCUMENTS.  THE ONNER'S REPRESENTATIVE SHALL NOT BE
RESPONSIBLE FOR ANY ASPECTS OF A SHOP DRANNG SUBMSSION THAT
AFFECT OR ARE AFFECTED BY THE MEANS, METHODS, TECHNQUES,
SEQUENCES AND OPERATIONS OF THE CONSTRUCTION, SAFETY

PRECAUTIONS AND PROGRAMS INCIDENTAL THERETO, ALL OF WHCH ARE THE
CONTRACTORS RESPONSELITY. THE ONNER WARRANTS THAT THE
CONTRACTOR SHALL BE MADE ANARE OF HS RESPONSBLITIES TO RE- VEN
SHOP DRANINGS N THESE RESPECTS BEFORE SUBMTTNG THEM TO THE
ONNER'S REPRESENTATIVE

SECTION 000 - SIMMARY OF WORK

A

EXSTING UTILITES:

UTILITIES OF RECORD ARE SHONN ON THE DRANNGS INSOFAR AS 15
FEASBLE TO DO SO. HOWEVER, THEY ARE SHONN FOR CONVENENCE ONLY
AND THE ONNER ASSUMES NO RESPONSBLITY FOR MPROPER LOCATIONS
OR FAILURE TO SHON UTILITY LOCATIONS ON THE DRANNGS.

SECTION OO30 - SPECAL PROIECT PROCEDURES

A

ADMNSTRATION OF CONTRACT

THE ONNER'S "CONSTRUCTION MANAGER" WL ACT AS ONNER'S
REPERSENTATIVE FOR PURPOSES OF ADMNSTRATION OF THE CONTRACT.

ONNER-FURNSHED ITEMS

1B,  MANY TEMS INDICATED ARE FURNSHED BY ONNER, NSTALLED BY
CONTRACTOR (FOC), OR FURNSHED BY ONWNER AND NSTALLED BY
ONNER (FOO). SEE RESPONSBILITY SCHEDULE FOR A COMPLETE LIST.

4 CONTACT ONNERS CONSTRUCTION MANAGER FOR ADDITIONAL
INFORMATION AND TO COORDINATE RESOLUTION OF ANY PROBLEMS
CONCERNNG FOC ITEMS

BULDING CODES AND STANDARDS:

L ALL WORK TO CONFORM TO ALL APPLICABLE LOCAL, STATE, AND
NATIONAL CODES AND ORDINANCES.

2. CONFORM TO LANDLORD REGUREMENTS, AS STATED IN THER TENANT
CRTERIA, REGARDNG TYFE, LOCATION, AND LOADING OF ALL ITEMS
UNDER THS CONTRACT THAT ARE ATTACHED TO MALL STRUCTURE.

3. OBTAN AND ACKNONWLEDGE RECEPT OF THE TENANT CRITERIA AND
BECOME FAMUAR WTH ALL CONSTRUCTION RULES AND PROCEDURES
AS SET FORTH BY THE LANDLORD AND AUTHORITES HAVING
JURISDICTION PRIOR TO COMMENCING WORK.

INSURANCE

PURCHASE AND MAINTAN, PER ARTICLE I| OF AA GENERAL CONDITIONS, THE
FOLLONNG INSURANCE:

L NORKERS COMPENSATION AND EMPLOYER'S LIABILITY INSURANCE AS
REQURED BY ANY EMPLOYEE BENERT ACT OR THE STATUTES
APPLICABLE WHERE THE WORK IS TO BE PERFORMED, AS NLL PROTECT
CONTRACTOR FROM ANY AND ALL LIABILITY UNDER THE
AFOREMENTIONED ACTS, BUT NOT LESS THAN $2000,000.

2 COMPREHENSIVE GENERAL LIABLITY NSURANCE (NCLUDING ONNER
AND CONTRACTOR FOR FUTURE LIABILITY INSURANCE) WTH THE
FOLLONNG LIMTS OF LABILITY:

BODLY NWRY LIABILITY, EACH OCCURRENCE - $2000000
BODLY NARY LIABILITY, AGGREGATE - $2000000
PROPERTY DAMAGE LIABILITY, EACH OCCAURRENCE - $500000
PROPERTY DAMAGE LIABLITY, AGGREGATE - $500000
PERSONAL NURY LIABLLITY, AGGREGATE - $2000000

SUCH INSURANCE SHALL PROVIDE FOR EXPLOSION AND COLLAPSE
COVERAGE AND CONTRACTUAL LIABLITY COVERAGE, AND SHALL INSURE
CONTRACTOR AGAINST ANY AND ALL CLAIMS FOR PERSONAL INURY,
INCLUDING DEATH RESULTING THEREFROM AND DAMAGE TO PROPERTY
OF OTHERS, ARISING FROM TS OPERATIONS UINDER THE CONTRACT,
WHETHER SUCH OPERATIONS ARE PERFORMED BY CONTRACTOR OR BY
ANYONE DIRECTLY OR NDRECTLY EMPLOYED BY THE CONTRACTOR

3.  COMPREHENSIVE AUTOMOBILE LIABILITY INSURANCE INCLUDING THE
ONNERSHIP, MANTENANCE AND OPERATION OF ANY AUTOMOTIVE
EQUPMENT ONNED, HRED, AND NOT OWNED N THE FOLLONWNG
MNMUM AMOUNTS:

BODLY NWRY LIABILITY, EACH PERSON - $500000
BODLY NRY LABILITY, AGGREGATE - 000000
PROPERTY DAMAGE LIABILITY, EACH OCCURRENCE - $500000

SUCH INSURANCE SHALL INSURE CONTRACTOR AGAINST ANY AND ALL
CLAMS FOR BODILY INURY, NCLUDING DEATH RESULTING THEREFROM
AND DAMAGE TO THE PROPERTY OF OTHERS ARIEING FROM TS
OPERATIONS UNDER ITS CONTRACT NTH ONWNER, WHETHER SUCH
OPERATIONS ARE PERFORMED BY CONTRACTOR OR BY ANTYONE
DIRECTLY OR INDIRECTLY EMPLOYED BY THE CONTRACTOR.

4. BUDERS RISK COMPLETED VALLE FORM AFFORDING "AlL REKS OF
PHYSICAL LOS5 OR DAMAGE' ON ITS WORK IN THE PREMSES AS IT
RELATES TO THE BULDNG N WHCH THE PREMISES ARE LOCATED,
NAMNG THE INTERESTS OF GENERAL CONTRACTOR AND ALL
SUBCONTRACTORS AS THER RESFPECTIVE INTERESTS MAY AFFEAR,
WTHN A RADUS OF 100 FEET OF THE PREMSES. AMOWNT OF
INSURANCE SHALL EQUAL ONE HUINDRED PERCENT (I00%) OF THE
REPLACEMENT COST.

5 GENERAL CONTRACTOR TO PROVIDE ONNER WTH "CERTIACATE OF
INSURANCE" PRIOR TO START OF CONSTRUCTION.

6. ALL SUCH NSURANCE POLICES REQURED SHALL INCLUDE ONNER, TS
ARCHTECT, ITS GENERAL CONTRACTOR, SUBCONTRACTORS, AND
LANDLORD AS ADDITIONAL INSURED; EXCEPT WORKER'S COMPENSATION
INSURANCE, WHCH SHALL CONTAIN AN ENDORSEMENT WAIVING ALL
RIGHTS OF SUBROGATION AGAINST THE LANDLORD, ITS ARCHTECT, ITS
GENERAL CONTRACTOR, AND SUBCONTRACTORS. (CERTIFCATES SHALL
NOT BE CANCELED OR ALLOWED TO EXPIRE NTHOUT AT LEAST THRTY
(30) DAYS PROR WRITTEN NOTICE TO LANDLORD, ARCHTECT AND
ONNER)

SECTION - 0312 PROIECT MEETNGS

A

PRECONSTRUCTION CONFERENCE

6. PROR TO COMMENCNG CONSTRUCTION, ADMNSTER A
PRECONSTRUCTION CONFERENCE TO DISCUS5 THE METHODS
PROPOSED TO PERFORM THE WORK WITH THE ONNER AND THE ONNER
/ REPRESENTATIVE

T ADDRESS SCHEDUING, UTLITY SHUTDOWN TIMES, DEMOLITION
PROCEDURES, SHORNG METHODS, PROTECTIVE ENCLOSURES,
BARRICADING, CONSTRUCTION SEQUENCING, WORK TIMES, PUBLIC
ACCESS, SECURITY, AND ALL OTHER CONSTRUCTION I5SUES WHCH
NWOULD AFFECT THE OFERATION, USE, AND APFEARANCE OF THE
BULDNG.

PROGRESS MEETINGSATTEND PROGRESS MEETINGS CALLED BY THE
ONNER/REPRESENTATIVE THROUGHOUT THE PROGRESS OF THE WORK.

CONVENE A PREINSTALLATION MEETING WHEN [T 1S SPECIFED FOR A
CERTAN PORTION OF THE WORK. REQURE ATTENDANCE OF ENTITES
DIRECTLY AFFECTING, OR AFFECTED BY, THE WORK OF THE SECTION

SECTION - OB30 SUBMTTAL PROCEDURES

A SUBMTTAL PROCEDURE

L DENTIFY DEVIATIONS FROM CONTRACT DOCUMENTS. LEAVE

SPACE FOR CONTRACTOR AND ONNER / REPRESENTATIVE REVIEW

STAMPS.

2 REVIEWN AND SiGN EACH SUBMTTAL PRIOR TO SUBMITTAL TO THE
ONNER / REPRESENTATIVE INSIGNED SUBMITTALS WLL BE
RETURNED UNREVIENED.

3. WNLESS SPECHED OTHERWSE, SUBMT THE NUMBER OF
SUBMTTALS THE CONTRACTOR REQURES, PLUS TWO THAT WLL
BE RETAINED BY THE ONNER / REPRESENTATIVE AND THE OWNER

4. TRANSMT EACH ITEM TO THE ONNER / REPRESENTATIVE UNDER
AlA FORM &8I0, UNLESS APPROVED OTHERWSE. NCLUDE
PROIECT NAME, CONTRACTOR NAME, SUBCONTRACTOR OR
SUPPLIER NAME, AND DRANNG SHEET, DETAL NUMBER, OR
SPECIACATION SECTION NIMBER CORRESPONDING TO THE
SUBMTTAL AS APPROPRIATE

5  TRANSMT IDENTICAL COPY, N SAME QUANTITY, TO ONWNERS
CONSTRUCTION MANAGER SIMULTANEOUELY.

6. MAKE SUBMTTALS AS REQURED TO CAUSE NO DELAY N THE
WORK. ALLON SUFFICIENT TME FOR POSSIBLE REVISION AND
RESUBMTTAL OF REECTED SUBMTTALS. COORDINATE
SUBMTTAL OF RELATED ITEMS. REVISE AND RESUBMT REIEECTED
SUBMTTALS AS REQURED TO OBTAIN APPROVAL, DENTIFYING
CHANGES MADE SINCE PREVIOUS SUBMITTAL

B. SHOP DRANNGS, DESIGN-BULD DRANNGS, PRODUCT DATA AND SAMPLES:

L NUMBER OF COPES: INLESS OTHERWSE SPECIFED, SUBMT TO THE
ONNER / REPRESENTATIVE ONE LEGELE RIGHT-READNG
REPRODUCIBLE AND ONE COPY FOR REVIEW, EXCEPT THAT SHOP
DRANINGS I'XT' OR SMALLER MAY BE SUBMITTED IN THE FORM OF
TWO BLACKLINE OR H ECTROSTATIC BOND COPIES.

2 NLESS SPECHED OTHERWSE, DRANNGS SHALL SHOW GQUANTITES,
MATERIALS, METHODS OF ASSEMBLY, ADJACENT CONSTRUCTION,
DIMENSIONS, AND ALL OTHER APPROPRIATE INFORMATION TO FLLY
LLUSTRATE THE NORK.

3. MARK EACH COPY TO IDENTIFY APPLICABLE PRODUCTS, MODELS,
OPTIONS AND OTHER DATA; SUPPLEMENT MANUFACTURES STANDARD
DATA TO PROVIDE INFORMATION UNQUE TO THE WORK.

4.  SUBMT THE NUMER OF COPES THAT THE ONWNER/ REPRESENTATIVE
REQURES

5. SUBMT SAMPLES AS SPECIAED N THE TECHNCAL SECTIONS.

6. INCLUDE DENTIFCATION ON EACH SAMPLE GVING FULL. INFORMATION

7. SUBMT THREE SAMPLES, ONE OF WHCH WILL BE RETAINED BY THE
ONNER / REPRESENTATIVE, INLESS INDICATED OTHERWSE N THE
TECHNCAL SECTION

C. CERTRACATES: SUBMT THE ORGNAL SIGNED VERSION TO THE ONNER /
REPRESENTATIVE

SECTION - 0450 - QUALITY CONTROL

A STANDARDS: COMPLY WTH INDUSTRY STANDARDS EXCEPT WHEN MORE
RESTRICTIVE TOLERANCES OR SPECIHED REQUREMENTS INDICATE MORE
RIGID STANDARDS OR MORE PRECISE WORKMANSHIP.

B PERFORM ALL WORK TO MEET OR EXCEED THE REQUREMENTS OF ALL
APPLICABLE CODES, ORDINANCES, LANS, REGULATIONS, SAFETY ORDERS,
AND DIRECTIVES FROM AUTHORITIES HAVING WRISDICTION OVER THE WORK.

C. PERFORM WORK WTH PERSONS QUALIFED TO PRODUCE WORKMANSHP OF
SPECIRED QUALITY.

D. INSTALL PRODUCTS N ACCORDANCE WTH THE MANUFACTURER /
RECOMMENDATIONS. WHERE CONFLICT BETWEEN MANUFACTURER /
RECOMMENDATIONS AND THE SPECIFED REQUREMENTS 15 DISCOVERED,
NOTIFY THE ONWNER / REPRESENTATIVE MMEDIATELY.

E EXAMNATION PRIOR TO INSTALLATION:

L PROR TO STARTING WORK, CAREFULLY INSPECT INSTALLED WORK OF
OTHER TRADES AND VERIFY THAT SUCH WORK 15 COMPLETE TO THE
PONT WHERE WORK OF THS SECTION MAY PROPERLY COMMENCE.
NOTIFY THE OWNER / REPRESENTATIVE IN WRITING OF CONDITIONS
DETRMENTAL TO THE PROPER AND TIMELY COMPLETION OF THE WORK.

2 DO NOT BEGIN NSTALLATION UNTIL ALL INSATISFACTORY CONDITIONS
ARE RESOLVED. BEGINNNG WORK CONSTITUTES ACCEPTANCE OF JTE
CONDITIONS AND RESPONSIBILITY FOR DEFECTIVE INSTALLATION
CASED BY PRIOR OBSERVABLE CONDITIONS.

SECTION - 0500 - TEMPORARY FACILITES AND CONTROLS

A TEMPORARY UTLITES:

L PROVIDE TEMPORARY UTILITEES, SERVICES, AND CONSTRUCTION AS
REQURED TO PERFORM THE NORK. COORDINATE ALL TEMPORARY
FACILITES AND CONTROLS WTH THE ONNER.

2 B ECTRIATY: CONNECT TO EXSTING SERVICE  ONNER WL PAY
COSTS OF ENERGY USED. TAKE MEASURES TO CONSERVYE ENERGY

3. LGHTING PERMANENT LIGHTING MAY BE USED DURING CONSTRUCTION.
PROVIDE ADDITONAL TEMPORARY LIGHTNG AS REQURED. MAINTAIN
LIGHTING AND MAKE ROUTINE REFAIRS.

4. HEATING ¢ VENTILATION PERMANENT STYSTEM MAY BE USED. THE
ONNER HILL PAY FOR THE COST OF ENERGY USED. MAINTAN SYSTEM
DURING OPERATION PROVIDE ADDITONAL TEMPORARY HEAT AS
NECESSARY TO MAINTAIN CONDITIONS SUTABLE FOR CONSTRUCTION

5  THEPHONE PROVIDE TEMPORARY TEHEPHONE SERVICE DURNG
CONSTRUCTION.

6. WNATER UTILIZE EXSTNG FACILITIES. ONNER NLL PAY FOR WATER
USED.

T SANTATION EXSTNG FACILITIES MAY BE USED BY CONSTRUCTION
PERSONNEL PRIOR TO PROIECT TURNOVER, SUBECT TO THOROUGH
CLEANNG AND REPAIR AS NECESSARY TO LEAVE FACILITES N NEW
CONDITION. WHEN EXSTING FACLITES ARE NOT OPERATIONAL OR
ACCESSIBLE, PROVIDE SUTABLE PORTABLE SANTATION UNTS.

REQURED SITE BEQUPMENT
L COFER: CONTRACTORS PREFERENCE.

2 FACSMLE MACHNE CONTRACTORS PREFERENCE CONNECT TO
PUBLIC PHONE LINES AS REQURED FOR COMMINCATION WTH ONNER /
REPRESENTATIVE / OFFICE AND CONTRACTOR'S HOME OFFICE.

3. COMPUTERS PCS MUST BE BEGUPPED TO ADEQUATELY PERFORM
B BECTRONC CONSTRUCTION ADMNSTRATION TASKS AS DRECTED BY
THE ONNER AND THE ONNER / REPRESENTATIVE. SYSTEM SHALL
INCLUDE ASSOCIATED PRINTER(S). AT LEAST ONE PRINTER SHALL HAVE
I X IT INCH GRAPHCS CAFPABLITY.

4. NNDOWS (CURRENT VERSIONS) ¢ MCROSOFT OFFICE (CURRENT
VERSIONS) FOR EACH COMPUTER.

5 AN NTERNET SERVICE PROVIDER ACCOWNT (I5P), A HGHSPEED,
BROADBAND INTERNET CONNECTION, AND COMPONENTS TO FACILITATE
THE NETWORKING OF THE COMPUTERS.

6. ADOBE ACROBAT EXCHANGE (CURRENT VERSIONS), AT LEAST ONE
STATION FOR INTIATING DOCUMENTS.

7. ADOBE ACROBAT READER (CURRENT VERSIONS) FOR EACH COMPUTER.
(FREE SOFTARE)

& CELLUAR PHONE NITH NATIONAL ACCESS PLAN

C. CONTROLS

L DUST CONTROL: PROVIDE METHODS TO PREVENT DUST FROM
PENETRATING NTO THE ATMOSPHERE, OCCUPED SPACES, AND OTHER
AREAS THAT WOULD BE ADVERSELY AFFECTED BY DUST.

2 NATER CONTROL: COMPLY WTH APPLICABLE JRISDICTIONAL
REQUREMENTS REGARDING NWATER USAGE, CONSERVATION,
DETENTION, POLLUTION, AND PERMTS.

3. SAFETY BARRIERS: PROVIDE AND MAINTAN, ALL | AWFUL AND
NECESSARY BARRICADES, RAILINGS, LIGHTS, WARNNG SIGNS, SIGNALS,
AND PRECAUTIONS AS MAY BE REQURED TO SAFEGUARD PERSONS,
FROM INLRY.

4. SMOKING: SMOKING SHALL BE PROHBEITED IN ALL INTERIOR SPACES.

5 Nosb

51 USE SANS AND HYDRAULIC MPACTOR EQUPMENT INSTEAD OF
PNEIMATIC TOOLS AND COMPRESSORS TO REDUCE NOISE,

52, EQUPMENT SHALL BE MUFFLED FOR QUET OPERATION NOT TO
EXCEED 50 DECBELS AT A DISTANCE OF 20 FEET FROM THE
SOURCE.

53. PORTABLE STEREO EQUPMENT SHALL BE INAUDIBLE FROM
OCCUFED SPACES DURING BUSINESS HOURS

PROVIDE TEMPORARY WEATHER-TIGHT CLOSURES OF OPENNGS N

EXTERIOR SURFACES TO PROVIDE ACCEPTABLE WORKING CONDITIONS AND
PROTECTION FOR MATERALS, TO ALLON FOR TEMPORARY HEATING, AND TO
PREVENT ENTRY OF UINAUTHORIZED PERSONS. WHERE NECESSARY,

PROVIDE DOORS WTH SH F-CLOSING HARDWARE ¢ LOCKS., EXTERIOR
ENCLOSURES SHALL BE SUFFICIENTLY WELL CONSTRUCTED TO PREVENT
BLONW OFF DURING INCLEMENT WEATHER, AND SHALL BE SEALED TIGHT TO
PREVENT WATER PENETRATION AND EXCESSVE AR INFLTRATION.

MANTAIN PEDESTRIAN AND VEHOULAR ACCESS TO THE SITE AND WNITHN THE
9TE TO PROVIDE FOR EMERGENCY VEHCLE ACCESS AND TO FACILITATE THE
ADIACENT BUSINESS OPERATIONS.

TEMPORARY CONSTRUCTION

L OBTAIN APPROVAL FROM ONNER FOR ALL MODIFCATIONS TO EXSTING
SYSTEMS OR FACILITES NOT INDICATED.

2 REMOVE TEMPORARY SYSTEMS OR FACILITEES WHEN USE IS NO LONGER
REQURED. CLEAN AND REFAR DAMAGE CAUSED BY INSTALLATION OR
USE OF TEMPORARY SYSTEMS OR FACLITES.

PROTECTION PROTECT EXSTNG AND NEN CONSTRUCTION FROM DAMAGE
CASED BY CONSTRUCTION OPERATIONS; PROVIDE PROTECTIVE COVERING
TO PROTECT SURFACES, AS APPROPRIATE.

CONSTRUCTION CLEANNG:

L CONTROL ACCUMULATION OF NASTE MATERIALS AND RUBBISH.
DIEPOSE OF WASTE OFF-SITE AS APPROVED BY THE OWNER TO
MAINTAN A CLEAN SITE

2 MANTAN AREAS FREE OF DUST AND OTHER CONTAMNANTS DURING
FNSHNG OPERATIONS.

3. MAINTAN ALL OCCUFED SPACES FREE OF DUST AND OTHER
CONTAMNANTS PRIOR TO DALY BUSINESS OPERATIONS. CLEANNG
SHALL INCLUDE YACUMNG, DUSTNG, STAN AND DRT REMOVAL, AND
CLEANNG OF 6LASS FURNTURE, AND OTHER SURFACES.

SECTION - 0600 PRODUCT REQUREMENTS

A DHEIVERY, STORAGE AND HANDLING:

L TRANSPORT AND HANDLE PRODUCTS BY METHODS TO AYOD PRODUCT
DAMAGE.

2 MANFFACTURED PRODUCTS SHALL REMAIN IN MANUFACTURERS
CONTAINERS OR PACKAGING, INTIL READY FOR INSTALLATION,

3. UINLESS SPECRED OTHERWISE, STORE PRODUCTS IN ACCORDANCE
WTH MANUFACTURER'S NSTRUCTIONS.

B.  PRODUCT OPTIONS AND SUBSTITUTIONS:

L WHERE SPECIFCATIONS INDICATE A SNGLE PROPRETARY PRODUCT,
SUBSTITUTIONS NLL NOT BE CONIIDERED. FURNSH PRODUCTS
SPECIFED, EXCEPT WHERE "'OR APPROVED" IS USED.

2  SUBSTITUTIONS WILL BE CONIIDERED ONLY FOR THE FOLLONNG
REASONS:

2 A PRODUCT BECOMES INAYAILABLE DUE TO NO FALLT OF THE
CONTRACTOR.

22 SUBSEGQUENT INFORMATION OR CHANGES INDICATE THAT THE
SPECIFED PRODUCT NLL NOT PERFORM AS INTENDED.

3.  DOCUMENT EACH SUBSTITUTION REQUEST NTH COMPLETE DATA
SUBSTANTIATING COMPLIANCE OF PROPOSED SUBSTITUTION NITH
CONTRACT DOCUMENTS. REQUESTS FOR SUBSTITUTION SHALL BE
MADE N WRITNG TO THE ARCHTECT ON DOCUMENT O6dl -
SUBSTITUTION REQUEST FORM, AVAILABLE SEPARATELY UPON
REQUEST. LMT EACH REQUEST TO ONE PROPOSED PRODUCT OR
SYSTEM. FOR SUBSTITUTIONS PRIOR TO AGREEMENT, SIGNATURE AND
PROECTED COST DATA ARE NOT REQURED.

4. A SUBSTITUTION REQUEST CONSTITUTES A REPRESENTATION THAT
CONTRACTOR:

41 HAS INVESTIGATED PROPOSED PRODUCT AND HAS DETERMNED
THAT IT MEETS OR EXCEEDS, N ALL RESPECTS, THE SPECIHED
PRODUCT.

42 SHALL PROVIDE THE SAME WARRANTY FOR SUBSTITUTION AS FOR
SPECIFED PRODUCT.

43. HNLL COORDINATE INSTALLATION AND MAKE OTHER CHANGES THAT
MAY BE REQURED FOR WORK TO BE COMPLETE N ALL RESPECTS.

44. NWAIVES CLAMS FOR ADDITONAL COSTS THAT MAY SUBSEQUENTLY
BECOME APPARENT.

45. AGREES TO PAY ALL COSTS OF REDESIGN RELATED TO THE
SUBSTITUTION.

5  SUBSTITUTIONS WILL NOT BE CONSIDERED WHEN THEY ARE INDICATED
OR IMPLIED ON SHOP DRANNGS OR PRODUCT DATA SUBMTTALS.

6. ARCHTECT AND ONNER WL DETERMNE ACCEPTABLITY OF PROPOSED
SUBSTITUTION, AND NILL NOTIFY CONTRACTOR OF ACCEFTANCE OR
REIECTION NTHN A REASONABLE TIME.

GENERAL PRODUCT INSTALLATION REQUREMENTS:  PERFORM WORK IN
ACCORD WTH MANUFACTURER'S INSTRUCTIONS. DO NOT OMT ANY
PREPARATORY STEP OR NSTALLATION PROCEDURE INLESS SPECIACALLY
MODIFED OR EXEMPTED BY CONTRACT DOCUMENTS,

SECTION OO0 - PROIECT CLOSEOUT

A FINAL CLEANNG:

CLEAN N ACCORDANCE INTH EXCELLENT HOUSEKEEFING PRACTICES.
REMOVE GREASE, MASTIC, ADHESIVES, DUST, DIRT, STANS, FNGERPRINTS,
LABELS, AND OTHER FOREGN MATERIALS FROM SIGHT-EXPOSED SURFACES.
CLEAN AND SHINE STOREFRONT GLAZING AND MRRORS, POLISH GLOSSY
SURFACES TO SHNE CLEARLY. VERIFY ENTIRE WORK HAS BEEN CLEANED

MATERIALS AND MANTENANCE MANUALS:

MANJALS TO INCLUDE OFPERATION AND MAINTENANCE INSTRUCTIONS AND A
COMPLETE PARTS LISTS AS FURNSHED BY MANFFACTURER FOR ALL
SYSTEMS, EQUPMENT, FIXTURES. FURNSH ANSHED COFIES IN AN

OVERSIZED ENVELOFE, OVERIIZED DRANNGS ACCORDION-FOLDED. INCLUDE
TYPENRTTEN NDEX AND TABBED DIVIDERS BETWEEN CATEGORIES.

EXTRA STOCK:

TURN OVER EXTRA STOCK SPECFED IN TECHNCAL SECTIONS TO ONWNER'S
REPRESENTATIVE STORE ITEMS WHERE DIRECTED.

THE FOLLONNG WORK CONSTITUTES SUBSTANTIAL COMPLETION:

L AlLL CONSTRUCTION TO BE COMPLETE, READY FOR USE FOR WHCH THE
PROECT 15 INTENDED.

2 ALL CLEANNG , VACUMNG AND DUSTING COMPLETE

3.  ALL DEBRIS, SCAFFOLDS, LADDERS, TOOLS AND EGUPMENT REMOVED
FROM dTE.

4. MECHANCAL: ALL SYSTEMS IN OPERATING CONDITION, ALL CONTROLS,
DIFFUSERS AND REGISTERS COMPLETE; SYSTEMS BALANCED
(BALANCING REPORT REGURED FOR PUNCHLIST NSPECTION);
MAINTENANCE DATA

5 HECTRCAL: ALL SYSTEMS N OPERATING CONDITION, COMPLETE WNTH
TRM; ALL LIGHT AXTURES OPERABLE WNTH LAMPS AND LENSES;
MAINTENANCE DATA

6. CERTHCATE OF OCCUPANCY OBTAINED FROM LOCAL AGENCIES.

T LANDLORD APPROVAL TO OPEN UNT FOR BUSINESS.

GENERAL CONTRACTOR TO LEAVE 20 CU. YD. DUMPSTER AFTER SUBSTANTIAL
COMPLETION FOR RETALL OPERATIONS TO DISPOSE OF MERCHANDISING
TRASH WHEN STOCKING STORE. GG RESPONSIBLE FOR TWO (2) DUMP FEES
AS NELL AS HAVING DUMPSTER PERMANENTLY REMOVED.

ASBULT DOCUMENTS MUST BE SUBMITTED TO ONNER PRIOR TO APPROVAL
OF LAST PAYMENT. THS I A PINCHLIST ITEM.

SECTION 03010 - CONCRETE

K REER TO STRUCTURAL SHEETS FOR CONCRETE SPECIHCATIONS

SECTION - 05400 COLD FORMED METAL FRAMNG

SUMMARY: LIGHT GAGE COLD FORMED METAL FRAMNG INDCATED ON THE
DRANNGS.

QUALITY ASSURANCE

L THE WORK OF THS SECTION 15 SUBUECT TO TESTING AND INSFECTION
AS SPECAED N OM450.

2 FOR WHDED CONNECTIONS, USE ONLY ANS CERTIRED WELDERS.

3. REGULATORY REQUREMENTS: FRAMNG SYSTEM SHALL MEET THE
REQUREMENTS OF THE JURISDICTONAL CODE AUTHORITIES.

C. COMPONENTS

L COLD FORMED LIGHT-GAGE STEEL FRAMNG: AS INDICATED ON THE
STRUCTIRAL DRANINGS; GEO ZINC COATED FANSH IN ACCORDANCE
WTH ASTM C653.

2 SCRENS ASTM CA54; SELF-DRILLING, SELF-TAPPNG; PAN HEAD;
GALVANZED OR FLUOROPOLYMER COATED STEEL.

3. ZNC RCH TOUCHUP PANT: "GALV-WELD', "GALVICANZRC COLD
GALVANZED COMPOUND, OR APPROVED.

D. INSTALLATION

L INSTALL LIGHTGAGE STRUCTURAL FRAMNG IN ACCORDANCE WTH ASTM
dooT, NLESS INDICATED OR SPECIFED OTHERNSE,

2 BERECT METAL FRAMNG AS NDICATED.

3. NEDS SHALL BE N ACCORDANCE NTH ANS DIS.

4. METAL FRAMNG MBEMBERS SHALL BE SAN OR SHEAR CUT. NO TORCH
AUTTING |5 PERMTTED.

5  CONSTRUCT CORNERS NTH A MNMUM OF 3 STUDS FPER CORNER

6. FRAME BOTH SDES OF EXPANSION AND SESMIC JONTS. DO NOT
BRIDGE JONTS WTH SYSTEM COMPONENTS OR ACCESSORIEES.

7. PROVIDE FRAMING AS REQURED TO FORM SOLID BACKING FOR ALL
EDGES OF G6YPSUM SHEATHNG, AND TRIM ACCESSORIES.

& TOLERANCES

&L PLUMBNESS: PLUMB INTHN I/& INCH N 10 FEET.

&2 LOCATON LOCATED THN I/4 INCH OF THE REQURED LOCATION

&3, ALIGNMENT: STUD AND RINNER FACES TO RECEVE FNSH

&4. MATERIALS SHALL NOT VARY GREATER THAN I/& INCH FROM THE
REQURED PLANE, WTH NO ABRUPT OG5 OR BREAKS IN PLANE.
&5. LEVE: LEVE WTHN /& INCH N IO FEET.

4 BERECT MEMBERS N ONE-PECE FULL LENGTH SPLICING AND NRE
TYNG OF FRAMNG COMPONENTS SHALL NOT BE USED.

0. TOUCHUP FELD WELDS AND SCRATCHED OR DAMAGED GALVANZNG
WNTH ZINC RICH PAINT.

L TOUCH-UP FELD WELDS AND SCRATCHED OR DAMAGED GALVANZNG
WTH ZINC RICH PANT.

2 NSTALL FRAMNG BETEEN STUDS FOR ATTACHMENT OF BELECTRICAL
BOXES AND OTHER MECHANCAL AND ELECTRICAL [TEMS.

SECTION - 0600 ROUGH CARFPENTRY (USE ONLY NON-COMBUSTBLE BLOCKING
IN CONCEALED SPACES

PART | GENERAL

I SUMMARY

A SECTION NCLUDES:

L NOOD FURRING FOR WALL FNSHES.

2 BLOCKING AND NAILERS FOR ROOFNG STSTEM AND RELATED METAL FLASHNGS.
3. PRESERVATIVE TREATMENT OF WOOD.

4. CONCEALED WOOD BLOCKING FOR SUPPORT OF TOLET AND BATH ACCESSORES, WALL
CAEINETS, WOOD TRM, AND OTHER BLOCKING BEHND WALL MOUNTED ITEMS.

5. PLYWOOD/PANEL PRODUCTS.

6. STRUCTURAL WALL, AND ROOF FRAMNG.

1. NALL SHEATHING.

8. ROOF SHEATHNG.

q AL GASKETS AND FLASHNGS.

10. MSCELLANEOUS FRAMNG AND SHEATHNG.

L TH EPHONE AND H ECTRICAL PANEL BACK BOARDS.

B. RELATED DOCOMENTS: THE CONTRACT DOCUMENTS, AS DEFINED IN THE GENERAL
CONDITIONS, APPLY TO THE WORK OF THS SECTION.  ADDITIONAL REGQUREMENTS AND
INFORMATION NECESSARY TO COMPLETE THE WORK OF THS SECTION MAY BE FOUND N
OTHER DOCUMENTS,

2 REFERENCES

A. AMERICAN LUMBER STANDARDS COMMITTEE (ALSC)

L SOFTWOOD LMBER STANDARDS,

B. APA ENGINEERED WOOD ASSOCIATION (APA)

L GRADES AND STANDARDS,

C. AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM}

L ASTM AIZ3 - SPECIACATION FOR ZINC (HOT-DIP GALVANZED) COATINGS ON RON AND
STEEL PRODUCTS,

2. ASTM A30T - SPECIHCATION FOR CARBON STEEL BOLTS AND STUDS, 60,000 PSl TENSILE
STRENGTH.

3 ASTM EB4 - TEST METHOD FOR SURFACE BURNNG CHARACTERISTICS OF BULDING
MATERIALS,

D. AMERICAN WOOD PRESERVERS ASSOCATION (AWPA):

L AWPA - d - ALL TMBER PRODUCTS - PRESERVATIVE TREATMENT BY PRESSURE
PROCESSES,

2. AWPA - € - NOOD FOR COMMERCIAL-RESIDENTIAL CONSTRUCTION PRESERVATIVE
TREATMENT BY PRESSURE PROCESSES.

4. ANPA - M4 - CARE OF PRESERVATIVE TREATED WOOD PRODUCTS,

5, AWPA - P5 - WATER BORNE PRESERVATIVES.

E NATIONAL FOREST PRODUCTS ASSOCIATION (NFPA)

L NATIONAL DESIGN SPECIHCATION FOR WOOD CONSTRUCTION (AND SUPPLEMENT).

. NATIONAL INSTITUTE OF STANDARDS AND TECHNOLOGY (NST):

L VOLUNTARY PRODUCT STANDARD PS | - STRUCTURAL PLYWOOD.

2. VOLINTARY PRODUCT STANDARD PS 2 - PERFORMANCE STANDARD FOR WOOD-BASED
STRUCTURAL-USE PANELS,

3. VOLINTARY PRODUCT STANDARD PS 20 - AMERICAN SOFTWOOD LUMBER STANDARD,
G. SOUTHERN PINE INSPECTION BUREAU (SPB)

L GRADING RULES,

H AMERICAN INSTITUTE OF TMBER CONSTRUCTION (AITC)

L DESIGN SOURCE

L WESTERN WOODS PRODUCTS ASSOCIATION (WAPA)

L DESIGN SOURCE

1 WEST COAST LIMBERMANS NSPECTION BUREAU (WCLIB).

L GRADING RULES,

13 QUALITY ASSURANCE

A LUIMBER GRADING AGENCY: LUMBER TO BE GRADE STAMPED BY AN AGENCY CERTIFED
BY THE BOARD OF REVIEW OF THE AMERICAN LUMBER STANDARDS COMMTTEE (ALSC).
B. PLYNOOD GRADNG AGENCY: CERTIFED BY AFPA

4 DEIVERY, STORAGE AND HANDLING

A PROVIDE PROPER FACILITIES FOR HANDLING AND STORAGE OF MATERIALS TO PREVENT
DAMAGE TO EDGES, ENDS AND SURFACES.

B. KEEP MATERIALS DRY. STACK MATERALS OFF GROND A MNMUM OF 12 INCHES OR IF
ON CONCRETE SLAB-ON-GRADE A MNMUM OF H/2 INCHES, FULLY PROTECTED FROM
WEATHER

PART 2 PRODUCTS

2 MATERIALS

A LUIMBER: VOLINTARY PRODUCT STANDARD PS 20. MAXMM OF 14 PERCENT MOSTURE
CONTENT, SURFACED DRY, GRADED UNDER SPIB GRADING RULES.

B. BACKING FOR ELECTRICAL AND TH EPHONE EGUPMENT: APA-RATED PLYWOOD, C-D
PLUGGED, EXPOSURE L

L THCKNESS: 3/4 INCH.
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