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WALL BACKING LENGTHS ARE MINIMUM. ALWAYS EXTEND

TO NEXT STUD OVER IN EACH DIRECTION.

SEE BUILDING CONDITIONS PLAN.
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SYMBOLS

SODA LINE CONDUIT
(BY GENERAL CONTRACTOR)

WALL BACKING FOR EQUIPMENT ABOVE 36"
(BY GENERAL CONTRACTOR)

S/S WALL FLASHING
(BY K.E.C.)

NOTE:

1. SODA CONDUIT LINES
ARE FOR SCHEMATIC PURPOSES ONLY.

2. G.C. TO COORDINATE CONDUIT LINE RUNS WITH
ARCHITECTURAL & STRUCTURAL PLANS.
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6" SODA CONDUIT
OVERHEAD. SEE DETAIL

EXACT RUN W/ SITE
CONDITIONS)
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NIPLPE STUB-OUT
@54"AFF

2"BLACK IRON PIPE FOR OIL
EVACUATION PORT. PENETRATE
BUILDING @ 48" A.F.F. PIPE
THREADS TO EXTEND 2" OUT FROM

FLOOR PLAN

FOODSERVICE CONSULTANT:

LANDMARK

KITCHENDESIGN, LLC

ARIZONA « NEW ENGLAND
TEL: (602) 443-0344
info@landmarkphx.com
www.landmarkphx.com
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