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 A.   COORDINATE THE CONNECTIONS OF ALL EQUIPMENT PROVIDED BY OTHERS WITH THE 
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      CONTRACTOR PROVIDING THE EQUIPMENT PRIOR TO ROUGH-IN.  THIS INCLUDES, 
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      BUT IS NOT LIMITED TO, MECHANICAL EQUIPMENT, KITCHEN EQUIPMENT, 
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      THE APPROPRIATE DISCONNECTING MEANS FOR, AND TO MAKE THE FINAL 
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 1.   DISCONNECT SWITCH IS PROVIDED BY EQUIPMENT MANUFACTURER INTEGRAL WITH 
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      CONNECTION TO DISCONNECT SWITCH AS INDICATED. 
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 3.   DUCT SMOKE DETECTOR AND RELAY FOR HVAC UNIT SUPPLY FAN SHUTDOWN SHALL 
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AutoCAD SHX Text
 4.   CONNECT EXHAUST FAN TO LIGHTING CIRCUIT SERVING THE RESTROOM. SEE SHEET 
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      E-101 FOR CONTINUATION.   
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 5.   STARTER IS FURNISHED BY HOOD SUPPLIER IN HOOD MASTER CONTROL PANEL. 
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      MAKE FINAL CONNECTION THROUGH HOOD MASTER CONTROL PANEL.  
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