GENERAL NOTES: HVAC NOJES:

A EXISTING CONDITIONS ARE BASED ON RECORD DRAWINGS PROVIDED BY THE OWNER. 1. CONTRACTOR SHALL UNDERCUT DOOR 3/4"
CONTRACTOR SHALL ADJUST TO ACTUAL FIELD CONDITIONS AT NO ADDITIONAL 2. OPEN END RETURN AR DUCT.
EXPENSE TO THE PROJECT., 3 PROVIDE NEW FULLY DIGITAL 7 DAY PROGRAMMABLE TYPE THERMOSTAT WITH S Y VMBOL.=S
B CONTRACTOR SHALL BE RESPONSIBLE FOR FIELD VERIFICATION OF ALL EXISTING REMOTE SENSING CAPABILITIES, AUTO CHANGE OVER AND AUTO SET BACK AND
CONDITIONS PRIOR TO SUBMITTING HIS BID. NO ADDITIONAL COMPENSATION HUMIDITY CONTROL.  IF HUMIDITY CONTROL 1S NOT AVAILABLE, PROVIDE HEATING-VENTILATING-AIR CONDITIONING
WILL BE PROVIDED FOR ANY EXTRAS DUE TO THE CONTRACTOR’S FAILURE TO SEPARATE HUMIDISTAT,  MOUNT THERMOSTAT AT 48" ABOVE FIMISHED FLOOR, SYMBOL DESCRIPTION
VISIT THE PROJECT SITE PRIOR TO SUBMITTING THE BID. ANY DISCREPANCIES COORDINATE LOCATION WITH WALL GRAPHICS LAYOUT. PROVIDE REMOTE
SHALL BE IMMEDIATELY REPORTED TO THE ENGINEER FOR RESOLUTION, TEMPERATURE SENSORS AS INDICATED ON PLAN. [Ty | THERMOSTAT
C. ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH ALL APPLICABLE 4 DUCT SMOKE DETECTOR ON RETURN SIDE DUCT AND SHUTDOWN RELAY SHALL BE
GOVERNMENT AND LOCAL CODES. FURNISHED BY THE ELECTRICAL CONTRACTOR FOR INSTALLATION BY THE ® REMOTE SENSOR -
MECHANICAL CONTRACTOR SHALL FIELD COORDINATE WITH ELECTRICAL CONTRACTOR MECHANICAL CONTRACTOR.  ALL WIRING SHALL BE BY THE ELECTRICAL —
FOR ALL POWER REQUIREMENTS, CONTRACTOR, SUPPLY DIFFUSER
E  ALL CONTRACTORS SHALL REVIEW A COMPLETE SET OF CONSTRUCTION DOCUMENTS 5 INSTALL SUPPLY DUCTWORK TIGHT TO BOTTOM OF BEAM.
AND COOPERATE WITH THE OTHER TRADES SO THAT THE INSTALLATION OF ALL 6 INSTALL SUPPLY DUCT BRANCHES WITHIN TRUSS SPACE TYPICAL RETURN OR EXHAUST GRILLE
EQUIPMENT MAY BE PROPERLY COORDINATED. 7. UP TO EF-1 ON ROOF. SEE ROOF PLAN FOR CONTINUATION. y
F. ALL EQUIPMENT FURNISHED SHALL FIT THE SPACE AVAILABLE WITH CONNECTIONS 8 UP TO EF-2 ON ROOF. SEE ROOF PLAN FOR CONTINUATION. SUPPLY OR FRESH AR DUCT N 4
IN THE REQUIRED LOCATIONS AND WITH ADEQUATE SPACE FOR OPERATING AND 9. UP TO EF-3 ON ROOF. SEE ROOF PLAN FOR CONTINUATION. (SA OR FA)
SERVICING.  THE DRAWINGS ARE GENERALLY DIAGRAMMATIC AND INDICATE THE 10.  PROVIDE VOLUME DAMPER AT EACH DROP TO HOOD AND BALANCE TO CFM INDICATED
INTENT OF THE INSTALLATION WHILE THE SPECIFICATIONS AND EQUIPMENT LIST ON THE CAPTIVEAIRE HOOD DRAWINGS. DUCT SIZE SHALL MATCH HOOD CONNECTION RETURN OR EXHAUST AIR DUCT
DENOTE THE TYPE AND QUALITY OF MATERIAL AND WORKMANSHIP TO BE USED. SIZE. SEE SHEET H-101 FOR MORE INFORMATION, (RA OR EA )
THE DRAWINGS SHALL NOT BE SCALED FOR EXACT MEASUREMENTS. WHERE A 1. CUSTOM FABRICATED TYPE 1 KITCHEN EXHAUST DUCT PROVIDED BY OWNER, RECTANGULAR DUCT PAUL DHANENS e ARCHITECT
CONFLICT EXISTS BETWEEN THE DRAWINGS AND THE SPECIFICATIONS, THE HIGHER INSTALLED BY MC UP TO EXHAUST FAN ON ROOF. COORDINATE WITH CAPTIVEAIRE [_10/6 | | FIRST FIGURE IS SIDE SHOWN
AND/OR MORE COSTLY STANDARD WILL APPLY. THE CONTRACTOR SHALL PROMPTLY DRAWINGS. SIZE
NOTIFY THE ENGINEER WHOSE DECISION SHALL BE FINAL.  NO ALLOWANCE WILL 12, UP TO RTU~1 ON ROOF. ROUND DUCT
BE MADE SUBSEQUENTLY IN THIS REGARD ON BEHALF OF THE CONTRACTOR AFTER 13 UP TO RTU-2 ON ROOF. ARCHITECT
AWARD OF THE CONTRACT. 14 UP TO MAU-1 ON ROOF VOLUME DAMPER (ELEV AND PLAN) CHITEC
COORDINATE DUCT ROUTING AND HEIGHTS WITH GENERAL CONTRACTOR. VERIFY 15, REMOTE HUMIDITY SENSOR MOUNTED AT 60" AFF FOR RTU-1. e
ALL CLEARANCES BEFORE STARTING WORK, 16, REMOTE TEMPERATURE SENSOR MOUNTED AT 60" AFF FOR RTU-1. TURNING VANES
H.  THE CONTRACTOR SHALL INSTALL ALL PIPING, DUCTWORK AND EQUIPMENT AS 17, REMOTE HUMIDITY SENSOR MOUNTED WITHIN RETURN DUCT FOR RTU-2. WIRE BACK
REQUIRED TO CONFORM TO THE STRUCTURE, AVOID OBSTRUCTIONS, PRESERVE TO THERMOSTAT AT MANAGER'S DESK. CFM SUPPLY REGISTER OR GRILLE (R OR ©)
CEILING HEIGHTS AND HEADROOM AND MAKE ALL EQUIPMENT REQUIRING 18, REMOTE TEMPERATURE SENSOR MOUNTED WITHIN RETURN DUCT FOR RTU-2. WIRE SIZE
MAINTENANCE OR REPAIR ACCESSIBLE., BACK TO THERMOSTAT AT MANAGER'S DESK, M
L ALL DUCT CONNECTIONS TO HVAC EQUIPMENT MUST BE MADE WITH FLEXIBLE 19.  PROVIDE REMOTE VOLUME DAMPER CONTROL MANUFACTURED BY YOUNG REGULATOR OR <~———— | RETURN REGISTER OR GRILLE (R OR G)
CONNECTORS, UMITED ENERTECH FOR ALL DAMPERS LOCATED ABOVE INACCESSIBLE CEILINGS. SIZE
J DO NOT ATTACH ANYTHING TO DECK ABOVE. ATTACH TO STRUCTURE (ie. BEAMS, 20.  PROVIDE 26/14 PLENUM ABOVE RETURN GRILLES. CFM FRESH AR INTAKE (FA
JOISTS) OMLY. DUCT HANGERS SHALL BE INSTALLED IN ACCORDANCE WITH LOCAL SIZE (FA)
CODE. ALL CONNECTIONS TO JOISTS SHALL BE MADE AT THE TOP CORD.
K. ALL DUCT DIMENSIONS INDICATED ARE CLEAR INSIDE DIMENSIONS. ALL SUPPLY -~ SQUARE CEILING DIFFUSER
AND UNTEMPERED OUTDOOR AIR DUCTWORK SHALL BE LINED WITH 1—1/2" (SUPPLY) 00 CALFORNIA AVE, SUITE 1
ACOUSTICAL DUCT LINER OR WRAPPED WITH 2" THICK FIRE RETARDANT HOOD #2 — SEE CAPTIVE— U.L. LSTED PRE-MFGR DUCT BAKERSFIELD, C ALIFORNIA 9330S
FIBERGLASS WITH A REINFORCED ALUMINUM FOIL JACKET AND SHALL BE APPROVED AR DRAWINGS SEE CAPTIVE AIR DRAWINGS / FACSIMILE:  (661) 326-8937
FOR USE BY SMACNA AND NAMA.  RETURN AIR TRANSFER DUCTS AND RETURN F———I——RGHT RG-1 ]
DUCTWORK WITHIN 10 FEET OF THE UNIT FAN SHALL BE LINED WITH 1° — e Sl e CONSULTANT
ACOUSTICAL DUCT LINER. = | R it ! ] / —NAIN
L. EXPOSED SPIRAL DUCT TO BE GALVAMIZED FINISH, FREE FROM SCRATCHES, DENTS || DRVE THRU @T o £222502E it L T }5\” /\ / [b ® X
OR BLEMISHES AND PAINTED TO MATCH THE SURROUNDING AREA. DUCT SHALL BE ii \ § T ) s ~ EF-2 /. N/ N
INTERNALLY LINED AND SEALED WITH DUCT SEALER COMPLETELY CONCEALED — = : S - e = /
WITHIN THE DUCT JOINT. NO EXPOSED SEALER OR TAPE WILL BE ACCEPTED. s — ﬂ@? [ ilisilr-aaaena EN ' D3 D3
M. ALL EXPOSED DUCTWORK SHALL BE INSTALLED THRU JOIST SPACE. (] =l AC-4.° N ’ \ 24504 24504
N, PROVIDE REMOTE VOLUME DAMPER CONTROL MANUFACTURED BY YOUNG REGULATOR OR D3 (EEpZAR || B | ¥ 400 » 400
UNITED ENERTECH FOR DAMPERS LOCATED ABOVE INACCESSIBLE CEILINGS. il S — D-3 ]
LOCATE CONTROLLER ABOVE ACCESSIBLE CEILING LOCATION. il m{% K \ e 24x24 /S = 140
0. TENANT'S CONTRACTOR SHALL BE RESPONSIBLE FOR THE FIELD VERIFICATION OF i e b3 : 400 \ N\ /
ALL UTILITY RUNS AND/OR OTHER IMPROVEMENTS LOCATED ON THE PREMISES i1 e e |3 X 762 S V760 7
PRIOR TO BIDDING, TENANT'S CONTRACTOR SHALL ALSO BE RESPONSIBLE FOR ' e s i\ 3;'52 . \ \ ,
ALL COSTS RELATING TO THE RELOCATION OF, DAMAGE TO, REPAIR OF ANY ﬂh = X |/
EXISTING UTILITY RUNS AND/OR IMPROVEMENTS WHICH ARE DAMAGED AS A RESULT s L & | w & \ — 5 MUA-(
OF TENANT'S WORK IN OR AROUND THE PREMISES, @m =1 — | — o4 ——N— FF.1
P ROOF MOUNTED EQUIPMENT SHALL BE LABELED WITH THE TENANT NAME AND SPACE — 106 K 146 A 18— ESEES === \ = ]
NUMBER WITH 3" HIGH WEATHER PROOF LETTERS. (o] . 3 " Qo S L — T | I
Q. ALL GREASE EXHAUST DUCTWORK SHALL BE PROVIDED WITH 3" FOIL FACED LJ / = = : == —— ) > COPVRIGIT
THERMAL —CERAMIC INSULATION FOR GREASE DUCTS.  INSULATION SHALL MEET — — —_— 48— F—— < = R
NFPA 96 AND ASTH E 2336 REQUIREMENTS, | — e e = = = E= =
R GREASE DUCT LEAKAGE TESTING MUST BE PERFORMED PRIOR TO CONCEALMENT OF 2 hjﬁ:ﬁ L] HWH O U WAK=IN B \—Ho0D #1- EE CAPTME - - 4
THE DUCTWORK, ] — FREEZER AR DRA
S MECHANIGAL CONTRACTOR SHALL PROVIDE TENANT WITH A WRITTEN ONE (1) YEAR
MANUFACTURER’S WARRANTY ON ALL HVAC EQUIPMENT PROVIDED AND /' OR ORDER PICK UP -3 h _AC-1 3
INSTALLED.  THE WARRANTY SHALL INCLUDE ALL LABOR, MATERIALS AND THREE 20x16 6 _\ Ll T
(3) ROUTINE SERVICES INCLUDING FILTER CHANGES DURING A ONE (1) YEAR \ IIIT]
PERIOD. i
7. AT THE COMPLETION OF CONSTRUCTION AN NEBB, AABC OR TABB CERTIFIED AIR ‘ D-3 X
BALANCE REPORT SHALL BE SUBMITTED TO THE ENGINEER AND LANDLORD.  THE u/ \| = — 12x12
BALANCING MUST BE COMPLETED BY AN INDEPENDENT, THIRD PARTY CONTRACTOR |=AN] E 225
WITH NO TIES TO THE INSTALLING CONTRACTORS. B&—® L E= E %/_ >
6 : N
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      HUMIDITY CONTROL.  IF HUMIDITY CONTROL IS NOT AVAILABLE, PROVIDE 
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      SEPARATE HUMIDISTAT.  MOUNT THERMOSTAT AT 48" ABOVE FINISHED FLOOR.  

AutoCAD SHX Text
      COORDINATE LOCATION WITH WALL GRAPHICS LAYOUT.  PROVIDE REMOTE 
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      TEMPERATURE SENSORS AS INDICATED ON PLAN. 
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 4.   DUCT SMOKE DETECTOR ON RETURN SIDE DUCT AND SHUTDOWN RELAY SHALL BE 
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      FURNISHED BY THE ELECTRICAL CONTRACTOR FOR INSTALLATION BY THE 
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      MECHANICAL CONTRACTOR.  ALL WIRING SHALL BE BY THE ELECTRICAL 
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      CONTRACTOR. 
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 5.   INSTALL SUPPLY DUCTWORK TIGHT TO BOTTOM OF BEAM.
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 6.   INSTALL SUPPLY DUCT BRANCHES WITHIN TRUSS SPACE, TYPICAL.
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 7.   UP TO EF-1 ON ROOF.  SEE ROOF PLAN FOR CONTINUATION.
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 8.   UP TO EF-2 ON ROOF.  SEE ROOF PLAN FOR CONTINUATION.
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 9.   UP TO EF-3 ON ROOF.  SEE ROOF PLAN FOR CONTINUATION.
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10.   PROVIDE VOLUME DAMPER AT EACH DROP TO HOOD AND BALANCE TO CFM INDICATED 
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      ON THE CAPTIVEAIRE HOOD DRAWINGS. DUCT SIZE SHALL MATCH HOOD CONNECTION 
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      SIZE. SEE SHEET H-101 FOR MORE INFORMATION. 
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11.   CUSTOM FABRICATED TYPE 1 KITCHEN EXHAUST DUCT PROVIDED BY OWNER, 
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      INSTALLED BY MC UP TO EXHAUST FAN ON ROOF. COORDINATE WITH CAPTIVEAIRE 
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      DRAWINGS. 
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12.   UP TO RTU-1 ON ROOF.
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13.   UP TO RTU-2 ON ROOF.
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14.   UP TO MAU-1 ON ROOF.
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15.   REMOTE HUMIDITY SENSOR MOUNTED AT 60" AFF FOR RTU-1.
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16.   REMOTE TEMPERATURE SENSOR MOUNTED AT 60" AFF FOR RTU-1.
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17.   REMOTE HUMIDITY SENSOR MOUNTED WITHIN RETURN DUCT FOR RTU-2.  WIRE BACK 
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      TO THERMOSTAT AT MANAGER'S DESK. 
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18.   REMOTE TEMPERATURE SENSOR MOUNTED WITHIN RETURN DUCT FOR RTU-2.  WIRE 
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      BACK TO THERMOSTAT AT MANAGER'S DESK. 
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19.   PROVIDE REMOTE VOLUME DAMPER CONTROL MANUFACTURED BY YOUNG REGULATOR OR 
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      UNITED ENERTECH FOR ALL DAMPERS LOCATED ABOVE INACCESSIBLE CEILINGS. 
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20.   PROVIDE 26/14 PLENUM ABOVE RETURN GRILLES.

AutoCAD SHX Text
G-3

AutoCAD SHX Text
20x16

AutoCAD SHX Text
G-3

AutoCAD SHX Text
20x16

AutoCAD SHX Text
G-3

AutoCAD SHX Text
20x16


	Sheets and Views
	Model


