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HOOD
NO. TAG MODEL LENGTH

MAX.
COOKING

TEMP.

EXHAUST PLENUM

TOTAL
EXH. CFM

RISER(S)

WIDTH LENG. HEIGHT DIA. CFM VEL. S.P.

TOTAL
SUPPLY

CFM

HOOD
CONSTRUCTION

HOOD CONFIG.

END TO
END ROW

1

2

Captrate Solo Filter

Captrate Solo Filter

5

3

20"

16"

16"

16"

85% See Filter Spec.

85% See Filter Spec.

6

2

Screw In 12W LED

Screw In 12W LED

NO

NO

Right 12"x54"x30" Ansul R102 3.0/3.0 DCV-2111
1 Light
1 Fan

YES

YES

705
LBS

257
LBS

HOOD
NO. TAG

FILTER(S)

TYPE QTY. HEIGHT LENGTH EFFICIENCY @ 7 MICRONS

LIGHT(S)

QTY. TYPE WIRE
GUARD

UTILITY CABINET(S)

LOCATION SIZE
FIRE SYSTEM

TYPE SIZE

ELECTRICAL

MODEL #

SWITCHES

QUANTITY

FIRE
SYSTEM
PIPING

HOOD
HANGING

WGHT

1

2

FIELD   WRAPPER   14.00"  High    Front, Left, Right

BACKSPLASH   80.00"  High  X  100.00"  Long    430 SS  Vertical

BACKSPLASH   122.00"  High  X  18.00"  Long    430 SS  Vertical

BACKSPLASH   122.00"  High  X  18.00"  Long    430 SS  Vertical

LEFT   END STANDOFF (FINISHED)   1"  Wide     54"  Long   Insulated

RIGHT  QUARTER END PANEL   23"  Top Width,   0"  Bottom Width,   23"  High   430 SS

LEFT  QUARTER END PANEL   23"  Top Width,   0"  Bottom Width,   23"  High   430 SS

FIELD   WRAPPER   37.00"  High    Front, Left, Right

BACKSPLASH   122.00"  High  X  88.00"  Long    430 SS  Vertical

RIGHT  QUARTER END PANEL   20"  Top Width,   0"  Bottom Width,   20"  High   430 SS

LEFT  QUARTER END PANEL   20"  Top Width,   0"  Bottom Width,   20"  High   430 SS

SENSOR-CV

HOOD
NO. TAG OPTION

1

2

Front

Front

100"

52"

14"

18"

6"

6"

MUA
MUA
MUA

12"
12"
8"

28"
28"
36"

770
770
630

0.222"
0.222"
0.177"

HOOD
NO. TAG POS. LENGTH WIDTH HEIGHT TYPE

RISER(S)

WIDTH LENG. DIA. CFM S.P.

PATENT NUMBERS

AC-PSP Wall (Canada) - CA Patent 2820509
AC-PSP (United States) - US Patent 7963830 B2

AC-PSP Island (Canada) - CA Patent 2520330

System Design Verification (SDV)

If ordered, CAS Service will perform a System Design Verification (SDV) once all equipment has had a complete start up per the Operation
and Installation Manual. Typically, the SDV will be performed after all inspections are complete.

Any field related discrepancies that are discovered during the SDV will be brought to the
attention of the general contractor and corresponding trades on site.  These issues
will be documented and forwarded to the appropriate sales office.  If CAS Service has to
resolve a discrepancy that is a field issue, the general contractor will be notified and
billed for the work. Should a return trip be required due to any field related discrepancy that cannot be resolved during the SDV, there will
be additional trip charges.

During the SDV, CAS Service will address any discrepancy that is the fault of the manufacturer. Should a return trip be required, the
general contractor and appropriate sales office will be notified. There will be no additional charges for manufacturer discrepancies.
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FILTER COLLECTION EFFICIENCY
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2" Captrate Grease-Stop Solo Filter
R R

Made From 430 Stainless Steel
ETL Listed Grease Extracting Filters

CaptiveAire Captrate Solo Filter

STANDARD 710

R

R

ACCORDANCE

No. 96

BUILT

NFPA
WITH

IN

*** NOTE ***
ALL WALLS AND STRUCTURES THAT
COME WITHIN 18" OF HOOD MUST BE
METAL STUDS AND SHEETROCK.
WOOD STUDS OR ANY OTHER
COMBUSTIBLE MATERIAL WITHIN 18"
OF HOOD NOT ALLOWED

*** NOTE ***

HOOD MANUFACTURER
RECOMMENDS NO RETURNS
OR 4-WAY DIFFUSERS
WITHIN 10 FEET OF HOOD
IN ALL DIRECTIONS.

*** NOTE ***

MAKE-UP AIR SHALL BE
DELIVERED INTO SPACE
IN MANNER THAT WILL NOT
DISRUPT HOODS ABILITY
TO CAPTURE AND CONTAIN.

INDIANA REGIONAL ENGINEERING OFFICE
20 E. AIRPORT ROAD, BROWNSBURG, IN  46112

PHONE(317) 852-3770, (800) 863-4696
FAX (888) 515-5929   reg56@captiveaire.com

FOR QUESTIONS, CALL DAVE MILLER 

TENANT IMPROVEMENT
FOR

info@landmarkphx.com

ARIZONA   NEW ENGLAND

LANDMARK
K I T C H E N  D E S I G N,  L L C

FOODSERVICE  CONSULTANT:

www.landmarkphx.com

TEL: (602) 443-0344


