1/2" DIA. ALL THREAD ROD 1/2" DIA. HEAVY DUTY NUT / REVISIONS \ '
CONNECTED TO ROOF JOIST ﬁ:ﬁsﬁoﬁ Q&D TWo BELOW DESCRIPTION BATE:
THROUGH ANOTHER HANGING
ANGLE HOOD INFORMATION — Job#3864344 PATENT NUMBERS A N ~ 4 l
EXHAUST PLENUM HOOD CONFIG. = —
HOOD MAX. RISER(S) TOTAL HOOD AC-PSP (United States) - US Patent 7963830 B2 A
NO TAG MODEL LENGTH |COOKING| TOTAL SUPPLY CONSTRUCTION END TO ROW AC-PSP Wall (Canada) - CA Patent 2820509 /\
: TEMP. | EXH.CFM | WIDTH | LENG. [HEIGHT| DIA. | CFM | VEL. S.P. CFM END AC-PSP Island (Canada) - CA Patent 2520330 A
1 5430 73" 600 1812 4" 14" 1812 | 1695 0.785" 1540 430 SS ALONE | ALONE
ND-2-PSP-F Deg. e Where Exposed
3044 Cow 450 R " " 430 SS
2 BD.2.PSP-F 4'4 Deg. 900 4 10 900 | 1650 | -0.844 630 Where Exposed ALONE | ALONE @E
L]
¥ FANGING, ANGLE 1S PRE-PUNCHED AT FACTORY. o T CIOR HOOD INFORMATION S GHTE) CABINET(S) (Z%*
FILTER LIGHT UTILITY CAB 4
HANGING ANGLE DETAI LS HOOD TAG WIRE FIRE SYSTEM ELECTRICAL SWITCHES S;L_;I?'IIEEM HAHI\?C(;‘?IaG "E
HOOD STYLE | 450 600 200 NO. TYPE QTY.|HEIGHT [ LENGTH | EFFICIENCY @ 7 MICRONS (QTY. TYPE GUARD LOCATION SIZE TYPE SIZE MODEL # QUANTITY PIPING | WGHT 8_
/ MoDEL | DEGREES | DEGREES | DEGREES T Dot o
cfm/ft. cfm/ft. cfm/ft. 1 Captrate Solo Filter 5 20" 16" 85% See Filter Spec. 6 Screw In 12W LED NO Right 12"%54"x30" Ansul R102 3.0/3.0 DCV-2111 i YES Zgg §
CANOPY 200 250 g
ND2 150 2 Captrate Solo Filter 3 16" 16" 85% See Filter Spec. 2 Screw In 12W LED NO YES ngé %
©
WITH END el
PANELS 127:5 170 212.5 HOOD OPTIONS g
(15% reduction) HOOD =
SLOPED pos No. | TAG OPTION <=(|
SND-2 228 B FIELD WRAPPER 14.00" High Front, Left, Right =
ISLAND BACKSPLASH 80.00" High X 100.00" Long 430 SS Vertical 2
ND—2Wi 269 300 350 BACKSPLASH 122.00" High X 18.00" Long 430 SS Vertical D
. " . ,\
NDI 346 422 475 1 BACKSPLASH 122.00" High X 18.00" Long 430 SS Vertical &
LEFT END STANDOFF (FINISHED) 1" Wide 54" Long Insulated >
ETL HOOD LISTING DETA”— RIGHT QUARTER END PANEL 23" Top Width, 0" Bottom Width, 23" High 430 SS @/
EXHAUST CFM=LENGTH OF HOOD X CFM/LIN.FT. (LOAD) LEFT QUARTER END PANEL 23" Top Width, 0" Bottom Width, 23" High 430 SS E FOODSERVICE CONSULTANT:
SUPPLY CPU=EXHAUST GFM X PERCENTAGE. REQUIRED FIELD WRAPPER 37.00" High Front, Left, Right 8 R LAN DMARK
TOTAL DUCT AREA=144 X —omy BACKSPLASH 122.00" High X 88.00" Long 430 SS Vertical El S KITCHEN DESIGN, LLC
DUCT LENGTH= TOTAL DUCT AREA 2 RIGHT QUARTER END PANEL 20" Top Width, 0" Bottom Width, 20" High 430 SS o % AFTEE@LZE(;%;}EEE%::ND
DUCT DEPTH LEFT QUARTER END PANEL 20" Top Width, 0" Bottom Width, 20" High 430 SS 8 < enmenemcen
*CAPTIVE-AIRE VENTILATOR DUCT SIZES ARE CALCULATED USING AN EXHAUST c -
VELOCITY OF 1500—1800 FPM AND A SUPPLY VELOCITY OF 1000 FPM. SENSOR-CV (1] Qe
CALCULATIONS UTILIZED T Z
D c
CAPTIVE—AIRE HOODS ARE BUILT IN COMPLIANCE WITH: PERFORATED SUPPLY PLENUM(S) RISER(S) - %
HOOD o
\ — NO. TAG POS. LENGTH| WIDTH | HEIGHT | TYPE WIDTH | LENG. | DIA. CFM SP. g
IN ©
@[ﬂb e MUA 12" 28" 770 | 0.222" s
NFPA 1 Front 100" 14" 6" . . ) .
LisTeD >~ iertek MUA | 12 28 770 | 0.222 z
304804—003 2 Front 52" 18" 6" MUA 8" 36" 630 | 0.177" S
Listed under ETL File number 3054804—001/002 @
BUILDING CODES S
[an]
CAPTIVE—AIRE HOODS HAVE OPTIONAL CLEARANCE 8
REDUCTION SYSTEMS AVAILABLE AS FOLLOWS: ;
MATERIAL CLEARANCE REDUCTION SYSTEM (/J
©
NON—-COMBUSTIBLE NONE REQUIRED %
LIMITED—COMBUSTIBLE 3" UNINSULATED STANDOFF é‘
<C
COMBUSTIBLE 1" INSULATED STANDOFF |_|J
o
N
CLEARANCE TO COMBUSTIBLES
INSTALLATION
1. ALL ELECTRICAL "FIELD" CONNECTIONS AND RELATED
INTERCONNECTIONS BY ELECTRICAL CONTRACTORS.
2. ALL PLUMBING “FIELD" CONNECTIONS AND RELATED
INTERCONNECTIONS BY PLUMBING CONTRACTORS.
3. HANGING BRACKETS LOCATED AND WELDED AS SHOWN ON
PLANS. ALL OTHER HANGER MATERIALS PROVIDED BY
INSTALLING CONTRACTORS.
4, ALL CONNECTIONS FROM CAPTIVE-AIRE DUCT PER
MECHANICAL CONTRACTORS’S PLANS.
5. COOKING EQUIPMENT TO SHUTOFF IN EVENT OF FIRE.
6. EXHAUST FANS TO TURN ON IN EVENT OF FIRE.
7. ALL LIGHTS FIXTURE SHOWN INSTALLED BY CAPTIVE—AIRE
ARE FACTORY PREWIRED. INTERCONNECTIONS BETWEEN
HOODS AND TO SWITCHES BY ELECTRICAL CONTRACTORS.
8, LAMPS FOR LIGHT FIXTURES BY INSTALLING CONTRACTORS.
9. SEISMIC RESTAINTS ARE RESPONSIBILITY OF
INSTALLING CONTRACTOR.
10. INSTALLING CONTRACTORS ASSUME ALL RELATED
REPONSIBILITY FOR VERIFICATION OF DIMENSIONAL
DATA CONTAINED ON THESE DOCUMENTS FOR
ACCURACY, INTEGRATION, AND ADMINISTRATION OF
CODE REQUIREMENTS IN EFFECT PRIOR TO ANY
RELEASE FOR PRODUCTION OF EQUIPMENT SHOWN.
BALANCE O
11. KITCHEN HOODS MUST BE BALANCED WITH KITCHEN. < m
12. KITCHEN SHALL BE NEGATIVE WITH RESPECT L‘)
TO DINING AREA. O ™)
13. RESTAURANT SHALL BE POSITIVE WITH RESPECT m
TO AMBIENT PRESSURE. -
ADDITIONAL o < TENANT H\lé[g%OVEMENT
14. WRITTEN HOOD DIMENSIONS HAVE PRECEDENCE OVER SCALE. LIJ O
15. SIGNED AND "APPROVED” COPIES OF THIS DOCUMENT I_
MUST BE RECEIVED BY THE FACTORY PRIOR TO (D b
COMMENCEMENT OF FABRICATION. < m
GENERAL NOTES ') LLI
FILTER COLLECTION EFFICIENCY I_
Somsc? Z o
2" Captratc Grease-Stop Solo Filter < <
: - O
i : — )] Z
_ System Design Verification (SDV) = <
- 7 _ _ n —
S If ordered, CAS Service will perform a System Design Verification (SDV) once all equipment has had a complete start up per the Operation
f / and Installation Manual. Typically, the SDV will be performed after all inspections are complete. ]
= / NOTE DATE: 6/11/2019
g FOR QUESTIONS, CALL DAVE MILLER ;ﬁsﬁ;ﬁ%@; @ggg%%@NggDFggg 77;24}, Any field related discrepancies that are discovered during the SDV will be brought to the DWG.#:
J INDIANA REGIONAL ENGINEERING OFFICE attention of the general contractor and corresponding trades on site. These issues 3864344 94-24-18 | BUILDING DEPT SUBMITTAL
L] 20 AR R R R R e 12 DIFFUSERS OR AIR RETURNS W/ 10 FT ill be d ted and forwarded to th iate sales office. If CAS Service has to
L , PHONE(317) 852-3770, (800) 863-4696 OF THE HOOD. PERFORATED DIFFUSERS will be documented and torwarded 10 he appropriate sales oflice. | € DRAWN
PARTICLE DIAMETER () FAX (888) 515-5929 reg56@captiveaire.com ARE RECOMMENDED. resolve a discrepancy that is a field issue, the general contractor will be notified and BY: PCM-56
-~ e _— billed for the work. Should a return trip be required due to any field related discrepancy that cannot be resolved during the SDV, there will SCALE:
ﬁ ‘‘‘‘‘‘‘‘‘ *k *_N(S-FE_G*_ ___________________ 7_: :_F ''''''''' ; :_'_'_'_:*: ''''''''''''''''''' _I_: :_F ''''''''' ; :_'_'_'_:*: ''''''''''''''''''' _I_: be additional trip charges. 3/4_» _ 1.’_0»
il Lo+ Lioo I . . . . : . .
I i ALL WALLS AND STRUCTURES THAT s il il During the SDV, CAS Service will address any discrepancy that is the fault of the manufacturer. Should a return trip be required, the MASTER DRAWING
|i COME WITHIN 18" OF HOOD MUST BE ! Ii HOOD MANUFACTURER i1 1 MAKE-UP AIR SHALL BE a ) , ) - ) " ) : !
i il Ll i general contractor and appropriate sales office will be notified. There will be no additional charges for manufacturer discrepancies. 5
i: METAL STUDS AND SHEETROCK. :i i: RECOMMENDS NO RETURNS :i i: DELIVERED INTO SPACE :i .
I év(g)l\SI)E[’,)USSTFLIJgLSE %i??%ifmm (g || |1 OR4-WAY DIFFUSERS i1 |7 IN MANNER THAT WILL NOT | ,
CaptiveA(iife Captrate Solo Fﬂtefl i} OF HOOD NOT ALLOWED Ei i} WITHIN 10 FEET OF HOOD : i i} DISRUPT HOODS ABILITY : i EXHAUST
ETL Listed Grease Extracting Filters [ o oot H
: 5 § il 1i IN ALL DIRECTIONS. il i TO CAPTURE AND CONTAIN. i
Made From 430 Stainless Steel N HEH HEH il SHEET NO. HOOD SHOP
o [ | 1
FILTER DETAIL L y DRAWING
]




